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	Reason for change:
	NG-RAN node can be allowed to propagate the Management Based MDT PLMN List IE to the target NG-RAN node irrespective of the target PLMN being included or not included in the list, given the following conditions are met:

· The source NG-RAN node and the target NG-RAN node are managed by the same operator.

· MDT is not activated, or is stopped, when the UE is in a PLMN not covered by the consent.
Currently, above case is not supported.

	
	

	Summary of change:
	Delete the corresponding description in the abnormal section to support the above case.
Impact Analysis:

Impact assessment towards the previous version of the specification (same release): 
This CR has isolated impact on the functionality of Handover preparation procedure procedure.

This CR is backward compatible.  
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--------------------------------Start of the First Change-----------------------------
8.2.1.4
Abnormal Conditions

If the supported algorithms for encryption defined in the UE Security Capabilities IE in the UE Context Information IE, plus the mandated support of the EEA0 and NEA0 algorithms in all UEs (TS 33.501 [28]), do not match any allowed algorithms defined in the configured list of allowed encryption algorithms in the NG-RAN node (TS 33.501 [28]), the NG-RAN node shall reject the procedure using the HANDOVER PREPARATION FAILURE message.

If the supported algorithms for integrity defined in the UE Security Capabilities IE in the UE Context Information IE, plus the mandated support of the EIA0 and NIA0 algorithms in all UEs (TS 33.501 [28]), do not match any allowed algorithms defined in the configured list of allowed integrity protection algorithms in the NG-RAN node (TS 33.501 [28]), the NG-RAN node shall reject the procedure using the HANDOVER PREPARATION FAILURE message.

If the CHO trigger IE is set to "CHO-replace" in the HANDOVER REQUEST message, but there is no CHO prepared for the included Target NG-RAN node UE XnAP ID, or the candidate cell in the Target Cell ID IE was not prepared using the same UE-associated signaling connection, the NG-RAN node shall reject the procedure using the HANDOVER PREPARATION FAILURE message.
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