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Many IEs included in the transparent container are set with criticality as “reject” , but there is no strong need. Also this may deteriorate the handover performance, with bad KPI. 
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· Change the criticality from Reject to Ignore for some IEs, including DAPS Response Information List. 
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The Target eNB to Source eNB Transparent Container IE is an information element that is produced by the target eNB and is transmitted to the source eNB. For inter-system handovers to E-UTRAN, the IE is transmitted from the target eNB to the external relocation source.
This IE is transparent to EPC.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	RRC Container
	M
	
	OCTET STRING
	Includes the RRC E-UTRA Handover Command message as defined in subclause 10.2.2 of TS 36.331 [16].
	-
	

	DAPS Response Information List
	
	0..1
	
	
	YES
	rejectignore

	>DAPS Response Information Item
	
	1 .. <maxnoofE-RABs>
	
	
	EACH
	Ignore

	>>E-RAB ID
	M
	
	9.2.1.2
	
	-
	

	>>DAPS Response Information
	M
	
	9.2.1.156
	Indicates the response to a requested DAPS Handover
	-
	



	Range bound
	Explanation

	maxnoofE-RABs
	Maximum no. of E-RABs for one UE. Value is 256.
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-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

S1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
eps-Access (21) modules (3) s1ap (1) version1 (1) s1ap-IEs (2) }
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TargeteNB-ToSourceeNB-TransparentContainer		::= SEQUENCE {
	rRC-Container		RRC-Container,
	iE-Extensions		ProtocolExtensionContainer { {TargeteNB-ToSourceeNB-TransparentContainer-ExtIEs} } OPTIONAL,
	...
}

TargeteNB-ToSourceeNB-TransparentContainer-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-DAPSResponseInfoList						CRITICALITY rejectignore	EXTENSION DAPSResponseInfoList	PRESENCE optional},
	...
}
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