3GPP TSG-RAN WG3 #113-e
R3-213764
Aug 16-26 2021
Online

Agenda item:
19.2.3
Source: 
ZTE
Title: 
 TP for TS38.455 on On-demand PRS     

Document for:
Other
Introduction

In this contribution, we provide the corresponding text proposal to TS38.455 on On-demand PRS for TRP Capability transfer.
 Text Proposal to TS38.455
<<<<<<<<<<<<<<<<<<<< START OF CHANGES >>>>>>>>>>>>>>>>>>>>
9.2.25
TRP Information

The TRP Information IE contains information for one TRP within an NG-RAN node. 

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	TRP ID
	M
	
	9.2.24
	

	TRP Information Type
	
	1 .. <maxnoTRPInfoTypes>
	
	

	>CHOICE TRP Information Item
	M
	
	
	

	>>NR PCI
	M
	
	INTEGER (0..1007)
	NR Physical Cell ID

	>>NR CGI
	M
	
	9.2.9
	

	>>NR ARFCN
	M
	
	INTEGER (0..3279165)
	

	>>PRS Configuration
	M
	
	9.2.44
	

	>>SSB Information
	M
	
	9.2.54
	

	>>SFN Initialisation Time
	M
	
	Relative Time 1900

9.2.36
	

	>>Spatial Direction Information
	M
	
	9.2.45
	

	>>Geographical Coordinates
	M
	
	9.2.46
	

	>>TRP Capability
	M
	
	ENUMERATED(Supported, Not supported)
	


	Range bound
	Explanation

	maxnoTRPInfoTypes
	Maximum no of TRP information types that can be requested and reported with one message. Value is 64.


<<<<<<<<<<<<<<<<<<<< END OF CHANGES >>>>>>>>>>>>>>>>>>>
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