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Change Start
9.3.4.10	Handover Command Transfer
This IE is transparent to the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information
9.3.2.2
	To deliver forwarded DL PDUs.
	-
	

	QoS Flow to be Forwarded List
	
	0..1
	
	QoS flows associated with the DL Forwarding UP TNL Information IE.
	-
	

	>QoS Flow to be Forwarded Item
	
	1..<maxnoofQoSFlows>
	
	
	-
	

	>>QoS Flow Identifier
	M
	
	9.3.1.51
	
	-
	

	Data Forwarding Response DRB List
	O
	
	9.3.1.77
	
	-
	

	Additional DL Forwarding UP TNL Information
	O
	
	QoS Flow per TNL Information List
9.3.2.1
	NG-RAN node endpoint to deliver forwarded DL PDUs for split PDU session, together with associated QoS flows to be forwarded.
	YES
	ignore

	UL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information
9.3.2.2
	To deliver forwarded UL PDUs 
	YES
	reject

	Additional UL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information List
9.3.2.12
	NG-RAN node endpoint to deliver forwarded UL PDUs for split PDU session.
	YES
	reject

	Data Forwarding Response E-RAB List
	O
	
	9.3.1.121
	
	YES
	ignore

	QoS Flow Failed to Setup List
	O
	
	QoS Flow List with Cause
9.3.1.13
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.


	


Next of Change
[bookmark: _Toc64446549][bookmark: _Toc45658988][bookmark: _Toc45898077][bookmark: _Toc36553430][bookmark: _Toc36555157][bookmark: _Toc29504977][bookmark: _Toc29503809][bookmark: _Toc29504393][bookmark: _Toc51746284][bookmark: _Toc20955356][bookmark: _Toc45798688][bookmark: _Toc45720808][bookmark: _Toc45652556]9.4.5	Information Element Definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

NGAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

	
--unchanged part
id-UserLocationInformationW-AGF,
id-qosFlowFailedToSetupList,
	maxnoofAllowedAreas,
	maxnoofAllowedCAGsperPLMN,
	maxnoofAllowedS-NSSAIs,
	maxnoofBluetoothName,
Next of Change

-- H

HandoverCommandTransfer ::= SEQUENCE {
	dLForwardingUP-TNLInformation		UPTransportLayerInformation						OPTIONAL,
	qosFlowToBeForwardedList			QosFlowToBeForwardedList						OPTIONAL,
	dataForwardingResponseDRBList		DataForwardingResponseDRBList					OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {HandoverCommandTransfer-ExtIEs} } OPTIONAL,
	...
}

HandoverCommandTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-AdditionalDLForwardingUPTNLInformation		CRITICALITY ignore	EXTENSION QosFlowPerTNLInformationList			PRESENCE optional		}|
	{ ID id-ULForwardingUP-TNLInformation				CRITICALITY reject	EXTENSION UPTransportLayerInformation			PRESENCE optional		}|
	{ ID id-AdditionalULForwardingUPTNLInformation		CRITICALITY reject	EXTENSION UPTransportLayerInformationList		PRESENCE optional		}|
	{ ID id-DataForwardingResponseERABList				CRITICALITY ignore	EXTENSION DataForwardingResponseERABList		PRESENCE optional		}|
    { ID id-qosFlowFailedToSetupList			        CRITICALITY ignore	EXTENSION QosFlowListWithCause       	   	PRESENCE optional		},
	...
}
Next of Change
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-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

NGAP-Constants { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS

	ProcedureCode,
	ProtocolIE-ID
FROM NGAP-CommonDataTypes;


-- **************************************************************
--
-- Elementary Procedures
--
-- **************************************************************

--unchanged part
	id-Extended-RANNodeName									ProtocolIE-ID ::= 273
	id-Extended-AMFName										ProtocolIE-ID ::= 274
	id-GlobalCable-ID										ProtocolIE-ID ::= 275
[bookmark: OLE_LINK118]	id-QosMonitoringReportingFrequency						ProtocolIE-ID ::= 276
	id-QosFlowParametersList									ProtocolIE-ID ::= 277
	id-QosFlowFeedbackList									ProtocolIE-ID ::= 278
	id-BurstArrivalTimeDownlink								ProtocolIE-ID ::= 279
	id-ExtendedUEIdentityIndexValue							ProtocolIE-ID ::= 280
id-qosFlowFailedToSetupList							    ProtocolIE-ID ::= 281



END
-- ASN1STOP

End of Change

