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START OF CHANGES
[bookmark: _Toc534903068][bookmark: _Toc51775985][bookmark: _Toc56773007][bookmark: _Toc64447636][bookmark: _Toc74152292]9.1.1.1	E-CID MEASUREMENT INITIATION REQUEST
This message is sent by LMF to initiate E-CID measurements.
Direction: LMF  NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	LMF UE Measurement ID
	M
	
	INTEGER (1..15 ,…,16..256)
	
	YES
	reject

	Report Characteristics
	M
	
	ENUMERATED (OnDemand, Periodic,…)
	
	YES
	reject

	Measurement Periodicity
	C-ifReportCharacteristicsPeriodic
	
	ENUMERATED (120ms, 240ms, 480ms, 640ms, 1024ms, 2048ms, 5120ms, 10240ms, 1min, 6min, 12min, 30min, 60min,…, 20480ms, 40960ms)
	The codepoint 60min applies only for ng-eNB.
	YES
	reject

	Measurement Quantities
	
	1 .. <maxnoMeas>
	
	
	EACH
	reject

	>Measurement Quantities Item
	M
	
	ENUMERATED (Cell-ID, Angle of Arrival, Timing Advance Type 1, Timing Advance Type 2, RSRP, RSRQ,…, SS-RSRP, SS-RSRQ, CSI-RSRP, CSI-RSRQ, NR Angle of Arrival)
	
	-
	-

	Other-RAT Measurement Quantities
	
	0 .. <maxnoMeas>
	
	
	EACH
	ignore

	>Other-RAT Measurement Quantities Item
	M
	
	ENUMERATED (GERAN, UTRAN,…, NR, EUTRA)
	
	
	

	WLAN Measurement Quantities
	
	0 .. <maxnoMeas>
	
	
	EACH
	ignore

	>WLAN Measurement Quantities Item
	M
	
	ENUMERATED (WLAN, ...)
	
	-
	



	Range bound
	Explanation

	maxnoMeas
	Maximum no. of measured quantities that can be configured and reported with one message. Value is 64.



	Condition
	Explanation

	ifReportCharacteristicsPeriodic
	This IE shall be present if the Report Characteristics IE is set to the value "Periodic".



[bookmark: _Toc534903069][bookmark: _Toc51775986][bookmark: _Toc56773008][bookmark: _Toc64447637][bookmark: _Toc74152293]9.1.1.2	E-CID MEASUREMENT INITIATION RESPONSE
This message is sent by NG-RAN node to indicate that the requested E-CID measurement is successfully initiated.
Direction: NG-RAN node  LMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	LMF UE Measurement ID
	M
	
	INTEGER (1..15,…, 16..256)
	
	YES
	reject

	RAN UE Measurement ID
	M
	
	INTEGER (1..15,…, 16..256)
	
	YES
	reject

	E-CID Measurement Result
	O
	
	9.2.5
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.2
	
	YES
	ignore

	Cell Portion ID
	O
	
	9.2.12
	
	YES
	ignore

	Other-RAT Measurement Result
	O
	
	9.2.13
	
	YES
	ignore

	WLAN Measurement Result
	O
	
	9.2.14
	
	YES
	ignore



[bookmark: _Toc534903070][bookmark: _Toc51775987][bookmark: _Toc56773009][bookmark: _Toc64447638][bookmark: _Toc74152294]9.1.1.3	E-CID MEASUREMENT INITIATION FAILURE
This message is sent by NG-RAN node to indicate that the requested E-CID measurement cannot be initiated.
Direction: NG-RAN node  LMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	LMF UE Measurement ID
	M
	
	INTEGER (1..15,…,16.. 256)
	
	YES
	reject

	Cause
	M
	
	9.2.1
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.2
	
	YES
	ignore



[bookmark: _Toc534903071][bookmark: _Toc51775988][bookmark: _Toc56773010][bookmark: _Toc64447639][bookmark: _Toc74152295]9.1.1.4	E-CID MEASUREMENT FAILURE INDICATION
This message is sent by NG-RAN node to indicate that the previously requested E-CID measurement can no longer be reported.
Direction: NG-RAN node  LMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	ignore

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	LMF UE Measurement ID
	M
	
	INTEGER (1..15,…, 16..256)
	
	YES
	reject

	RAN UE Measurement ID
	M
	
	INTEGER (1..15,…,16.. 256)
	
	YES
	reject

	Cause
	M
	
	9.2.1
	
	YES
	ignore



[bookmark: _Toc534903072][bookmark: _Toc51775989][bookmark: _Toc56773011][bookmark: _Toc64447640][bookmark: _Toc74152296]9.1.1.5	E-CID MEASUREMENT REPORT
This message is sent by NG-RAN node to report the results of the requested E-CID measurement.
Direction: NG-RAN node  LMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	ignore

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	LMF UE Measurement ID
	M
	
	INTEGER (1..15,…, 16..256)
	
	YES
	reject

	RAN UE Measurement ID
	M
	
	INTEGER (1..15,…,16.. 256)
	
	YES
	reject

	E-CID Measurement Result
	M
	
	9.2.5
	
	YES
	ignore

	Cell Portion ID
	O
	
	9.2.12
	
	YES
	ignore



[bookmark: _Toc534903073][bookmark: _Toc51775990][bookmark: _Toc56773012][bookmark: _Toc64447641][bookmark: _Toc74152297]9.1.1.6	E-CID MEASUREMENT TERMINATION COMMAND
This message is sent by the LMF to terminate the requested E-CID measurement.
Direction: LMF  NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	ignore

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	LMF UE Measurement ID
	M
	
	INTEGER (1..15,…,16.. 256)
	
	YES
	reject

	RAN UE Measurement ID
	M
	
	INTEGER (1..15,…,16.. 256)
	
	YES
	reject



NEXT CHANGE

[bookmark: _Toc534903103][bookmark: _Toc51776082][bookmark: _Toc56773104][bookmark: _Toc64447734][bookmark: _Toc74152390]9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

NRPPA-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) nrppa (4) version1 (1) nrppa-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN


SKIPPED TEXT UNCHANGED
-- U

UARFCN ::= INTEGER (0..16383, ...)

[bookmark: _Hlk50053198][bookmark: _Hlk50147335]UE-Measurement-ID ::= INTEGER (1..15, ..., 16..256)

UTRA-EcN0 ::= INTEGER (0..49, ...)

UTRA-RSCP ::= INTEGER (-5..91, ...)

END OF CHANGES

