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1. Introduction
This is a TP for TS 38.423 as discussed in [1].
2. TP for the BL CR for XnAP
********************************
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9.2.3.xxx
Survival Time
This IE provides the Survival Time for a TSC QoS flow (see TS 23.501 [7]). 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Survival Time
	M
	
	INTEGER (0..180000000, …)
	Expressed in units of 1 us .


Editor’s note: The maximum value and the time unit granularity for the Survival Time are FFS.
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9.3.5
Information Element definitions

-- ASN1START

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

XnAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


id-CNTypeRestrictionsForEquivalent,


id-CNTypeRestrictionsForServing,


id-Additional-UL-NG-U-TNLatUPF-List,

id-ConfiguredTACIndication,


id-AlternativeQoSParaSetList,


id-CurrentQoSParaSetIndex,
********************************
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SUL-Information ::= SEQUENCE {


sulFrequencyInfo


NRARFCN,


sulTransmissionBandwidth
NRTransmissionBandwidth,


iE-Extensions



ProtocolExtensionContainer { {SUL-Information-ExtIEs} } OPTIONAL,


...

}

SUL-Information-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


{ ID id-CarrierList



CRITICALITY ignore
EXTENSION NRCarrierList


PRESENCE optional }|

{ ID id-FrequencyShift7p5khz
CRITICALITY ignore
EXTENSION FrequencyShift7p5khz
PRESENCE optional },
...

}

SupportedSULBandList ::= SEQUENCE (SIZE(1..maxnoofNRCellBands)) OF SupportedSULBandItem
SupportedSULBandItem ::= SEQUENCE {


sulBandItem




SUL-FrequencyBand,


iE-Extensions



ProtocolExtensionContainer { {SupportedSULBandItem-ExtIEs} } OPTIONAL,


...

}

SupportedSULBandItem-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

SurvivalTime ::= INTEGER (0..180000000, ...)
SymbolAllocation-in-Slot ::= CHOICE {


allDL



SymbolAllocation-in-Slot-AllDL,


allUL



SymbolAllocation-in-Slot-AllUL,


bothDLandUL


SymbolAllocation-in-Slot-BothDLandUL,


choice-extension
ProtocolIE-Single-Container { {SymbolAllocation-in-Slot-ExtIEs} }

}

SymbolAllocation-in-Slot-ExtIEs XNAP-PROTOCOL-IES ::= {


...

}

.
3. Reference

[1] R3-213910, (TP for NR_IIOT_URLLC_enh BL CR for TS 38.413) Discussion on the remaining issues for the Survival Time, Samsung

