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8.5.X
Multicast Group Paging

8.5.X.1
General

The purpose of the Multicast Group Paging procedure is to enable the AMF to notify all involved UEs of the activation of an MBS Session. 
Editor’s Note:
 procedure text is FFS
8.5.X.2
Successful Operation
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Figure 8.5.X.2-1: Multicast Group Paging 

The AMF initiates the Multicast Group Paging procedure by sending the MULTICAST GROUP PAGING message to the NG-RAN node.

At the reception of the MULTICAST GROUP PAGING message, the NG-RAN node shall perform paging of the MBS Session identified by the MBS Session ID IE in cells which belong to the indicated Multicast Paging Area IE.

Editor’s Note:
 procedure text is FFS
8.5.1.3
Abnormal Conditions

Void.

Next change
9.2.4.X
MULTICAST GROUP PAGING

This message is sent by the AMF and is used to notify involved UEs about the activation of a multicast session. 
Editor’s Note:
 procedure text is FFS
Direction: AMF ( NG-RAN node

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	MBS Session ID
	M
	
	9.3.1.x
	
	YES
	ignore

	Further IEs FFS
	
	
	
	Editor’s Note: in which way and whether UE Ids, POs, paging area, DRX, Paging Priority etc are included and structured is FFS
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