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9.2.3.115	TSC Assistance Information
This IE provides the TSC assistance information for a TSC QoS flow in the uplink or downlink (see TS 23.501 [7]). 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Periodicity
	M
	
	9.2.3.116
	Periodicity as specified in TS 23.501 [7].
	_
	

	Burst Arrival Time
	O
	
	9.2.3.117
	Burst Arrival Time as specified in TS 23.501 [7].
	_
	

	Survival Time
	O
	
	9.2.3.xxx
	
	YES
	ignore




********************************
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[bookmark: _Hlk44434664][bookmark: _Toc44497773][bookmark: _Toc45108160][bookmark: _Toc45901780][bookmark: _Toc51850861][bookmark: _Toc56693865][bookmark: _Toc64447409][bookmark: _Toc66286903]9.2.3.xxx	Survival Time
This IE provides the Survival Time for a TSC QoS flow (see TS 23.501 [7]). 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Survival Time
	M
	
	INTEGER (0..6400000 (FFS), …)
	Expressed in units of 1 us (FFS).


Editor’s note: The maximum value and the time unit granularity for the Survival Time are FFS.
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[bookmark: _Toc20955408][bookmark: _Toc29991616][bookmark: _Toc36556019][bookmark: _Toc44497804][bookmark: _Toc45108191][bookmark: _Toc45901811][bookmark: _Toc51850892][bookmark: _Toc56693896][bookmark: _Toc58484453]9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

XnAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


	id-CNTypeRestrictionsForEquivalent,
	id-CNTypeRestrictionsForServing,
	id-Additional-UL-NG-U-TNLatUPF-List,
[bookmark: _Hlk36619637]	id-ConfiguredTACIndication,
	id-AlternativeQoSParaSetList,
	id-CurrentQoSParaSetIndex,
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	id-QoSFlowsMappedtoDRB-SetupResponse-MNterminated,
	id-DL-scheduling-PDCCH-CCE-usage,
	id-UL-scheduling-PDCCH-CCE-usage,
	id-SFN-Offset,
	id-SurvivalTime,
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-- S

SecondarydataForwardingInfoFromTarget-Item::= SEQUENCE {
	secondarydataForwardingInfoFromTarget				DataForwardingInfoFromTargetNGRANnode,
	iE-Extensions		ProtocolExtensionContainer { { SecondarydataForwardingInfoFromTarget-Item-ExtIEs} }	OPTIONAL,
	...
}

SecondarydataForwardingInfoFromTarget-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

[bookmark: _Hlk513551051][bookmark: _Hlk515442062]
********************************
Skip to the next change
********************************



[bookmark: _Hlk513550990]SUL-Information ::= SEQUENCE {
	sulFrequencyInfo			NRARFCN,
	sulTransmissionBandwidth	NRTransmissionBandwidth,
	iE-Extensions				ProtocolExtensionContainer { {SUL-Information-ExtIEs} } OPTIONAL,
	...
}

SUL-Information-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-CarrierList				CRITICALITY ignore	EXTENSION NRCarrierList			PRESENCE optional }|
	{ ID id-FrequencyShift7p5khz	CRITICALITY ignore	EXTENSION FrequencyShift7p5khz	PRESENCE optional },

...
}


SupportedSULBandList ::= SEQUENCE (SIZE(1..maxnoofNRCellBands)) OF SupportedSULBandItem

SupportedSULBandItem ::= SEQUENCE {
	sulBandItem					SUL-FrequencyBand,
	iE-Extensions				ProtocolExtensionContainer { {SupportedSULBandItem-ExtIEs} } OPTIONAL,
	...
}

SupportedSULBandItem-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

SurvivalTime ::= INTEGER (0..6400000 (FFS), ...)


SymbolAllocation-in-Slot ::= CHOICE {
	allDL				SymbolAllocation-in-Slot-AllDL,
	allUL				SymbolAllocation-in-Slot-AllUL,
	bothDLandUL			SymbolAllocation-in-Slot-BothDLandUL,
	choice-extension	ProtocolIE-Single-Container { {SymbolAllocation-in-Slot-ExtIEs} }
}

SymbolAllocation-in-Slot-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}


SymbolAllocation-in-Slot-AllDL ::= SEQUENCE {
	iE-Extension		ProtocolExtensionContainer { {SymbolAllocation-in-Slot-AllDL-ExtIEs} }	OPTIONAL,
	...
}

SymbolAllocation-in-Slot-AllDL-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


SymbolAllocation-in-Slot-AllUL ::= SEQUENCE {
	iE-Extension		ProtocolExtensionContainer { {SymbolAllocation-in-Slot-AllUL-ExtIEs} }	OPTIONAL,
	...
}

SymbolAllocation-in-Slot-AllUL-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


SymbolAllocation-in-Slot-BothDLandUL ::= SEQUENCE {
	numberofDLSymbols	INTEGER (0..13),
	numberofULSymbols	INTEGER (0..13),
	iE-Extension		ProtocolExtensionContainer { {SymbolAllocation-in-Slot-BothDLandUL-ExtIEs} }	OPTIONAL,
	...
}

SymbolAllocation-in-Slot-BothDLandUL-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}
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TABasedMDT ::= SEQUENCE {
	tAListforMDT		TAListforMDT,
	iE-Extensions		ProtocolExtensionContainer { {TABasedMDT-ExtIEs} } OPTIONAL,
	...
}

TABasedMDT-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}




TAIBasedMDT ::= SEQUENCE {
	tAIListforMDT			TAIListforMDT,
	iE-Extensions			ProtocolExtensionContainer { {TAIBasedMDT-ExtIEs} } OPTIONAL,
	...
}

********************************
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TSCTrafficCharacteristics ::= SEQUENCE {
	tSCAssistanceInformationDownlink	TSCAssistanceInformation OPTIONAL,
	tSCAssistanceInformationUplink		TSCAssistanceInformation OPTIONAL,
	ie-Extension 			ProtocolExtensionContainer { {TSCTrafficCharacteristics-ExtIEs} } OPTIONAL,
	...
}

TSCTrafficCharacteristics-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

TSCAssistanceInformation ::= SEQUENCE {
	periodicity			INTEGER (0.. 640000, ...),
	burstArrivalTime	OCTET STRING				OPTIONAL,
	ie-Extension 			ProtocolExtensionContainer { { TSCAssistanceInformation-ExtIEs} } OPTIONAL,
	...	
}

TSCAssistanceInformation-ExtIEs XNAP-PROTOCOL-EXTENSION ::= 
{	ID id-SurvivalTime			CRITICALITY ignore	EXTENSION SurvivalTime			PRESENCE optional},
	...
}
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[bookmark: _Toc20955410][bookmark: _Toc29991618][bookmark: _Toc36556021][bookmark: _Toc44497806][bookmark: _Toc45108193][bookmark: _Toc45901813][bookmark: _Toc51850894][bookmark: _Toc56693898][bookmark: _Toc58484455]9.3.7	Constant definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

XnAP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-Access (22) modules (3) xnap (2) version1 (1) xnap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS
	ProcedureCode,
	ProtocolIE-ID
FROM XnAP-CommonDataTypes;

-- **************************************************************
--
-- Elementary Procedures
--
-- **************************************************************
********************************
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id-pdcpDuplicationConfiguration																		ProtocolIE-ID ::= 235
id-duplicationActivation																			ProtocolIE-ID ::= 236
id-NPRACHConfiguration																				ProtocolIE-ID ::= 237
id-QosMonitoringReportingFrequency																	ProtocolIE-ID ::= 238
id-QoSFlowsMappedtoDRB-SetupResponse-MNterminated													ProtocolIE-ID ::= 239
id-DL-scheduling-PDCCH-CCE-usage																	ProtocolIE-ID ::= 240
id-UL-scheduling-PDCCH-CCE-usage																	ProtocolIE-ID ::= 241
id-SFN-Offset																						ProtocolIE-ID ::= 242
id-QoSMonitoringDisabled																			ProtocolIE-ID ::= 243
id-ExtendedUEIdentityIndexValue																		ProtocolIE-ID ::= 244
id-PagingeDRXInformation																			ProtocolIE-ID ::= 245
id-CHO-MRDC-EarlyDataForwarding																		ProtocolIE-ID ::= 246
id-SCGIndicator																						ProtocolIE-ID ::= 247
id-UESpecificDRX																					ProtocolIE-ID ::= 248
id-PDUSessionExpectedUEActivityBehaviour															ProtocolIE-ID ::= 249
id-QoS-Mapping-Information																			ProtocolIE-ID ::= 250
id-SurvivalTime																						ProtocolIE-ID ::= 2xx



END
-- ASN1STOP

