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1. Overall Description
RAN1 would like to thank RAN4 for the LS reply on TCI State Update for L1/L2-Centric Inter-Cell Mobility. RAN1 answers the question in the LS reply from RAN4 as follows. 
It is restated that ‘question 5’ refers to question 5 in RAN1 LS R1-2102248.

	
Question 1: It is RAN4 common understanding that for the intra-band CA scenario the primary serving cell and secondary serving cell(s) belong to the same frequency band, rather than the serving and non-serving cells belong to the same frequency band as described in the question. Likewise intra-band CA explanation, for inter-band CA case a serving cell and secondary serving cell(s) belong to different frequency bands rather than the serving and non-serving cells. Can RAN1 please further clarify the intra-band/inter-band scenarios based on above RAN4 common understanding?

Answer 1: In the context of ‘question 5’, it should be noted that RAN1 is not redefining CA. Therefore, RAN1 shares the same understanding as RAN4.
Note that in Rel-17, the relevant scenario to be considered is intra-band. 


Question 2: RAN4 would like RAN1 to clarify whether “the operation” in question 5 refers to only L1/L2-centric inter-cell mobility or both inter-cell mobility and inter-cell mTRP operations. Does RAN4 need to consider inter-cell mTRP operation into the “CA scenario” of Question 5?

Answer 2: As reflected in the revised WID RP-211586, no change in serving cell (hence no inter-cell mobility) is assumed. Furthermore, per the revised WID, the term “L1/L2-centric inter-cell mobility” should be replaced with “inter-cell beam management”. The “operation” in ‘question 5’ refers to both inter-cell beam management and inter-cell mTRP.


[bookmark: _Hlk72938458]Question 3: RAN4 also would like RAN1 and RAN2 to further clarify on the definition of non-serving cell especially whether UE shall support data/control channel reception and transmission from non-serving cell including simultaneous reception and transmission capabilities under CA scenarios. 

Answer 3: As reflected in the revised WID RP-211586, no change in serving cell (hence no inter-cell mobility) is assumed. Therefore, the above question 3 is no longer relevant. The term “non-serving cell” is simply a reference to a TRP associated with a physical cell ID different from that of the serving cell. Regarding simultaneous reception and transmission, based on the revised WID:
· For inter-cell beam management, a UE can only communicate with a single cell and no change in serving cell is assumed
· For inter-cell mTRP, since it assumes multi-PDSCH reception and multi-DCI, simultaneous DL reception from the serving cell and a TRP associated with a physical cell ID different from that of the serving cell is supported. There is no impact on simultaneous reception and transmission capabilities under CA scenarios.  
The above includes cells in CA scenarios. 





2. Actions:
To: RAN4
ACTION: RAN1 respectfully asks RAN4 to take the above information into account for future work. 

4. Date of Next TSG-RAN WG1 Meetings:
TSG RAN WG1   Meeting #106bis-e               Oct. 11 – 19, 2021           Online
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