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1. Introduction
In the last RAN3 #113 e-meeting, we have achieved the following progress on service continuity for broadcast session.
WA: For broadcast session, the LTE mechanism on MBS frequency layer prioritization shall be revisited for NR, if MBS frequency layer prioritization is supported by RAN2
WA: If SAI/ID is used to identify an MBS service area, it may be configured by OAM.
Based on the input from both RAN2 and SA2, we provide the following TP for TS38.300.
[bookmark: _GoBack]The detail analysis can be seen in R3-214750.
2. Text Proposal for TS38.300
<<<<<<<<<<<<<<<<<<<< Start Change >>>>>>>>>>>>>>>>>>>>

16.x.5.4	Broadcast Mobility 
Editor’s Note: intends to cover information related to broadcast exchanged during mobility. 
In order to support MBS frequency layer prioritization, the NG-RAN nodes shall be configured with the MBS IDs and additional, if location dependent MBS services, shall be configured with the Area Session IDs.
The MBS IDs and Area Session IDs of the neighbouring cell may be provided by Xn signalling (i.e. Xn Setup and NG-RAN node Configuration Update procedures) and/or OAM. (Note: MBS ID can be refined by RAN2).
<<<<<<<<<<<<<<<<<<<< End Change >>>>>>>>>>>>>>>>>>>>
