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1. Introduction
After discussion and LS exchanges between various groups, SA2 has now agreed CRs related to AS time distribution [1,2]. This document discusses the implications for stage 3 and proposes text for TS 38.413.
2. Discussion

2.1 Stage 2 requirements

From [1], we observe the following:

· The AF may request to use the 5G access stratum as a time synchronization distribution method for targeted UE(s), where the time source is provided by the 5GS

· The AF request may include a time synchronization error budget, which defines an upper bound for time synchronization errors introduced by 5GS, when the NG-RAN provides 5G access stratum time to a UE
· The TSCTSF derives the error budget available for the NG-RAN (Uu time synchronization error budget) to provide the 5GS access stratum time to each targeted UE 
· If the AF has not included a time synchronization error budget, the TSCTSF uses a preconfigured time synchronization error budget to derive the Uu time synchronization error budget.
While from [2] we observe:

· An AF may activate, update, or delete the 5G AS time distribution to a UE / group of UEs 

· The time distribution indication and the Uu time synchronization error budget are provided to NG-RAN. Based on this, NG-RAN provides the 5GS access stratum time to the UE according to the Uu time synchronization error budget as provided by the TSCTSF (if supported by UE and NG-RAN).
Based on this we can derive the following main requirements on the NG-RAN interfaces:

1) The time distribution indication and the Uu time synchronization error budget are provided from the AMF to the NG-RAN, on a per UE-basis

2) The two items should be kept as part of the UE context while the UE remains in connected mode

2.2
Detailed support aspects

A few aspects of detail require consideration for stage 3:
IE level
From the stage 2 requirements, the IEs seem clearly to be at UE level, as part of the UE’s context in the NG-RAN.
IE dependency

In our understanding, the two IEs are linked, i.e., the error budget would not be sent to the NG-RAN without a time distribution indication. On the other hand, the error budget appears to be optional at the AF, but NOT at the TSCTSF, since this may use a preconfigured budget to derive the Uu error budget. In other words, it is not clear if the indication would ever be provided without an error budget, but at stage 3 level this can be accommodated as a possibility. 

Whether to enable change of service in connected mode

The issue here is whether the service could be turned on/off during the connected mode period, and it seems that this is not forbidden. For example, table 4.15.9.4-1 in [1] suggests the possibility to enable or disable the indication, resulting in activation or deactivation of the time distribution.
Whether such a change happens in connected mode could be further discussed. However we could start by assuming that it should not be precluded, i.e., means should be provided for this possibility.

IE structure

Based on the above it appears that it should be possible to disable the time distribution. However in UE Context Modification, context can only be modified explicitly, and not implicitly by the absence of an IE. Therefore the time distribution indication should be explicit, and two-valued. Further, the Uu error budget could be tightly associated to this IE so that it does not occur on its own.
Granularity of the Uu error budget

At this point, it seems very likely that the main decision required of the NG-RAN is whether to provide propagation delay compensation. However, regardless of what is possible in the NG-RAN or requested by the AF, there is also an intermediate calculation that takes other system aspects into account. Therefore, it may be more robust to allow a generic error budget indication in units of nanosecond.

Interworking aspects

The issue here is whether the criticality of the IE should be set to “reject” or “ignore”. Although this may seem a detail, the issue is whether the context should be set up in the NG-RAN if the requested service cannot be provided, also considering that the CN functions may not be aware that this is the case.
If criticality is set to “ignore”, then it would be useful to add the IEs to the Path Switch procedure, in order to re-enable the service in case of mobility to a supporting node. Overall this seems a reasonable approach, although it can be further discussed.

Based on the above discussion, we propose the following:

Proposal 1: Add a Time Distribution Information IE at UE context level

Proposal 2: The Time Distribution Information IE shall include a Time Distribution Indication IE (bi-valued) and the Uu Time Synchronization Error Budget (integer, unit ns).

Proposal 3: In NGAP, the Time Distribution Information IE is added to INITIAL CONTEXT SETUP REQUEST, UE CONTEXT MODIFICATION REQUEST, HANDOVER REQUEST and PATH SWITCH REQUEST ACKNOWLEDGE, with a criticality of “ignore”.

Proposal 4: Take the text proposal in this document as a basis to implement the above changes.
Proposal 5: Corresponding signalling should be added to mobility procedures in XnAP.
3. Conclusions

This document discusses the implications for stage 3 of the recent agreements in SA2, making the following proposals:

Proposal 1: Add a Time Distribution Information IE at UE context level

Proposal 2: The Time Distribution Information IE shall include a Time Distribution Indication IE (bi-valued) and the Uu Time Synchronization Error Budget (integer, unit ns).

Proposal 3: In NGAP, the Time Distribution Information IE is added to INITIAL CONTEXT SETUP REQUEST, UE CONTEXT MODIFICATION REQUEST, HANDOVER REQUEST and PATH SWITCH REQUEST ACKNOWLEDGE, with a criticality of “ignore”.

Proposal 4: Take the text proposal in this document as a basis to implement the above changes.

Proposal 5: Corresponding signalling should be added to mobility procedures in XnAP.
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5. Text Proposal
8.3.1
Initial Context Setup

8.3.1.1
General

The purpose of the Initial Context Setup procedure is to establish the necessary overall initial UE context at the NG-RAN node, when required, including PDU session context, the Security Key, Mobility Restriction List, UE Radio Capability and UE Security Capabilities, etc. The AMF may initiate the Initial Context Setup procedure if a UE-associated logical NG-connection exists for the UE or if the AMF has received the RAN UE NGAP ID IE in an INITIAL UE MESSAGE message or if the NG-RAN node has already initiated a UE-associated logical NG-connection by sending an INITIAL UE MESSAGE message via another NG interface instance. The procedure uses UE-associated signalling.

For signalling only connections and if the UE Context Request IE is not received in the Initial UE Message, the AMF may be configured to trigger the procedure for all NAS procedures or on a per NAS procedure basis depending on operator’s configuration.

8.3.1.2
Successful Operation
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Figure 8.3.1.2-1: Initial context setup: successful operation

In case of the establishment of a PDU session the 5GC shall be prepared to receive user data before the INITIAL CONTEXT SETUP RESPONSE message has been received by the AMF. If no UE-associated logical NG-connection exists, the UE-associated logical NG-connection shall be established at reception of the INITIAL CONTEXT SETUP REQUEST message.

*** skip unchanged text in same section ***
If the INITIAL CONTEXT SETUP REQUEST message contains the UE Radio Capability ID IE, the NG-RAN node shall, if supported, use it as specified in TS 23.501 [9] and TS 23.502 [10].

For each PDU session, if the PDU Session Expected UE Activity Behaviour IE is included in the INTIAL CONTEXT SETUP REQUEST message, the NG-RAN node shall, if supported, handle this information as specified in TS 23.501 [9].
If the Time Distribution Information IE is included in the INTIAL CONTEXT SETUP REQUEST message, and the Time Distribution Indication IE is set to “enabled”, the NG-RAN node shall, if supported, use it as specified in TS 23.501 [9].
>>>>  next change <<<<
8.3.4
UE Context Modification

8.3.4.1
General

The purpose of the UE Context Modification procedure is to partly modify the established UE context. The procedure uses UE-associated signalling.

8.3.4.2
Successful Operation
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Figure 8.3.4.2-1: UE context modification: successful operation

Upon receipt of the UE CONTEXT MODIFICATION REQUEST message the NG-RAN node shall
*** skip unchanged text in same section ***
If the PC5 QoS Parameters IE is included in the UE CONTEXT MODIFICATION REQUEST message, the NG-RAN node shall, if supported, use it as defined in TS 23.287 [33].
If the UE CONTEXT MODIFICATION REQUEST message contains the UE Radio Capability ID IE, the NG-RAN node shall, if supported, use it as specified in TS 23.501 [9] and TS 23.502 [10].
If the Time Distribution Information IE is included in the UE CONTEXT MODIFICATION REQUEST message, and the Time Distribution Indication IE is set to “enabled”, the NG-RAN node shall, if supported, use it as specified in TS 23.501 [9]; otherwise if set to “disabled”, the NG-RAN shall terminate any time distribution actions for the UE.
>>>>  next change <<<<
8.4.2
Handover Resource Allocation

8.4.2.1
General

The purpose of the Handover Resource Allocation procedure is to reserve resources at the target NG-RAN node for the handover of a UE. The procedure uses UE-associated signalling.
8.4.2.2
Successful Operation
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Figure 8.4.2.2-1: Handover resource allocation: successful operation

The AMF initiates the procedure by sending the HANDOVER REQUEST message to the target NG-RAN node.

*** skip unchanged text in same section ***
If the Extended Connected Time IE is included in the HANDOVER REQUEST message, the NG-RAN node shall, if supported, use it as described in TS 23.501 [9].
If the Time Distribution Information IE is included in the HANDOVER REQUEST message, and the Time Distribution Indication IE is set to “enabled”, the NG-RAN node shall, if supported, use it as specified in TS 23.501 [9].

>>>>  next change <<<<
8.4.4
Path Switch Request

8.4.4.1
General

The purpose of the Path Switch Request procedure is to establish a UE associated signalling connection to the 5GC and, if applicable, to request the switch of the downlink termination point of the NG-U transport bearer towards a new termination point. The procedure uses UE-associated signalling.
8.4.4.2
Successful Operation
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Figure 8.4.4.2-1: Path switch request: successful operation

The NG-RAN node initiates the procedure by sending the PATH SWITCH REQUEST message to the AMF. Upon reception of the PATH SWITCH REQUEST message the AMF shall, for each PDU session indicated in the PDU Session ID IE, transparently transfer the Path Switch Request Transfer IE to the SMF associated with the concerned PDU session.

*** skip unchanged text in same section ***
If the PATH SWITCH REQUEST ACKNOWLEDGE message contains the Alternative QoS Parameters Set List IE, the NG-RAN node shall, if supported, use it as specified in TS 23.502 [10].
For each PDU session, if the PDU Session Expected UE Activity Behaviour IE is included in the PATH SWITCH REQUEST ACKNOWLEDGE message, the NG-RAN node shall, if supported, handle this information as specified in TS 23.501 [9].
If the Time Distribution Information IE is included in the PATH SWITCH REQUEST ACKNOWLEDGE message, and the Time Distribution Indication IE is set to “enabled”, the NG-RAN node shall, if supported, use it as specified in TS 23.501 [9]; otherwise if set to “disabled”, the NG-RAN shall terminate any time distribution actions for the UE.
>>>>  next change <<<<
9.2.2.1
INITIAL CONTEXT SETUP REQUEST

This message is sent by the AMF to request the setup of a UE context.
Direction: AMF ( NG-RAN node

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	Old AMF
	O
	
	AMF Name

9.3.3.21
	
	YES
	reject

	UE Aggregate Maximum Bit Rate
	C-ifPDUsessionResourceSetup
	
	9.3.1.58
	
	YES
	reject

	Core Network Assistance Information for RRC INACTIVE
	O
	
	9.3.1.15
	
	YES
	ignore

	GUAMI
	M
	
	9.3.3.3
	
	YES
	reject

	PDU Session Resource Setup Request List
	
	0..1
	
	
	YES
	reject

	>PDU Session Resource Setup Request Item
	
	1..<maxnoofPDUSessions>
	
	
	-
	

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>PDU Session NAS-PDU
	O
	
	NAS-PDU

9.3.3.4
	
	-
	

	>>S-NSSAI 
	M
	
	9.3.1.24
	
	-
	

	>>PDU Session Resource Setup Request Transfer

	M
	
	OCTET STRING
	Containing the PDU Session Resource Setup Request Transfer IE specified in subclause 9.3.4.1.
	-
	

	>>PDU Session Expected UE Activity Behaviour
	O
	
	Expected UE Activity Behaviour
9.3.1.94
	Expected UE Activity Behaviour for the PDU Session.
	YES
	ignore

	Allowed NSSAI
	M
	
	9.3.1.31
	Indicates the S-NSSAIs permitted by the network
	YES
	reject

	UE Security Capabilities
	M
	
	9.3.1.86
	
	YES
	reject

	Security Key
	M
	
	9.3.1.87
	
	YES
	reject

	Trace Activation
	O
	
	9.3.1.14
	
	YES
	ignore

	Mobility Restriction List
	O
	
	9.3.1.85
	
	YES
	ignore

	UE Radio Capability
	O
	
	9.3.1.74
	
	YES
	ignore

	Index to RAT/Frequency Selection Priority
	O
	
	9.3.1.61
	
	YES
	ignore

	Masked IMEISV
	O
	
	9.3.1.54
	
	YES
	ignore

	NAS-PDU
	O
	
	9.3.3.4
	
	YES
	ignore

	Emergency Fallback Indicator
	O
	
	9.3.1.26
	
	YES
	reject

	RRC Inactive Transition Report Request
	O
	
	9.3.1.91
	
	YES
	ignore

	UE Radio Capability for Paging
	O
	
	9.3.1.68
	
	YES
	ignore

	Redirection for Voice EPS Fallback 
	O
	
	9.3.1.116
	
	YES
	ignore

	Location Reporting Request Type
	O
	
	9.3.1.65
	
	YES
	ignore

	CN Assisted RAN Parameters Tuning
	O
	
	9.3.1.119
	
	YES
	ignore

	SRVCC Operation Possible
	O
	
	9.3.1.128
	
	YES
	ignore

	IAB Authorized
	O
	
	9.3.1.129
	
	YES
	ignore

	Enhanced Coverage Restriction
	O
	
	9.3.1.140
	
	YES
	ignore

	Extended Connected Time
	O
	
	9.3.3.31
	
	YES
	ignore

	UE Differentiation Information
	O
	
	9.3.1.144
	
	YES
	ignore

	NR V2X Services Authorized
	O
	
	9.3.1.146
	
	YES
	ignore

	LTE V2X Services Authorized
	O
	
	9.3.1.147
	
	YES
	ignore

	NR UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.3.1.148
	This IE applies only if the UE is authorized for NR V2X services.
	YES
	ignore

	LTE UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.3.1.149
	This IE applies only if the UE is authorized for LTE V2X services.
	YES
	ignore

	PC5 QoS Parameters
	O
	
	9.3.1.150
	This IE applies only if the UE is authorized for NR V2X services.
	YES
	ignore

	CE-mode-B Restricted
	O
	
	9.3.1.155
	
	YES
	ignore

	UE User Plane CIoT Support Indicator
	O
	
	9.3.1.160
	
	YES
	ignore

	RG Level Wireline Access Characteristics
	O
	
	OCTET STRING
	Specified in TS 23.316 [34]. Indicates the wireline access technology specific QoS information corresponding to a specific wireline access subscription.
	YES
	ignore

	Management Based MDT PLMN List
	O
	
	MDT PLMN List

9.3.1.168
	
	YES
	ignore

	UE Radio Capability ID
	O
	
	9.3.1.142
	
	YES
	reject

	Time Distribution Information
	O
	
	9.3.1.XX
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.


	Condition
	Explanation

	ifPDUsessionResourceSetup
	This IE shall be present if the PDU Session Resource Setup List IE is present.


>>>>  next change <<<<
9.2.2.7
UE CONTEXT MODIFICATION REQUEST

This message is sent by the AMF to provide UE Context information changes to the NG-RAN node.
Direction: AMF ( NG-RAN node

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	RAN Paging Priority
	O 
	
	9.3.3.15
	
	YES
	ignore

	Security Key
	O
	
	9.3.1.87
	
	YES
	reject

	Index to RAT/Frequency Selection Priority
	O
	
	9.3.1.61
	
	YES
	ignore

	UE Aggregate Maximum Bit Rate
	O
	
	9.3.1.58
	
	YES
	ignore

	UE Security Capabilities
	O
	
	9.3.1.86
	
	YES
	reject

	Core Network Assistance Information for RRC INACTIVE
	O
	
	9.3.1.15
	
	YES
	ignore

	Emergency Fallback Indicator
	O
	
	9.3.1.26
	
	YES
	reject

	New AMF UE NGAP ID
	O
	
	AMF UE NGAP ID

9.3.3.1
	
	YES
	reject

	RRC Inactive Transition Report Request
	O
	
	9.3.1.91
	
	YES
	ignore

	New GUAMI
	O
	
	GUAMI

9.3.3.3
	
	YES
	reject

	CN Assisted RAN Parameters Tuning
	O
	
	9.3.1.119
	
	YES
	ignore

	SRVCC Operation Possible
	O
	
	9.3.1.128
	
	YES
	ignore

	IAB Authorized
	O
	
	9.3.1.129
	
	YES
	ignore

	NR V2X Services Authorized
	O
	
	9.3.1.146
	
	YES
	ignore

	LTE V2X Services Authorized
	O
	
	9.3.1.147
	
	YES
	ignore

	NR UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.3.1.148
	This IE applies only if the UE is authorized for NR V2X services.
	YES
	ignore

	LTE UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.3.1.149
	This IE applies only if the UE is authorized for LTE V2X services.
	YES
	ignore

	PC5 QoS Parameters
	O
	
	9.3.1.150
	This IE applies only if the UE is authorized for NR V2X services.
	YES
	ignore

	UE Radio Capability ID
	O
	
	9.3.1.142
	
	YES
	reject

	RG Level Wireline Access Characteristics
	O
	
	OCTET STRING
	Specified in TS 23. 316 [34]. Indicates the wireline access technology specific QoS information corresponding to a specific wireline access subscription.
	YES
	ignore

	Time Distribution Information
	O
	
	9.3.1.XX
	
	YES
	ignore


>>>>  next change <<<<
9.2.3.4
HANDOVER REQUEST

This message is sent by the AMF to the target NG-RAN node to request the preparation of resources.

Direction: AMF ( NG-RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	Handover Type
	M
	
	9.3.1.22
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	UE Aggregate Maximum Bit Rate
	M
	
	9.3.1.58
	
	YES
	reject

	Core Network Assistance Information for RRC INACTIVE
	O
	
	9.3.1.15
	
	YES
	ignore

	UE Security Capabilities 
	M
	
	9.3.1.86
	
	YES
	reject

	Security Context
	M
	
	9.3.1.88
	
	YES
	reject

	New Security Context Indicator
	O
	
	9.3.1.55
	
	YES
	reject

	NASC
	O
	
	NAS-PDU

9.3.3.4
	Refers to either the “Intra N1 mode NAS transparent container” or the “S1 mode to N1 mode NAS transparent container”, the details of the IE definition and the encoding arespecified in TS 24.501 [26].
	YES
	reject

	PDU Session Resource Setup List
	
	1
	
	
	YES
	reject

	>PDU Session Resource Setup Item
	
	1..<maxnoofPDUSessions>
	
	
	-
	

	>>PDU Session ID 
	M
	
	9.3.1.50
	
	-
	

	>>S-NSSAI
	M
	
	9.3.1.24
	
	-
	

	>>Handover Request Transfer
	M
	
	OCTET STRING
	Containing the PDU Session Resource Setup Request Transfer IE specified in subclause 9.3.4.1.
	-
	

	>>PDU Session Expected UE Activity Behaviour
	O
	
	Expected UE Activity Behaviour
9.3.1.94
	Expected UE Activity Behaviour for the PDU Session.
	YES
	ignore

	Allowed NSSAI
	M
	
	9.3.1.31
	Indicates the S-NSSAIs permitted by the network.
	YES
	reject

	Trace Activation
	O
	
	9.3.1.14
	
	YES
	ignore

	Masked IMEISV
	O
	
	9.3.1.54
	
	YES
	ignore

	Source to Target Transparent Container
	M
	
	9.3.1.20
	
	YES
	reject

	Mobility Restriction List
	O
	
	9.3.1.85
	
	YES
	ignore

	Location Reporting Request Type
	O
	
	9.3.1.65
	
	YES
	ignore

	RRC Inactive Transition Report Request
	O
	
	9.3.1.91
	
	YES
	ignore

	GUAMI
	M
	
	9.3.3.3
	
	YES
	reject

	Redirection for Voice EPS Fallback 
	O
	
	9.3.1.116
	
	YES
	ignore

	CN Assisted RAN Parameters Tuning
	O
	
	9.3.1.119
	
	YES
	ignore

	SRVCC Operation Possible
	O
	
	9.3.1.128
	
	YES
	ignore

	IAB Authorized
	O
	
	9.3.1.129
	
	YES
	reject

	Enhanced Coverage Restriction
	O
	
	9.3.1.140
	
	YES
	ignore

	UE Differentiation Information
	O
	
	9.3.1.144
	
	YES
	ignore

	NR V2X Services Authorized
	O
	
	9.3.1.146
	
	YES
	ignore

	LTE V2X Services Authorized
	O
	
	9.3.1.147
	
	YES
	ignore

	NR UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.3.1.148
	This IE applies only if the UE is authorized for NR V2X services.
	YES
	ignore

	LTE UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.3.1.149
	This IE applies only if the UE is authorized for LTE V2X services.
	YES
	ignore

	PC5 QoS Parameters
	O
	
	9.3.1.150
	This IE applies only if the UE is authorized for NR V2X services.
	YES
	ignore

	CE-mode-B Restricted
	O
	
	9.3.1.155
	
	YES
	ignore

	UE User Plane CIoT Support Indicator
	O
	
	9.3.1.160
	
	YES
	ignore

	Management Based MDT PLMN List
	O
	
	MDT PLMN List

9.3.1.168
	
	YES
	ignore

	UE Radio Capability ID
	O
	
	9.3.1.142
	
	YES
	reject

	Extended Connected Time
	O
	
	9.3.3.31
	
	YES
	ignore

	Time Distribution Information
	O
	
	9.3.1.XX
	
	YES
	ignore


>>>>  next change <<<<
9.2.3.9
PATH SWITCH REQUEST ACKNOWLEDGE

This message is sent by the AMF to inform the NG-RAN node that the path switch has been successfully completed in the 5GC.

Direction: AMF ( NG-RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	ignore

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	ignore

	UE Security Capabilities
	O
	
	9.3.1.86
	
	YES
	reject

	Security Context
	M
	
	9.3.1.88
	
	YES
	reject

	New Security Context Indicator
	O
	
	9.3.1.55
	
	YES
	reject

	PDU Session Resource Switched List
	
	1 
	
	
	YES
	ignore

	>PDU Session Resource Switched Item
	
	1..<maxnoofPDUSessions> 
	
	
	-
	

	>>PDU Session ID 
	M
	
	9.3.1.50
	
	-
	

	>>Path Switch Request Acknowledge Transfer
	M
	
	OCTET STRING
	Containing the Path Switch Request Acknowledge Transfer IE specified in subclause 9.3.4.9.
	-
	

	>>PDU Session Expected UE Activity Behaviour
	O
	
	Expected UE Activity Behaviour
9.3.1.94
	Expected UE Activity Behaviour for the PDU Session.
	YES
	ignore

	PDU Session Resource Released List
	
	0..1
	
	
	YES
	ignore

	>PDU Session Resource Released Item
	
	1..<maxnoofPDUSessions>
	
	
	-
	

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>Path Switch Request Unsuccessful Transfer
	M
	
	OCTET STRING
	Containing the Path Switch Request Unsuccessful Transfer IE specified in subclause 9.3.4.20.
	-
	

	Allowed NSSAI
	M
	
	9.3.1.31
	Indicates the S-NSSAIs permitted by the network.
	YES
	reject

	Core Network Assistance Information for RRC INACTIVE
	O
	
	9.3.1.15
	
	YES
	ignore

	RRC Inactive Transition Report Request
	O
	
	9.3.1.91
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore

	Redirection for Voice EPS Fallback 
	O
	
	9.3.1.116
	
	YES
	ignore

	CN Assisted RAN Parameters Tuning
	O
	
	9.3.1.119
	
	YES
	ignore

	SRVCC Operation Possible
	O
	
	9.3.1.128
	
	YES
	ignore

	Enhanced Coverage Restriction
	O
	
	9.3.1.140
	
	YES
	ignore

	Extended Connected Time
	O
	
	9.3.3.31
	
	YES
	ignore

	UE Differentiation Information
	O
	
	9.3.1.144
	
	YES
	ignore

	NR V2X Services Authorized
	O
	
	9.3.1.146
	
	YES
	ignore

	LTE V2X Services Authorized
	O
	
	9.3.1.147
	
	YES
	ignore

	NR UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.3.1.148
	This IE applies only if the UE is authorized for NR V2X services.
	YES
	ignore

	LTE UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.3.1.149
	This IE applies only if the UE is authorized for LTE V2X services.
	YES
	ignore

	PC5 QoS Parameters
	O
	
	9.3.1.150
	This IE applies only if the UE is authorized for NR V2X services.
	YES
	ignore

	CE-mode-B Restricted
	O
	
	9.3.1.155
	
	YES
	ignore

	UE User Plane CIoT Support Indicator
	O
	
	9.3.1.160
	
	YES
	ignore

	UE Radio Capability ID
	O
	
	9.3.1.142
	
	YES
	reject

	Time Distribution Information
	O
	
	9.3.1.XX
	
	YES
	ignore


>>>> next change <<<<
9.3.1.XX
Time Distribution Information
This IE contains the configuration for time distribution towards a UE as defined in TS 23.501 [9].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Time Distribution Indication
	M
	
	ENUMERATED (enabled, disabled)
	Indicates whether time distribution shall be enabled or disabled for the UE.

	Uu Time Synchronization Error Budget
	O
	
	INTEGER (0..1023, …)
	Unit: ns


>>>>  end of changes <<<<
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