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1. Overall Description:

RAN3 thanks SA2 for coordinating on the aspects of section 7.2.3 of TS 23.247 which require the confirmation of RAN working groups.

RAN3 would like to give the following feedback: 
On sections 7.2.3.2 and 7.2.3.3 related to data forwarding at handover, RAN3 decided that the source gNB includes its sequence number SN1 in Handover Request message. The Target gNB includes its Sequence Number SN0 in the HO Request acknowledge and a DL TEID if target is faster than source. If target is faster than source, the source gNB may forward data towards the received DL TEID until the received SN0.

On section 7.2.3.5 related to minimization of data loss: RAN3 decided that an N3 sequence number is generated by MB-UPF at QoS flow level, therefore in the PDU session control protocol (TS 38.415). If lossless is required, the MBS QoS flows are not multiplexed over an MRB i.e. there is a one-to-one mapping between the MBS QoS flow and the MRB using common PDCP.

On section 7.2.3.6 the last SA2 statement should be updated to differentiate the NG handover where the SMF may not include the associated QoS flows information during the handover preparation (Handover Request message) and the Xn handover where the SMF may need to explicitly release the QoS flows after the Xn handover is completed.

2. Actions:

To SA2 group:
ACTION: 
SA2 to take the above feedback into account. 
3. Date of Next TSG-RAN WG3 Meetings:
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