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1. Introduction
This contribution is the TP for TS38.423 v16.7.0 with enhancement of Failure Indication message for CHO.
2. Discussion
[bookmark: _GoBack]As discussed in R3-215063, it is proposed to enhance Failure Indication to include a new initiating condition for CHO recovery under which CHO recovery cell ID and RLF Report may be needed.
[bookmark: _Toc423019950][bookmark: _Toc423020279][bookmark: _Toc423020296]3. Annex – TP
[bookmark: _Toc14165662]Start of the first change
[bookmark: _Hlk44419083][bookmark: _Toc14207739][bookmark: _Toc44497540][bookmark: _Toc45107928][bookmark: _Toc45901548][bookmark: _Toc51850627]9.1.3.16	FAILURE INDICATION
This message is sent by NG-RAN node2 to indicate an RRC re-establishment attempt or a reception of an RLF Report from a UE that suffered a connection failure at NG-RAN node1.
Direction: NG-RAN node2  NG-RAN node1.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	ignore

	CHOICE Initiating condition
	M
	
	
	
	YES
	reject

	>RRC Reestab
	
	
	
	
	
	

	>>CHOICE RRC Reestab Initiated Reporting
	M
	
	
	
	–
	

	>>>RRC Reestab Reporting without RLF Report
	
	
	
	
	
	

	>>>>Failure cell PCI
	M
	
	9.2.2.10
	Physical Cell Identifier

	–
	

	>>>>Re-establishment cell CGI
	M
	
	Global NG-RAN Cell Identity
9.2.2.27 
	
	–
	

	>>>>C-RNTI
	M
	
	BIT STRING (SIZE (16))
	C-RNTI contained in the RRCRe-establishment 
Request message (TS 38.331 [10]) or in the RRCConnectionReestablishmentRequest message (TS 36.331 [14])
	–
	

	>>>>ShortMAC-I
	M
	
	BIT STRING (SIZE (16))
	ShortMAC-I contained in the RRCRe-establishment Request message (TS 38.331 [10]) or in the RRCConnectionReestablishmentRequest message (TS 36.331 [14])
	–
	

	>>>RRC Reestab Reporting with RLF Report
	
	
	
	
	
	

	>>>>UE RLF Report Container
	M
	
	9.2.2.59
	nr-RLF-Report-r16 IE contained in the UEInformationResponse message (TS 38.331 [10]) or RLF-Report-r9 IE contained in the UEInformationResponse message (TS 36.331 [14])
	–
	

	>RRC Setup 
	
	
	
	
	
	

	>>CHOICE RRC Setup Initiated Reporting
	M
	
	
	
	–
	

	>>>RRC Setup Reporting with RLF Report
	
	
	
	
	
	

	>>>>UE RLF Report Container
	M
	
	[bookmark: _Hlk44419112]9.2.2.59
	nr-RLF-Report-r16 IE contained in the UEInformationResponse message (TS 38.331 [10]) or RLF-Report-r9 IE contained in the UEInformationResponse message (TS 36.331 [14])
	–
	

	>CHO 
	
	
	
	
	
	

	>>Source NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the source NG-RAN node
	YES
	ignore

	>>Target NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the target NG-RAN node
	YES
	ignore

	>>CHOICE CHO Initiated Reporting
	M
	
	
	
	
	

	>>>CHO Reporting without RLF Report
	
	
	
	
	
	

	>>>>CHO Recovery cell CGI
	M
	
	Global NG-RAN Cell Identity
9.2.2.27 
	
	–
	

	>>>CHO Reporting with RLF Report
	
	
	
	
	
	

	>>>>UE RLF Report Container
	M
	
	9.2.2.59
	nr-RLF-Report-r16 IE contained in the UEInformationResponse message (TS 38.331 [10]) or RLF-Report-r9 IE contained in the UEInformationResponse message (TS 36.331 [14])
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