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This TP follows discussions in R3-215099.

2   TP for 38.413

<<<<<<<<<<<<<<<<<<<< 1st Change >>>>>>>>>>>>>>>>>>>>
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This IE is used to provide location information of the UE.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	CHOICE User Location Information
	M
	
	
	
	-
	

	>E-UTRA user location information
	
	
	
	
	
	

	>>E-UTRA CGI
	M
	
	9.3.1.9
	
	-
	

	>>TAI
	M
	
	9.3.3.11
	
	-
	

	>>Age of Location
	O
	
	Time Stamp
9.3.1.75
	Indicates the UTC time when the location information was generated.
	-
	

	>>PSCell Information
	O
	
	NG-RAN CGI
9.3.1.73
	
	YES
	ignore

	>NR user location information
	
	
	
	
	
	

	>>NR CGI
	M
	
	9.3.1.7
	In the context of NTN, this IE is used to identify a mapped NR cell.
	-
	

	>>TAI
	M
	
	9.3.3.11
	
	-
	

	>>Age of Location
	O
	
	Time Stamp
9.3.1.75
	Indicates the UTC time when the location information was generated.
	-
	

	>>PSCell Information
	O
	
	NG-RAN CGI
9.3.1.73
	
	YES
	ignore

	[bookmark: _Hlk44345107]>>NID
	O
	
	9.3.3.42
	
	YES
	reject

	>N3IWF user location information
	
	
	
	
	
	

	>>IP Address
	M
	
	Transport Layer Address 
9.3.2.4
	UE's local IP address used to reach the N3IWF
	-
	

	>>Port Number
	O
	
	OCTET STRING
(SIZE(2))
	UDP or TCP source port number if NAT is detected.
	-
	

	>TNGF user location information
	
	
	
	
	YES
	ignore

	>>TNAP ID
	M
	
	 OCTET STRING

	TNAP Identifier used to identify the TNAP. Details in TS 29.571 [35].
	-
	

	>>IP Address
	M
	
	Transport Layer Address 
9.3.2.4
	UE's local IP address used to reach the TNGF.
	-
	

	>>Port Number
	O
	
	OCTET STRING
(SIZE(2))
	UDP or TCP source port number if NAT is detected.
	-
	

	>TWIF user location information
	
	
	
	
	YES
	ignore

	>>TWAP ID
	M
	
	OCTET STRING

	TWAP Identifier used to identify the TWAP. Details in TS 29.571 [35].
	-
	

	>>IP Address
	M
	
	Transport Layer Address 
9.3.2.4
	Non-5G-Capable over WLAN device's local IP address used to reach the TWIF.
	-
	

	>>Port Number
	O
	
	OCTET STRING
(SIZE(2))
	UDP or TCP source port number if NAT is detected.
	-
	

	>W-AGF user location information
	
	
	
	Indicates the location information via wireline access as specified in TS 23.316 [34].
	YES
	ignore

	>>W-AGF user location information
	M
	
	[bookmark: _Hlk44327281]9.3.1.164
	
	-
	



<<<<<<<<<<<<<<<<<<<< End of 1st Change >>>>>>>>>>>>>>>>>>>>
-- TEXT OMITTED --
<<<<<<<<<<<<<<<<<<<< 2nd Change >>>>>>>>>>>>>>>>>>>>
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This IE indicates the area of interest.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Area of Interest TAI List
	
	0..1
	
	

	>Area of Interest TAI Item
	
	1..<maxnoofTAIinAoI>
	
	

	>>TAI
	M
	
	9.3.3.11
	

	Area of Interest Cell List
	
	0..1
	
	

	>Area of Interest Cell Item
	
	1..<maxnoofCellinAoI>
	
	

	>>NG-RAN CGI
	M
	
	9.3.1.73
	In the context of NTN, this IE is used to identify a mapped cell.

	Area of Interest RAN Node List
	
	0..1
	
	

	>Area of Interest RAN Node Item
	
	1..<maxnoofRANNodeinAoI>
	
	

	>>Global RAN Node ID
	M
	
	9.3.1.5
	



	Range bound
	Explanation

	maxnoofTAIinAoI
	Maximum no. of tracking areas in an area of interest. Value is 16.

	maxnoofCellinAoI
	Maximum no. of cells in an area of interest. Value is 256.

	maxnoofRANNodeinAoI
	Maximum no. of NG-RAN nodes in an area of interest. Value is 64.



<<<<<<<<<<<<<<<<<<<< End of 2nd Change >>>>>>>>>>>>>>>>>>>>
-- TEXT OMITTED --
<<<<<<<<<<<<<<<<<<<< 3rd Change >>>>>>>>>>>>>>>>>>>>
9.3.1.71	Recommended Cells for Paging
This IE contains the recommended cells for paging.
This IE is transparent to the 5GC.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Recommended Cell List
	
	1
	
	

	>Recommended Cell Item
	
	1..<maxnoofRecommendedCells>
	
	Includes visited and non-visited cells, where visited cells are listed in the order the UE visited them with the most recent cell being the first in the list. Non-visited cells are included immediately after the visited cell they are associated with.

	>>NG-RAN CGI
	M
	
	9.3.1.73
	[bookmark: OLE_LINK27]In the context of NTN, this IE is used to identify a mapped cell.

	>>Time Stayed in Cell 
	O
	
	INTEGER (0..4095)
	This is included for visited cells and indicates the time a UE stayed in a cell in seconds. If the UE stays in a cell more than 4095 seconds, this IE is set to 4095. 



	Range bound
	Explanation

	maxnoofRecommendedCells
	Maximum no. of recommended Cells. Value is 16.



<<<<<<<<<<<<<<<<<<<< End of 3rd Change >>>>>>>>>>>>>>>>>>>>
-- TEXT OMITTED --

<<<<<<<<<<<<<<<<<<<< 4th Change >>>>>>>>>>>>>>>>>>>>
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This IE indicates the areas where the warning message needs to be broadcast or cancelled.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE Warning Area
	M
	
	
	

	>E-UTRA Cell IDs
	
	
	
	

	>>EUTRA CGI List for Warning
	
	1..<maxnoofCellIDforWarning>
	
	

	>>>E-UTRA CGI
	M
	
	9.3.1.9
	

	>NR Cell IDs
	
	
	
	

	>>NR CGI List for Warning
	
	1..<maxnoofCellIDforWarning>
	
	

	>>>NR CGI
	M
	
	9.3.1.7
	In the context of NTN, this IE is used to identify a mapped NR cell.

	>TAIs for Warning
	
	
	
	

	>>TAI List for Warning
	
	1..<maxnoofTAIforWarning>
	
	

	>>>TAI
	M
	
	9.3.3.11
	

	>Emergency Area IDs
	
	
	
	

	>>Emergency Area ID List
	
	1..<maxnoofEmergencyAreaID>
	
	

	>>>Emergency Area ID
	M
	
	9.3.1.48
	



	Range bound
	Explanation

	maxnoofCellIDforWarning
	Maximum no. of Cell ID subject for warning message broadcast. Value is 65535.

	maxnoofTAIforWarning
	Maximum no. of TAI subject for warning message broadcast. Value is 65535.

	maxnoofEmergencyAreaID
	Maximum no. of Emergency Area ID subject for warning message broadcast. Value is 65535.



<<<<<<<<<<<<<<<<<<<< End of 4th Change >>>>>>>>>>>>>>>>>>>>
-- TEXT OMITTED --

<<<<<<<<<<<<<<<<<<<< 5th Change >>>>>>>>>>>>>>>>>>>>
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This IE indicates the areas where either resources are available to perform the broadcast or where broadcast is performed successfully.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE Broadcast Completed Area
	M
	
	
	

	[bookmark: OLE_LINK13]>Cell ID Broadcast E-UTRA
	
	
	
	

	>>Completed Cell List
	
	1..<maxnoofCellIDforWarning>
	
	

	>>>E-UTRA CGI
	M
	
	9.3.1.9
	

	>TAI Broadcast E-UTRA
	
	
	
	

	>>TAI Broadcast
	
	1..<maxnoofTAIforWarning>
	
	

	>>>TAI
	M
	
	9.3.3.11
	

	>>>Completed Cell in TAI List
	
	1..<maxnoofCellinTAI>
	
	

	>>>>E-UTRA CGI
	M
	
	9.3.1.9
	

	>Emergency Area ID Broadcast E-UTRA
	
	
	
	

	>>Emergency Area ID Broadcast
	
	1..<maxnoofEmergencyAreaID>
	
	

	>>>Emergency Area ID 
	M
	
	9.3.1.48
	

	>>>Completed Cell in Emergency Area ID List
	
	1..<maxnoofCellinEAI>
	
	

	>>>>E-UTRA CGI
	M
	
	9.3.1.9
	

	>Cell ID Broadcast NR
	
	
	
	

	>>Completed Cell List
	
	1..<maxnoofCellIDforWarning>
	
	

	>>>NR-CGI
	M
	
	9.3.1.7
	In the context of NTN, this IE is used to identify a mapped NR cell.

	>TAI Broadcast NR
	
	
	
	

	>>TAI Broadcast
	
	1..<maxnoofTAIforWarning>
	
	

	>>>TAI
	M
	
	9.3.3.11
	

	>>>Completed Cell in TAI List
	
	1..<maxnoofCellinTAI>
	
	

	>>>>NR-CGI
	M
	
	9.3.1.7
	In the context of NTN, this IE is used to identify a mapped NR cell.

	>Emergency Area ID Broadcast NR
	
	
	
	

	>>Emergency Area ID Broadcast
	
	1..<maxnoofEmergencyAreaID>
	
	

	>>>Emergency Area ID 
	M
	
	9.3.1.48
	

	>>>Completed Cell in Emergency Area ID List
	
	1..<maxnoofCellinEAI>
	
	

	>>>>NR-CGI
	M
	
	9.3.1.7
	In the context of NTN, this IE is used to identify a mapped NR cell.



	Range bound
	Explanation

	maxnoofCellIDforWarning
	Maximum no. of Cell ID subject for warning message broadcast. Value is 65535.

	maxnoofTAIforWarning
	Maximum no. of TAI subject for warning message broadcast. Value is 65535.

	maxnoofEmergencyAreaID
	Maximum no. of Emergency Area ID subject for warning message broadcast. Value is 65535.

	maxnoofCellinTAI
	Maximum no. of Cell ID within a TAI. Value is 65535.

	maxnoofCellinEAI
	Maximum no. of Cell ID within an Emergency Area. Value is 65535.
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This IE indicates the areas where broadcast was stopped successfully.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE Broadcast Cancelled Area 
	M
	
	
	

	>Cell ID Cancelled E-UTRA
	
	
	
	

	>>Cancelled Cell List
	
	1..<maxnoofCellIDforWarning>
	
	

	>>>E-UTRA CGI
	M
	
	9.3.1.9
	

	>>>Number of Broadcasts
	M
	
	9.3.1.45
	

	>TAI Cancelled E-UTRA
	
	
	
	

	>>TAI Cancelled
	
	1..<maxnoofTAIforWarning>
	
	

	>>>TAI
	M
	
	9.3.3.11
	

	>>>Cancelled Cell in TAI List
	
	1..<maxnoofCellinTAI>
	
	

	>>>>E-UTRA CGI
	M
	
	9.3.1.9
	

	>>>>Number of Broadcasts
	M
	
	9.3.1.45
	

	>Emergency Area ID Cancelled E-UTRA
	
	
	
	

	>>Emergency Area ID Cancelled
	
	1..<maxnoofEmergencyAreaID>
	
	

	>>>Emergency Area ID 
	M
	
	9.3.1.48
	

	>>>Cancelled Cell in Emergency Area ID List
	
	1..<maxnoofCellinEAI>
	
	

	>>>>E-UTRA CGI
	M
	
	9.3.1.9
	

	>>>>Number of Broadcasts
	M
	
	9.3.1.45
	

	>Cell ID Cancelled NR
	
	
	
	

	>>Cancelled Cell List
	
	1..<maxnoofCellIDforWarning>
	
	

	>>>NR-CGI
	M
	
	9.3.1.7
	In the context of NTN, this IE is used to identify a mapped NR cell.

	>>>Number of Broadcasts
	M
	
	9.3.1.45
	

	>TAI Cancelled NR
	
	
	
	

	>>TAI Cancelled
	
	1..<maxnoofTAIforWarning>
	
	

	>>>TAI
	M
	
	9.3.3.11
	

	>>>Cancelled Cell in TAI List
	
	1..<maxnoofCellinTAI>
	
	

	>>>>NR-CGI
	M
	
	9.3.1.7
	In the context of NTN, this IE is used to identify a mapped NR cell.

	>>>>Number of Broadcasts
	M
	
	9.3.1.45
	

	>Emergency Area ID Cancelled NR
	
	
	
	

	>>Emergency Area ID Cancelled
	
	1..<maxnoofEmergencyAreaID>
	
	

	>>>Emergency Area ID 
	M
	
	9.3.1.48
	

	>>>Cancelled Cell in Emergency Area ID List
	
	1..<maxnoofCellinEAI>
	
	

	>>>>NR-CGI
	M
	
	9.3.1.7
	In the context of NTN, this IE is used to identify a mapped NR cell.

	>>>>Number of Broadcasts
	M
	
	9.3.1.45
	



	Range bound
	Explanation

	maxnoofCellIDforWarning
	Maximum no. of Cell ID subject for warning message broadcast. Value is 65535.

	maxnoofTAIforWarning
	Maximum no. of TAI subject for warning message broadcast. Value is 65535.

	maxnoofEmergencyAreaID
	Maximum no. of Emergency Area ID subject for warning message broadcast. Value is 65535.

	maxnoofCellinTAI
	Maximum no. of Cell ID within a TAI. Value is 65535.

	maxnoofCellinEAI
	Maximum no. of Cell ID within an Emergency Area. Value is 65535.




<<<<<<<<<<<<<<<<<<<< End of 5th Change >>>>>>>>>>>>>>>>>>>>
-- TEXT OMITTED --

<<<<<<<<<<<<<<<<<<<< 6th Change >>>>>>>>>>>>>>>>>>>>
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This message is sent by the NG-RAN node to inform the AMF that PWS information for some or all cells of the NG-RAN node are available for reloading from the CBC if needed.
Direction: NG-RAN node  AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	CHOICE Cell List for Restart
	M
	
	
	
	YES
	reject

	>E-UTRA
	
	
	
	
	
	

	>>E-UTRA Cell List for Restart
	
	1..<maxnoofCellsinngeNB>
	
	
	-
	

	[bookmark: OLE_LINK181]>>>E-UTRA CGI
	M
	
	9.3.1.9
	
	-
	

	>NR
	
	
	
	
	
	

	>>NR Cell List for Restart
	
	1..<maxnoofCellsingNB>
	
	
	-
	

	>>>NR CGI
	M
	
	9.3.1.7
	In the context of NTN, this IE is used to identify a mapped NR cell.
	-
	

	Global RAN Node ID
	M
	
	9.3.1.5
	
	YES
	reject

	TAI List for Restart
	
	1..<maxnoofTAIforRestart>
	
	
	YES
	reject

	>TAI
	M
	
	9.3.3.11
	
	-
	

	Emergency Area ID List for Restart
	
	0..<maxnoofEAIforRestart>
	
	
	YES
	reject

	>Emergency Area ID
	M
	
	9.3.1.48
	
	-
	



	Range bound
	Explanation

	maxnoofCellsinngeNB
	Maximum no. of cells that can be served by an ng-eNB. Value is 256.

	maxnoofCellsingNB
	Maximum no. of cells that can be served by a gNB. Value is 16384.

	maxnoofTAIforRestart
	Maximum no. of TAIs subject for reloading warning message broadcast. Value is 2048.

	maxnoofEAIforRestart
	Maximum no. of Emergency Area IDs subject for reloading warning message broadcast. Value is 256.
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This message is sent by the NG-RAN node to inform the AMF that ongoing PWS operation for one or more cells of the NG-RAN node has failed.
Direction: NG-RAN node  AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	CHOICE PWS Failed Cell List
	M
	
	
	
	YES
	reject

	>E-UTRA
	
	
	
	
	
	

	>>PWS Failed E-UTRA Cell List
	
	1..<maxnoofCellsinngeNB>
	
	
	-
	

	>>>E-UTRA CGI
	M
	
	9.3.1.9
	
	-
	

	>NR
	
	
	
	
	
	

	>>PWS Failed NR Cell List
	
	1..<maxnoofCellsingNB>
	
	
	-
	

	>>>NR CGI
	M
	
	9.3.1.7
	In the context of NTN, this IE is used to identify a mapped NR cell.
	-
	

	Global RAN Node ID
	M
	
	9.3.1.5
	
	YES
	reject



	Range bound
	Explanation

	[bookmark: OLE_LINK9]maxnoofCellsinngeNB
	Maximum no. of cells that can be served by an ng-eNB. Value is 256.

	maxnoofCellsingNB
	Maximum no. of cells that can be served by a gNB. Value is 16384.



<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>


