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1	Introduction
As discussed in [1], the following proposal are achieved:
Proposal 9. Introduce  non-UE associated Class1 E1AP procedures：
· Multicast Distribution Setup procedure, triggered by the gNB-CU-UP
· in case the gNB-CU-UP decides or is configured to use unicast transport for multicast distribution sessions, it includes the DL GTP-U tunnel info in the Multicast Distribution Setup Request.
· in case the DL GTP-U tunnel info is not included in the Multicast Distribution Setup Request, the gNB-CU-CP shall provide IP multicast DL tunnel info to the gNB-CU-UP, to enable IP multicast transport.
· Multicast Distribution Release procedure, triggered by the gNB-CU-UP or gNB-CU-CP

In this paper, we provide the text proposal to BL CR of TS 38.460 in Section 3.
2 Reference
[1] R3-215138 Consideration on Multicast Session Management. Huawei, CBN, Lenovo, Motorola Mobility, Qualcomm Incorporated, China Unicom, China Telecom.
3	Text Proposal

-----------------Start of the Changes-------------------
[bookmark: _Toc13759432][bookmark: _Toc29461985][bookmark: _Toc45888057][bookmark: _Toc56583574]6.x	NR MBS procedures
The E1 MBS procedures are listed below:
-	Multicast Distribution Setup;
-	Multicast Distribution Release.[TBD]
Editor’s Note: It is FFS that whether the Multicast Session Activation procedure is needed or not.

