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9.1.1.8
RETRIEVE UE CONTEXT REQUEST

This message is sent by the new NG-RAN node to request the old NG-RAN node to transfer the UE Context to the new NG-RAN.

Direction: new NG-RAN node ( old NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	New NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the new NG-RAN node
	YES
	reject

	UE Context ID
	M
	
	9.2.3.40
	
	YES
	reject

	Integrity protection
	M
	
	BIT STRING (SIZE (16)) 
	RRC Resume:

ResumeMAC-I either contained in the RRC ResumeRequest or the RRCResumeRequest1 message as defined in TS 38.331 [10])

or the ShortResumeMAC-I in the RRCConnection ResumeRequest message as defined in TS 36.331 [14])

RRC Reestablishment:

ShortMAC-I contained in the RRCReestablishmentRequest as defined in TS 38.331 [10])

or the ShortMAC-I in the RRCConnection ReestablishmentRequest message as defined in TS 36.331 [14]). 

RRC Resume for UP CIoT Optimization:

ShortResumeMAC-I in the RRCConnection ResumeRequest message or RRCConnection ResumeRequest-NB message as defined in TS 36.331 [14].
	YES
	reject

	New Cell Identifier
	M
	
	NG-RAN Cell Identity

9.2.2.9
	RRC Resume:

Corresponds to the targetCellIdentity within the VarResumeMAC-Input as specified in TS 38.331 [10] or the cellIdentity within the VarShortINACTIVE-MAC-Input as specified in TS 36.331 [14].

RRC Reestablishment:

Corresponds to the targetCellIdentity within the VarShortMAC-Input as specified in TS 38.331 [10] or the cellIdentity within the VarShortMAC-Input as specified in TS 36.331 [14]. 

RRC Resume for UP CIoT Optimization:

Corresponds to the cellIdentity within the VarShortResumeMAC-Input or VarShortResumeMAC-Input-NB as specified in TS 36.331 [14].
	YES
	reject

	RRC Resume Cause
	O
	
	9.2.3.61
	In case of RNA Update, contains the cause value provided by the UE in the RRCResumeRequest or the RRCResumeRequest1 message, as defined in TS 38.331 [10],

or in the RRCConnection ResumeRequest message, as defined in TS 36.331 [14].
	YES
	ignore

	SDT Support Request
	O
	
	9.2.3.x
	
	YES
	ignore


9.1.1.10
RETRIEVE UE CONTEXT FAILURE

This message is sent by the old NG-RAN node to inform the new NG-RAN node that the Retrieve UE Context procedure has failed.

Direction: old NG-RAN node ( new NG-RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	New NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the new NG-RAN node
	YES
	ignore

	Old NG-RAN node To New NG-RAN node Resume Container
	O
	
	OCTET STRING
	Includes either the RRCRelease message as defined in TS 38.331 [10], or the RRCConnectionRelease message as defined in TS 36.331 [14], encapsulated in a PDCP-C PDU.
	YES
	ignore

	Cause
	M
	
	9.2.3.2
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.3.3
	
	YES
	ignore

	SDT Support Response
	O
	
	9.2.3.3
	
	YES
	ignore


9.1.1.11
XN-U ADDRESS INDICATION

This message is either sent by the new NG-RAN node to transfer data forwarding information to the old NG-RAN node, or by the M-NG-RAN node to provide either data forwarding or Xn-U bearer address related information for SN terminated bearers to the S-NG-RAN node.

Direction: new NG-RAN node ( old NG-RAN node, M-NG-RAN node ( S-NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	New NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the new NG-RAN node
	YES
	ignore

	Old NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the old NG-RAN node
	YES
	ignore

	Xn-U Address Information per PDU Session Resources List
	
	1
	
	
	YES
	reject

	>Xn-U Address Information per PDU Session Resources Item
	
	1..<maxnoofPDUSessions>
	
	
	–
	

	>>PDU Session ID 
	M
	
	9.2.3.18
	
	–
	

	>>Data Forwarding Info from target NG-RAN node
	O
	
	Data Forwarding Info from target NG-RAN node
9.2.1.16
	
	–
	

	>>Secondary Data Forwarding Info from target NG-RAN node List
	O
	
	9.2.1.31
	This IE would be present only when the target M-NG-RAN node decide to split a PDU session between MN and SN
	YES
	ignore

	>>PDU Session Resource Setup Complete Info – SN terminated
	O
	
	9.2.1.30
	
	–
	

	>>DRB IDs taken into use
	O
	
	DRB List 9.2.1.29
	Indicating the DRB IDs taken into use by the target NG-RAN node, as specified in TS 37.340 [8].
	YES
	reject

	CHO MR-DC Indicator
	O
	
	ENUMERATED (true, ...)
	Indicating that the XN-U ADDRESS INDICATION message is for Conditional Handover, as specified in TS 37.340 [8].
	YES
	reject

	CHO MR-DC Early Data Forwarding Indicator
	O
	
	ENUMERATED (stop, ...)
	
	YES
	ignore

	DL SDT UP TNL Information
	O
	
	SDT UP TNL Information

9.2.3.w
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofPDUSsessions
	Maximum no. of PDU sessions. Value is 256


9.2.3.x
SDT Support Request 
This IE indicates user data type is SDT.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	SDT Status Indicator
	M
	
	ENUMERATED (start, end,…)
	

	SDT assistant information
	O
	
	FFS
	


9.2.3.y
SDT Support Response
This IE indicates user data type is SDT.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	SDT RLC Context
	M
	
	9.2.3.z
	

	UL SDT UP TNL Information
	O
	
	SDT UP TNL Information
9.2.3.w
	

	Packet Data Indication
	O
	
	ENUMERATED (true,…)
	Indicates downlink data available.


9.2.3.z
SDT RLC context 

This IE indicates SDT associated RLC context Setup request information.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	DRBs To Be Setup List
	
	0..1
	
	

	>DRBs to Be Setup Item
	
	1 .. <maxnoofDRBs>
	
	

	>>DRB ID
	M
	
	9.2.3.33
	

	>>UL PDCP UP TNL Information
	M
	
	UP Transport Parameters 
9.2.3. 76
	Old NG-RAN node endpoint(s) of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs.

	>>DRB QoS
	M
	
	QoS Flow Level QoS Parameters
9.2.3.5
	

	>>RLC SN Length
	O
	
	ENUMERATED (6,12,18,…)
	Indicates the RLC SN length of the DRB.

	>>RLC Mode
	M
	
	9.2.3.28
	Indicates the RLC mode of the DRB.

	>>UL Configuration
	O
	
	9.2.3.75
	Information about UL usage of the DRB.

	>>QoS Flows Mapped To DRB List
	
	1
	
	

	>>>QoS Flows Mapped To DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	

	>>>>QoS Flow Identifier
	M
	
	9.2.3.10
	

	>>>>QoS Flow Mapping Indication
	O
	
	9.2.3.79
	

	>>>>Current QoS Parameters Set Index
	O
	
	Alternative QoS Parameters Set Index

9.2.3.103
	


9.2.3.w
SDT UP TNL Information
This IE contains TNL information for the establishment of data forwarding tunnels towards the target NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Data Forwarding Response DRB List
	
	0..1
	
	

	>Data Forwarding Response DRB Item
	
	1..<maxnoofDRBs>
	
	

	>>DRB ID
	M
	
	9.2.3.33
	

	>>DL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	

	>>UL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	


	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs. Value is 32.


