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START OF CHANGE
[bookmark: _Toc534730135][bookmark: _Toc51763672][bookmark: _Toc64448841][bookmark: _Toc66289500]9.2.12.13	POSITIONING INFORMATION REQUEST
This message is sent by the gNB-CU to indicate to the gNB-DU the need to configure the UE to transmit SRS signals for uplink positioning measurement.
Direction: gNB-CU  gNB-DU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M 
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID 
	M
	
	9.3.1.5
	
	YES
	reject

	Requested SRS Transmission Characteristics
	O
	
	9.3.1.175
	
	YES
	ignore

	QoS Positioning
	O
	
	Positioning Priority
9.3.1.X
	
	YES
	ignore




NEXT CHANGE 
[bookmark: _Toc20955242][bookmark: _Toc29503691][bookmark: _Toc29504275][bookmark: _Toc29504859][bookmark: _Toc36553305][bookmark: _Toc36555032][bookmark: _Toc45652344][bookmark: _Toc45658776][bookmark: _Toc45720596][bookmark: _Toc45798476][bookmark: _Toc45897865][bookmark: _Toc51746069][bookmark: _Toc64446333][bookmark: _Toc73982203]9.3.1.X	Positioning Priority
This IE indicates the priority associated with the positioning requirements of the UE.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Positioning Priority
	M
	
	ENUMERATED (PrioLevel1, PrioLevel2, PrioLevel3, PrioLevel4, PrioLevel5, PrioLevel6, PrioLevel7, PrioLevel8, …)
	Lower value codepoint indicates higher priority.




ASN.1 to be provided during the meeting, pending agreement

