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/*--------------------------------Start of the First Change----------------------------*/
9.2.1.24
PDU Session List with data forwarding request info

This IE contains a list of PDU session related data forwarding request information.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Session List with data forwarding request info
	
	1 .. <maxnoofPDUsessions>
	
	
	–
	

	>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>Data Forwarding and Offloading Info from source NG-RAN node
	O
	
	9.2.1.17
	
	–
	

	>DRBs To Be Released List
	O
	
	DRB to QoS Flow Mapping List 9.2.1.15
	Indicate the QoS flow mapping and RLC mode of the released DRBs.
	–
	

	>Cause
	O
	
	9.2.3.2
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofPDUsessions
	Maximum no. of PDU sessions. Value is 256.


/*--------------------------------Omit unchanged part---------------------------*/
9.3.5
Information Element definitions

-- ASN1START

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

XnAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS

/*--------------------------------Omit unchanged part---------------------------*/
PDUSession-List ::= SEQUENCE (SIZE (1.. maxnoofPDUSessions)) OF PDUSession-ID

PDUSession-List-withCause ::= SEQUENCE (SIZE (1.. maxnoofPDUSessions)) OF PDUSession-List-withCause-Item

PDUSession-List-withCause-Item ::= SEQUENCE {

pduSessionId

PDUSession-ID,


cause



Cause



OPTIONAL,


iE-Extension

ProtocolExtensionContainer { {PDUSession-List-withCause-Item-ExtIEs} }
OPTIONAL,


...

}

PDUSession-List-withCause-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSession-List-withDataForwardingFromTarget ::= SEQUENCE (SIZE (1.. maxnoofPDUSessions)) OF 
















PDUSession-List-withDataForwardingFromTarget-Item

PDUSession-List-withDataForwardingFromTarget-Item ::= SEQUENCE {


pduSessionId





PDUSession-ID,


dataforwardinginfoTarget


DataForwardingInfoFromTargetNGRANnode,


iE-Extension

ProtocolExtensionContainer { {PDUSession-List-withDataForwardingFromTarget-Item-ExtIEs} }
OPTIONAL,


...

}

PDUSession-List-withDataForwardingFromTarget-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


{ ID id-DRB-IDs-takenintouse

CRITICALITY reject
EXTENSION DRB-List
PRESENCE optional},


...

}

PDUSession-List-withDataForwardingRequest ::= SEQUENCE (SIZE (1.. maxnoofPDUSessions)) OF 
















PDUSession-List-withDataForwardingRequest-Item

PDUSession-List-withDataForwardingRequest-Item ::= SEQUENCE {


pduSessionId






PDUSession-ID,


dataforwardingInfofromSource


DataforwardingandOffloadingInfofromSource




OPTIONAL,


dRBtoBeReleasedList





DRBToQoSFlowMapping-List








OPTIONAL,


iE-Extension

ProtocolExtensionContainer { {PDUSession-List-withDataForwardingRequest-Item-ExtIEs} }
OPTIONAL,


...

}

PDUSession-List-withDataForwardingRequest-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


ID id-Cause



CRITICALITY ignore EXTENSION Cause



PRESENCE optional),
...

}

/*--------------------------------End of the Changes-----------------------------*/
