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	Reason for change:
	
The power saving WID is agreed in RP-212630 with the following objective related to RAN3. 
· Study and specify paging enhancement(s) to reduce unnecessary UE paging receptions, subject to no impact to legacy UEs [RAN2, RAN1, RAN3]

[bookmark: _GoBack]This CR contains the enhancement to support UE power saving. 




	
	

	Summary of change:
	· Include the UE grouping information in the NGAP Paging message
· Include the UE grouping information in the NGAP Core Network Assistance Information for RRC INACTIVE IE
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The purpose of the Paging procedure is to enable the AMF to page a UE in the specific NG-RAN node.
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Figure 8.5.1.2-1: Paging 
[bookmark: _Hlk510775353]The AMF initiates the Paging procedure by sending the PAGING message to the NG-RAN node.
At the reception of the PAGING message, the NG-RAN node shall perform paging of the UE in cells which belong to tracking areas as indicated in the TAI List for Paging IE.
If the Paging DRX IE is included in the PAGING message, the NG-RAN node shall use it according to TS 38.304 [12] and TS 36.304 [29].
For each cell that belongs to any of the tracking areas indicated in the TAI List for Paging IE, the NG-RAN node shall generate one page on the radio interface.
If the Paging Priority IE is included in the PAGING message, the NG-RAN node may use it according to TS 23.501 [9].
If the UE Radio Capability for Paging IE is included in the PAGING message, the NG-RAN node may use it to apply specific paging schemes.
If the Assistance Data for Recommended Cells IE is included in the Assistance Data for Paging IE it may be used, together with the Paging Attempt Information IE if also present, according to TS 38.300 [8].
If the Next Paging Area Scope IE is included in the Paging Attempt Information IE it may be used for paging the UE according to TS 38.300 [8].
If the Paging Origin IE is included in the PAGING message, the NG-RAN node shall transfer it to the UE according to TS 38.331 [18] and TS 36.331 [21].
If the NB-IoT Paging eDRX Information IE is included in the PAGING message, the NG-RAN node shall, if supported, use it according to TS 36.304 [29]. If the NB-IoT Paging Time Window IE is included in the NB-IoT Paging eDRX Information IE, the NG-RAN node shall take this information into account to determine the UE’s paging occasion according to TS 36.304 [29]. The NG-RAN node should take into account the reception time of the PAGING message on the NG interface to determine when to page the UE. 
If the NB-IoT Paging DRX IE is included in the PAGING message, the NG-RAN node shall use it according to TS 36.304 [29].
If the Enhanced Coverage Restriction IE is included in the PAGING message, the NG-RAN node shall, if supported, use it as defined in TS 23.501 [9].
If the Paging Assistance Data for CE Capable UE IE is included in the Assistance Data for Paging IE in the PAGING message, it may be used for paging the indicated CE capable UE, according to TS 23.502 [10].
If the WUS Assistance Information IE is included in the PAGING message, the NG-RAN node shall, if supported, use it to determine the WUS group for the UE, as specified in TS 36.304 [29].
If the Paging eDRX Information IE is included in the PAGING message, the NG-RAN node shall, if supported, use it according to TS 36.304 [29]. If the Paging Time Window IE is included in the Paging eDRX Information IE, the NG-RAN node shall take this information into account to determine the UE’s paging occasion according to TS 36.304 [29]. The NG-RAN node should take into account the reception time of the PAGING message on the NGAP interface to determine when to page the UE.
If the CE-mode-B Restricted IE is included in the PAGING message and the Enhanced Coverage Restriction IE is not set to "restricted", the NG-RAN node shall, if supported, use it as defined in TS 23.501 [9].
If the NPN Paging Assistance Information IE is included in the Assistance Data for Paging IE, the NG-RAN node may take it into account when determining the cells where paging will be performed.
If the Paging Subgroup ID IE is included in the PAGING message, the NG-RAN node shall, if supported, use it as defined in TS 23.501 [9].

<Unchanged Text Omitted>
[bookmark: _Toc20955108][bookmark: _Toc29503554][bookmark: _Toc29504138][bookmark: _Toc29504722][bookmark: _Toc36553168][bookmark: _Toc36554895][bookmark: _Toc45652204][bookmark: _Toc45658636][bookmark: _Toc45720456][bookmark: _Toc45798336][bookmark: _Toc45897725][bookmark: _Toc51745929][bookmark: _Toc64446193][bookmark: _Toc73982063][bookmark: _Toc81304647]9.2.4.1	PAGING
This message is sent by the AMF and is used to page a UE in one or several tracking areas.
Direction: AMF  NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	UE Paging Identity
	M
	
	9.3.3.18
	
	YES
	ignore

	Paging DRX
	O
	
	9.3.1.90
	
	YES
	ignore

	TAI List for Paging
	
	1
	
	
	YES
	ignore

	>TAI List for Paging Item
	
	1..<maxnoofTAIforPaging>
	
	
	-
	

	>>TAI
	M
	
	9.3.3.11
	
	-
	

	Paging Priority
	O
	
	9.3.1.78
	
	YES
	ignore

	UE Radio Capability for Paging
	O
	
	9.3.1.68
	
	YES
	ignore

	Paging Origin
	O
	
	9.3.3.22
	
	YES
	ignore

	Assistance Data for Paging
	O
	
	9.3.1.69
	
	YES
	ignore

	NB-IoT Paging eDRX Information
	O
	
	9.3.1.138
	
	YES
	ignore

	NB-IoT Paging DRX
	O
	
	9.3.1.139
	If this IE is present, the Paging DRX IE is ignored.
	YES
	ignore

	Enhanced Coverage Restriction
	O
	
	9.3.1.140
	
	YES
	ignore

	WUS Assistance Information
	O
	
	9.3.1.143
	
	YES
	ignore

	Paging eDRX Information
	O
	
	9.3.1.154
	
	YES
	ignore

	CE-mode-B Restricted
	O
	
	9.3.1.155
	
	YES
	Ignore

	Paging Subgroup ID
	O
	
	INTEGER (0..FFS, …)
	
	YES
	Ignore



	Range bound
	Explanation

	maxnoofTAIforPaging
	Maximum no. of TAIs for paging. Value is 16.




<Unchanged Text Omitted>
[bookmark: _Toc81304723]9.3.1.15	Core Network Assistance Information for RRC INACTIVE
This IE provides assistance information for RRC_INACTIVE configuration.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	UE Identity Index Value
	M
	
	9.3.3.23
	
	-
	

	UE Specific DRX
	O
	
	Paging DRX
9.3.1.90
	
	-
	

	Periodic Registration Update Timer
	M
	
	9.3.3.24
	
	-
	

	MICO Mode Indication
	O
	
	9.3.1.23
	
	-
	

	TAI List for RRC Inactive
	
	1
	
	
	-
	

	>TAI List for RRC Inactive Item
	
	1..<maxnoofTAIforInactive>
	
	
	-
	

	>>TAI
	M
	
	9.3.3.11
	
	-
	

	Expected UE Behaviour
	O
	
	9.3.1.93
	
	-
	

	Paging eDRX Information
	O
	
	9.3.1.154
	
	YES
	ignore

	Extended UE Identity Index Value
	O
	
	9.3.3.52
	
	YES
	ignore

	UE Radio Capability for Paging
	O
	
	9.3.1.68
	
	YES
	ignore

	MICO All PLMN
	O
	
	9.3.1.194
	
	YES
	Ignore

	Paging Subgroup ID
	O
	
	INTEGER (0..FFS, …)
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofTAIforInactive
	Maximum no. of TAIs for RRC Inactive. Value is 16.



<Unchanged Text Omitted>

	

[bookmark: _Toc20955355][bookmark: _Toc29503808][bookmark: _Toc29504392][bookmark: _Toc29504976][bookmark: _Toc36553429][bookmark: _Toc36555156][bookmark: _Toc45652555][bookmark: _Toc45658987][bookmark: _Toc45720807][bookmark: _Toc45798687][bookmark: _Toc45898076][bookmark: _Toc51746283][bookmark: _Toc64446548][bookmark: _Toc73982418][bookmark: _Toc81305003]9.4.4	PDU Definitions
-- ASN1START
-- **************************************************************
--
-- PDU definitions for NGAP.
--
-- **************************************************************

<Unchanged Text Omitted>
	PagingAssisDataforCEcapabUE,
	PagingDRX,
	PagingGroupID,
	PagingOrigin,
	PagingPriority,

<Unchanged Text Omitted>
	id-PagingeDRXInformation,
	id-PagingGroupID,
	id-PagingOrigin,
	id-PagingPriority,


<Unchanged Text Omitted>
-- **************************************************************
--
-- PAGING ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- PAGING
--
-- **************************************************************

Paging ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {PagingIEs} },
	...
}

PagingIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-UEPagingIdentity				CRITICALITY ignore	TYPE UEPagingIdentity				PRESENCE mandatory	}|
	{ ID id-PagingDRX						CRITICALITY ignore	TYPE PagingDRX						PRESENCE optional		}|
	{ ID id-TAIListForPaging				CRITICALITY ignore	TYPE TAIListForPaging				PRESENCE mandatory	}|
	{ ID id-PagingPriority					CRITICALITY ignore	TYPE PagingPriority					PRESENCE optional		}|
	{ ID id-UERadioCapabilityForPaging		CRITICALITY ignore	TYPE UERadioCapabilityForPaging		PRESENCE optional		}|
	{ ID id-PagingOrigin					CRITICALITY ignore	TYPE PagingOrigin					PRESENCE optional		}|
	{ ID id-AssistanceDataForPaging			CRITICALITY ignore	TYPE AssistanceDataForPaging		PRESENCE optional		}|
	{ ID id-NB-IoT-Paging-eDRXInfo			CRITICALITY ignore	TYPE NB-IoT-Paging-eDRXInfo			PRESENCE optional		}|
	{ ID id-NB-IoT-PagingDRX				CRITICALITY ignore	TYPE NB-IoT-PagingDRX				PRESENCE optional		}|
	{ ID id-Enhanced-CoverageRestriction	CRITICALITY ignore	TYPE Enhanced-CoverageRestriction	PRESENCE optional		}|
	{ ID id-WUS-Assistance-Information		CRITICALITY ignore	TYPE WUS-Assistance-Information		PRESENCE optional		}|
	{ ID id-PagingeDRXInformation			CRITICALITY ignore	TYPE PagingeDRXInformation			PRESENCE optional		}|
	{ ID id-CEmodeBrestricted				CRITICALITY ignore	TYPE CEmodeBrestricted				PRESENCE optional		}|
	{ ID id-PagingSubgroupID				CRITICALITY ignore	TYPE PagingSubgroupID				PRESENCE optional		},
	...
}


<Unchanged Text Omitted>
[bookmark: _Toc20955356][bookmark: _Toc29503809][bookmark: _Toc29504393][bookmark: _Toc29504977][bookmark: _Toc36553430][bookmark: _Toc36555157][bookmark: _Toc45652556][bookmark: _Toc45658988][bookmark: _Toc45720808][bookmark: _Toc45798688][bookmark: _Toc45898077][bookmark: _Toc51746284][bookmark: _Toc64446549][bookmark: _Toc73982419][bookmark: _Toc81305004]9.4.5	Information Element Definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

<Unchanged Text Omitted>
CoreNetworkAssistanceInformationForInactive ::= SEQUENCE {
	uEIdentityIndexValue				UEIdentityIndexValue,
	uESpecificDRX						PagingDRX																	OPTIONAL,
	periodicRegistrationUpdateTimer		PeriodicRegistrationUpdateTimer,
	mICOModeIndication					MICOModeIndication															OPTIONAL,
	tAIListForInactive					TAIListForInactive,
	expectedUEBehaviour					ExpectedUEBehaviour															OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {CoreNetworkAssistanceInformationForInactive-ExtIEs} }	OPTIONAL,
	...
}

CoreNetworkAssistanceInformationForInactive-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-PagingeDRXInformation				CRITICALITY ignore	EXTENSION PagingeDRXInformation					PRESENCE optional	}|
	{ ID id-ExtendedUEIdentityIndexValue		CRITICALITY ignore	EXTENSION ExtendedUEIdentityIndexValue			PRESENCE optional	}|
	{ ID id-UERadioCapabilityForPaging			CRITICALITY ignore	EXTENSION UERadioCapabilityForPaging			PRESENCE optional	}|
	{ ID id-MicoAllPLMN							CRITICALITY ignore	EXTENSION MicoAllPLMN								PRESENCE optional	}|
	{ ID id-PagingSubgroupID					CRITICALITY ignore	EXTENSION PagingSubgroupID							PRESENCE optional	},
	...
}


<Unchanged Text Omitted>
-- FFS about the maximum value of the PagingSubgroupID
PagingSubgroupID ::= INTEGER(1..64, ...)

<Unchanged Text Omitted>
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-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

<Unchanged Text Omitted>
	id-MicoAllPLMN											ProtocolIE-ID ::= 282
	id-QosFlowFailedToSetupList								ProtocolIE-ID ::= 283
	id-PagingSubgroupID										ProtocolIE-ID ::= aaa


<Unchanged Text Omitted>
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