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	Reason for change:
	
The power saving WID is agreed in RP-212630 with the following objective related to RAN3. 
· Study and specify paging enhancement(s) to reduce unnecessary UE paging receptions, subject to no impact to legacy UEs [RAN2, RAN1, RAN3]
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	· Include the UE grouping information in the XnAP Paging message
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The purpose of the RAN Paging procedure is to enable the NG-RAN node1 to request paging of a UE in the NG-RAN node2.
The procedure uses non UE-associated signalling.
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Figure 8.2.5.2-1: RAN Paging: successful operation
The RAN Paging procedure is triggered by the NG-RAN node1 by sending the RAN PAGING message to the NG-RAN node2, in which the necessary information e.g. UE RAN Paging Identity should be provided.
If the Paging Priority IE is included in the RAN PAGING message, the NG-RAN node2 may use it to prioritize paging.
If the Assistance Data for RAN Paging IE is included in the RAN PAGING message, the NG-RAN node2 may use it according to TS 38.300 [9].
If the UE Radio Capability for Paging IE is included in the RAN PAGING message, the NG-RAN node2 may use it to apply specific paging schemes.
If the Extended UE Identity Index Value IE is included in the RAN PAGING message, the NG-RAN node2 may use it according to TS 36.304 [34]. When available, NG-RAN node1 may include the Extended UE Identity Index Value IE in the RAN PAGING message towards an ng-eNB (e.g. NG-RAN node2). 
When available, the NG-RAN node1 shall include the Paging eDRX Information IE in the RAN PAGING message towards the NG-RAN node2. If the Paging eDRX Information IE is included in the RAN PAGING message, the NG-RAN node2 shall, if supported, use it according to TS 36.304 [34].
When available, the NG-RAN node1 shall include the UE Specific DRX IE in the RAN PAGING message towards the NG-RAN node2. If the UE specific DRX IE is included in the RAN PAGING message, the NG-RAN node2 shall, if supported, use it according to TS 36.304 [34].
If the Paging Subgroup ID IE is included in the RAN PAGING message, the NG-RAN node shall, if supported, use it as defined in TS 23.501 [7].

<Unchanged Text Omitted>
[bookmark: _Toc20955186][bookmark: _Toc29991381][bookmark: _Toc36555781][bookmark: _Toc44497488][bookmark: _Toc45107876][bookmark: _Toc45901496][bookmark: _Toc51850575][bookmark: _Toc56693578][bookmark: _Toc64447121][bookmark: _Toc66286615][bookmark: _Toc74151310][bookmark: _Toc81321918]9.1.1.7	RAN PAGING
This message is sent by the NG-RAN node1 to NG-RAN node2 to page a UE.
Direction: NG-RAN node1  NG-RAN node2.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	CHOICE UE Identity Index Value
	M
	
	
	
	YES
	reject

	>Length-10
	
	
	
	
	
	

	>>Index Length-10
	M
	
	BIT STRING (SIZE(10))
	Coded as specified in TS 38.304 [33] and TS 36.304 [34].
	–
	

	UE RAN Paging Identity
	M
	
	9.2.3.43
	
	YES
	ignore

	Paging DRX
	M
	
	9.2.3.66
	Includes the RAN paging cycle as defined in TS 36.304 [34] and 38.304 [33].
	YES
	ignore

	RAN Paging Area
	M
	
	9.2.3.38
	
	YES
	reject

	Paging Priority
	O
	
	9.2.3.44
	
	YES
	ignore

	Assistance Data for RAN Paging
	O
	
	9.2.3.41
	
	YES
	ignore

	UE Radio Capability for Paging
	O
	
	9.2.3.91
	
	YES
	ignore

	Extended UE Identity Index Value
	O
	
	9.2.3.141
	Coded as specified in TS 36.304 [34].

	YES
	ignore

	Paging eDRX Information
	O
	
	9.2.3.142
	
	YES
	ignore

	UE specific DRX
	O
	
	9.2.3.143
	Includes the UE specific paging cycle as defined in TS 36.304 [34] and 38.304 [33].
	YES
	Ignore

	Paging Subgroup ID
	O
	
	INTEGER (0..FFS, …)
	
	YES
	ignore




<Unchanged Text Omitted>

	

[bookmark: _Toc20955407][bookmark: _Toc29991615][bookmark: _Toc36556018][bookmark: _Toc44497803][bookmark: _Toc45108190][bookmark: _Toc45901810][bookmark: _Toc51850891][bookmark: _Toc56693895][bookmark: _Toc64447439][bookmark: _Toc66286933][bookmark: _Toc74151631][bookmark: _Toc81322240]9.3.4	PDU Definitions
-- ASN1START
-- **************************************************************
--
-- PDU definitions for XnAP.
--
-- **************************************************************

<Unchanged Text Omitted>
	SNTriggered,
	SCGIndicator,
	UESpecificDRX,
	PagingSubgroupID


<Unchanged Text Omitted>
	id-SCGIndicator,
	id-UESpecificDRX,
	id-PDUSessionExpectedUEActivityBehaviour,
	id-PagingSubgroupID,

<Unchanged Text Omitted>

-- **************************************************************
--
-- RAN PAGING
--
-- **************************************************************

RANPaging ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{RANPaging-IEs}},
	...
}

RANPaging-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-UEIdentityIndexValue				CRITICALITY reject		TYPE UEIdentityIndexValue							PRESENCE mandatory}|
	{ ID id-UERANPagingIdentity					CRITICALITY ignore		TYPE UERANPagingIdentity							PRESENCE mandatory}|
	{ ID id-PagingDRX							CRITICALITY ignore		TYPE PagingDRX										PRESENCE mandatory}|
	{ ID id-RANPagingArea						CRITICALITY reject		TYPE RANPagingArea									PRESENCE mandatory}|
	{ ID id-PagingPriority						CRITICALITY ignore		TYPE PagingPriority									PRESENCE optional }|
	{ ID id-AssistanceDataForRANPaging			CRITICALITY ignore		TYPE AssistanceDataForRANPaging					PRESENCE optional }|
	{ ID id-UERadioCapabilityForPaging			CRITICALITY ignore		TYPE UERadioCapabilityForPaging					PRESENCE optional }|
	{ ID id-ExtendedUEIdentityIndexValue		CRITICALITY ignore		TYPE ExtendedUEIdentityIndexValue				PRESENCE optional }|
	{ ID id-PagingeDRXInformation				CRITICALITY ignore		TYPE PagingeDRXInformation						PRESENCE optional }|
	{ ID id-UESpecificDRX						CRITICALITY ignore		TYPE UESpecificDRX									PRESENCE optional }|
	{ ID id-PagingSubgroupID					CRITICALITY ignore		TYPE PagingSubgroupID								PRESENCE optional },
	...
}

<Unchanged Text Omitted>
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-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

<Unchanged Text Omitted>
Paging-eDRX-Cycle ::= ENUMERATED {
	hfhalf, hf1, hf2, hf4, hf6, 
	hf8, hf10, hf12, hf14, hf16, 
	hf32, hf64, hf128, hf256,
	...
}


Paging-Time-Window ::= ENUMERATED {
	s1, s2, s3, s4, s5, 
	s6, s7, s8, s9, s10, 
	s11, s12, s13, s14, s15, s16,
	...
}

-- FFS about the maximum value of the PagingSubgroupID
PagingSubgroupID ::= INTEGER(1..64, ...)


PagingPriority ::= ENUMERATED {
	priolevel1,
	priolevel2,
	priolevel3,
	priolevel4,
	priolevel5,
	priolevel6,
	priolevel7,
	priolevel8,
	...
}

<Unchanged Text Omitted>
[bookmark: _Toc20955410][bookmark: _Toc29991618][bookmark: _Toc36556021][bookmark: _Toc44497806][bookmark: _Toc45108193][bookmark: _Toc45901813][bookmark: _Toc51850894][bookmark: _Toc56693898][bookmark: _Toc64447442][bookmark: _Toc66286936][bookmark: _Toc74151634][bookmark: _Toc81322243]9.3.7	Constant definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

<Unchanged Text Omitted>
id-PDUSessionExpectedUEActivityBehaviour															ProtocolIE-ID ::= 249
id-QoS-Mapping-Information																			ProtocolIE-ID ::= 250
id-PagingSubgroupID																					ProtocolIE-ID ::= aaa
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