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The purpose of the Paging procedure is to enable the MME to page a UE in the specific eNB.
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Figure 8.5.2-1: Paging procedure
The MME initiates the paging procedure by sending the PAGING message to the eNB.
At the reception of the PAGING message, the eNB shall perform paging of the UE in cells which belong to tracking areas as indicated in the List of TAIs IE.
The CN Domain IE shall be transferred transparently to the UE.
<Unchanged Text Omitted>
If the WUS Assistance Information IE is included in the PAGING message, the eNB shall, if supported, use it to determine the WUS group for the UE, as specified in TS 36.304 [20].
If the NB-IoT Paging DRX IE is included in the PAGING message, the eNB shall use it according to TS 36.304 [20].
If the UE Radio Capability ID IE is included in the PAGING message, the eNB shall, if supported, use it as defined in TS 23.401 [11].
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This message is sent by the MME and is used to page a UE in one or several tracking areas.
Direction: MME  eNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	UE Identity Index value
	M
	
	9.2.3.10
	
	YES
	ignore

	UE Paging Identity
	M
	
	9.2.3.13
	
	YES
	ignore

	Paging DRX
	O
	
	9.2.1.16
	If the NB-IoT Paging DRX IE is included, the Paging DRX IE is ignored.
	YES
	ignore

	CN Domain
	M
	
	9.2.3.22
	
	YES
	ignore

	List of TAIs
	
	1
	
	
	YES
	ignore

	>TAI List Item
	
	1 .. <maxnoofTAIs>
	
	
	EACH
	ignore

	>>TAI
	M
	
	9.2.3.16
	
	-
	

	CSG Id List
	
	0..1
	
	
	GLOBAL
	ignore

	>CSG Id
	
	1 .. <maxnoofCSGId>
	9.2.1.62
	
	-
	

	Paging Priority
	O
	
	9.2.1.78
	
	YES
	ignore

	UE Radio Capability for Paging
	O
	
	9.2.1.98
	
	YES
	ignore

	Assistance Data for Paging
	O
	
	9.2.1.103
	
	YES
	ignore

	Paging eDRX Information
	O
	
	9.2.1.111
	
	YES
	ignore

	Extended UE Identity Index Value
	O
	
	9.2.3.46
	
	YES
	ignore

	NB-IoT Paging eDRX Information
	O
	
	9.2.1.115
	
	YES
	ignore

	NB-IoT UE Identity Index value
	O
	
	9.2.3.47
	
	YES
	ignore

	Enhanced Coverage Restricted
	O
	
	9.2.1.123
	
	YES
	ignore

	CE-Mode-B Restricted
	O
	
	9.2.1.129
	
	YES
	ignore

	Data size
	O
	
	INTEGER (1..4095, …) 
	The unit is: bit
	YES
	ignore

	WUS Assistance Information
	O
	
	9.2.1.158
	
	YES
	ignore

	NB-IoT Paging DRX
	O
	
	9.2.1.159x
	
	YES
	Ignore

	UE Radio Capability ID
	O
	
	9.2.1.153
	
	YES
	reject



	Range bound
	Explanation

	maxnoofTAIs
	Maximum no. of TAIs. Value is 256.

	maxnoofCSGIds
	Maximum no. of CSG Ids within the CSG Id List. Value is 256.
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-- **************************************************************
--
-- PDU definitions for S1AP.
--
-- **************************************************************

<Unchanged Text Omitted>

-- **************************************************************
--
-- PAGING ELEMENTARY PROCEDURE
--
-- **************************************************************


-- **************************************************************
--
-- Paging
--
-- **************************************************************

Paging ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{PagingIEs}},
	...
}

PagingIEs S1AP-PROTOCOL-IES ::= {
	{ ID id-UEIdentityIndexValue			CRITICALITY ignore	TYPE UEIdentityIndexValue				PRESENCE mandatory}|
	{ ID id-UEPagingID						CRITICALITY ignore	TYPE UEPagingID							PRESENCE mandatory}|
	{ ID id-pagingDRX						CRITICALITY ignore	TYPE PagingDRX							PRESENCE optional}|
	{ ID id-CNDomain						CRITICALITY ignore	TYPE CNDomain							PRESENCE mandatory}|
	{ ID id-TAIList							CRITICALITY ignore	TYPE TAIList							PRESENCE mandatory}|
	{ ID id-CSG-IdList						CRITICALITY ignore	TYPE CSG-IdList							PRESENCE optional}|
	{ ID id-PagingPriority					CRITICALITY ignore	TYPE PagingPriority						PRESENCE optional}|
	{ ID id-UERadioCapabilityForPaging		CRITICALITY ignore	TYPE UERadioCapabilityForPaging			PRESENCE optional}|
-- Extension for Release 13 to support Paging Optimisation and Coverage Enhancement paging –-
	{ ID id-AssistanceDataForPaging			CRITICALITY ignore	TYPE AssistanceDataForPaging			PRESENCE optional}|
	{ ID id-Paging-eDRXInformation			CRITICALITY ignore	TYPE Paging-eDRXInformation				PRESENCE optional}|
	{ ID id-extended-UEIdentityIndexValue	CRITICALITY ignore	TYPE Extended-UEIdentityIndexValue	PRESENCE optional}|
	{ ID id-NB-IoT-Paging-eDRXInformation	CRITICALITY ignore	TYPE NB-IoT-Paging-eDRXInformation	PRESENCE optional}|
	{ ID id-NB-IoT-UEIdentityIndexValue		CRITICALITY ignore	TYPE NB-IoT-UEIdentityIndexValue		PRESENCE optional}|
	{ ID id-EnhancedCoverageRestricted		CRITICALITY ignore	TYPE EnhancedCoverageRestricted			PRESENCE optional}|
	{ ID id-CE-ModeBRestricted				CRITICALITY ignore	TYPE CE-ModeBRestricted					PRESENCE optional}|
	{ ID id-DataSize						CRITICALITY ignore	TYPE DataSize							PRESENCE optional}|
	{ ID id-WUS-Assistance-Information		CRITICALITY ignore	TYPE WUS-Assistance-Information			PRESENCE optional}|
	{ ID id-NB-IoT-PagingDRX				CRITICALITY ignore	TYPE NB-IoT-PagingDRX					PRESENCE optional}|
	{ ID id-UERadioCapabilityID				CRITICALITY reject	TYPE UERadioCapabilityID					PRESENCE optional},
	...
}
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