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	Reason for change:
	The current text in unclear about how to deal with the NAS-PDU received over PDU SESSION RESOURCE MODIFY REQUEST message when only the PDU Session AMBR IE is included in PDU Session Resourse Modify Request Transfer IE.
As a result, NG-RAN may choose not to transmit the NAS-PDU under the condition that only the PDU Session AMBR IE is modified based on the current text.
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	Clarify in the text that if the NAS-PDU IE is received for the PDU session, the NG-RAN node shall pass it to the UE when the PDU Session Aggregate Maximum Bit Rate IE included in PDU Session Resourse Modify Request Transfer IE is successfully modified.
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Figure 8.2.3.2-1: PDU session resource modify: successful operation
The AMF initiates the procedure by sending a PDU SESSION RESOURCE MODIFY REQUEST message to the NG-RAN node.
<Skip unchanged>
For each PDU session included in the PDU Session Resource Modify Request List IE:
-	For each QoS flow included in the QoS Flow Add or Modify Request List IE, based on the QoS Flow Level QoS Parameters IE, the NG-RAN node may establish, modify or release the DRB configuration and may change allocation of resources on NG or Uu accordingly. The NG-RAN node shall associate each QoS flow accepted to setup or modify with a DRB of the PDU session. The associated DRB for the QoS flow accepted to modify may not change.
-	For each QoS flow, if the Redundant QoS Flow Indicator IE is included, the NG-RAN node shall, if supported, store it and consider it for the redundant transmission as specified in TS 23.501 [9].
-	For each QoS flow included in the QoS Flow Add or Modify Request List IE, if the QoS Flow Add or Modify Request Item IE is included for an existing QoS Flow Identifier IE, the NG-RAN node shall overwrite the content of the full QoS Flow Add or Modify Request Item IE.
-	For each QoS flow included in the QoS Flow to Release List IE, the NG-RAN node shall de-associate the QoS flow with the previously associated DRB.
-	If the NAS-PDU IE is received for the PDU session, the NG-RAN node shall pass it to the UE when modifying the Data Radio Bearer configuration, or when the PDU Session Aggregate Maximum Bit Rate IE included in PDU Session Resource Modify Request Transfer IE is successfully modified. In case no PDU Session Aggregate Maximum Bit Rate IE is included, The the NG-RAN node does not send the NAS PDU received for the PDU session when all the QoS flows to be added or modified are failed and no QoS flow was requested to be released, even if e.g. the NG-U UP TNL modification is successful. 
-	The NG-RAN node may change allocation of resources on NG according to the requested target configuration.
-	If the PDU Session Aggregate Maximum Bit Rate IE is included in the PDU Session Resource Modify Request Transfer IE, the NG-RAN node shall store and use the received PDU Session Aggregate Maximum Bit Rate value when enforcing traffic policing for Non-GBR QoS flows for the concerned UE as specified in TS 23.501 [9].
<Skip unchanged>
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