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8.2.3.2
Successful Operation
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Figure 8.2.3.2-1: PDU session resource modify: successful operation

The AMF initiates the procedure by sending a PDU SESSION RESOURCE MODIFY REQUEST message to the NG-RAN node.

The PDU SESSION RESOURCE MODIFY REQUEST message shall contain the information required by the NG-RAN node, which may trigger the NG-RAN configuration modification for the existing PDU sessions listed in the PDU Session Resource Modify Request List IE.

Not modified
Upon reception of the PDU SESSION RESOURCE MODIFY REQUEST message to setup a QoS flow for IMS voice, if the NG-RAN node is not able to support IMS voice, the NG-RAN node shall initiate EPS fallback or RAT fallback for IMS voice procedure as specified in TS 23.501 [9] and report unsuccessful establishment of the QoS flow in the PDU Session Resource Modify Response Transfer IE or in the PDU Session Resource Modify Unsuccessful Transfer IE with cause value "IMS voice EPS fallback or RAT fallback triggered".

If the User Location Information IE is included in the PDU SESSION RESOURCE MODIFY RESPONSE message, the AMF shall handle this information as specified in TS 23.501 [9].
For each PDU session, if the PDU Session Expected UE Activity Behaviour IE is included in the PDU SESSION RESOURCE MODIFY REQUEST message, the NG-RAN node shall, if supported, handle this information as specified in TS 23.501 [9].
For each PDU session for which the Secondary RAT Usage Information IE is included in the PDU Session Resource Modify Response Transfer IE, the SMF shall handle this information as specified in TS 23.502 [10].
Interactions with Handover Preparation procedure:

If a handover becomes necessary during the PDU Session Resource Modify procedure, the NG-RAN node may interrupt the ongoing PDU Session Resource Modify procedure and initiate the Handover Preparation procedure as follows:

1.
The NG-RAN node shall send the PDU SESSION RESOURCE MODIFY RESPONSE message in which the NG-RAN node shall indicate, if necessary, all the PDU sessions failed with an appropriate cause value, e.g. "NG intra-system handover triggered", "NG inter-system handover triggered" or "Xn handover triggered".
2.
The NG-RAN node shall trigger the handover procedure. 

Not modified
9.3.4.4
PDU Session Resource Modify Response Transfer

This IE is transparent to the AMF.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DL NG-U UP TNL Information
	O
	
	UP Transport Layer Information

9.3.2.2
	NG-RAN node endpoint of the NG-U transport bearer, for delivery of DL PDUs.
	-
	

	UL NG-U UP TNL Information
	O
	
	UP Transport Layer Information

9.3.2.2
	Identifies the NG-U transport bearer at the 5GC node.
	-
	

	QoS Flow Add or Modify Response List
	
	0..1
	
	
	-
	

	>QoS Flow Add or Modify Response Item
	
	1..<maxnoofQoSFlows>
	
	
	-
	

	>>QoS Flow Identifier
	M
	
	9.3.1.51
	
	-
	

	>>Current QoS Parameters Set Index
	O
	
	Alternative QoS Parameters Set Index
9.3.1.152
	Index to the currently fulfilled alternative QoS parameters set
	YES
	Ignore

	Additional DL QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information List
9.3.2.1
	NG-RAN node endpoint of the additional NG-U transport bearer(s) for delivery of DL PDUs for split PDU session, together with associated QoS flows.
	-
	

	QoS Flow Failed to Add or Modify List
	O
	
	QoS Flow List with Cause

9.3.1.13
	
	-
	

	Additional NG-U UP TNL Information
	O
	
	UP Transport Layer Information Pair List

9.3.2.11
	NG-RAN node endpoint of the NG-U transport bearer corresponding to the modified UPF endpoint received in the PDU Session Resource Modify Request Transfer IE in case of PDU session split. 
	YES
	ignore

	Redundant DL NG-U UP TNL Information 
	O
	
	UP Transport Layer Information

9.3.2.2
	NG-RAN node endpoint of the NG-U transport bearer, for delivery of DL PDUs for the redundant transmission.
	YES
	ignore

	Redundant UL NG-U UP TNL Information 
	O
	
	UP Transport Layer Information

9.3.2.2
	Identifies the NG-U transport bearer at the 5GC node for the redundant transmission.
	YES
	ignore

	Additional Redundant DL QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information List
9.3.2.1
	NG-RAN node endpoint of the additional NG-U transport bearer(s) for delivery of redundant DL PDUs for split PDU session, together with associated QoS flows.
	YES
	ignore

	Additional Redundant NG-U UP TNL Information
	O
	
	UP Transport Layer Information Pair List

9.3.2.11
	NG-RAN node endpoint of the NG-U transport bearer for delivery of redundant DL PDUs corresponding to the modified UPF endpoint(s) received in the UL NG-U UP TNL Modify List IE of the PDU Session Resource Modify Request Transfer IE in case of PDU session split. 
	YES
	ignore

	Secondary RAT Usage Information
	O
	
	9.3.1.114
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.


Not modified
9.4.5
Information Element Definitions

-- ASN1START

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

NGAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS
Not modified
PDUSessionResourceModifyResponseTransfer ::= SEQUENCE {


dL-NGU-UP-TNLInformation



UPTransportLayerInformation










OPTIONAL,


uL-NGU-UP-TNLInformation



UPTransportLayerInformation










OPTIONAL,


qosFlowAddOrModifyResponseList


QosFlowAddOrModifyResponseList









OPTIONAL,


additionalDLQosFlowPerTNLInformation
QosFlowPerTNLInformationList









OPTIONAL,


qosFlowFailedToAddOrModifyList


QosFlowListWithCause











OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceModifyResponseTransfer-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceModifyResponseTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


{ ID id-AdditionalNGU-UP-TNLInformation




CRITICALITY ignore
EXTENSION UPTransportLayerInformationPairList
PRESENCE optional
}|


{ ID id-RedundantDL-NGU-UP-TNLInformation



CRITICALITY ignore
EXTENSION UPTransportLayerInformation



PRESENCE optional
}|


{ ID id-RedundantUL-NGU-UP-TNLInformation



CRITICALITY ignore
EXTENSION UPTransportLayerInformation



PRESENCE optional
}|


{ ID id-AdditionalRedundantDLQosFlowPerTNLInformation
CRITICALITY ignore
EXTENSION QosFlowPerTNLInformationList



PRESENCE optional
}|


{ ID id-AdditionalRedundantNGU-UP-TNLInformation

CRITICALITY ignore
EXTENSION UPTransportLayerInformationPairList
PRESENCE optional
}|


{ ID id-SecondaryRATUsageInformation


CRITICALITY ignore
EXTENSION SecondaryRATUsageInformation
PRESENCE optional
},


...

}

