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Change Start

	*** Start changed ***


9.2.3.129	M4 Configuration
This IE defines the parameters for M4 measurement collection.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	M4 Collection Period
	M
	
	ENUMERATED (ms1024, ms2048, ms5120, ms10240, min1, …)
	
	
	

	M4 Links to Log
	M
	
	ENUMERATED (uplink, downlink, both-uplink-and-downlink, …)
	
	
	

	M4 Report Amount
	O
	
	ENUMERATED (1, 2, 4, 8, 16, 32, 64,infinity …)
	Number of reports. 
	YES
	ignore



	*** next change ***



9.2.3.130	M5 Configuration
This IE defines the parameters for M5 measurement collection.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	M5 Collection Period
	M
	
	ENUMERATED (ms1024, ms2048, ms5120, ms10240, min1, …)
	
	
	

	M5 Links to Log
	M
	
	ENUMERATED (uplink, downlink, both-uplink-and-downlink, …)
	
	
	

	M5 Report Amount
	O
	
	ENUMERATED (1, 2, 4, 8, 16, 32, 64,infinity …)
	Number of reports. 
	YES
	ignore



	*** next change ***




9.2.3.131	M6 Configuration
This IE defines the parameters for M6 measurement collection.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	M6 Report Interval
	M
	
	ENUMERATED (ms120, ms240, ms480, ms640, ms1024, ms2048, ms5120, ms10240, ms20480, ms40960, min1, min6, min12, min30, …)
	
	
	

	M6 Links to Log
	M
	
	ENUMERATED (uplink, downlink, both-uplink-and-downlink, …)
	
	
	

	M6 Report Amount
	O
	
	ENUMERATED (1, 2, 4, 8, 16, 32, 64, infinity …)
	Number of reports. 
	YES
	ignore



	*** next change ***




9.2.3.132	M7 Configuration
This IE defines the parameters for M7 measurement collection.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	M7 Collection Period
	M
	
	INTEGER (1..60, …)
	Unit: minutes
	
	

	M7 Links to Log
	M
	
	ENUMERATED (uplink, downlink, both-uplink-and-downlink, …)
	
	
	

	M7 Report Amount
	O
	
	ENUMERATED (1, 2, 4, 8, 16, 32, 64, infinity …)
	Number of reports. 
	YES
	ignore




	*** next change ***



	


[bookmark: _Toc45901811][bookmark: _Toc81322241][bookmark: _Toc51850892][bookmark: _Toc74151632][bookmark: _Toc56693896][bookmark: _Toc66286934][bookmark: _Toc44497804][bookmark: _Toc36556019][bookmark: _Toc20955408][bookmark: _Toc64447440][bookmark: _Toc29991616][bookmark: _Toc45108191]9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

XnAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS
id-CNTypeRestrictionsForEquivalent,
	id-CNTypeRestrictionsForServing,
	id-Additional-UL-NG-U-TNLatUPF-List,
[bookmark: _Hlk36619637]	id-ConfiguredTACIndication,
	id-AlternativeQoSParaSetList,
	id-CurrentQoSParaSetIndex,
	id-DefaultDRB-Allowed,
	id-DLCarrierList,
	id-EndpointIPAddressAndPort,
	id-ExtendedTAISliceSupportList,
	id-FiveGCMobilityRestrictionListContainer,
	id-SecondarydataForwardingInfoFromTarget-List,
	id-LastE-UTRANPLMNIdentity,
	id-IntendedTDD-DL-ULConfiguration-NR,
	id-MaxIPrate-DL,
	id-SecurityResult,
	id-OldQoSFlowMap-ULendmarkerexpected,
	id-PDUSessionCommonNetworkInstance,
	id-BPLMN-ID-Info-EUTRA,
	id-BPLMN-ID-Info-NR,
	id-DRBsNotAdmittedSetupModifyList,
	id-Secondary-MN-Xn-U-TNLInfoatM,
	id-ULForwardingProposal,
	id-DRB-IDs-takenintouse,
	id-SplitSessionIndicator,
	id-NonGBRResources-Offered,
	id-MDT-Configuration,
	id-TraceCollectionEntityURI,
	id-NPN-Broadcast-Information,
	id-NPNPagingAssistanceInformation,
	id-NPNMobilityInformation,
	id-NPN-Support,
	id-LTEUESidelinkAggregateMaximumBitRate,
	id-NRUESidelinkAggregateMaximumBitRate,
	id-ExtendedRATRestrictionInformation, 
	id-QoSMonitoringRequest,
	id-QoSMonitoringDisabled,
	id-QosMonitoringReportingFrequency,
	id-DAPSRequestInfo, 
	id-OffsetOfNbiotChannelNumberToDL-EARFCN,
	id-OffsetOfNbiotChannelNumberToUL-EARFCN,
	id-NBIoT-UL-DL-AlignmentOffset,
	id-TDDULDLConfigurationCommonNR,
	id-CarrierList,
	id-ULCarrierList,
	id-FrequencyShift7p5khz,
	id-SSB-PositionsInBurst,
	id-NRCellPRACHConfig,
[bookmark: _Hlk34814094]	id-Redundant-UL-NG-U-TNLatUPF,
	id-Redundant-DL-NG-U-TNLatNG-RAN,
	id-CNPacketDelayBudgetDownlink,
	id-CNPacketDelayBudgetUplink,
	id-ExtendedPacketDelayBudget,
	id-Additional-Redundant-UL-NG-U-TNLatUPF-List,
	id-RedundantCommonNetworkInstance,
	id-TSCTrafficCharacteristics,
	id-RedundantQoSFlowIndicator,
	id-Additional-PDCP-Duplication-TNL-List,
	id-RedundantPDUSessionInformation,
	id-UsedRSNInformation,
	id-RLCDuplicationInformation,
	id-CSI-RSTransmissionIndication,
	id-UERadioCapabilityID,
	id-secondary-SN-UL-PDCP-UP-TNLInfo,
	id-pdcpDuplicationConfiguration,
	id-duplicationActivation,
	id-NPRACHConfiguration,
	id-QoSFlowsMappedtoDRB-SetupResponse-MNterminated,
	id-DL-scheduling-PDCCH-CCE-usage,
	id-UL-scheduling-PDCCH-CCE-usage,
	id-SFN-Offset,
	id-QoS-Mapping-Information,
 id-M4ReportAmount,
id-M5ReportAmount,
id-M6ReportAmount,
id-M7ReportAmount,



9.4.5	Information Element Definitions
-- unchanged part
M4Configuration ::= SEQUENCE {
	m4period			M4period,
	m4-links-to-log		Links-to-log,
	iE-Extensions		ProtocolExtensionContainer { { M4Configuration-ExtIEs} } OPTIONAL,
	...
}

M4Configuration-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
{ ID id-M4ReportAmount		CRITICALITY ignore	EXTENSION ReportAmountMDT 		PRESENCE optional		},
	...
}

M4period ::= ENUMERATED {ms1024, ms2048, ms5120, ms10240, min1, ... } 

M5Configuration ::= SEQUENCE {
	m5period			M5period,
	m5-links-to-log		Links-to-log,
	iE-Extensions		ProtocolExtensionContainer { { M5Configuration-ExtIEs} } OPTIONAL,
	...
}

M5Configuration-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
{ ID id-M5ReportAmount		CRITICALITY ignore	EXTENSION ReportAmountMDT 		PRESENCE optional		},
	...
}

M5period ::= ENUMERATED {ms1024, ms2048, ms5120, ms10240, min1, ... } 

M6Configuration ::= SEQUENCE {
	m6report-Interval	M6report-Interval,
	m6-links-to-log		Links-to-log,
	iE-Extensions		ProtocolExtensionContainer { { M6Configuration-ExtIEs} } OPTIONAL,
	...
}

M6Configuration-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
{ ID id-M6ReportAmount		CRITICALITY ignore	EXTENSION ReportAmountMDT 		PRESENCE optional		},
	...
}

M6report-Interval ::= ENUMERATED { 
	ms120, ms240, ms480, ms640, ms1024, ms2048, ms5120, ms10240, ms20480, ms40960, min1, min6, min12, min30,
	...
}


M7Configuration ::= SEQUENCE {
	m7period			M7period,
	m7-links-to-log		Links-to-log,
	iE-Extensions		ProtocolExtensionContainer { { M7Configuration-ExtIEs} } OPTIONAL,
	...
}

M7Configuration-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
{ ID id-M7ReportAmount		CRITICALITY ignore	EXTENSION ReportAmountMDT 	PRESENCE optional		},
	...
}

M7period ::= INTEGER(1..60, ...)



	*** next change ***


9.4.7	Constant Definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************


	*** next change ***




-- **************************************************************
--
-- IEs
--
-- **************************************************************


	*** next change ***


id-M4ReportAmount																				ProtocolIE-ID ::= xx1
id-M5ReportAmount																				ProtocolIE-ID ::= xx2
id-M6ReportAmount																				ProtocolIE-ID ::= xx3 
id-M7ReportAmount																				ProtocolIE-ID ::= xx4 

END
-- ASN1STOP


	*** next change ***



End of Change
