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	Reason for change:
	The E-CID procedure is used for both LTE E-CID and NR E-CID, including the E-CID Measurement Result IE. Some of the IEs in the E-CID Measurement Result IE are designed for the NR E-CID or LTE E-CID only. 

[bookmark: OLE_LINK27]The Geographical Coordinates IE in the E-CID Measurement Result IE is designed for NR E-CID only and can only be used for a NR cell. However, in the current specification, there is no descripition or information to restrict the usage of this Geographical Coordinates IE. Thus the clarification is needed to restrict the Geographical Coordinates IE to be applicable for NR cell only.
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	Summary of change:
	Add the semantics description that the NG-RAN Access Point Position IE in the E-CID Measurement Result IE is applicable for a NR cell only.

Impact assessment towards the previous version of the specification (same release): 
This CR has isolated impact with the previous version of the specification (same release).
The impact can be considered isolated because the change only affects the E-CID.
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	There is ambiguity that an ng-eNB can also use the Geographical Coordinates IE in the E-CID Measurement Result IE.
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The purpose of the E-CID Measurement Result information element is to provide the E-CID measurement result.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Serving Cell ID
	M
	
	NG-RAN CGI
9.2.6
	NG-RAN Cell Identifier of the serving cell
	-
	

	Serving Cell TAC
	M
	
	TAC
9.2.11
	Tracking Area Code of the serving cell
	-
	

	NG-RAN Access Point Position
	O
	
	9.2.10
	The configured estimated geographical position of the antenna of the cell.
For a NR cell, If the Geographical Coordinates IE is used, the NG-RAN Access Point Position IE shall be ignored.
	-
	

	Measured Results
	
	0 .. <maxnoMeas>
	
	Measurement results of the serving RAT.
	-
	

	>CHOICE Measured Results Value
	M
	
	
	
	-
	

	>>Value Angle of Arrival EUTRA
	M
	
	INTEGER (0..719)
	According to mapping in TS 36.133 [9]
	-
	

	>>Value Timing Advance Type 1 EUTRA
	M
	
	INTEGER (0..7690)
	According to mapping in TS 36. 214 [17]
	-
	

	>>Value Timing Advance Type 2 EUTRA
	M
	
	INTEGER (0..7690)
	According to mapping in TS 36. 214 [17]
	-
	

	>>Result RSRP EUTRA
	
	1 .. <maxCellReport>
	
	
	-
	

	>>> PCI EUTRA
	M
	
	INTEGER (0..503)
	Physical Cell Identifier of the reported E-UTRA cell
	-
	

	>>>EARFCN
	M
	
	INTEGER (0.. 262143, …)
	Corresponds to NDL for FDD and NDL/UL for TDD in ref. TS 36.104 [7]
	-
	

	>>> CGI EUTRA
	O
	
	9.2.7
	Cell Global Identifier of the reported E-UTRA cell
	-
	

	>>>Value RSRP EUTRA
	M
	
	INTEGER (0..97, …)
	
	-
	

	>>Result RSRQ EUTRA
	
	1 . <maxCellReport>
	
	
	-
	

	>>> PCI EUTRA
	M
	
	INTEGER (0..503)
	Physical Cell Identifier of the reported E-UTRA cell
	-
	

	>>>EARFCN
	M
	
	INTEGER (0..262143, …)
	Corresponds to NDL for FDD and NDL/UL for TDD in ref. TS 36.104 [7]
	-
	

	>>> CGI EUTRA
	O
	
	9.2.7
	Cell Global Identifier of the reported E-UTRA cell
	-
	

	>>>Value RSRQ EUTRA
	M
	
	INTEGER (0..34, …)
	
	-
	

	>>Result SS-RSRP
	
	1 .. <maxCellReportNR>
	
	
	YES
	ignore

	>>>NR PCI
	M
	
	INTEGER (0..1007)
	
	-
	

	>>>NR ARFCN
	M
	
	INTEGER (0..3279165)
	
	-
	

	>>>NR CGI
	O
	
	9.2.9
	
	-
	

	>>>Value SS-RSRP Cell
	O
	
	INTEGER (0..127)
	SS-RSRP measurement aggregated at cell level
	-
	

	>>>SS-RSRP per SSB Resource
	
	0 .. <maxIndexesReport>
	
	
	-
	

	>>>>SSB Index
	M
	
	INTEGER (0..63)
	
	-
	

	>>>>Value SS-RSRP
	M
	
	INTEGER (0..127)
	SS-RSRP measurement per SSB resource
	-
	

	>>Result SS-RSRQ
	
	1 .. <maxCellReportNR>
	
	
	YES
	ignore

	>>>NR PCI
	M
	
	INTEGER (0..1007)
	
	-
	

	>>>NR ARFCN
	M
	
	INTEGER (0..3279165)
	
	-
	

	>>>NR CGI
	O
	
	9.2.9
	
	-
	

	>>>Value SS-RSRQ Cell
	O
	
	INTEGER (0..127)
	SS-RSRQ measurement aggregated at cell level
	-
	

	>>>SS-RSRQ per SSB Resource
	
	0 .. <maxIndexesReport>
	
	
	-
	

	>>>>SSB Index
	M
	
	INTEGER (0..63)
	
	-
	

	>>>>Value SS-RSRQ
	M
	
	INTEGER (0..127)
	SS-RSRQ measurement per SSB resource
	-
	

	>>Result CSI-RSRP
	
	1 .. <maxCellReportNR>
	
	
	YES
	ignore

	>>>NR PCI
	M
	
	INTEGER (0..1007)
	
	-
	

	>>>NR ARFCN
	M
	
	INTEGER (0..3279165)
	
	-
	

	>>>NR CGI
	O
	
	9.2.9
	
	-
	

	>>>Value CSI-RSRP Cell
	O
	
	INTEGER (0..127)
	CSI-RSRP measurement aggregated at cell level
	-
	

	>>>CSI-RSRP per CSI-RS Resource
	
	0 .. <maxIndexesReport>
	
	
	-
	

	>>>>CSI-RS Index
	M
	
	INTEGER (0..95)
	
	-
	

	>>>>Value CSI-RSRP
	M
	
	INTEGER (0..127)
	CSI-RSRP measurement per CSI-RS resource
	-
	

	>>Result CSI-RSRQ
	
	1 .. <maxCellReportNR>
	
	
	YES
	ignore

	>>>NR PCI
	M
	
	INTEGER (0..1007)
	
	-
	

	>>>NR ARFCN
	M
	
	INTEGER (0..3279165)
	
	-
	

	>>>NR CGI
	O
	
	9.2.9
	
	-
	

	>>>Value CSI-RSRQ Cell
	O
	
	INTEGER (0..127)
	CSI-RSRQ measurement aggregated at cell level
	-
	

	>>>CSI-RSRQ per CSI-RS Resource
	
	0 .. <maxIndexesReport>
	
	
	-
	

	>>>>CSI-RS Index
	M
	
	INTEGER (0..95)
	
	-
	

	>>>>Value CSI-RSRQ
	M
	
	INTEGER (0..127)
	CSI-RSRQ measurement per CSI-RS resource
	-
	

	>>Angle of Arrival NR
	M
	
	UL Angle of Arrival
9.2.38
	
	YES
	ignore

	Geographical Coordinates
	O
	
	9.2.46
	
	YES
	ignore



	Range bound
	Explanation

	maxnoMeas
	Maximum no. of measured quantities that can be configured and reported with one message. Value is 64.

	maxCellReport
	Maximum no. of cells that can be reported with one message. Value is 9.

	maxCellReportNR
	Maximum no. of NR cells that can be reported with one message. Value is 9.

	maxIndexesReport
	Maximum no. of beam level measurement results that can be reported with one message. Value is 64.
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