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TP to TR 38.463 for Introduction of the Report Amount in MDT measurement configurations

<<<<<<<<<<<<<<<<<<<< Start of Changes >>>>>>>>>>>>>>>>>>>>
<<<<<<<<<<<<<<<<<<<< Start of 1st set of Changes >>>>>>>>>>>>>>>>>>>>

9.3.1.86	M4 Configuration
This IE defines the parameters for M4 measurement collection.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	M4 Collection Period
	M
	
	ENUMERATED (ms1024, ms2048, ms5120, ms10240, min1, …)
	
	
	

	M4 Links to Log
	M
	
	ENUMERATED (uplink, downlink, both-uplink-and-downlink, …)
	
	
	

	M4 Report Amount
	O
	
	ENUMERATED (1, 2, 4, 8, 16, 32, 64, infinity, …)
	Number of reports. 
	Yes
	Ignore



<<<<<<<<<<<<<<<<<<<< End of 1st set of Changes >>>>>>>>>>>>>>>>>>>>
-- TEXT OMITTED –
<<<<<<<<<<<<<<<<<<<< Start of the 2nd set of Changes >>>>>>>>>>>>>>>>>>>>

9.3.1.87	M6 Configuration
This IE defines the parameters for M6 measurement collection.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	M6 Report Interval
	M
	
	ENUMERATED (ms120, ms240, ms480, ms640, ms1024, ms2048, ms5120, ms10240, ms20480, ms40960, min1, min6, min12, min30, …)
	
	
	

	M6 Links to Log
	M
	
	ENUMERATED (uplink, downlink, both-uplink-and-downlink, …)
	
	
	

	M6 Report Amount
	O
	
	ENUMERATED (1, 2, 4, 8, 16, 32, 64, infinity,…)
	Number of reports. 
	Yes
	Ignore



<<<<<<<<<<<<<<<<<<<< End of 2nd set of Changes >>>>>>>>>>>>>>>>>>>>
-- TEXT OMITTED –
<<<<<<<<<<<<<<<<<<<< Start of the 3rd set of Changes >>>>>>>>>>>>>>>>>>>>

9.3.1.88	M7 Configuration
This IE defines the parameters for M7 measurement collection.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	M7 Collection Period
	M
	
	INTEGER (1..60, …)
	Unit: minutes
	
	

	M7 Links to Log
	M
	
	ENUMERATED (uplink, downlink, both-uplink-and-downlink, …)
	
	
	

	M7 Report Amount
	O
	
	ENUMERATED (1, 2, 4, 8, 16, 32, 64, infinity,…)
	Number of reports. 
	Yes
	Ignore




<<<<<<<<<<<<<<<<<<<< End of 3rd set of Changes >>>>>>>>>>>>>>>>>>>>
-- TEXT OMITTED –
<<<<<<<<<<<<<<<<<<<< Start of the 4th set of Changes >>>>>>>>>>>>>>>>>>>>




9.4.5	Information Element Definitions

-- TEXT OMITTED –

M4Configuration ::= SEQUENCE {
	m4period			M4period,
	m4-links-to-log		Links-to-log,
	iE-Extensions		ProtocolExtensionContainer { { M4Configuration-ExtIEs} } OPTIONAL,
	...
}

M4Configuration-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
{ ID id-M4ReportAmount		CRITICALITY ignore	EXTENSION ReportAmountMDT		PRESENCE optional		},
	...
}

M4period ::= ENUMERATED {ms1024, ms2048, ms5120, ms10240, min1, ... } 


M6Configuration ::= SEQUENCE {
	m6report-Interval	M6report-Interval,
	m6-links-to-log		Links-to-log,
	iE-Extensions		ProtocolExtensionContainer { { M6Configuration-ExtIEs} } OPTIONAL,
	...
}

M6Configuration-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
{ ID id-M6ReportAmount		CRITICALITY ignore	EXTENSION ReportAmountMDT		PRESENCE optional		},
	...
}

M6report-Interval ::= ENUMERATED { 
	ms120, ms240, ms480, ms640, ms1024, ms2048, ms5120, ms10240, ms20480, ms40960, min1, min6, min12, min30,
	...
}


M7Configuration ::= SEQUENCE {
	m7period			M7period,
	m7-links-to-log		Links-to-log,
	iE-Extensions		ProtocolExtensionContainer { { M7Configuration-ExtIEs} } OPTIONAL,
	...
}

M7Configuration-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
{ ID id-M7ReportAmount		CRITICALITY ignore	EXTENSION ReportAmountMDT		PRESENCE optional		},
	...
}

M7period ::= INTEGER(1..60, ...)


-- TEXT OMITTED –

RegistrationRequest	::=	ENUMERATED	{
	start,
	stop,
	...
}

ReportAmountMDT ::= ENUMERATED {
	r1, r2, r4, r8, r16, r32, r64, infinity,…
}

ReportCharacteristics	::=	BIT STRING (SIZE(36))

-- TEXT OMITTED –
9.4.7	Constant Definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

-- TEXT OMITTED –


-- **************************************************************
--
-- IEs
--
-- **************************************************************

	id-Cause														ProtocolIE-ID ::= 0
-- TEXT OMITTED –
id-M4ReportAmount												ProtocolIE-ID ::= xxx
id-M6ReportAmount												ProtocolIE-ID ::= xxy 
id-M7ReportAmount												ProtocolIE-ID ::= xxz 

END
-- ASN1STOP

-- TEXT OMITTED –
<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>

