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 1 
Introduction
CB: # 33_RapporteurUpdates

- Check details, any further comments?

- Endorse rapporteur updates if agreeable

(NEC - moderator)

Summary of offline disc R3-215836
Comment deadline on:  09/Nov (Tue)  11:59:59 UTC.
2
For the Chair’s Notes

TBD
3
Comment to rapporteur’s corrections
	R3-214832
	NGAP rapporteur corrections (Nokia, Nokia Shanghai Bell)
	CR0666r, TS 38.413 v16.7.0, Rel-17, Cat. D

	R3-214945
	Rapporteur Update of 38.401 (NEC)
	draftCR

	R3-214966
	Editorial updates (Huawei)
	CR0809r, TS 38.473 v16.7.0, Rel-17, Cat. D

	R3-215210
	XnAP Rapporteur Corrections (Ericsson)
	other

	R3-215287
	X2AP Rapporteur Corrections (Ericsson)
	other

	R3-215421
	NRPPa Rapporteur Corrections (Ericsson)
	draftCR

	R3-215492
	E1AP Rapporteur Corrections (Ericsson)
	other

	R3-215540
	Rapporteur Corrections to TS38.425 (Samsung)
	CR0131r, TS 38.425 v16.3.0, Rel-17, Cat. D


Q1: please give your comment to the rapporteur’s correction, any other places for editorial update, if any.
	Company
	Comment

	Samsung
	In XnAP corrections (R3-215210), when the cause value in 9.2.3.2 is removed, corresponding ASN.1 part should also be removed as below. 
However, as this is NBC change, not sure whether this can be dealt in editorial correction. 
Correction in R3-215210 (9.2.3.2)
ENUMERATED
(

Cell not Available,

Handover Desirable for Radio Reasons,

Handover Target not Allowed,

Invalid AMF Set ID,

No Radio Resources Available in Target Cell,

Partial Handover,

Reduce Load in Serving Cell,

Resource Optimisation Handover,

Time Critical Handover,

TXnRELOCoverall Expiry,

TXnRELOCprep Expiry,

Unknown GUAMI ID,

Unknown Local NG-RAN node UE XnAP ID,

Inconsistent Remote NG-RAN node UE XnAP ID,

Encryption And/Or Integrity Protection Algorithms Not Supported,


Multiple PDU Session ID Instances,

Corresponding ASN.1

9.3.5
Information Element definitions
********** skip unchanged **********
CauseRadioNetworkLayer ::= ENUMERATED {


cell-not-available,


handover-desirable-for-radio-reasons,


handover-target-not-allowed,


invalid-AMF-Set-ID,


no-radio-resources-available-in-target-cell,


partial-handover,


reduce-load-in-serving-cell,


resource-optimisation-handover,


time-critical-handover,


tXnRELOCoverall-expiry,


tTXnRELOCprep-expiry,


unknown-GUAMI-ID,


unknown-local-NG-RAN-node-UE-XnAP-ID,


inconsistent-remote-NG-RAN-node-UE-XnAP-ID,


encryption-and-or-integrity-protection-algorithms-not-supported,




multiple-PDU-session-ID-instances,



	
	

	
	

	
	


Q2: if you detect any that can be likely handled as editorial corrections for other RAN3 specifications, please give you comment here.

	Company
	Comment
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