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1	Introduction
This paper provides summary of discussions at RAN#114-e on:
CB: # QoE6_MDTAlignment
- Turn WAs from last meeting to agreements?
- Discuss the approach for MDT and QoE alignment for the two cases: MDT and QoE measurements are configured simultaneously; MDT is configured before QoE. Network based solution? UE- assisted solution?
- how to support the correlation between MDT and QoE reports?
- Provide TPs if agreeable
- Capture agreements and open issues
(Nok - moderator)
Status from RAN3#113-e is as follows:
Postpone the discussion on alignment for the case that MDT is configured before QoE configuration till clarification is received from SA5 on QoE activation/deactivation procedure (i.e., whether to reuse trace function for QoE and if multiple trace sessions can be supported).
An indicator is required in the QoE configuration to NG-RAN to inform whether it should perform MDT and QoE measurements in a time-aligned manner. FFS whether an explicit or implicit indicator.
WA: NG-RAN should include Trace Reference and Trace Recording Session Reference in the QoE report sent to MCE
WA: NG-RAN should NOT include the Trace Reference and Trace Recording Session Reference in the QoE configuration sent to UE
NG-RAN can include session start and session end time stamp information related to MDT and QoE reports autonomously (e.g., using the same clock for MDT and QoE )to assist the correlation entity. FFS whether UE also assists with time stamp information (e.g., start/stop time or via application layer timing information)
QoE and related MDT report can be sent to the same collection entity.
FFS whether to support the scenario that the MDT measurements are used only for QoE analysis.
FFS on the approach for aligning the MDT and QoE measurements i.e., whether to use a network based solution (e.g. OAM should activate/deactivate appropriately) or a UE assisted solution (e.g. UE indicates start/stop time of QoE, UE keeps MDT config pending at RRC till session starts)
FFS whether radio related information should be included.
FFS whether to include QoE reference in MDT configuration sent to NG-RAN
FFS whether to include the QoE reference in MDT configuration sent to UE
FFS whether to include QoE reference in MDT report sent to TCE
FFS whether and how to achieve alignment in case QoE reporting is paused

The deadline for phase I of this discussion to be aligned with the other QoE discussions, and in any case no later than Friday, Nov. 5, EOB.
2	For the Chairman’s Notes 
[To be completed]

3	Discussion
3.1 Issue 1 - Whether to support start of MDT reporting synchronized with QMC
The following FFS was captured at last meeting:
FFS whether to support the scenario that the MDT measurements are used only for QoE analysis.
In this scenario it is understood that MDT measurement reporting (provided by the UE, provided by the gNB) are required only when the corresponding QMC is active (i.e. the application session( is running and collecting/reporting QoE measurements). Support of this scenario is described as "beneficial and efficient" in TR 38.890, but the captured FFS shows that there is so far no work item phase agreement.
Q1: Is such mechanism needed?
	Company
	Comment

	
	

	
	

	
	



3.2 Issue 2 - How to support start of MDT reporting synchronized with QMC
Some options for such mechanism were discussed at last meeting, captured as follows:
FFS on the approach for aligning the MDT and QoE measurements i.e., whether to use a network based solution (e.g. OAM should activate/deactivate appropriately) or a UE assisted solution (e.g. UE indicates start/stop time of QoE, UE keeps MDT config pending at RRC till session starts)
List of options (please feel free to add further options the moderator might have missed):
· Option 1: OAM should activate/deactivate appropriately
· Option 2: UE indicates start/stop of QMC to the gNB (application session start, QMC end)
· Option 3: UE access stratum keeps MDT configuration pending until the application layer session starts

Q2: Please indicate your preference (at least companies replying positively to Q1).
	Company
	Comment

	
	

	
	

	
	



3.3 Issue 3 - Multiple QMC sessions associated with MDT measurements
5121 proposes: "The duration of QoE associated MDT should cover all the QoE sessions if multiple QoE session configured". 
Q3: Do you see standards impact from the above proposal, and should this be supported?
	Company
	Comment

	
	

	
	

	
	



3.4 Issue 4 - QMC/MDT alignment based on reference
The following was captured at last meeting:
WA: NG-RAN should include Trace Reference and Trace Recording Session Reference in the QoE report sent to MCE
FFS whether to include QoE reference in MDT configuration sent to NG-RAN
FFS whether to include QoE reference in MDT report sent to TCE
Also the following open point was captured: "FFS whether to include the QoE reference in MDT configuration sent to UE", but it is the moderator's understanding that RAN2 in parallel decided to use short RRC id instead of sending the QoE reference to the UE. Therefore also the following working assumption may be confirmed: "WA: NG-RAN should NOT include the Trace Reference and Trace Recording Session Reference in the QoE configuration sent to UE".
Q4: Which references are required sent to the gNB (s-based activation, m-based activation) and to the TCE/MCE? In the reply, please also clarify which option from issue 2, if any, that is intended supported.
	Company
	Comment

	
	

	
	

	
	



3.5 Issue 5 - QMC/MDT time alignment
The following was captured at last meeting:
An indicator is required in the QoE configuration to NG-RAN to inform whether it should perform MDT and QoE measurements in a time-aligned manner. FFS whether an explicit or implicit indicator.
NG-RAN can include session start and session end time stamp information related to MDT and QoE reports autonomously (e.g., using the same clock for MDT and QoE )to assist the correlation entity. FFS whether UE also assists with time stamp information (e.g., start/stop time or via application layer timing information)
Q5: Please provide your view on indicator mentioned above, and whether the UE needs to provide time stamp information, e.g. several companies mentioned UE timer reported in case of paused reporting (overload).

	Company
	Comment

	
	

	
	

	
	



3.6 Issue 6 - Activation scenarios
4732 includes the following proposal (P12): 
Capture in Stage-2 specification that the Alignment between QoE and MDT measurements is valid for the following scenarios:
· M-based QoE and m-based MDT.
· S-based QoE and s-based MDT.
· S-based QOE and m-based MDT.

Q6: Please provide your view.

	Company
	Comment

	
	

	
	

	
	



3.7 Issue 7 - Handling of RVQOE
4732 includes the following proposal (P13): 
The alignment of RVQoE and MDT measurements reuses the solution for the alignment of legacy QoE and MDT measurements. RAN node can reuse RRM measurements as well.
Q7: Please provide your view.

	Company
	Comment

	
	

	
	

	
	



3.8 Other
Please indicate here other proposals that the moderator may not have covered by the questions above, and which the proponent believes need handling at this meeting. TPs/LSs to be handled in phase II depending on outcome of phase I.
	Company
	Comment

	
	

	
	

	
	




4	Conclusion, Recommendations [if needed]
If needed
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