3GPP TSG-RAN WG3 Meeting #114-e	R3-215977
E-meeting, 1-11 Nov 2021

Title:	Reply LS on MBS broadcast service continuity and MBS session identification
[bookmark: OLE_LINK57][bookmark: OLE_LINK58]Response to:	LS R2-2108914 on the MBS broadcast service continuity and MBS session identification
[bookmark: OLE_LINK59][bookmark: OLE_LINK60][bookmark: OLE_LINK61]Release:	Release 17
Work Item:	NR_MBS-Core

Source:	RAN3
[bookmark: _GoBack]To:	RAN2, SA2, SA4
[bookmark: OLE_LINK45][bookmark: OLE_LINK46]Cc:	

Contact person:	
Name:	Yan Wang
E-mail Address:	wangyan7@huawei.com

Send any reply LS to:	3GPP Liaisons Coordinator, mailto:3GPPLiaison@etsi.org

Attachments:	None
1	Overall description
RAN3 thanks RAN2 for the LS on the MBS broadcast service continuity and MBS session identification, RAN3 discussed the questions and would like to provide the answers as follows:

Question: Can an “MBS ID” (e.g. SAI) be defined for NR MBS for use in SIB and the upper layer signalling (e.g. USD), to avoid too many TMGIs from being broadcast in System Information?
RAN3 answer: Yes. But as broadcast and higher layer signalling is out of RAN3 scope, it is subject to RAN2/SA2/SA4 decision.
2	Actions
To RAN2, SA2, SA4 groups 
ACTION: 	RAN3 kindly ask RAN2, SA2 and SA4 to take the answers above into account.
3	Dates of next RAN3 meetings
RAN3#114-bis-e	2022-01-17 - 2022-01-26		E-meeting
RAN3#115-e	2022-02-21 - 2022-03-03		E-meeting
