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START OF CHANGES
[bookmark: _Toc534903022][bookmark: _Toc51775884][bookmark: _Toc56772906][bookmark: _Toc56773116]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
[bookmark: OLE_LINK1][bookmark: OLE_LINK2][bookmark: OLE_LINK3][bookmark: OLE_LINK4]-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 38.413:"NG-RAN; NG Application Protocol (NGAP)".
[3]	3GPP TS 38.300: "NR; NR and NG-RAN Overall Description; Stage 2".
[4]	Void.
[5]	3GPP TR 25.921 (version.7.0.0): "Guidelines and principles for protocol description and error handling".
[6]	ITU-T Recommendation X.691 (2002-07): "Information technology - ASN.1 encoding rules - Specification of Packed Encoding Rules (PER) ".
[7]	3GPP TS 36.104: "Evolved Universal Terrestrial Radio Access Network (E-UTRAN); Base Station (BS) radio transmission and reception".
[8]	3GPP TS 23.032:"Technical Specification Group Services and System Aspects; Universal Geographical Area Description (GAD)".
[9]	3GPP TS 36.133: "Evolved Universal Terrestrial Radio Access (E-UTRA); Requirements for support of radio resource management".
[bookmark: _Hlk515363528][10]	3GPP TS 36.211:"Evolved Universal Terrestrial Radio Access Network (E-UTRAN); Physical Channels and Modulation".
[bookmark: _Hlk515363508][11]	IEEE Std 802.11™-2012, IEEE Standard for Information technology - Telecommunications and information exchange between systems - Local and metropolitan area network. 
[12]	3GPP TS 36.455: " Evolved Universal Terrestrial Radio Access (E-UTRA); LTE Positioning Protocol A (LPPa)".
[13]	3GPP TS 38.331: "NR; Radio Resource Control (RRC); Protocol specification".
[14]	3GPP TS 37.355: " Technical Specification Group Radio Access Network; LTE Positioning Protocol (LPP)".
[15]	3GPP TS 38.321: "NR; Medium Access Control (MAC) protocol specification". 
[16]	3GPP TS 38.133: "NR; Requirements for support of radio resource management".
[17]	3GPP TS 36:214: "Evolved Universal Terrestrial Radio Access (E-UTRA); Physical layer (PHY); Measurements".
[18]	3GPP TS 38.215: "NR; Physical layer (PHY); Measurements".

NEXT CHANGE
[bookmark: _Toc534903068][bookmark: _Toc51775985][bookmark: _Toc56773007][bookmark: _Toc56773217]9.1.1.1	E-CID MEASUREMENT INITIATION REQUEST
This message is sent by LMF to initiate E-CID measurements.
Direction: LMF  NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	LMF UE Measurement ID
	M
	
	INTEGER (1..15 ,…,256)
	
	YES
	reject

	Report Characteristics
	M
	
	ENUMERATED (OnDemand, Periodic,…)
	
	YES
	reject

	Measurement Periodicity
	C-ifReportCharacteristicsPeriodic
	
	ENUMERATED (120ms, 240ms, 480ms, 640ms, 1024ms, 2048ms, 5120ms, 10240ms, 1min, 6min, 12min, 30min, 60min,…, 20480ms, 40960ms)
	The codepoint 60min applies only for ng-eNB.
	YES
	reject

	Measurement Quantities
	
	1 .. <maxnoMeas>
	
	
	EACH
	reject

	>Measurement Quantities Item
	M
	
	ENUMERATED (Cell-ID, Angle of Arrival, Timing Advance Type 1, Timing Advance Type 2, RSRP, RSRQ,…, SS-RSRP, SS-RSRQ, CSI-RSRP, CSI-RSRQ, NR Angle of Arrival, NR Timing Advance)
	
	-
	-

	Other-RAT Measurement Quantities
	
	0 .. <maxnoMeas>
	
	
	EACH
	ignore

	>Other-RAT Measurement Quantities Item
	M
	
	ENUMERATED (GERAN, UTRAN,…, NR, EUTRA)
	
	
	

	WLAN Measurement Quantities
	
	0 .. <maxnoMeas>
	
	
	EACH
	ignore

	>WLAN Measurement Quantities Item
	M
	
	ENUMERATED (WLAN, ...)
	
	-
	



	Range bound
	Explanation

	maxnoMeas
	Maximum no. of measured quantities that can be configured and reported with one message. Value is 64.



	Condition
	Explanation

	ifReportCharacteristicsPeriodic
	This IE shall be present if the Report Characteristics IE is set to the value "Periodic".



NEXT CHANGE
[bookmark: _Toc534903085][bookmark: _Toc51776024][bookmark: _Toc56773046][bookmark: _Toc56773256]9.2.5	E-CID Measurement Result
The purpose of the E-CID Measurement Result information element is to provide the E-CID measurement result.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Serving Cell ID
	M
	
	NG-RAN CGI
9.2.6
	NG-RAN Cell Identifier of the serving cell
	-
	

	Serving Cell TAC
	M
	
	TAC
9.2.11
	Tracking Area Code of the serving cell
	-
	

	NG-RAN Access Point Position
	O
	
	9.2.10
	The configured estimated geographical position of the antenna of the cell.
If the Geographical Coordinates IE is used, the NG-RAN Access Point Position IE shall be ignored.
	-
	

	Measured Results
	
	0 .. <maxnoMeas>
	
	
	-
	

	>CHOICE Measured Results Value
	M
	
	
	
	-
	

	>>Value Angle of Arrival EUTRA
	M
	
	INTEGER (0..719)
	According to mapping in TS 36.133 [9]
	-
	

	[bookmark: _Hlk85370888]>>Value Timing Advance Type 1 EUTRA
	M
	
	INTEGER (0..7690)
	According to mappingAs defined in TS 36. 214 [17]
	-
	

	>>Value Timing Advance Type 2 EUTRA
	M
	
	INTEGER (0..7690)
	As definedAccording to mapping in TS 36. 214 [17]
	-
	

	>>Result RSRP EUTRA
	
	1 .. <maxCellReport>
	
	
	-
	

	>>> PCI EUTRA
	M
	
	INTEGER (0..503)
	Physical Cell Identifier of the reported E-UTRA cell
	-
	

	>>>EARFCN
	M
	
	INTEGER (0.. 262143, …)
	Corresponds to NDL for FDD and NDL/UL for TDD in ref. TS 36.104 [7]
	-
	

	>>> CGI EUTRA
	O
	
	9.2.7
	Cell Global Identifier of the reported E-UTRA cell
	-
	

	>>>Value RSRP EUTRA
	M
	
	INTEGER (0..97, …)
	
	-
	

	>>Result RSRQ EUTRA
	
	1 . <maxCellReport>
	
	
	-
	

	>>> PCI EUTRA
	M
	
	INTEGER (0..503)
	Physical Cell Identifier of the reported E-UTRA cell
	-
	

	>>>EARFCN
	M
	
	INTEGER (0..262143, …)
	Corresponds to NDL for FDD and NDL/UL for TDD in ref. TS 36.104 [7]
	-
	

	>>> CGI EUTRA
	O
	
	9.2.7
	Cell Global Identifier of the reported E-UTRA cell
	-
	

	>>>Value RSRQ EUTRA
	M
	
	INTEGER (0..34, …)
	
	-
	

	>>Result SS-RSRP
	
	1 .. <maxCellReportNR>
	
	
	YES
	ignore

	>>>NR PCI
	M
	
	INTEGER (0..1007)
	
	-
	

	>>>NR ARFCN
	M
	
	INTEGER (0..3279165)
	
	-
	

	>>>NR CGI
	O
	
	9.2.9
	
	-
	

	>>>Value SS-RSRP Cell
	O
	
	INTEGER (0..127)
	SS-RSRP measurement aggregated at cell level
	-
	

	>>>SS-RSRP per SSB Resource
	
	0 .. <maxIndexesReport>
	
	
	-
	

	>>>>SSB Index
	M
	
	INTEGER (0..63)
	
	-
	

	>>>>Value SS-RSRP
	M
	
	INTEGER (0..127)
	SS-RSRP measurement per SSB resource
	-
	

	>>Result SS-RSRQ
	
	1 .. <maxCellReportNR>
	
	
	YES
	ignore

	>>>NR PCI
	M
	
	INTEGER (0..1007)
	
	-
	

	>>>NR ARFCN
	M
	
	INTEGER (0..3279165)
	
	-
	

	>>>NR CGI
	O
	
	9.2.9
	
	-
	

	>>>Value SS-RSRQ Cell
	O
	
	INTEGER (0..127)
	SS-RSRQ measurement aggregated at cell level
	-
	

	>>>SS-RSRQ per SSB Resource
	
	0 .. <maxIndexesReport>
	
	
	-
	

	>>>>SSB Index
	M
	
	INTEGER (0..63)
	
	-
	

	>>>>Value SS-RSRQ
	M
	
	INTEGER (0..127)
	SS-RSRQ measurement per SSB resource
	-
	

	>>Result CSI-RSRP
	
	1 .. <maxCellReportNR>
	
	
	YES
	ignore

	>>>NR PCI
	M
	
	INTEGER (0..1007)
	
	-
	

	>>>NR ARFCN
	M
	
	INTEGER (0..3279165)
	
	-
	

	>>>NR CGI
	O
	
	9.2.9
	
	-
	

	>>>Value CSI-RSRP Cell
	O
	
	INTEGER (0..127)
	CSI-RSRP measurement aggregated at cell level
	-
	

	>>>CSI-RSRP per CSI-RS Resource
	
	0 .. <maxIndexesReport>
	
	
	-
	

	>>>>CSI-RS Index
	M
	
	INTEGER (0..95)
	
	-
	

	>>>>Value CSI-RSRP
	M
	
	INTEGER (0..127)
	CSI-RSRP measurement per CSI-RS resource
	-
	

	>>Result CSI-RSRQ
	
	1 .. <maxCellReportNR>
	
	
	YES
	ignore

	>>>NR PCI
	M
	
	INTEGER (0..1007)
	
	-
	

	>>>NR ARFCN
	M
	
	INTEGER (0..3279165)
	
	-
	

	>>>NR CGI
	O
	
	9.2.9
	
	-
	

	>>>Value CSI-RSRQ Cell
	O
	
	INTEGER (0..127)
	CSI-RSRQ measurement aggregated at cell level
	-
	

	>>>CSI-RSRQ per CSI-RS Resource
	
	0 .. <maxIndexesReport>
	
	
	-
	

	>>>>CSI-RS Index
	M
	
	INTEGER (0..95)
	
	-
	

	>>>>Value CSI-RSRQ
	M
	
	INTEGER (0..127)
	CSI-RSRQ measurement per CSI-RS resource
	-
	

	>>Angle of Arrival NR
	M
	
	UL Angle of Arrival
9.2.38
	
	YES
	ignore

	>> Value Timing Advance NR
	M
	
	INTEGER (0.. 7690)
	As defined in TS 38.215 [18] 
	YES
	ignore

	Geographical Coordinates
	O
	
	9.2.46
	
	YES
	ignore



	Range bound
	Explanation

	maxnoMeas
	Maximum no. of measured quantities that can be configured and reported with one message. Value is 64.

	maxCellReport
	Maximum no. of cells that can be reported with one message. Value is 9.

	maxCellReportNR
	Maximum no. of NR cells that can be reported with one message. Value is 9.

	maxIndexesReport
	Maximum no. of beam level measurement results that can be reported with one message. Value is 64.




NEXT CHANGE (********ASN.1 changes*****)
[bookmark: _Toc534903103][bookmark: _Toc51776082][bookmark: _Toc56773104][bookmark: _Toc56773315]9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

NRPPA-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) nrppa (4) version1 (1) nrppa-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS	
	
	id-MeasurementQuantities-Item,
[bookmark: _Hlk50146160][bookmark: _Hlk50051367]	id-CGI-NR,
	id-SFNInitialisationTime-NR,
	id-GeographicalCoordinates,
	id-ResultSS-RSRP,
	id-ResultSS-RSRQ,
	id-ResultCSI-RSRP,
	id-ResultCSI-RSRQ,
	id-AngleOfArrivalNR,
	id-ResultNR,
	id-ResultEUTRA,
	maxCellinRANnode,
	maxCellReport,
	maxNrOfErrors,
	maxNoMeas,
	maxnoOTDOAtypes,
	maxServCell,
	id-OtherRATMeasurementQuantities-Item,
	id-WLANMeasurementQuantities-Item,
	maxGERANMeas,
	maxUTRANMeas,
	maxWLANchannels,
	maxnoFreqHoppingBandsMinusOne,
[bookmark: _Hlk50051846][bookmark: _Hlk50146182]	id-TDD-Config-EUTRA-Item,
	maxNrOfPosSImessage,
	maxnoAssistInfoFailureListItems,
	maxNrOfSegments,
	maxNrOfPosSIBs,
	maxnoPosMeas,
	maxnoTRPs,
	maxnoTRPInfoTypes,
	maxNoOfMeasTRPs,
	maxNoPath,
	maxnoofAngleInfo,
	maxnolcs-gcs-translation,
	maxnoBcastCell,
[bookmark: _Hlk42766711]	maxnoSRSTriggerStates,
	maxnoSpatialRelations,
	maxNRMeas,
	maxEUTRAMeas,
	maxIndexesReport,
	maxCellReportNR,
	maxnoSRS-Carriers,
	maxnoSCSs,
	maxnoSRS-Resources,
	maxnoSRS-PosResources,
	maxnoSRS-ResourceSets,
	maxnoSRS-ResourcePerSet,
	maxnoSRS-PosResourceSets,
	maxnoSRS-PosResourcePerSet,
	maxPRS-ResourceSets,
	maxPRS-ResourcesPerSet,
	maxNoSSBs,
	maxnoofPRSresourceSet,
	maxnoofPRSresource,
	id-Cell-ID,
	id-TRPInformationTypeItem,
	id-SrsFrequency,
	id-NR-TADV
	

NEXT CHANGE

[unchanged text skipped]

MeasurementQuantitiesValue ::= ENUMERATED {
	cell-ID,
	angleOfArrival,
	timingAdvanceType1,
	timingAdvanceType2,
	rSRP,
	rSRQ,
	... ,
	sS-RSRP,
	sS-RSRQ,
	cSI-RSRP,
	cSI-RSRQ,
	angleOfArrivalNR,
	timingAdvanceNR
}

NEXT CHANGE

MeasuredResults ::= SEQUENCE (SIZE (1.. maxNoMeas)) OF MeasuredResultsValue

MeasuredResultsValue ::= CHOICE { 
	valueAngleOfArrival-EUTRA				INTEGER (0..719),
	valueTimingAdvanceType1-EUTRA			INTEGER (0..7690),
	valueTimingAdvanceType2-EUTRA			INTEGER (0..7690),
	resultRSRP-EUTRA						ResultRSRP-EUTRA,
	resultRSRQ-EUTRA						ResultRSRQ-EUTRA,
	measuredResultsValue-Extension			ProtocolIE-Single-Container {{ MeasuredResultsValue-ExtensionIE }}
}

MeasuredResultsValue-ExtensionIE NRPPA-PROTOCOL-IES ::= {
{ ID id-ResultSS-RSRP		CRITICALITY ignore	TYPE ResultSS-RSRP		PRESENCE mandatory	}|
	{ ID id-ResultSS-RSRQ		CRITICALITY ignore	TYPE ResultSS-RSRQ		PRESENCE mandatory	}|
	{ ID id-ResultCSI-RSRP		CRITICALITY ignore	TYPE ResultCSI-RSRP		PRESENCE mandatory	}|
	{ ID id-ResultCSI-RSRQ		CRITICALITY ignore	TYPE ResultCSI-RSRQ		PRESENCE mandatory	}|
[bookmark: _Hlk85552075]	{ ID id-AngleOfArrivalNR	CRITICALITY ignore	TYPE UL-AoA				PRESENCE mandatory	}|
	{ ID id-NR-TADV				CRITICALITY ignore	TYPE NR-TADV	PRESENCE mandatory	},
	...
}

NEXT CHANGE

-- N

NarrowBandIndex ::= INTEGER (0..15,...)

NG-RANAccessPointPosition ::= SEQUENCE {
	latitudeSign				ENUMERATED {north, south},
	latitude					INTEGER (0..8388607),
	longitude					INTEGER (-8388608..8388607),
	directionOfAltitude			ENUMERATED {height, depth},
	altitude					INTEGER (0..32767),
	uncertaintySemi-major		INTEGER (0..127),
	uncertaintySemi-minor		INTEGER (0..127),
	orientationOfMajorAxis		INTEGER (0..179),
	uncertaintyAltitude			INTEGER (0..127),
	confidence					INTEGER (0..100),
	iE-Extensions				ProtocolExtensionContainer { { NG-RANAccessPointPosition-ExtIEs} } OPTIONAL,
	...
}

NG-RANAccessPointPosition-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

[bookmark: _Hlk50052691][bookmark: _Hlk50146450]NGRANHighAccuracyAccessPointPosition ::= SEQUENCE {
	latitude					INTEGER (-2147483648.. 2147483647),
	longitude					INTEGER (-2147483648.. 2147483647),
	altitude					INTEGER (-64000..1280000),
	uncertaintySemi-major		INTEGER (0..255),
	uncertaintySemi-minor		INTEGER (0..255),
	orientationOfMajorAxis		INTEGER (0..179),
	horizontalConfidence		INTEGER (0..100),
	uncertaintyAltitude			INTEGER (0..255),
	verticalConfidence			INTEGER (0..100), 
	iE-Extensions				ProtocolExtensionContainer { { NGRANHighAccuracyAccessPointPosition-ExtIEs} } OPTIONAL,
	...
}

NGRANHighAccuracyAccessPointPosition-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

NG-RAN-CGI ::= SEQUENCE {
	pLMN-Identity				PLMN-Identity,
	nG-RANcell		NG-RANCell,
	iE-Extensions				ProtocolExtensionContainer { {NG-RAN-CGI-ExtIEs} } OPTIONAL,
	...
}

NG-RAN-CGI-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

NG-RANCell ::= CHOICE {
	eUTRA-CellID	EUTRACellIdentifier,
	nR-CellID		NRCellIdentifier,
	nG-RANCell-Extension			ProtocolIE-Single-Container {{ NG-RANCell-ExtensionIE }}
}

NG-RANCell-ExtensionIE NRPPA-PROTOCOL-IES ::= {
	...
}

[bookmark: _Hlk50146483][bookmark: _Hlk50052708]NR-ARFCN ::= INTEGER (0..3279165)

NRCellIdentifier ::= BIT STRING (SIZE (36))

[bookmark: _Hlk50052720][bookmark: _Hlk50146491]NR-PCI ::= INTEGER (0..1007)

NR-PRS-Beam-Information ::= SEQUENCE {
	nR-PRS-Beam-InformationList SEQUENCE (SIZE(1.. maxPRS-ResourceSets)) OF NR-PRS-Beam-InformationItem,
	lCS-to-GCS-TranslationList SEQUENCE (SIZE(1..maxnolcs-gcs-translation)) OF LCS-to-GCS-TranslationItem		OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { NR-PRS-Beam-Information-IEs} } OPTIONAL,
 	...
}

NR-PRS-Beam-Information-IEs NRPPA-PROTOCOL-EXTENSION ::= { 
 ...
}

NR-PRS-Beam-InformationItem ::= SEQUENCE {
	pRSresourceSetID 	PRS-Resource-Set-ID,
	pRSAngleItem 		SEQUENCE (SIZE(1..maxPRS-ResourcesPerSet)) OF PRSAngleItem,
	iE-Extensions	ProtocolExtensionContainer { { NR-PRS-Beam-InformationItem-ExtIEs} } OPTIONAL,
	...
}

NR-PRS-Beam-InformationItem-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= { 
 ...
}

NR-TADV ::= INTEGER (0.. 7690)

NEXT CHANGE

[bookmark: _Toc534903105][bookmark: _Toc51776084][bookmark: _Toc56773106][bookmark: _Toc56773317]9.3.7	Constant definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

NRPPA-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) nrppa (4) version1 (1) nrppa-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

	ProcedureCode,
	ProtocolIE-ID
FROM NRPPA-CommonDataTypes;

-- **************************************************************
--
-- Elementary Procedures
--
-- **************************************************************

id-errorIndication												ProcedureCode ::= 0
id-privateMessage												ProcedureCode ::= 1
id-e-CIDMeasurementInitiation									ProcedureCode ::= 2
id-e-CIDMeasurementFailureIndication							ProcedureCode ::= 3
id-e-CIDMeasurementReport										ProcedureCode ::= 4
id-e-CIDMeasurementTermination									ProcedureCode ::= 5
id-oTDOAInformationExchange										ProcedureCode ::= 6
[bookmark: _Hlk50053256]id-assistanceInformationControl									ProcedureCode ::= 7
id-assistanceInformationFeedback								ProcedureCode ::= 8
id-positioningInformationExchange								ProcedureCode ::= 9
id-positioningInformationUpdate									ProcedureCode ::= 10
id-Measurement													ProcedureCode ::= 11
id-MeasurementReport											ProcedureCode ::= 12
id-MeasurementUpdate											ProcedureCode ::= 13
id-MeasurementAbort												ProcedureCode ::= 14
id-MeasurementFailureIndication									ProcedureCode ::= 15
id-tRPInformationExchange										ProcedureCode ::= 16
id-positioningActivation										ProcedureCode ::= 17
id-positioningDeactivation										ProcedureCode ::= 18

-- **************************************************************
--
-- Lists
--
-- **************************************************************

maxNrOfErrors								INTEGER ::= 256
maxCellinRANnode							INTEGER ::= 3840
[bookmark: _Hlk50053312]maxIndexesReport							INTEGER ::= 64
maxNoMeas									INTEGER ::= 64
maxCellReport								INTEGER ::= 9
[bookmark: _Hlk50053328]maxCellReportNR								INTEGER ::= 9
maxnoOTDOAtypes								INTEGER ::= 63
maxServCell									INTEGER ::= 5
[bookmark: _Hlk50147438][bookmark: _Hlk50053339]maxEUTRAMeas								INTEGER ::= 8
maxGERANMeas								INTEGER ::= 8
[bookmark: _Hlk50053350]maxNRMeas									INTEGER ::= 8
maxUTRANMeas								INTEGER ::= 8
maxWLANchannels								INTEGER ::= 16
maxnoFreqHoppingBandsMinusOne				INTEGER ::= 7
[bookmark: _Hlk50053376][bookmark: _Hlk50147461]maxNoPath									INTEGER ::= 2
maxNrOfPosSImessage							INTEGER ::= 32
maxnoAssistInfoFailureListItems				INTEGER ::= 32
maxNrOfSegments								INTEGER ::= 64
[bookmark: _Hlk515623150]maxNrOfPosSIBs								INTEGER ::= 32 
maxNoOfMeasTRPs								INTEGER ::= 64
maxnoTRPs									INTEGER ::= 65535
maxnoTRPInfoTypes							INTEGER ::= 64
maxnoofAngleInfo							INTEGER ::= 65535
maxnolcs-gcs-translation					INTEGER ::= 3
maxnoBcastCell								INTEGER ::= 16384
[bookmark: _Hlk42767092]maxnoSRSTriggerStates						INTEGER ::= 3
maxnoSpatialRelations						INTEGER ::= 64
maxnoPosMeas								INTEGER ::= 16384
maxnoSRS-Carriers							INTEGER ::= 32
maxnoSCSs									INTEGER ::= 5
[bookmark: _Hlk50048717]maxnoSRS-Resources							INTEGER ::= 64
maxnoSRS-PosResources						INTEGER ::= 64
maxnoSRS-ResourceSets						INTEGER ::= 16
maxnoSRS-ResourcePerSet						INTEGER ::= 16
maxnoSRS-PosResourceSets					INTEGER ::= 16
[bookmark: _Hlk50064167]maxnoSRS-PosResourcePerSet					INTEGER ::= 16
maxPRS-ResourceSets							INTEGER ::= 2
maxPRS-ResourcesPerSet						INTEGER ::= 64
maxNoSSBs									INTEGER ::= 255
maxnoofPRSresourceSet						INTEGER ::= 8
maxnoofPRSresource							INTEGER ::= 64



-- **************************************************************
--
-- IEs
--
-- **************************************************************

id-Cause														ProtocolIE-ID ::= 0
id-CriticalityDiagnostics										ProtocolIE-ID ::= 1
id-LMF-UE-Measurement-ID										ProtocolIE-ID ::= 2
id-ReportCharacteristics										ProtocolIE-ID ::= 3
id-MeasurementPeriodicity										ProtocolIE-ID ::= 4
id-MeasurementQuantities										ProtocolIE-ID ::= 5
id-RAN-UE-Measurement-ID										ProtocolIE-ID ::= 6
id-E-CID-MeasurementResult										ProtocolIE-ID ::= 7
id-OTDOACells													ProtocolIE-ID ::= 8
id-OTDOA-Information-Type-Group									ProtocolIE-ID ::= 9
id-OTDOA-Information-Type-Item									ProtocolIE-ID ::= 10
id-MeasurementQuantities-Item									ProtocolIE-ID ::= 11
id-RequestedSRSTransmissionCharacteristics						ProtocolIE-ID ::= 12
id-Cell-Portion-ID												ProtocolIE-ID ::= 14
id-OtherRATMeasurementQuantities								ProtocolIE-ID ::= 15
id-OtherRATMeasurementQuantities-Item							ProtocolIE-ID ::= 16
id-OtherRATMeasurementResult									ProtocolIE-ID ::= 17
id-WLANMeasurementQuantities									ProtocolIE-ID ::= 19
id-WLANMeasurementQuantities-Item								ProtocolIE-ID ::= 20
id-WLANMeasurementResult										ProtocolIE-ID ::= 21
id-TDD-Config-EUTRA-Item										ProtocolIE-ID ::= 22
id-Assistance-Information										ProtocolIE-ID ::= 23
id-Broadcast													ProtocolIE-ID ::= 24
[bookmark: _Hlk515611030]id-AssistanceInformationFailureList								ProtocolIE-ID ::= 25
id-SRSConfiguration												ProtocolIE-ID ::= 26
id-MeasurementResult											ProtocolIE-ID ::= 27
id-TRP-ID														ProtocolIE-ID ::= 28
id-TRPInformationTypeListTRPReq									ProtocolIE-ID ::= 29
id-TRPInformationListTRPResp									ProtocolIE-ID ::= 30
id-MeasurementBeamInfoRequest									ProtocolIE-ID ::= 31
id-ResultSS-RSRP												ProtocolIE-ID ::= 32
id-ResultSS-RSRQ												ProtocolIE-ID ::= 33
id-ResultCSI-RSRP												ProtocolIE-ID ::= 34
id-ResultCSI-RSRQ												ProtocolIE-ID ::= 35
id-AngleOfArrivalNR												ProtocolIE-ID ::= 36
id-GeographicalCoordinates										ProtocolIE-ID ::= 37
id-PositioningBroadcastCells									ProtocolIE-ID ::= 38
id-LMF-Measurement-ID											ProtocolIE-ID ::= 39
id-RAN-Measurement-ID											ProtocolIE-ID ::= 40
id-TRP-MeasurementRequestList									ProtocolIE-ID ::= 41
id-TRP-MeasurementResponseList									ProtocolIE-ID ::= 42
id-TRP-MeasurementReportList									ProtocolIE-ID ::= 43
id-SRSType														ProtocolIE-ID ::= 44
[bookmark: _Hlk42766383]id-ActivationTime												ProtocolIE-ID ::= 45
id-SRSResourceSetID												ProtocolIE-ID ::= 46
id-TRPList														ProtocolIE-ID ::= 47
id-SRSSpatialRelation											ProtocolIE-ID ::= 48
id-SystemFrameNumber											ProtocolIE-ID ::= 49
id-SlotNumber													ProtocolIE-ID ::= 50
id-SRSResourceTrigger											ProtocolIE-ID ::= 51
id-TRPMeasurementQuantities										ProtocolIE-ID ::= 52
id-AbortTransmission											ProtocolIE-ID ::= 53
id-SFNInitialisationTime										ProtocolIE-ID ::= 54
id-ResultNR														ProtocolIE-ID ::= 55
id-ResultEUTRA													ProtocolIE-ID ::= 56
id-TRPInformationTypeItem										ProtocolIE-ID ::= 57
id-CGI-NR														ProtocolIE-ID ::= 58
id-SFNInitialisationTime-NR										ProtocolIE-ID ::= 59
id-Cell-ID														ProtocolIE-ID ::= 60
id-SrsFrequency													ProtocolIE-ID ::= 61
id-NR-TADV														ProtocolIE-ID ::= xx
	
END OF CHANGES

