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Attachments:


1. Overall Description:

SA2 thanks RAN2 about the LS on Network switching for MUSIM. SA2 reached the following agreement about the connection release procedure:
· Only NAS-level connection release is supported for E-UTRAN/5GS access.
· Both RRC-level connection release and NAS-level connection release procedure are supported for NR/5GS. A UE may provide a Paging Restriction Information to AMF during the NAS-level connection release procedure. The UE always enters RRC_IDLE mode after the NAS-level connection release procedure.
· It is not supported to provide the Paging Restriction Information from a UE to RAN in the RRC-level connection release procedure.
· There is no need to define the interaction between RRC-level connection release procedure and NAS-level connection release procedure.
· When both NAS-level Connection Release or RRC-level connection release are supported by the UE and the network, SA2’s current assumption is that it is up to the UE implementation to determine which one to use, for example based on the preferred end state (RRC_Inactive or IDLE) and whether Paging Restriction Information is to be provided to the AMF by the UE. RAN2 are welcome to comment on this assumption in case they see an issue.
2. Actions:

To RAN2.

ACTION: 
SA2 respectfully asks RAN2 to take the above agreements into account and provides any feedback.
3. Date of Next TSG SA WG2 Meetings:

TSG-SA2 Meeting #147E

11 – 15 October 2021
Elbonia

TSG-SA2 Meeting #148E

15 – 19 November 2021
Elbonia

