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The purpose of the Xn Setup procedure is to exchange application level configuration data needed for two NG-RAN nodes to interoperate correctly over the Xn-C interface. 
NOTE 1:	If Xn-C signalling transport is shared among multiple Xn-C interface instances, one Xn Setup procedure is issued per Xn-C interface instance to be setup, i.e. several Xn Setup procedures may be issued via the same TNL association after that TNL association has become operational. 
NOTE 2:	Exchange of application level configuration data also applies between two NG-RAN nodes in case the SN (i.e. the gNB) does not broadcast system information other than for radio frame timing and SFN, as specified in the TS 37.340 [8]. How to use this information when this option is used is not explicitly specified.
The procedure uses non UE-associated signalling.
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Figure 8.4.1.2: Xn Setup, successful operation
The NG-RAN node1 initiates the procedure by sending the XN SETUP REQUEST message to the candidate NG-RAN node2. The candidate NG-RAN node2 replies with the XN SETUP RESPONSE message.
The AMF Region Information IE in the XN SETUP REQUEST message shall contain a complete list of Global AMF Region IDs to which the NG-RAN node1 belongs. The AMF Region Information IE in the XN SETUP RESPONSE message shall contain a complete list of Global AMF Region IDs to which the NG-RAN node2 belongs.
The List of Served Cells NR IE and the List of Served Cells E-UTRA IE, if contained in the XN SETUP REQUEST message, shall contain a complete list of cells served by NG-RAN node1 or, if supported, a partial list of served cells together with the Partial List Indicator IE. The List of Served Cells NR IE and the List of Served Cells E-UTRA IE, if contained in the XN SETUP RESPONSE message, shall contain a complete list of cells served by NG-RAN node2 or, if supported, a partial list of served cells together with the Partial List Indicator IE.
If Supplementary Uplink is configured at the NG-RAN node1, the NG-RAN node1 shall include in the XN SETUP REQUEST message the SUL Information IE and the Supported SUL band List IE for each served cell where supplementary uplink is configured.
If Supplementary Uplink is configured at the NG-RAN node2, the candidate NG-RAN node2 shall include in the XN SETUP RESPONSE message the SUL Information IE and the Supported SUL band List IE for each served cell where supplementary uplink is configured.
If the NG-RAN node1 is an ng-eNB, it may include the Protected E-UTRA Resource Indication IE into the XN SETUP REQUEST. If the XN SETUP REQUEST sent by an ng-eNB contains the Protected E-UTRA Resource Indication IE, the receiving gNB should take this into account for cell-level resource coordination with the ng-eNB. The gNB shall consider the received Protected E-UTRA Resource Indication IE content valid until reception of a new update of the IE for the same ng-eNB.
The protected resource pattern indicated in the Protected E-UTRA Resource Indication IE is not valid in subframes indicated by the Reserved Subframes IE, as well as in the non-control region of the MBSFN subframes i.e. it is valid only in the control region therein. The size of the control region of MBSFN subframes is indicated in the Protected E-UTRA Resource Indication IE.
[bookmark: _Hlk8867592]In case of network sharing with multiple cell ID broadcast with shared Xn-C signalling transport, as specified in TS 38.300 [9], the XN SETUP REQUEST message and the XN SETUP RESPONSE message shall include the Interface Instance Indication IE to identify the corresponding interface instance.
If the Intended TDD DL-UL Configuration NR IE is included in the XN SETUP REQUEST or XN SETUP RESPONSE message, the receiving NG-RAN node should take this information into account for cross-link interference management and/or NR-DC power coordination with the sending NG-RAN node. The receiving NG-RAN node shall consider the received Intended TDD DL-UL Configuration NR IE content valid until reception of an update of the IE for the same cell(s).
If the TNL Configuration Info IE is contained in the XN SETUP REQUEST message, the NG-RAN node2 shall, if supported, take this IE into account for IPSec establishment.
If the TNL Configuration Info IE is contained in the XN SETUP RESPONSE message, the NG-RAN node1 shall, if supported, take this IE into account for IPSec establishment.
[bookmark: OLE_LINK55]If the Partial List Indicator NR IE or the Partial List Indicator NR IE is set to "partial" in the XN SETUP REQUEST message the candidate NG-RAN node2 shall, if supported, assume that the List of Served Cells NR IE or the List of Served Cells E-UTRA IE in the XN SETUP REQUEST message includes a partial list of cells.
If the Partial List Indicator NR IE or the Partial List Indicator NR IE is set to "partial" in the XN SETUP RESPONSE message from the candidate NG-RAN node2, the NG-RAN node1 shall, if supported, assume that the List of Served Cells NR IE or the List of Served Cells E-UTRA IE in the XN SETUP RESPONSE message includes a partial list of cells.
[bookmark: OLE_LINK54]If the Cell and Capacity Assistance Information NR IE or the Cell and Capacity Assistance Information E-UTRA IE is present in the XN SETUP REQUEST message the candidate NG-RAN node2 shall, if supported, use it when generating the list of NG-RAN served cell information to include in the XN SETUP RESPONSE message.
[bookmark: _Hlk25251449]If the Cell and Capacity Assistance Information NR IE or the Cell and Capacity Assistance Information E-UTRA IE is present in the XN SETUP RESPONSE message from the candidate NG-RAN node2, the NG-RAN node1 shall, if supported, store the collected information to be used for future NG-RAN node interface management.
If the CSI-RS Transmission Indication IE is contained in the XN SETUP REQUEST message, the NG-RAN node2 shall, if supported, take this IE into account for neighbour cell’s CSI-RS measurement.
If the CSI-RS Transmission Indication IE in the XN SETUP RESPONSE message, the NG-RAN node1 shall, if supported, take this IE into account for neighbour cell’s CSI-RS measurement.
The initiating NG-RAN node1 may include the PRACH Configuration IE (for served E-UTRA cells) or the NR Cell PRACH Configuration IE (for served NR cells) or the NPRACH Configuration IE (for served NB-IoT cells) in the XN SETUP REQUEST message. The candidate NG-RAN node2 may also include the PRACH Configuration IE (for served E-UTRA cells) or NR Cell PRACH Configuration IE (for served NR cells) or the NPRACH Configuration IE (for served NB-IoT cells) in the XN SETUP RESPONSE message. The NG-RAN node receiving the IE may use this information for RACH optimisation.
The XN SETUP REQUEST message may contain for each cell served by NG-RAN node1 NPN related broadcast information. The XN SETUP RESPONSE message may contain for each cell served by NG-RAN node2 NPN related broadcast information.
If the SFN Offset IE is included in the XN SETUP REQUEST or XN SETUP RESPONSE message, the receiving NG-RAN node shall, if supported, use this information to deduce the SFN0 time offset of the reported cell.The receiving NG-RAN node shall consider the received SFN Offset IE content valid until reception of an update of the IE for the same cell(s).
If the Local NG-RAN Node Id IE is present in the XN SETUP REQUEST message, the NG-RAN node2 shall, if supported, take this into account for future retrieval of the UE contexts from the NG-RAN node1. 
If the Local NG-RAN Node Id IE is present in the XN SETUP RESPONSE message, the NG-RAN node1 shall, if supported, take this into account for future retrieval of the UE contexts from the NG-RAN node2.
Interactions with other procedures:
If the NG-RAN node1 receives a XN SETUP RESPONSE message containing a Local NG-RAN Node Id identical to the Local NG-RAN Node Id included in the corresponding XN SETUP REQUEST, the NG-RAN node1 may initiate the NG-RAN node Configuration Update procedure including in the NG-RAN NODE CONFIGURATION UPDATE a new Local NG-RAN Node Id, different from the Local NG-RAN Node Id of each of its neighbour NG-RAN Nodes.
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The purpose of the NG-RAN node Configuration Update procedure is to update application level configuration data needed for two NG-RAN nodes to interoperate correctly over the Xn-C interface.
NOTE:	Update of application level configuration data also applies between two NG-RAN nodes in case the SN (i.e. the gNB) does not broadcast system information other than for radio frame timing and SFN, as specified in the TS 37.340 [8]. How to use this information when this option is used is not explicitly specified.
The procedure uses non UE-associated signalling.
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Figure 8.4.2.2-1: NG-RAN node Configuration Update, successful operation
The NG-RAN node1 initiates the procedure by sending the NG-RAN NODE CONFIGURATION UPDATE message to a peer NG-RAN node2.
If Supplementary Uplink is configured at the NG-RAN node1, the NG-RAN node1 shall include in the NG-RAN NODE CONFIGURATION UPDATE message the SUL Information IE and the Supported SUL band List IE for each cell added in the Served NR Cells To Add IE and in the Served NR Cells To Modify IE.
If Supplementary Uplink is configured at the NG-RAN node2, the NG-RAN node2 shall include in the NG-RAN NODE CONFIGURATION UPDATE ACKNOWLEDGE message the SUL Information IE and the Supported SUL band List IE for each cell added in the Served NR Cells IE if any.
If the TAI Support List IE is included in the NG-RAN NODE CONFIGURATION UPDATE message, the receiving node shall replace the previously provided TAI Support List IE by the received TAI Support List IE.
[bookmark: OLE_LINK51][bookmark: OLE_LINK84][bookmark: OLE_LINK344][bookmark: OLE_LINK88]If the Cell Assistance Information NR IE is present, the NG-RAN node2 shall, if supported, use it to generate the Served NR Cells IE and include the list in the NG-RAN NODE CONFIGURATION UPDATE ACKNOWLEDGE message.
If the Cell Assistance Information E-UTRA IE is present, the NG-RAN node2 shall, if supported, use it to generate the Served E-UTRA Cells IE and include the list in the NG-RAN NODE CONFIGURATION UPDATE ACKNOWLEDGE message.
If the Partial List Indicator NR IE is included in the NG-RAN NODE CONFIGURATION UPDATE ACKNOWLEDGE message and set to "partial" the NG-RAN node1 shall, if supported, assume that the Served NR Cells IE in the NG-RAN NODE CONFIGURATION UPDATE ACKNOWLEDGE message includes a partial list of NR cells.
If the Partial List Indicator E-UTRA IE is included in the NG-RAN NODE CONFIGURATION UPDATE ACKNOWLEDGE message and set to "partial" the NG-RAN node1 shall, if supported, assume that the Served E-UTRA Cells IE in the NG-RAN NODE CONFIGURATION UPDATE ACKNOWLEDGE message includes a partial list of NR cells.
If the Cell and Capacity Assistance Information NR IE is present in the NG-RAN NODE CONFIGURATION UPDATE ACKNOWLEDGE message from the candidate NG-RAN node2, the NG-RAN node1 shall, if supported, store the collected information to be used for future NG-RAN node interface management.
[bookmark: OLE_LINK339]If the Cell and Capacity Assistance Information E-UTRA IE is present in the NG-RAN NODE CONFIGURATION UPDATE ACKNOWLEDGE message from the candidate NG-RAN node2, the NG-RAN node1 shall, if supported, store the collected information to be used for future NG-RAN node interface management.
Upon reception of the NG-RAN NODE CONFIGURATION UPDATE message, NG-RAN node2 shall update the information for NG-RAN node1 as follows:
If case of network sharing with multiple cell ID broadcast with shared Xn-C signalling transport, as specified in TS 38.300 [9], the NG-RAN NODE CONFIGURATION UPDATE message and the NG-RAN NODE CONFIGURATION UPDATE ACKNOWLEDGE message shall include the Interface Instance Indication IE to identify the corresponding interface instance.
If the TNL Configuration Info IE is contained in the NG-RAN NODE CONFIGURATION UPDATE message, the NG-RAN node2 shall take this IE into account for IPSec establishment.
If the TNL Configuration Info IE is contained in the NG-RAN NODE CONFIGURATION UPDATE ACKNOWLEDGE message, the NG-RAN node1 shall take this IE into account for IPSec establishment.
If the CSI-RS Transmission Indication IE is contained in the NG-RAN NODE CONFIGURATION UPDATE message, the NG-RAN node2 shall take this IE into account for neighbour cell’s CSI-RS measurement.
The NG-RAN NODE CONFIGURATION UPDATE message may contain for each cell served by NG-RAN node1 NPN related broadcast information. The NG-RAN NODE CONFIGURATION UPDATE ACKNOWLEDGE message may contain for each cell served by NG-RAN node2 NPN related broadcast information.
If the Local NG-RAN Node Id IE is present in the NG-RAN NODE CONFIGURATION UPDATE message, the NG-RAN node2 shall, if supported, take this into account for future retrieval of the UE contexts from the NG-RAN node1. 
If the Local NG-RAN Node Id IE is present in the NG-RAN NODE CONFIGURATION UPDATE ACKNOWLEDGE message, the NG-RAN node1 shall, if supported, take this into account for future retrieval of the UE contexts from the NG-RAN node2.
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9.1.3.1	XN SETUP REQUEST
This message is sent by a NG-RAN node to a neighbouring NG-RAN node to transfer application data for an Xn-C interface instance.
Direction: NG-RAN node1  NG-RAN node2.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	Global NG-RAN Node ID
	M
	
	9.2.2.3
	
	YES
	reject

	TAI Support List
	M
	
	9.2.3.20
	List of supported TAs and associated characteristics.
	YES
	reject

	AMF Region Information
	M
	
	9.2.3.83
	Contains a list of all the AMF Regions to which the NG-RAN node belongs.
	YES
	reject

	List of Served Cells NR
	
	0 .. <maxnoofCellsinNG-RAN node>
	
	Contains a list of cells served by the gNB. If a partial list of cells is signalled, it contains at least one cell per carrier configured at the gNB
	YES
	reject

	>Served Cell Information NR
	M
	
	9.2.2.11
	
	–
	

	>Neighbour Information NR
	O
	
	9.2.2.13
	
	–
	

	>Neighbour Information E-UTRA
	O
	
	9.2.2.14
	
	–
	

	List of Served Cells E-UTRA
	
	0 .. <maxnoofCellsinNG-RAN node>
	
	Contains a list of cells served by the ng-eNB. If a partial list of cells is signalled, it contains at least one cell per carrier configured at the ng-eNB
	YES
	reject

	>Served Cell Information E-UTRA
	M
	
	9.2.2.12
	
	–
	

	>Neighbour Information NR
	O
	
	9.2.2.13
	
	–
	

	>Neighbour Information E-UTRA
	O
	
	9.2.2.14
	
	–
	

	Interface Instance Indication
	O
	
	9.2.2.39
	
	YES
	reject

	TNL Configuration Info
	O
	
	9.2.3.96
	
	YES
	ignore

	Partial List Indicator NR
	O
	
	Partial List Indicator
9.2.2.46
	Value "partial" indicates that a partial list of cells is included in the List of Served Cells NR IE. 
	YES
	ignore

	Cell and Capacity Assistance Information NR
	O
	
	9.2.2.41
	Contains NR cell related assistance information.
	YES
	ignore

	Partial List Indicator E-UTRA
	O
	
	Partial List Indicator
9.2.2.46
	Value "partial" indicates that a partial list of cells is included in the List of Served Cells E-UTRA. 
	YES
	ignore

	Cell and Capacity Assistance Information E-UTRA
	O
	
	9.2.2.42
	Contains E-UTRA cell related assistance information. 
	YES
	Ignore

	Local NG-RAN Node ID List
	
	1..< maxnoofLocalNGRANIdentifiers >
	
	
	YES
	Ignore

	> Local NG-RAN Node ID
	M
	
	9.2.2.x
	
	
	



	Range bound
	Explanation

	maxnoofCellsinNG-RAN node
	Maximum no. cells that can be served by a NG-RAN node. Value is 16384.

	maxnoofLocalNGRANIdentifiers
	Maximum no. of local NG-RAN identifiers available in the NG-RAN node. Value is 6.
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9.1.3.2	XN SETUP RESPONSE
This message is sent by a NG-RAN node to a neighbouring NG-RAN node to transfer application data for an Xn-C interface instance.
Direction: NG-RAN node2  NG-RAN node1.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	Global NG-RAN Node ID
	M
	
	9.2.2.3
	
	YES
	reject

	TAI Support List
	M
	
	9.2.3.20
	List of supported TAs and associated characteristics.
	YES
	reject

	List of Served Cells NR
	
	0 .. <maxnoofCellsinNG-RAN node>
	
	Contains a list of cells served by the gNB. If a partial list of cells is signalled, it contains at least one cell per carrier configured at the gNB
	YES
	reject

	>Served Cell Information NR
	M
	
	9.2.2.11
	
	–
	

	>Neighbour Information NR
	O
	
	9.2.2.13
	
	–
	

	>Neighbour Information E-UTRA
	O
	
	9.2.2.14
	
	–
	

	List of Served Cells E-UTRA
	
	0 .. <maxnoofCellsinNG-RAN node>
	
	Contains a list of cells served by the ng-eNB. If a partial list of cells is signalled, it contains at least one cell per carrier configured at the gNB
	YES
	reject

	>Served Cell Information E-UTRA
	M
	
	9.2.2.12
	
	–
	

	>Neighbour Information NR
	O
	
	9.2.2.13
	
	–
	

	>Neighbour Information E-UTRA
	O
	
	9.2.2.14
	
	–
	

	Criticality Diagnostics
	O
	
	9.2.3.3
	
	YES
	ignore

	AMF Region Information
	O
	
	9.2.3.83
	Contains a list of all the AMF Regions to which the NG-RAN node belongs.
	YES
	reject

	Interface Instance Indication
	O
	
	9.2.2.39
	
	YES
	reject

	TNL Configuration Info
	O
	
	9.2.3.96
	
	YES
	ignore

	Partial List Indicator NR
	O
	
	Partial List Indicator
9.2.2.46
	Value "partial" indicates that a partial list of cells is included in the List of Served Cells NR IE. 
	YES
	ignore

	Cell and Capacity Assistance Information NR
	O
	
	9.2.2.41
	Contains NR cell related assistance information.
	YES
	ignore

	Partial List Indicator E-UTRA
	O
	
	Partial List Indicator
9.2.2.46
	Value "partial" indicates that a partial list of cells is included in the List of Served Cells E-UTRA. 
	YES
	ignore

	Cell and Capacity Assistance Information E-UTRA
	O
	
	9.2.2.42
	Contains E-UTRA cell related assistance information. 
	YES
	Ignore

	Local NG-RAN Node ID List
	
	1..< maxnoofLocalNGRANIdentifiers >
	
	
	YES
	Ignore

	> Local NG-RAN Node ID
	M
	
	9.2.2.x
	
	
	



	Range bound
	Explanation

	maxnoofCellsinNG-RAN node
	Maximum no. cells that can be served by a NG-RAN node. Value is 16384.

	maxnoofLocalNGRANIdentifiers
	Maximum no. of local NG-RAN identifiers available in the NG-RAN node. Value is 6.
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This message is sent by a NG-RAN node to a neighbouring NG-RAN node to transfer updated information for an Xn-C interface instance.
Direction: NG-RAN node1  NG-RAN node2.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	TAI Support List
	O
	
	9.2.3.20
	List of supported TAs and associated characteristics.
	GLOBAL
	reject

	CHOICE Initiating NodeType
	M
	
	
	
	YES
	ignore

	>gNB
	
	
	
	
	
	

	>>Served Cells To Update NR
	O
	
	9.2.2.15
	
	YES
	ignore

	>>Cell Assistance Information NR
	O
	
	9.2.2.17
	
	YES
	ignore

	>>Cell Assistance Information E-UTRA
	O
	
	9.2.2.43
	
	YES
	ignore

	>ng-eNB
	
	
	
	
	
	

	>>Served Cells to Update E-UTRA
	[bookmark: OLE_LINK357]O
	
	9.2.2.16
	
	YES
	ignore

	>>Cell Assistance Information NR
	O
	
	9.2.2.17
	
	YES
	ignore

	>>Cell Assistance Information E-UTRA
	O
	
	9.2.2.43
	
	YES
	ignore

	TNLA To Add List 
	
	0..1
	
	
	YES
	ignore

	>TNLA To Add Item
	
	1..<maxnoofTNLAssociations>
	
	
	–
	

	>>TNLA Transport Layer Information
	M
	
	CP Transport Layer Information
9.2.3.31
	CP Transport Layer Information of NG-RAN node1
	–
	

	>> TNL Association Usage
	M
	
	9.2.3.84
	
	–
	

	TNLA To Update List 
	
	0..1
	
	
	YES
	ignore

	>TNLA To Update Item
	
	1..<maxnoofTNLAssociations>
	
	
	–
	

	>>TNLA Transport Layer Information
	M
	
	CP Transport Layer Information
9.2.3.31
	CP Transport Layer Information of NG-RAN node1
	–
	

	>> TNL Association Usage
	O
	
	9.2.3.84
	
	–
	

	TNLA To Remove List 
	
	0..1
	
	
	YES
	ignore

	>TNLA To Remove Item
	
	1..<maxnoofTNLAssociations>
	
	
	–
	

	>>TNLA Transport Layer Information
	M
	
	CP Transport Layer Information
9.2.3.31
	CP Transport Layer Information of NG-RAN node1
	–
	

	Global NG-RAN Node ID
	O
	
	9.2.2.3
	
	YES
	reject

	AMF Region Information To Add
	O
	
	AMF Region Information 9.2.3.83
	List of all added AMF Regions to which the NG-RAN node belongs.
	YES
	reject

	AMF Region Information To Delete
	O
	
	AMF Region Information 9.2.3.83
	List of all deleted AMF Regions to which the NG-RAN node belongs.
	YES
	reject

	Interface Instance Indication
	O
	
	9.2.2.39
	
	YES
	reject

	TNL Configuration Info
	O
	
	9.2.3.96
	
	YES
	Ignore

	Local NG-RAN Node ID To Add List
	
	0..< maxnoofLocalNGRANIdentifiers >
	
	
	YES
	ignore

	>Local NG-RAN Node ID
	M
	
	9.2.2.x
	
	-
	

	Local NG-RAN Node ID To Remove List
	
	0..< maxnoofLocalNGRANIdentifiers>
	
	
	YES
	ignore

	>Local NG-RAN Node ID
	M
	
	9.2.2.x
	
	-
	



	Range bound
	Explanation

	maxnoofTNLAssociations
	Maximum numbers of TNL Associations between the NG RAN nodes. Value is 32.

	maxnoofLocalNGRANIdentifiers
	Maximum no. of local NG-RAN identifiers available in the NG-RAN node. Value is 6.
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9.1.3.5	NG-RAN NODE CONFIGURATION UPDATE ACKNOWLEDGE
This message is sent by a neighbouring NG-RAN node to a peer node to acknowledge update of information for a TNL association.
Direction: NG-RAN node2  NG-RAN node1.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	CHOICE Responding NodeType
	M
	
	
	
	YES
	ignore

	>ng-eNB
	
	
	
	
	
	

	>gNB
	
	
	
	
	
	

	>>Served E-UTRA Cells
	
	0 .. < maxnoofCellsinNG-RANnode>
	
	Complete or limited list of cells served by an ng-eNB, if requested by NG-RAN node1.
	YES
	ignore

	>>>Served Cell Information E-UTRA
	M
	
	9.2.2.12
	
	–
	

	>>>Neighbour Information NR
	O
	
	9.2.2.13
	NR neighbours.
	–
	

	>>>Neighbour Information E-UTRA
	O
	
	9.2.2.14
	E-UTRA neighbours
	–
	

	>>Partial List Indicator E-UTRA
	O
	
	Partial List Indicator
9.2.2.46
	Value "partial" indicates that a partial list of cells is included in the Served E-UTRA Cells IE 
	YES
	ignore

	>>Cell and Capacity Assistance Information E-UTRA
	O
	
	9.2.2.42
	Contains E-UTRA cell related assistance information.
	YES
	ignore

	>>Served NR Cells
	
	0 .. < maxnoofCellsinNG-RANnode>
	
	Complete or limited list of cells served by a gNB, if requested by NG-RAN node1.
	–
	

	>>>Served Cell Information NR
	M
	
	9.2.2.11
	
	–
	

	>>>Neighbour Information NR
	O
	
	9.2.2.13
	NR neighbours.
	–
	

	>>>Neighbour Information E-UTRA
	O
	
	9.2.2.14
	E-UTRA neighbours
	–
	

	>>Partial List Indicator NR
	O
	
	Partial List Indicator
9.2.2.46
	Value "partial" indicates that a partial list of cells is included in the Served NR Cells IE 
	YES
	ignore

	>>Cell and Capacity Assistance Information NR
	O
	
	9.2.2.41
	Contains NR cell related assistance information.
	YES
	ignore

	TNLA Setup List 
	
	0..1
	
	
	YES
	ignore

	>TNLA Setup Item
	
	1..<maxnoofTNLAssociations>
	
	
	–
	

	>>TNLA Transport Layer Address
	M
	
	CP Transport Layer Information
9.2.3.31
	CP Transport Layer Information as received from NG-RAN node1
	–
	

	TNLA Failed to Setup Lis
	
	0..1
	
	
	YES
	ignore

	>TNLA Failed To Setup Item
	
	1..<maxnoofTNLAssociations>
	
	
	–
	

	>>TNLA Transport Layer Address
	M
	
	CP Transport Layer Information
9.2.3.31
	CP Transport Layer Information as received from NG-RAN node1
	–
	

	>>Cause
	M
	
	9.2.3.2
	
	–
	

	Criticality Diagnostics
	O
	
	9.2.3.3
	
	YES
	ignore

	Interface Instance Indication
	O
	
	9.2.2.39
	
	YES
	reject

	TNL Configuration Info
	O
	
	9.2.3.96
	
	YES
	Ignore

	Local NG-RAN Node ID To Add List
	
	0..< maxnoofLocalNGRANIdentifiers >
	
	
	YES
	ignore

	>Local NG-RAN Node ID
	M
	
	9.2.2.x
	
	-
	

	Local NG-RAN Node ID To Remove List
	
	0..< maxnoofLocalNGRANIdentifiers>
	
	
	YES
	ignore

	>Local NG-RAN Node ID
	M
	
	9.2.2.x
	
	-
	



	Range bound
	Explanation

	maxnoofCellsinNGRANnode
	Maximum no. cells that can be served by an NG-RAN node.
Value is 16384.

	maxnoofTNLAssociations
	Maximum numbers of TNL Associations between NG-RAN nodes. Value is 32.

	maxnoofLocalNGRANIdentifiers
	Maximum no. of local NG-RAN identifiers available in the NG-RAN node. Value is 6.
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This IE is used to address a UE Context within an NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE UE Context ID
	M
	
	
	

	>RRC Resume
	
	
	
	

	>>I-RNTI
	M
	
	9.2.3.46
	NOTE: How the new NG-RAN node is able to resolve the old NG-RAN ID from the I-RNTI is a matter of proper configuration in the old and new NG-RAN node.

	>>Allocated C-RNTI
	M
	
	BIT STRING (SIZE (16))
	Temporary C-RNTI or C-RNTI allocated to the UE by the cell where the RRC connection has been requested to be resumed, contained in the MAC RAR or MAC MSGB as defined in TS 38.321 [35] or in TS 36.321 [36].

	>>Access PCI
	M
	
	NG-RAN Cell PCI
9.2.2.10
	The cell PCI where the RRC connection has been requested to be resumed.

	>RRC Reestablishment 
	
	
	
	

	>>C-RNTI
	M
	
	BIT STRING (SIZE (16))
	C-RNTI contained in the RRCReestablishmentRequest message (TS 38.331 [10]) or RRCConnectionReestablishmentRequest message (TS 36.331 [14]).

	>>Failure Cell PCI
	M
	
	NG-RAN Cell PCI
9.2.2.10
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[bookmark: _Toc20955270][bookmark: _Toc29991467]9.2.2.x	Local NG-RAN Node Id
[bookmark: _Hlk31614937]This IE is used to identify an NG-RAN node within a set of NG-RAN nodes that can interoperate over the Xn-C interface. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE I-RNTI type
	M
	
	
	

	> CHOICE Full I-RNTI
	
	
	
	

	>> I-RNTI Profile High
	
	
	
	

	>>> Local Node Id Profile High
	
	
	BIT STRING (SIZE(22))
	

	>> I-RNTI Profile Low
	
	
	
	

	>>> Local Node Id Profile Low
	
	
	BIT STRING (SIZE(18))
	

	CHOICE Short I-RNTI
	M
	
	
	

	> CHOICE RAN node class
	
	
	
	

	>> I-RNTI Profile High
	
	
	
	

	>>> Local Node Id Profile High
	
	
	BIT STRING (SIZE(8))
	

	>> I-RNTI Profile Low
	
	
	
	

	>>> Local Node Id Profile Low
	
	
	BIT STRING (SIZE(6))
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