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Introduction
[bookmark: _GoBack]This is a TP based on R3-215049 “Discussion on the issue associated with SCG RA report in R2-2109208”.
TP for TS 38.423
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This message is sent by NG-RAN node1 to transfer access and mobility related information to NG-RAN node2.
Direction: NG-RAN node 1  NG-RAN node 2.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	ignore

	RACH Report List
	
	0..1
	
	
	YES
	ignore

	>RACH Report List Item
	
	1 .. <maxnoofRACHReports>
	
	
	EACH
	ignore

	[bookmark: _Hlk39132149]>>RACH Report Container
	O	Comment by CATT: Should be “M” according to the ASN.1.
	
	OCTET STRING
	RACH-ReportList-r16 IE [FFS] as defined in subclause 6.2.2 in TS 38.331 [10].
	YES	Comment by CATT: Should be “–“ according to the ASN.1.
	ignore

	>>UE Assistant Identifier
	O
	
	NG-RAN node UE XnAP ID
9.2.3.16
	
	YES
	ignore



	Range bound
	Explanation

	[bookmark: OLE_LINK118]maxnoofRACHReports
	Maximum no. of RACH Reports, the maximum value is 64.
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