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[bookmark: _Toc20955050][bookmark: _Toc29503487][bookmark: _Toc29504071][bookmark: _Toc29504655][bookmark: _Toc36553101][bookmark: _Toc36554828][bookmark: _Toc45652118][bookmark: _Toc45658550][bookmark: _Toc45720370][bookmark: _Toc45798250][bookmark: _Toc45897639][bookmark: _Toc51745843][bookmark: _Toc64446107][bookmark: _Toc73981977][bookmark: _Toc81304561]8.14.1.1	General
The purpose of the UE Radio Capability Info Indication procedure is to enable the NG-RAN node to provide to the AMF UE radio capability-related information. The procedure uses UE-associated signalling.
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Figure 8.14.1.2-1: UE radio capability info indication
The NG-RAN node controlling a UE-associated logical NG connection initiates the procedure by sending a UE RADIO CAPABILITY INFO INDICATION message to the AMF including the UE radio capability information.
The UE RADIO CAPABILITY INFO INDICATION message may also include paging specific UE radio capability information within the UE Radio Capability for Paging IE.
The UE radio capability information received by the AMF shall replace previously stored corresponding UE radio capability information in the AMF for the UE, as described in TS 23.501 [9].
If the UE RADIO CAPABILITY INFO INDICATION message includes the UE Radio Capability – E-UTRA Format IE, the AMF shall, if supported, use it as specified in TS 23.501 [9].
[bookmark: _Hlk84883013]If the UE Radio Capability for Paging IE included in the UE RADIO CAPABILITY INFO INDICATION message includes the UE Radio Capability for Paging of NR IE and the UE Radio Capability for Paging of E-UTRA IE, the AMF shall, if supported, use it as specified in TS 23.501 [9].
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