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	Reason for change:
	Addition of positioning measurements over XnAP to support positioning continuity during Xn context fetch

	
	

	Summary of change:
	Addition UE positioning measurement IE in UE Context Information – Retrieve UE Context Response

· Option 1: new explicit IEs
· Option 2: part of RRC Context container

	
	

	Consequences if not approved:
	No supports of signalling positioning measurement from old to new RAN during RRC_INACTIVE mobility. The new RAN node will have a "subjective" view of the UE SRS configuration.
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START OF CHANGES	
[bookmark: _Toc20955249][bookmark: _Toc29991446][bookmark: _Toc36555846][bookmark: _Toc44497566][bookmark: _Toc45107954][bookmark: _Toc45901574][bookmark: _Toc51850653][bookmark: _Toc56693656][bookmark: _Toc64447199][bookmark: _Toc66286693][bookmark: _Toc74151388][bookmark: _Toc81321996]9.2.1.13	UE Context Information – Retrieve UE Context Response
This IE contains the UE context information within the RETRIEVE UE CONTEXT RESPONSE message.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	NG-C UE associated Signalling reference
	M
	
	AMF UE NGAP ID
9.2.3.26
	Allocated at the AMF on the old NG-C connection.
	–
	

	Signalling TNL Association Address at source NG-C side
	M
	
	CP Transport Layer Information
9.2.3.31
	This IE indicates the AMF’s IP address of the SCTP association used at the source NG-C interface instance.
Note: If no UE TNLA binding exists at the source NG-RAN node, the source NG-RAN node indicates the TNL association address it would have selected if it would have had to create a UE TNLA binding.
	–
	

	UE Security Capabilities
	M
	
	9.2.3.49
	
	–
	

	AS Security Information
	M
	
	9.2.3.50
	
	–
	

	UE Aggregate Maximum Bit Rate
	M
	
	9.2.3.17
	
	–
	

	[bookmark: _Hlk508046299]PDU Session Resources To Be Setup List
	M
	
	9.2.1.1
	
	–
	

	RRC Context
	M
	
	OCTET STRING
	Includes the HandoverPreparationInformation message as defined in subclause 11.2.2 of TS 38.331[10] if the old and new serving NG-RAN nodes are gNBs, and may include the UE positioning measurements.
Includes either the HandoverPreparationInformation message as defined in subclause 10.2.2 of TS 36.331 [14] or the HandoverPreparationInformation-NB message as defined in subclause 10.6.2 of TS 36.331 [14], if the old and new serving NG-RAN nodes are ng-eNBs.
	–
	

	Mobility Restriction List
	O
	
	9.2.3.53
	
	–
	

	Index to RAT/Frequency Selection Priority
	O
	
	9.2.3.23
	
	–
	

	5GC Mobility Restriction List Container
	O
	
	9.2.3.100
	
	YES
	ignore

	[bookmark: _Hlk44414392]NR UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.2.3.107
	This IE applies only if the UE is authorized for NR V2X services.
	YES
	ignore

	LTE UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.2.3.108
	This IE applies only if the UE is authorized for LTE V2X services.
	YES
	Ignore

	UE Radio Capability ID
	O
	
	9.2.3.138
	
	YES
	reject

	UE Positioning measurements
	O
	
	9.2.x
	This IE contains the UE positioning measurement result from the old RAN

FFS if this IE can be an 
	YES
	ignore



NEXT CHANGE
[bookmark: _Toc20955310][bookmark: _Toc29991513][bookmark: _Toc36555914][bookmark: _Toc44497659][bookmark: _Toc45108046][bookmark: _Toc45901666][bookmark: _Toc51850747][bookmark: _Toc56693751][bookmark: _Toc64447295][bookmark: _Toc66286789][bookmark: _Toc74151484][bookmark: _Toc81322092]9.2.3.x	UE positioning measurements
This information element contains the measurement result from the old RAN (FFS if this IE can be an 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	List of TRPs
	
	1
	
	List of TRPs in the old gNB

	>TRP ID
	
	
	
	

	>Measured Result Item
	
	1 .. <maxnoPosMeas>
	
	

	>>CHOICE Measured Results Value
	M
	
	
	

	>>>UL Angle of Arrival
	M
	
	
	

	>>>UL SRS-RSRP
	M
	
	
	

	>>>UL RTOA
	M
	
	
	

	>>>gNB Rx-Tx Time Difference
	M
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