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Discussion
1
Introduction

This is the discussion for a missing cause value in the S-NODE MODIFICATION REQUIRED message.
2
Discussion

The S-NG-RAN node can initiate PDU Session to be released procedure by sending the S-NODE MODIFICATION REQUIRED message to the M-NG-RAN node, containing PDU Session Resources To Be Released Item IE.

As showed in the below figure, for the SN terminated bearer in the PDU Session Resources To Be Released Item IE, the S-NG-RAN node includes the PDU Session ID and Data Forwarding and Offloading Info from source NG-RAN node IE if there is data forwarding proposed from the S-NG-RAN node, or includes DRBs To Be Released List IE if there is no data forwarding proposed. In both IEs, cause value is not included. 
While for the MN terminated bearer, the S-NODE MODIFICATION REQUIRED message contains an PDU session ID to be release together with the Cause value.
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Figure 1: SN Modification Required Message
Normally, when the source triggers the release procedure, the source side indicates the reason for the release, then the receiving side can take into account to perform the following action. In all other release procedures, a cause value is associated with the released IE. E.g. if the M-NG-RAN node requests transfer of the PDCP hosting from the S-NG-RAN node to the M-NG-RAN node for a PDU session, S-NODE MODIFICATION REQUEST message contains an PDU session ID to be released with the cause value. Therefore, we propose to add the missed cause value to the PDU Session To Be Released List-SN terminated IE. The corresponding CRs are showed in R3-215506 for Rel-15 and R3-215507 for Rel-16.
Proposal 1: 
It is proposed to add the the Cause IE to the PDU Session To Be Released List-SN terminated IE in S-NODE MODIFICATION REQUIRED message.
3
Proposal
This document discussed the Cause value is needed for PDU Session To Be Released List-SN terminated IE in S-NODE MODIFICATION REQUIRED message. It is proposed to agree the below proposal and the corresponding CRs.

Proposal 1: 
It is proposed to add the Cause IE to the PDU Session to Be Released List-SN terminated IE in S-NODE MODIFICATION REQUIRED message.
The corresponding CRs are in [2] R3-215506 and [3] R3-215507.
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