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This information element contains the SRS configuration configured by the NG-RAN node for the UE.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	SRS Carrier List
	
	1..<maxnoSRS-Carriers>
	
	

	>Point A
	M
	
	INTEGER (0..3279165)
	NR ARFCN

	>Uplink Channel BW-PerSCS-List
	
	1..<maxnoSCSs>
	
	SCS-SpecificCarrier TS 38.331 [13]

	>>Offset To Carrier
	M
	
	INTEGER(0..2199,…)
	First usable RB to Point A in the number of PRBs

	>>Subcarrier Spacing
	M
	
	ENUMERATED(kHz15, kHz30, kHz60, kHz120,…)
	

	>>Carrier Bandwidth
	M
	
	INTEGER(1..275,…)
	

	>Active UL BWP
	M
	
	
	Only the configuration in the active UL BWP is needed.

	>>Location And Bandwidth
	M
	
	INTEGER(0..37949,…)
	BWP TS 38.331 [13]

	>>Subcarrier Spacing
	M
	
	ENUMERATED(kHz15, kHz30, kHz60, kHz120,…)
	

	>>Cyclic Prefix
	M
	
	ENUMERATED(Normal, Extended)
	

	>>Tx Direct Current Location
	M
	
	INTEGER(0..3301,…)
	

	>>Shift7dot5kHz
	O
	
	ENUMERATED(true,…)
	

	>>SRS Config
	M
	
	
	SRS-Config as defined in TS 38.331 [13]

	>>>SRS Resource List
	
	0..<maxnoSRS-Resources>
	
	

	>>>>SRS Resource
	M
	
	9.2.29
	SRS-Resource as defined in TS 38.331 [13]

	>>>Positioning SRS Resource List
	
	0..<maxnoSRS-PosResources>
	
	

	>>>>Positioning SRS Resource
	M
	
	9.2.30
	SRS-PosResource-r16 as defined in TS 38.331 [13]

	>>>SRS Resource Set List
	
	0..<maxnoSRS-ResourcesSets>
	
	

	>>>>SRS Resource Set
	M
	
	9.2.31
	SRS-ResourceSet as defined in TS 38.331 [13]

	>>>Positioning SRS Resource Set List
	
	0..<maxnoSRS-PosResourcesSets>
	
	

	>>>>Positioning SRS Resource Set 
	M
	
	9.2.32
	SRS-PosResourceSet-r16 as defined in TS 38.331 [13]

	>NR PCI
	O
	
	INTEGER (0..1007)
	Physical Cell ID of the cell that contains the SRS carrier



	Range bound
	Explanation

	maxnoSRS-Carriers
	Maximum no of carriers for SRS. Value is 32.

	maxnoSCSs
	Maximum no of SCS spacings for a carrier. Value is 5.

	maxnoSRS-Resources
	Maximum no of SRS resources per UL BWP. Value is 64.

	maxnoSRS-PosResources
	Maximum no of positioning SRS resources per UL BWP. Value is 64.

	maxnoSRS-ResourceSets
	Maximum no of SRS resource sets per UL BWP. Value is 16.

	maxnoSRS-PosResourceSets
	Maximum no of positioning SRS resource sets per UL BWP. Value is 16.
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