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For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
5QI	5G QoS Identifier
AMF	Access and Mobility Management Function
CAG	Closed Access Group
CGI	Cell Global Identifier
CHO	Conditional Handover
CP	Control Plane
DAPS	Dual Active Protocol Stack
DL	Downlink
EN-DC	E-UTRA-NR Dual Connectivity
E-RAB	E-UTRAN Radio Access Bearer
GUAMI	Globally Unique AMF Identifier
IAB	Integrated Access and Backhaul
IMEISV	International Mobile station Equipment Identity and Software Version number
MCG	Master Cell Group
M-NG-RAN node	Master NG-RAN node
NGAP	NG Application Protocol
NID	Network Identifier
NPN	Non-Public Network
NSSAI	Network Slice Selection Assistance Information
PNI-NPN	Public Network Integrated Non-Public Network RANAC	RAN Area Code
RSN	Redundancy Sequence Number
SCG	Secondary Cell Group
SCTP	Stream Control Transmission Protocol
SDT	Small Data Transmission
SNPN	Stand-alone Non-Public Network
S-NG-RAN node	Secondary NG-RAN node
S-NSSAI	Single Network Slice Selection Assistance Information
SUL	Supplementary Uplink
TAC	Tracking Area Code
TAI	Tracking Area Identity
UL	Uplink
UPF	User Plane Function
V2X	Vehicle-to-Everything
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The purpose of the Retrieve UE Context procedure is to either retrieve the UE context from the old NG-RAN node and transfer it to the NG-RAN node where the UE RRC Connection has been requested to be established, or to enable the old NG-RAN node to forward an RRC message to the UE via the new NG-RAN node without context transfer.
The procedure uses UE-associated signalling.
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Figure 8.2.4.2-1: Retrieve UE Context, successful operation
The new NG-RAN node initiates the procedure by sending the RETRIEVE UE CONTEXT REQUEST message to the old NG-RAN node.
If the old NG-RAN node is able to identify the UE context by means of the UE Context ID, and to successfully verify the UE by means of the integrity protection contained in the RETRIEVE UE CONTEXT REQUEST message, and decides to provide the UE context to the new NG-RAN node, it shall respond to the new NG-RAN node with the RETRIEVE UE CONTEXT RESPONSE message.
If the Index to RAT/Frequency Selection Priority IE is contained in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node shall store this information and use it as defined in TS 23.501 [7].
If the Location Reporting Information IE is included in the RETRIEVE UE CONTEXT RESPONSE message, then the new NG-RAN node should initiate the requested location reporting functionality as defined in TS 38.413 [5].
If the Trace Activation IE is included in the RETRIEVE UE CONTEXT RESPONSE message which includes 
-	the MDT Activation IE set to "Immediate MDT and Trace", then the target NG-RAN node shall if supported, initiate the requested trace session and MDT session as described in TS 32.422 [23].
-	the MDT Activation IE set to "Immediate MDT Only" or "Logged MDT only", the target NG-RAN node shall, if supported, initiate the requested MDT session as described in TS 32.422 [23] and the target NG-RAN node shall ignore the Interfaces To Trace IE, and the Trace Depth IE.
-	the MDT Location Information IE, within the MDT Configuration IE, the target NG-RAN node shall, if supported, store this information and take it into account in the requested MDT session.
-	the MDT Activation IE set to "Immediate MDT Only" or "Logged MDT only", and if the Signalling based MDT PLMN List IE is included in the MDT Configuration IE, the target NG-RAN node may use it to propagate the MDT Configuration as described in TS 37.320 [43].
-	the Bluetooth Measurement Configuration IE, within the MDT Configuration IE, the target NG-RAN node shall, if supported, take it into account for MDT Configuration as described in TS 37.320 [43].
-	the WLAN Measurement Configuration IE, within the MDT Configuration IE, the target NG-RAN node shall, if supported, take it into account for MDT Configuration as described in TS 37.320 [43].
-	the Sensor Measurement Configuration IE, within the MDT Configuration IE, take it into account for MDT Configuration as described in TS 37.320 [43].
-	the MDT Configuration IE and if the target NG-RAN Node is a gNB at least the MDT Configuration-NR IE shall be present, while if the target NG-RAN Node is an ng-eNB at least the MDT Configuration-EUTRA IE shall be present.
For each QoS flow in the RETRIEVE UE CONTEXT RESPONSE message, if the QoS Monitoring Request IE is included in the QoS Flow Level QoS Parameters IE in the PDU Session Resources To Be Setup List IE, the new NG-RAN node shall store this information, and, if supported, perform delay measurement and QoS monitoring, as specified in TS 23.501 [7]. If the QoS Monitoring Reporting Frequency IE is included in the QoS Flow Level QoS Parameters IE in the PDU Session Resources To Be Setup List IE, the new NG-RAN node shall store this information, and, if supported, use it for RAN part delay reporting.
If the 5GC Mobility Restriction List Container IE is included in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node shall, if supported, store this information in the UE context and use it as specified in TS 38.300 [9].
[bookmark: _Toc20955066][bookmark: _Toc29991253][bookmark: _Toc36555653]V2X:
-	If the NR V2X Services Authorized IE is included in the RETRIEVE UE CONTEXT RESPONSE message and it contains one or more IEs set to "authorized", the new NG-RAN node shall, if supported, consider that the UE is authorized for the relevant service(s).
-	If the LTE V2X Services Authorized IE is included in the RETRIEVE UE CONTEXT RESPONSE message and it contains one or more IEs set to "authorized", the new NG-RAN node shall, if supported, consider that the UE is authorized for the relevant service(s).
-	If the NR UE Sidelink Aggregate Maximum Bit Rate IE is included in the UE Context Information Retrieve UE Context Response IE in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node shall, if supported, use the received value for the concerned UE’s sidelink communication in network scheduled mode for NR V2X services.
-	If the LTE UE Sidelink Aggregate Maximum Bit Rate IE is included in the UE Context Information Retrieve UE Context Response IE in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node shall, if supported, use the received value for the concerned UE’s sidelink communication in network scheduled mode for LTE V2X services.
If the PC5 QoS Parameters IE is included in the RETRIEVE UE CONTEXT RESPONSE message, the target NG-RAN node shall, if supported, use it as defined in TS 23.287[38].
[bookmark: _Hlk43279050]In case of RRC Re-establishment, the old NG-RAN may include the UE History Information IE or the UE History Information from the UE IE in the RETRIEVE UE CONTEXT RESPONSE message. Upon reception of the UE History Information IE or the UE History Information from the UE IE in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node shall, if supported, store the collected information and use it for future handover preparations.
If the UE Radio Capability ID IE is contained in the RETRIEVE UE CONTEXT RESPONSE message, the new NG- RAN node shall, if supported store this information in the UE context and use it as defined in TS 23.501 [7] and TS 23.502 [13].
If the SDT Information IE is included in the RETRIEVE UE CONTEXT REQUEST message, the old NG-RAN node shall consider that the UE context retrieval request is for SDT and act as specified in TS 38.300 [9]. If the Relocation Preference IE is also included, the old NG-RAN node shall take the preference of the new NG-RAN node into account in deciding whether to relocate the UE context or not, as described in TS 38.300 [9].

[bookmark: _Toc44497316][bookmark: _Toc45107704][bookmark: _Toc45901324][bookmark: _Toc51850403][bookmark: _Toc56693406][bookmark: _Toc64446949][bookmark: _Toc66286443][bookmark: _Toc74151138][bookmark: _Toc81321746]8.2.4.3	Unsuccessful Operation

Figure 8.2.4.3-1: Retrieve UE Context, unsuccessful operation
If the old NG-RAN node is not able to identify the UE context by means of the UE Context ID, or if the integrity protection contained in the RETRIEVE UE CONTEXT REQUEST message is not valid, or, if it decides not to provide the UE context to the new NG-RAN node, it shall respond to the new NG-RAN node with the RETRIEVE UE CONTEXT FAILURE message.
If the old NG-RAN node decides to keep the UE context in case of periodic RNAU or in case of SDT, it shall store the Allocated C-RNTI IE and the Access PCI IE in the UE Context ID IE, as described in TS 38.300 [9].
If the Old NG-RAN node to New NG-RAN node Resume Container IE is included in the RETRIEVE UE CONTEXT FAILURE message, the new NG-RAN node should transparently forward the content of this IE to the UE as described in TS 38.300 [9].
If the SDT Configuration IE is included in the RETRIEVE UE CONTEXT FAILURE message, the new NG-RAN node shall consider that the old NG-RAN node decides to keep the UE context for SDT and use this information to allocate necessary resources and establish Xn-U bearers for data forwarding, as described in TS 38.300 [9]. 
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Void.
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For handover, the UE Context Release procedure is initiated by the target NG-RAN node to indicate to the source NG-RAN node that radio and control plane resources for the associated UE context are allowed to be released.
For dual connectivity, the UE Context Release procedure is initiated by the M-NG-RAN node to initiate the release the UE context at the S-NG-RAN node. For dual connectivity specific mobility scenarios specified in TS 37.340 [8], where SCG radio resources in the S-NG-RAN node are kept, only resources related to the UE-associated signalling connection between the M-NG-RAN node and the S-NG-RAN node are released. 
For UE context retrieval, the UE Context Release procedure is initiated by the new NG-RAN node to indicate to the old NG-RAN node that radio and control plane resources for the associated UE context are allowed to be released. In case of SDT, the UE Context Release procedure may also be initiated by the old NG-RAN node to indicate to the new NG-RAN node that radio and control plane resources for the associated UE context are allowed to be released. 
The procedure uses UE-associated signalling.
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Figure 8.2.7.2-1: UE Context Release, successful operation for handover
[bookmark: _Hlk534060063]
Figure 8.2.7.2-2: UE Context Release, successful operation for dual connectivity

Figure 8.2.7.2-3: UE Context Release, successful operation for UE context retrieval (non-SDT)


Figure 8.2.7.2-4: UE Context Release, successful operation for UE context retrieval (SDT)
Handover
The UE Context Release procedure is initiated by the target NG-RAN node. By sending the UE CONTEXT RELEASE message the target NG-RAN node informs the source NG-RAN node of Handover success and triggers the release of resources.
Upon reception of the UE CONTEXT RELEASE message, the source NG-RAN node may release radio and control plane related resources associated to the UE context. If data forwarding has been performed, the source NG-RAN node should continue forwarding of user plane data as long as packets are received at the source NG-RAN node.
Dual Connectivity
The UE Context Release procedure is initiated by the M-NG-RAN node. By sending the UE CONTEXT RELEASE message the M-NG-RAN node informs the S-NG-RAN node that the UE Context can be removed.
Upon reception of the UE CONTEXT RELEASE message, the S-NG-RAN node may release radio and control plane related resources associated to the UE context. If data forwarding has been performed, the S-NG-RAN node should continue forwarding of user plane data as long as packets are received at the S-NG-RAN node.
UE Context Retrieval
The UE Context Release procedure is initiated by the new NG-RAN node. By sending the UE CONTEXT RELEASE message the new NG-RAN node informs the old NG-RAN node of RRC connection reestablishment success or RRC connection resumption success and triggers the release of resources.
In case of SDT, the UE Context Release procedure may also be initiated by the old NG-RAN node to request the new NG-RAN node to forward the RRC message included in the Old NG-RAN node To New NG-RAN node Release Container IE and to indicate that radio and control plane resources for the associated UE context are allowed to be released.
Interaction with the M-NG-RAN node initiated S-NG-RAN node Release procedure:
The S-NG-RAN node may receive the S-NODE RELEASE REQUEST message including the UE Context Kept Indicator IE set to "True", upon which the S-NG-RAN node shall, if supported, only release the resources related to the UE-associated signalling connection between the M-NG-RAN node and the S-NG-RAN node, as specified in TS 37.340 [8].
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Not applicable.
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If the UE Context Release procedure is not initiated towards the source NG-RAN node from any prepared NG-RAN node before the expiry of the timer TXnRELOCoverall, the source NG-RAN node shall request the AMF to release the UE context.
If the UE returns to source NG-RAN node before the reception of the UE CONTEXT RELEASE message or the expiry of the timer TXnRELOCoverall, the source NG-RAN node shall stop the TXnRELOCoverall and continue to serve the UE.
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The purpose of the SRB Transfer procedure is to deliver a PDCP-C PDU encapsulating an LTE RRC message or NR RRC message between the old NG-RAN node and the new NG-RAN node.
The procedure uses UE-associated signalling.
8.2.X.2	Successful Operation


Figure 8.2.X.2-1: SRB Transfer procedure, successful operation.
The old NG-RAN node initiates the procedure by sending the SRB TRANSFER message to the new NG-RAN node or the new NG-RAN node initiates the procedure by sending the SRB TRANSFER message to the old NG-RAN node.
If the new NG-RAN node receives the RRC Container IE, it shall deliver the contained PDCP-C PDU encapsulating an RRC message to the UE. 
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Not applicable.
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Not applicable.
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This message is sent by the target NG-RAN node to the source NG-RAN node to indicate that resources can be released.
In case of SDT, this message is sent by the target (new) NG-RAN node to the source (old) NG-RAN node, and vice versa.
Direction: target NG-RAN node ® source NG-RAN node, M-NG-RAN node ® S-NG-RAN node.
Direction: (in case of SDT), new NG-RAN node ® old NG-RAN node, old NG-RAN node ® new NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	Source NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated for handover at the source NG-RAN node or for dual connectivity at the S-NG-RAN node.
	YES
	reject

	Target NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated for handover at the target NG-RAN node or for dual connectivity at the M-NG-RAN node.
	YES
	reject

	Old NG-RAN node To New NG-RAN node Release Container
	O
	
	OCTET STRING
	Includes either the RRCRelease message as defined in TS 38.331 [10], or the RRCConnectionRelease message as defined in TS 36.331 [14], encapsulated in a PDCP-C PDU.
	YES
	reject
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This message is sent by the new NG-RAN node to request the old NG-RAN node to transfer the UE Context to the new NG-RAN.
Direction: new NG-RAN node ® old NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	New NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the new NG-RAN node
	YES
	reject

	UE Context ID
	M
	
	9.2.3.40
	
	YES
	reject

	Integrity protection
	M
	
	BIT STRING (SIZE (16)) 
	RRC Resume:
ResumeMAC-I either contained in the RRC ResumeRequest or the RRCResumeRequest1 message as defined in TS 38.331 [10])
or the ShortResumeMAC-I in the RRCConnection ResumeRequest message as defined in TS 36.331 [14])
RRC Reestablishment:
ShortMAC-I contained in the RRCReestablishmentRequest as defined in TS 38.331 [10])
or the ShortMAC-I in the RRCConnection ReestablishmentRequest message as defined in TS 36.331 [14]). 
RRC Resume for UP CIoT Optimization:
ShortResumeMAC-I in the RRCConnection ResumeRequest message or RRCConnection ResumeRequest-NB message as defined in TS 36.331 [14].
	YES
	reject

	New Cell Identifier
	M
	
	NG-RAN Cell Identity
9.2.2.9
	RRC Resume:
Corresponds to the targetCellIdentity within the VarResumeMAC-Input as specified in TS 38.331 [10] or the cellIdentity within the VarShortINACTIVE-MAC-Input as specified in TS 36.331 [14].
RRC Reestablishment:
Corresponds to the targetCellIdentity within the VarShortMAC-Input as specified in TS 38.331 [10] or the cellIdentity within the VarShortMAC-Input as specified in TS 36.331 [14]. 
RRC Resume for UP CIoT Optimization:
Corresponds to the cellIdentity within the VarShortResumeMAC-Input or VarShortResumeMAC-Input-NB as specified in TS 36.331 [14].
	YES
	reject

	RRC Resume Cause
	O
	
	9.2.3.61
	In case of RNA Update, contains the cause value provided by the UE in the RRCResumeRequest or the RRCResumeRequest1 message, as defined in TS 38.331 [10],
or in the RRCConnection ResumeRequest message, as defined in TS 36.331 [14].
	YES
	ignore

	SDT Information
	O
	
	9.2.3.XX1
	
	Yes
	ignore
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[bookmark: _Toc20955189][bookmark: _Toc29991384][bookmark: _Toc36555784][bookmark: _Toc44497491][bookmark: _Toc45107879][bookmark: _Toc45901499][bookmark: _Toc51850578][bookmark: _Toc56693581][bookmark: _Toc64447124][bookmark: _Toc66286618][bookmark: _Toc74151313][bookmark: _Toc81321921]9.1.1.10	RETRIEVE UE CONTEXT FAILURE
This message is sent by the old NG-RAN node to inform the new NG-RAN node that the Retrieve UE Context procedure has failed.
Direction: old NG-RAN node ® new NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	New NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the new NG-RAN node
	YES
	ignore

	Old NG-RAN node To New NG-RAN node Resume Container
	O
	
	OCTET STRING
	[bookmark: _Hlk518574461][bookmark: _Hlk517180145]Includes either the RRCRelease message as defined in TS 38.331 [10], or the RRCConnectionRelease message as defined in TS 36.331 [14], encapsulated in a PDCP-C PDU.
	YES
	ignore

	Cause
	M
	
	9.2.3.2
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.3.3
	
	YES
	ignore

	SDT Configuration
	O
	
	9.3.XX2
	Includes necessary configuration to support SDT when the old NG-RAN node decides to keep the UE context.
	YES
	reject






//////////////////////////////////////////////////////////////irrelevant operations skipped/////////////////////////////////////////////////////////////////////
[bookmark: _Toc20955211][bookmark: _Toc29991406][bookmark: _Toc36555806][bookmark: _Toc44497516][bookmark: _Toc45107904][bookmark: _Toc45901524][bookmark: _Toc51850603][bookmark: _Toc56693606][bookmark: _Toc64447149][bookmark: _Toc66286643][bookmark: _Toc74151338][bookmark: _Toc81321946]9.1.1.YY	SRB TRANSFER
This message is sent by the old NG-RAN node to the new NG-RAN node or by the new NG-RAN node to the old NG-RAN node to transfer a PDCP-C PDU encapsulating RRC message.
Direction: old NG-RAN node ® new NG-RAN node or new NG-RAN node ® old NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	[bookmark: OLE_LINK9]Old NG-RAN node UE XnAP ID reference
	M
	
	[bookmark: OLE_LINK184]NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the old NG-RAN node
	YES
	reject

	New NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the new NG-RAN node
	YES
	reject

	RRC Container
	M
	
	OCTET STRING
	Contains a PDCP-C PDU encapsulating an RRC message as defined in subclause 6.2.1 of TS 38.331 [10] or TS 36.331 [14] and ciphered with the key of the old NG-RAN node.
	YES
	ignore

	SRB Type
	M
	
	ENUMERATED (srb1, srb2, ...)
	The SRB type to be used
	YES
	reject




//////////////////////////////////////////////////////////////irrelevant operations skipped/////////////////////////////////////////////////////////////////////
[bookmark: _Toc20955351][bookmark: _Toc29991554][bookmark: _Toc36555955][bookmark: _Toc44497700][bookmark: _Toc45108087][bookmark: _Toc45901707][bookmark: _Toc51850788][bookmark: _Toc56693792][bookmark: _Toc64447336][bookmark: _Toc66286830][bookmark: _Toc74151525][bookmark: _Toc81322133]9.2.3.XX1		SDT Information
This IE includes information related to SDT (small data transmission) to be taken into account by the old NG-RAN node.
Editor's Note: FFS on other potential assitance information
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	SDT Indicator
	M
	
	ENUMERATED (true, …)
	Indicates that the resume request is due to SDT.

	Relocation Preference
	O
	
	ENUMERATED (no relocation, relocation, …)
	Indicates that the new NG-RAN node prefers to keep the UE context in the old NG-RAN node or to relocate the context.





//////////////////////////////////////////////////////////////irrelevant operations skipped/////////////////////////////////////////////////////////////////////
9.2.3.XX2		SDT Configuration
This IE includes necessary configuration information to process RLC PDUs and perform data forwarding related to SDT (small data transmission). 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	SDT RB Configuration
	M
	
	OCTET STRING
	CellGroupConfig IE as defined in subclause 6.3.2 in TS 38.331 [10]. Required at least to carry SRB1 configuration and DRB configuration configured for SDT. 

	SDT Xn-U Context Information
	M
	
	9.3.XX3
	




//////////////////////////////////////////////////////////////irrelevant operations skipped/////////////////////////////////////////////////////////////////////
9.2.3.XX3		SDT Xn-U Context Information
This IE includes information necessary to setup Xn-U bearers related to SDT (small data transmission).
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Session Resources To Be Added List
	
	1
	
	
	YES
	ignore

	>PDU Session Resources To Be Added Item
	
	1 .. <maxnoofPDUSessions>
	
	
	–
	

	>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>DRBs To Be Setup List
	
	1
	
	
	–
	

	>>>DRBs to Be Setup Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>>>PDCP SN Length
	M
	
	9.2.3.63
	Indicates the PDCP SN length of the DRB.
	–
	

	>>>>DRB QoS
	M
	
	QoS Flow Level QoS Parameters
9.2.3.5
	
	–
	

	>>>>QoS Flows Mapped To DRB List
	
	1
	
	
	–
	

	>>>>>QoS Flows Mapped To DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>>>>>QoS Flow Identifier
	M
	
	9.2.3.10
	
	–
	

	>>>>>>QoS Flow Mapping Indication
	O
	
	9.2.3.79
	
	–
	

	>>>>UL PDCP UP TNL Information
	M
	
	UP Transport Parameters 9.2.3. 76
	Old NG-RAN node endpoint(s) of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs.
	–
	

	>>>>secondary SN UL PDCP UP TNL Information
	O
	
	UP Transport Parameters 9.2.3.76
	Old NG-RAN node endpoint(s) of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs in case of PDCP duplication.
	–
	

	>>>>Additional PDCP Duplication TNL List
	
	0..1
	
	
	YES
	ignore

	>>>>>Additional PDCP Duplication TNL Item
	
	1 .. <maxnoofAdditionalPDCPDuplicationTNL>
	
	
	–
	

	>>>>>>Additional PDCP Duplication UP TNL Information
	M
	
	UP Transport Parameters 9.2.3.76
	Old NG-RAN node endpoint(s) of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs in case of additional PDCP duplication.
	–
	



	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions. Value is 256

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is 32. 

	maxnoofQoSFlows
	Maximum no. of QoS flows. Value is 64

	maxnoofAdditionalPDCPDuplicationTNL
	Maximum no. of additional PDCP Duplication TNL. Value is 2.
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