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1	Introduction
[bookmark: _Toc474247438]At RAN3 #112, reporting of PRB utilisation per slice was agreed and at RAN3 #113, it was agreed that the utilisation percentage will be counted against the total number of PRBs in the cell. In this paper, we propose a TP to F1AP to remove the FFS from the semantics.
3	Text proposal
The below changes are proposed to be included in the F1AP BL CR for SON

============ First Change ==============
[bookmark: _Toc51763817][bookmark: _Toc64448987][bookmark: _Toc66289646][bookmark: _Toc74151461]9.3.1.129	Radio Resource Status
The Radio Resource Status IE indicates the usage of the PRBs per cell and, per SSB area and per slice for all traffic in Downlink and Uplink.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	SSB Area Radio Resource Status List
	
	1
	
	
	-
	

	>SSB Area Radio Resource Status Item
	
	1..<maxnoofSSBAreas>
	
	
	-
	

	>>SSB Index
	M
	
	INTEGER (0..63)
	
	-
	

	>>SSB Area DL GBR PRB usage
	M
	
	INTEGER (0..100)
	Per SSB area DL GBR PRB usage in percentage of the cell total PRB number.
	-
	

	>>SSB Area UL GBR PRB usage
	M
	
	INTEGER (0..100)
	Per SSB area UL GBR PRB usage in percentage of the cell total PRB number.
	-
	

	>>SSB Area DL non-GBR PRB usage
	M
	
	INTEGER (0..100)
	Per SSB area DL non-GBR PRB usage in percentage of the cell total PRB number.
	-
	

	>>SSB Area UL non-GBR PRB usage
	M
	
	INTEGER (0..100)
	Per SSB area UL non-GBR PRB usage in percentage of the cell total PRB number.
	-
	

	>>SSB Area DL Total PRB usage
	M
	
	INTEGER (0..100)
	Per SSB area DL Total PRB usage in percentage of the cell total PRB number.
	-
	

	>>SSB Area UL Total PRB usage
	M
	
	INTEGER (0..100)
	Per SSB area UL Total PRB usage in percentage of the cell total PRB number.
	-
	

	>>DL scheduling PDCCH CCE usage
	O
	
	INTEGER (0..100)
	
	-
	

	>>UL scheduling PDCCH CCE usage
	O
	
	INTEGER (0..100)
	
	-
	

	Slice Radio Resource List
	
	0..1
	
	
	YES
	ignore

	>Slice Radio Resource Item
	
	1..< maxnoofBPLMNsNR >
	
	
	-
	

	>>PLMN Identity
	M
	
	9.3.1.14
	Broadcast PLMN
	-
	

	>>S-NSSAI Radio Resource Status List
	
	1
	
	
	-
	

	>>>S-NSSAI Radio Resource Status Item
	
	1..<maxnoofSliceItems>
	
	
	
	

	>>>>S-NSSAI
	M
	
	9.3.1.38
	
	-
	

	>>>>S-NSSAI DL GBR PRB usage
	M
	
	INTEGER (0..100)
	Per slice DL GBR PRB usage in percentage of the cell total PRB number.
	-
	

	>>>>S-NSSAI UL GBR PRB usage
	M
	
	INTEGER (0..100)
	Per slice UL GBR PRB usage in percentage of the cell total PRB number. 
	-
	

	>>>>S-NSSAI DL non-GBR PRB usage
	M
	
	INTEGER (0..100)
	Per slice DL non-GBR PRB usage in percentage of the cell total PRB number.
	-
	

	>>>>S-NSSAI UL non-GBR PRB usage
	M
	
	INTEGER (0..100)
	Per slice UL non-GBR PRB usage in percentage of the cell total PRB number.
	-
	

	>>>>Slice DL Total PRB allocation
	M
	
	INTEGER (0..100)
	Total amount of DL PRBs available per cell for this slice if all the resources the slice could access were usable.
	
	

	>>>>Slice UL Total PRB allocation
	M
	
	INTEGER (0..100)
	Total amount of UL PRBs available per cell for this slice if all the resources the slice could access were usable.
	
	



	Range bound
	Explanation

	maxnoofSSBAreas
	Maximum no. SSB Areas that can be served by a cell. Value is 64.

	maxnoofSliceItems
	Maximum no. of signalled slice support items. Value is 1024. 

	maxnoofBPLMNsNR
	Maximum no. of PLMN Ids.broadcast in a cell. Value is 12.



============ End of changes ==============

