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1. Introduction
[bookmark: _Toc352077766]This document captures initial agreements out of RAN3#114.
2. Text Proposal

	[bookmark: _Toc384916784][bookmark: _Toc384916783][bookmark: _Toc5694163][bookmark: _Toc525567631][bookmark: _Toc525567067][bookmark: _Toc534900834][bookmark: _Toc535237692][bookmark: _Toc20954837]Change Begins



[bookmark: _Toc20955804][bookmark: _Toc29892898][bookmark: _Toc36556835][bookmark: _Toc45832225][bookmark: _Toc51763405][bookmark: _Toc52131743][bookmark: _Toc20954935][bookmark: _Toc29503372][bookmark: _Toc29503956][bookmark: _Toc29504540][bookmark: _Toc36552986][bookmark: _Toc36554713][bookmark: _Toc45652003][bookmark: _Toc45658435][bookmark: _Toc45720255][bookmark: _Toc45798135][bookmark: _Toc45897524][bookmark: _Toc51745728]8.4	RRC Message Transfer procedures
[bookmark: _Toc20955805][bookmark: _Toc29892899][bookmark: _Toc36556836][bookmark: _Toc45832226][bookmark: _Toc51763406][bookmark: _Toc52131744]8.4.1	Initial UL RRC Message Transfer
[bookmark: _Toc20955806][bookmark: _Toc29892900][bookmark: _Toc36556837][bookmark: _Toc45832227][bookmark: _Toc51763407][bookmark: _Toc52131745]8.4.1.1	General
The purpose of the Initial UL RRC Message Transfer procedure is to transfer the initial RRC message to the gNB-CU. The procedure uses non-UE-associated signaling.
[bookmark: _Toc20955807][bookmark: _Toc29892901][bookmark: _Toc36556838][bookmark: _Toc45832228][bookmark: _Toc51763408][bookmark: _Toc52131746]8.4.1.2	Successful operation
[bookmark: _MON_1561451001]
Figure 8.4.1.2-1: Initial UL RRC Message Transfer procedure.
The establishment of the UE-associated logical F1-connection shall be initiated as part of the procedure.
If the DU to CU RRC Container IE is not included in the INITIAL UL RRC MESSAGE TRANSFER, the gNB-CU should reject the UE under the assumption that the gNB-DU is not able to serve such UE. If the gNB-DU is able to serve the UE, the gNB-DU shall include the DU to CU RRC Container IE and the gNB-CU shall configure the UE as specified in TS 38.331 [8]. The gNB-DU shall not include the ReconfigurationWithSync field in the CellGroupConfig IE as defined in TS 38.331 [8] of the DU to CU RRC Container IE.
If the SUL Access Indication IE is included in the INITIAL UL RRC MESSAGE TRANSFER, the gNB-CU shall consider that the UE has performed access on SUL carrier.
If the RRC-Container-RRCSetupComplete IE is included in the INITIAL UL RRC MESSAGE TRANSFER, the gNB-CU shall take it into account as specified in TS 38.401 [4].
If the SDT Indicator IE is included in the INITIAL UL RRC MESSAGE TRANSFER, the gNB-CU shall, if supported, consider that the UE is accessing for SDT as defined in TS 38.300 [6].
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<Unchanged Text Omitted>


[bookmark: _Toc20955888][bookmark: _Toc29893000][bookmark: _Toc36556937][bookmark: _Toc45832369][bookmark: _Toc51763622][bookmark: _Toc52131960]9.2.3.1	INITIAL UL RRC MESSAGE TRANSFER
This message is sent by the gNB-DU to transfer the initial layer 3 message to the gNB-CU over the F1 interface.
Direction: gNB-DU gNB-CU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	NR CGI
	M
	
	9.3.1.12
	NG-RAN Cell Global Identifier (NR CGI)
	YES
	reject

	C-RNTI
	M
	
	9.3.1.32
	C-RNTI allocated at the gNB-DU
	YES
	reject

	RRC-Container
	M
	
	9.3.1.6
	Includes the UL-CCCH-Message IE or UL-CCCH1-Message IE as defined in subclause 6.2 of TS 38.331 [8].
	YES
	reject

	DU to CU RRC Container
	O
	
	OCTET STRING 
	CellGroupConfig IE as defined in subclause 6.3.2 in TS 38.331 [8]. Required at least to carry SRB1 configuration. The ReconfigurationWithSync field is not included in the CellGroupConfig IE.
	YES
	reject

	SUL Access Indication
	O
	
	ENUMERATED (true, ...)
	
	YES
	ignore

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	Ignore

	RAN UE ID
	O
	
	OCTET STRING (SIZE (8))
	
	YES
	ignore

	RRC-Container-RRCSetupComplete
	O
	
	9.3.1.6
	Includes the UL-DCCH-Message IE including the RRCSetupComplete message, as defined in subclause 6.2 of TS 38.331 [8].
	YES
	ignore

	SDT Indicator
	O
	
	ENUMERATED (true, ...)
	
	YES
	ignore




	Change Ends
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