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1	Introduction
[bookmark: _Toc474247438]Discussions on MRO for SN Change Failure have been made at RAN3#109-e, RAN3#110-e, RAN3#111-e, RAN3#112-e, RAN3#113-e and RAN3#114-e meetings, and several agreements were made. 
In this document, we provide explanations, observations and proposals for the open issues and items left FFS. In particular, we focus on the details of signalling in relation to the existing features and propose small corrections to the agreements made previously. Finally, we analyse if any differences in the mechanism are needed for Rel.17 and pre-Rel.17 UEs.
A text proposal for XnAP is offered at the end of the document.
2	Discussion
2.1	MRO for SN Change Failure for Pre-Rel-17 UEs
The following agreement has been made in the RAN3#113-e meeting:
Agree B1-1 as the procedure between the MN and the last serving SN. 
Solution B1-1: MN always forward SCG failure report to last serving SN. If the problem is not introduced by the last serving SN (not too late PScell change and no intra-SN Pscell change), last serving SN sends the second message to MN. Two class 2 procedures should be defined. If the failure is brought by the last serving SN, the second class 2 procedure is not needed.
In addition, we have the following agreements from the previous RAN3 meetings:
Define new message from MN to the initiating SN to forward SCGfailureinformation.
A class 2 procedure is defined for transmitting SCGFailureInformation from the MN to the SN that caused the failure, unless class-1 is found needed to resolve the issue of intra-SN PSCell change. 
Proposal: Include the following IEs in the new XnAP message besides SCGFailureInformation
b)	Source PSCell CGI, if avaliable in MN
c)	Failed PSCell CGI, if available in MN 
The reason for the above decision of using class-2 procedures is that in case the guilty node is indeed the last serving SN, no further message exchange would be required between MN and the last serving SN (or even any other SN). However, when making it, RAN3 did not consider that the MN will have to forward the S-RLF information to the last serving SN, anyway, as part of the Rel-15 SCG failure recovery. Furthermore, even though RAN2 has not yet decided, it is very likely that the message used to report S-RLF from the UE since Rel-15 will be reused also for the purposes of SCG MRO. Therefore, if the above agreement is kept, the MN will have to send two procedures: first, the MODIFICATION REQUEST to inform about S-RLF (Rel-15 functionality) and then the new class-2 to ask if the last serving SN has executed any PSCell changes. And the SN will respond to the modification and then, possibly, to the SCG MRO inquiry (in total two times). This is suboptimal and undermines the reasoning to have two class-2 messages.
Proposal 1-1: Instead of a new XnAP / X2AP message, the MN-initiated modification that has to be used anyway from MN to the last serving SN (Rel-15 S-RLF recovery) is enhanced for the purpose of SCG MRO.
With the above in mind, the issue of sending or not sending the second class-2 message does not exist, because the last serving SN shall include the information in the response to the MN-initiated modification instead of sending the second class-2 message to the MN. 
Regarding failed PSCell CGI, the MN is aware what is the PSCell for a given UE only when the SN informs about each PSCell change. This is possible, but dependent on another optional feature. Therefore, it can’t be assumed the MN knows the failed PSCell always. It should be noted that the problem is not only there when intra-SN PSCell change without MN involvement occurs, as there had been some misunderstanding by the companies in the last meetings. In case of NR-DC, if the MN is to know the PSCell, it may always read the SCG configuration provided by target SN. However, assuming such implementation would be abusive, because the design of the MR-DC is made so to spare the MN from this requirement. In case of EN-DC, the MN may not even be able to read the SCG configuration.
Observation 1-1: The MN is not aware what is the PSCell for a given UE, since the SN is the node that controls SCG mobility (independent from whether any intra-SN PSCell change happened). 
Observation 1-2: For NR-DC, the assumption that the MN always reads the SCG configuration provided by target SN to learn about the PSCell for a given UE would be abusive.
Observation 1-3: For EN-DC, the MN may not even be able to read the SCG configuration.
In order for the MN to know about the failed PSCell CGI (which is to be transmitted to the source SN), the second class 2 message from the last serving SN to the MN shall contain this information. In addition, the second class 2 message shall also contain information indicating whether there was intra-SN PSCell change (which is the main intention of the agreed procedure). This can be done by including the initiating node ID (as its own ID). Moreover, XnAP IDs are needed in this message to identify the UE.
Since the last serving SN will always respond to the MN, the response has to contain information if there was any intra-SN PSCell change executed recently. Once the MN receives the feedback, depending on the provided response, it decides if the source SN of the failed SN change shall be notified.
Proposal 1-2: The response message – from the last serving SN to the MN – contains the information if there was any intra-SN PSCell change in the last serving SN and, if there was, the failed PSCell CGI of the last serving SN.
2.2	Communication between the source SN and the MN
Furthermore, the following was agreed at RAN3#114-e:
If the sufficient time has passed between the SN change and the report of SCG failure, the source SN may has released the UE context when it receives SCG Failure Information.
One may note the “may” in the above agreement: it clearly indicates that RAN3 considers two alternatives: where the source SN does store the UE context for a limited time, or when the source SN deletes the UE context right after the SN change is completed. Here, we will consider both options.
The source SN does not store UE context
In case of too late handover, (b) (source PSCell CGI) and (c) (failed PSCell CGI) that are to be reported by the MN to the source SN based on the agreement from last meeting are already known by the source / last serving SN. For Rel-17 UEs, those IEs are already reported by the UE. In case of too early handover and handover to a wrong cell, if the UE context is still there in the source SN, (b) is not needed in the message from MN to the source SN. However, in case the UE context is not there in the source SN, the source shall be notified by the MN, i.e., MN should inform the source SN about (b). 
As we have explained above, the MN is aware what is the PSCell for a given UE only when the SN informs about each PSCell change. This is possible, but dependent on another optional feature. Therefore, it can’t be assumed the MN always knows the PSCell in a given SN. Thus, in a scenario where the source SN had already removed the UE context, the MN cannot know the source PSCell CGI and therefore, cannot include (b) within the Xn message to the source SN. 
Observation 2-1:  For pre-Rel-17 UEs, in a scenario where the source SN had already removed the UE context, the MN cannot know the source PSCell CGI and therefore, cannot include (b) within the Xn message to the source SN, if needed.
To solve the problem above, we propose that during the SN initiated SN change procedure of a pre-Rel-17 UE, the source (initiating) SN indicates the source PSCell CGI to the MN within the SgNB Addition Request message. After a successful SN change from source to the target SN, MN keeps the source PSCell CGI, until the expiry of the timer MN uses to detect too late PSCell change failures, or until a new PSCell is reported for the same UE by the target SN. If / when needed, the MN can transmit the source PSCell CGI back to the source SN, within the newly agreed XnAP message, for successful MRO operation.
Proposal 2-1: During the SN initiated SN change procedure, the source (initiating) SN may include the source PSCell CGI to the MN. If included, and if / when needed, the MN transmits the source PSCell CGI back to the source SN within the newly agreed XnAP message to enable successful MRO operation.
The source SN stores UE context
From the list of proposed information, following has not been discussed much at RAN3#113:
e) Mobility Information
g) Initiating node type i.e. MN or SN
h) S-NG-RAN node UE X2AP ID
i) M-NG-RAN node UE XnAP ID
The initiating node type may not be needed in the signalling towards the source node, because if the MN knows it has initiated the last SN change, it will likely skip sending the information to the source altogether. Therefore, the communication towards the source node is the indication itself that the MN assumes the failed SN change was triggered at the SN.
Proposal 2-2: (g) may not be needed in the new XnAP message for carrying SCGfailureinformation.
In this part, we assume the SN does store UE context for a short time after every SN change. In this case, (e) is not needed to be forwarded to the initiating SN, because it still has all the information. Instead, (h) and (i) shall be included in the new message.
Proposal 2-3: (e) is not forwarded to the initiating SN, whereas (h) and (i) are used to identify the UE.
2.3	Signalling Flow for Rel-17 / pre-Rel-17 UEs 
The overall signalling for a pre-Rel-17 UE is presented below:


However, regarding the Rel-17 UEs, the following was marked as an open issue in the previous meeting:
· Whether the same signaling flow should be used for Pre-R17 and R17 UE.
The first aspect to consider is the timing: when is the node that caused SCG change failure notified about it? We consider that as long as it is possible, within the same RAN, the information about the failure shall be sent as soon as possible. 
Proposal 3-1: For both, per-Rel-17 and Rel-17 UEs, the node that initiated failed SN change is notified immediately after the failure is detected on the RAN side.
With the above in mind, we can consider possible differences in signalling. For the Rel-17 UEs, the following additional information will be included in the SCG Failure Information message:
· Source / failed PSCell CGI,
· timeSCGFailure: the time elapsed since the last PSCell change initialization until SCG failure,
· Random-access related information set by the PSCell,
· ConnectionFailureType: Mainly the already existing failure types in the SCG Failure Information will be used, as per agreements of RAN2.
Since the source and failed PSCell CGI will be reported by the UE, the gNB will be aware for Rel-17 UEs whether there were any intra-SN PSCell change without MN involvement. Therefore, the first class 2 message shall not always be sent to the last serving SN, rather, it can be directly sent to the guilty node. Furthermore, the second class 2 message discussed in Section 2.1 is not needed for Rel-17 UEs. 
Observation 3-1: For Rel-17, the MN may not need to ask the last serving SN for the SCG MRO information, rather, the message can be directly sent to the source SN.
In addition, even when the UE context had been removed in the source SN, the MN can include (b) and (c) to the XnAP message by learning from the SCG Failure Information. Thus, no additional signalling is needed within SgNB Addition Request.
Observation 3-2: For Rel-17, MN will be aware of (b) and (c) always by reading from the SCG Failure Information. Therefore, for Rel-17 UEs, SgNB Addition Request need not to be enhanced with source PSCell CGI information.
Apart from the above enhancements, the signalling flow for Rel-17 and pre-Rel-17 UEs shall be the same.
Proposal 3-2: Some steps of the signalling flow for pre-Rel.17 UEs are optional in case of Rel-17 UEs, but the principles of the SCG MRO signalling remain the same.
3	Conclusions
In this contribution, we have discussed various aspects of MRO for SCG. We consider three aspects in this area. The issue of handling pre-Rel-17 UEs can be summarised as follows:
Proposal 1-1: Instead of a new XnAP / X2AP message, the MN-initiated modification that has to be used anyway from MN to the last serving SN (Rel-15 S-RLF recovery) is enhanced for the purpose of SCG MRO.
Observation 1-1: The MN is not aware what is the PSCell for a given UE, since the SN is the node that controls SCG mobility (independent from whether any intra-SN PSCell change happened). 
Observation 1-2: For NR-DC, the assumption that the MN always reads the SCG configuration provided by target SN to learn about the PSCell for a given UE would be abusive.
Observation 1-3: For EN-DC, the MN may not even be able to read the SCG configuration.
Proposal 1-2: The response message – from the last serving SN to the MN – contains the information if there was any intra-SN PSCell change in the last serving SN and, if there was, the failed PSCell CGI of the last serving SN.
Then, we focus on the communication between the source SN and the MN:
Observation 2-1:  For pre-Rel-17 UEs, in a scenario where the source SN had already removed the UE context, the MN cannot know the source PSCell CGI and therefore, cannot include (b) within the Xn message to the source SN, if needed.
Proposal 2-1: During the SN initiated SN change procedure, the source (initiating) SN may include the source PSCell CGI to the MN. If included, and if / when needed, the MN transmits the source PSCell CGI back to the source SN within the newly agreed XnAP message to enable successful MRO operation.
Proposal 2-2: (g) may not be needed in the new XnAP message for carrying SCGfailureinformation.
Proposal 2-3: (e) is not forwarded to the initiating SN, whereas (h) and (i) are used to identify the UE.
Finally, we present how the overall signalling could look like in case of pre-Rel-17 UEs and those already implemented with Rel-17 features:
Proposal 3-1: For both, per-Rel-17 and Rel-17 UEs, the node that initiated failed SN change is notified immediately after the failure is detected on the RAN side.
Observation 3-1: For Rel-17, the MN may not need to ask the last serving SN for the SCG MRO information, rather, the message can be directly sent to the source SN.
Observation 3-2: For Rel-17, MN will be aware of (b) and (c) always by reading from the SCG Failure Information. Therefore, for Rel-17 UEs, SgNB Addition Request need not to be enhanced with source PSCell CGI information.
Proposal 3-2: Some steps of the signalling flow for pre-Rel.17 UEs are optional in case of Rel-17 UEs, but the principles of the SCG MRO signalling remain the same.
The above proposals are implemented in TPs for BL CRs to Xn and X2 proposed below.
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Figure 8.3.3.2-1: M-NG-RAN node initiated S-NG-RAN node Modification Preparation, successful operation
The M-NG-RAN node initiates the procedure by sending the S-NODE MODIFICATION REQUEST message to the S-NG-RAN node.
When the M-NG-RAN node sends the S-NODE MODIFICATION REQUEST message, it shall start the timer TXnDCprep.
-------- skip unchanged part ----------
For each DRB configured as MN-terminated split bearer/SCG bearer, if the QoS Mapping Information IE is included in the DRBs Admitted List IE in the PDU Session Resource Setup Response Info – MN terminated IE of the S-NODE MODIFICATION REQUEST ACKNOWLEDGE message, the M-NG-RAN node shall, if supported, use it to set DSCP and/or flow label fields for the downlink IP packets which are transmitted from M-NG-RAN node to S-NG-RAN node through the GTP tunnels indicated by the UP Transport Layer Information IE.
For each DRB configured as MN-terminated split bearer/SCG bearer, if the QoS Mapping Information IE is included in the DRBs Admitted to be Setup or Modified List IE in the PDU Session Resource Modification Response Info – MN terminated IE of the S-NODE MODIFICATION REQUEST ACKNOWLEDGE message, the M-NG-RAN node shall, if supported, use it to set DSCP and/or flow label fields for the downlink IP packets which are transmitted from M-NG-RAN node to S-NG-RAN node through the GTP tunnels indicated by the UP Transport Layer Information IE.
Editor’s note: Conditions for the S-NG-RAN node to signal the SCG UE History Information IE in the S-NODE MODIFICATION REQUEST ACKNOWLEDGE message are FFS.
For each DRB configured as SN-terminated split bearer/MCG bearer, if the QoS Mapping Information IE is included in the DRBs To Be Modified List IE in the PDU Session Resource Modification Info – SN terminated IE of the S-NODE MODIFICATION REQUEST message, the S-NG-RAN node shall, if supported, use it to set DSCP and/or flow label fields for the downlink IP packets which are transmitted from S-NG-RAN node to M-NG-RAN node through the GTP tunnels indicated by the UP Transport Layer Information IE.
If the SCG MRO Information Request IE is included in the S-NODE MODIFICATION REQUEST message, the S-NG-RAN node shall, if supported, include the SCG MRO Information Response IE in the S-NODE MODIFICATION REQUEST ACKNOWLEDGE message.
Interactions with the S-NG-RAN node Reconfiguration Completion procedure:
If the S-NG-RAN node admits a modification of the UE context requiring the M-NG-RAN node to report about the success of the RRC connection reconfiguration procedure, the S-NG-RAN node shall start the timer TXnDCoverall when sending the S-NODE MODIFICATION REQUEST ACKNOWLEDGE message to the M-NG-RAN node. The reception of the S-NG-RAN node RECONFIGURATION COMPLETE message shall stop the timer TXnDCoverall.
Interaction with the Activity Notification procedure
Upon receiving an S-NODE MODIFICATION REQUEST message containing the Desired Activity Notification Level IE, the S-NG-RAN node shall, if supported, use this information to decide whether to trigger subsequent Activity Notification procedures, or stop or modify ongoing triggering of these procedures due to a previous request.
Interaction with the Xn-U Address Indication procedure
For QoS flow mapped to DRBs configured with an SN terminated bearer option and removed from the SDAP in the S-NG-RAN node the S-NG-RAN node may provides data forwarding related information in the S-NODE MODIFICATION REQUEST ACKNOWLEDGE within the Data Forwarding and offloading Info from source NG-RAN node IE, in which case the M-NG-RAN node may decide to provide data forwarding addresses to the S-NG-RAN node and trigger the Xn-U Address Indication procedure as specified in TS 37.340 [8].
For QoS flow offloading from the S-NG-RAN node to the M-NG-RAN, the S-NG-RAN node may provide the data forwarding related information in the S-NODE MODIFICATION REQUEST ACKNOWLEDGE within the Data Forwarding and offloading Info from source NG-RAN node IE, in which case the M-NG-RAN node may decide to provide data forwarding addresses to the S-NG-RAN node and trigger the Xn-U Address Indication procedure as specified in TS 37.340 [8].
Interactions with the S-NG-RAN node initiated S-NG-RAN node Modification:
If the SN triggered IE set to "TRUE" is included in the S-NODE MODIFICATION REQUEST message, the S-NG-RAN node shall consider that the procedure has been initiated in response to the previously initiated S-NG-RAN node initiated S-NG-RAN node Modification procedure.
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Figure 8.3.5.2-1: S-NG-RAN node initiated S-NG-RAN node Change, successful operation.
The S-NG-RAN node initiates the procedure by sending the S-NODE CHANGE REQUIRED message to the M-NG-RAN node including the Target S-NG-RAN node ID IE. When the S-NG-RAN node sends the S-NODE CHANGE REQUIRED message, it shall start the timer TXnDCoverall.
The S-NODE CHANGE REQUIRED message may contain
-	the S-NG-RAN node to S-NG-RAN node Container IE.
If the M-NG-RAN node is able to perform the change requested by the S-NG-RAN node, the M-NG-RAN node shall send the S-NODE CHANGE CONFIRM message to the S-NG-RAN node. For DRBs configured with the PDCP entity in the S-NG-RAN node, the M-NG-RAN node may include data forwarding related information in the Data Forwarding Info from target NG-RAN node IE.
If the S-NODE CHANGE CONFIRM message includes the DRB IDs taken into use IE, the S-NG-RAN node shall, if applicable, act as specified in TS 37.340 [8].
The S-NG-RAN node may start data forwarding and stop providing user data to the UE and shall stop the timer TXnDCoverall upon reception of the S-NODE CHANGE CONFIRM message.

If the S-NODE CHANGE REQUIRED message includes the SCG UE History Information IE, the M-NG-RAN node shall, if supported, use the information to update UE History Information with PSCell history.
If the S-NODE CHANGE REQUIRED message includes the Source PSCell IE, the M-NG-RAN node shall, if supported, store the information and act as specified in TS 37.340 [8].
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8.3.A1	SCG MRO Information
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The purpose of the SCG MRO Information procedure is to provide information needed for executing MRO analysis related to an SCG failure for a specific UE.
The procedure uses UE-associated signalling.
8.3.A1.2	Successful Operation


Figure 8.3.A1.2-1: SCG MRO Information, successful operation
The M-NG-RAN node initiates the procedure by sending the SCG MRO INFORMATION message to the S-NG-RAN node. 
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Not applicable.
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Void.
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This message is sent by the M-NG-RAN node to the S-NG-RAN node to either request the preparation to modify S-NG-RAN node resources for a specific UE, or to query for the current SCG configuration, or to provide the S-RLF-related information to the S-NG-RAN node.
Direction: M-NG-RAN node  S-NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID 9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	reject

	Cause
	M
	
	9.2.3.2
	
	YES
	ignore

	PDCP Change Indication
	O
	
	9.2.3.74
	
	YES
	ignore

	Selected PLMN
	O
	
	PLMN Identity
9.2.2.4
	The selected PLMN of the SCG in the S-NG-RAN node.
	YES
	ignore

	Mobility Restriction List
	O
	
	9.2.3.53
	
	YES
	ignore

	SCG Configuration Query
	O
	
	9.2.3.27
	
	YES
	ignore

	UE Context Information
	
	0..1
	
	
	YES
	reject

	>UE Security Capabilities
	O
	
	9.2.3.49
	
	–
	

	>S-NG-RAN node Security Key
	O
	
	9.2.3.51
	
	–
	

	>S-NG-RAN node UE Aggregate Maximum Bit Rate
	O
	
	UE Aggregate Maximum Bit Rate
9.2.3.17
	
	–
	

	>Index to RAT/Frequency Selection Priority
	O
	
	9.2.3.23
	
	–
	

	>Lower Layer presence status change
	O
	
	9.2.3.60
	
	–
	

	>PDU Session Resources To Be Added List
	
	0..1
	
	
	–
	

	>>PDU Session Resources To Be Added Item
	
	1 .. <maxnoofPDUSessions>
	
	NOTE: If neither the 
PDU Session Resource Setup Info – SN terminated IE 
nor the
PDU Session Resource Setup Info – MN terminated IE
is present in a PDU Session Resources To Be Added Item IE, abnormal conditions as specified in clause 8.3.3.4 apply.
	–
	

	>>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>>S-NSSAI
	M
	
	9.2.3.21
	
	–
	

	>>>S-NG-RAN node PDU Session Aggregate Maximum Bit Rate
	O
	
	PDU Session Aggregate Maximum Bit Rate
9.2.3.69
	
	–
	

	>>>PDU Session Resource Setup Info – SN terminated
	O
	
	9.2.1.5
	
	–
	

	>>>PDU Session Resource Setup Info – MN terminated
	O
	
	9.2.1.7
	
	–
	

	>>>PDU Session Expected UE Activity Behaviour
	O
	
	Expected UE Activity Behaviour
9.2.3.82
	Expected UE Activity Behaviour for the PDU Session.
	YES
	ignore

	>PDU Session Resources To Be Modified List
	
	0..1
	
	
	–
	

	>>PDU Session Resources To Be Modified Item
	
	1 .. <maxnoofPDUSessions>
	
	NOTE: If neither the 
PDU Session Resource Modification Info – SN terminated IE 
nor the
PDU Session Resource Modification Info – MN terminated IE
is present in a PDU Session Resources To Be Modified Item IE, abnormal conditions as specified in clause 8.3.3.4 apply.
	–
	

	>>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>>S-NG-RAN node PDU Session Aggregate Maximum Bit Rate
	O
	
	PDU Session Aggregate Maximum Bit Rate
9.2.3.69
	
	–
	

	>>>PDU Session Resource Modification Info – SN terminated
	O
	
	9.2.1.9
	
	–
	

	>>>PDU Session Resource Modification Info – MN terminated
	O
	
	9.2.1.11
	
	–
	

	>>>S-NSSAI
	O
	
	9.2.3.21
	
	YES
	reject

	>>>PDU Session Expected UE Activity Behaviour
	O
	
	Expected UE Activity Behaviour
9.2.3.82
	Expected UE Activity Behaviour for the PDU Session.
	YES
	ignore

	>PDU Session Resources To Be Released List
	O
	
	PDU session List with Cause
9.2.1.26
	
	–
	

	M-NG-RAN node to S-NG-RAN node Container
	O
	
	OCTET STRING
	Includes the CG-ConfigInfo message as defined in subclause 11.2.2. of TS 38.331 [10].
	YES
	ignore

	Requested Split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates that resources for Split SRBs are requested.
	YES
	ignore

	Requested Split SRBs release
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates that resources for Split SRBs are requested to be released.
	YES
	ignore

	Desired Activity Notification Level
	O
	
	9.2.3.77
	
	YES
	ignore

	Additional DRB IDs
	O
	
	DRB List
9.2.1.29
	Indicates additional list of DRB IDs that the S-NG-RAN node may use for SN-terminated bearers.
	YES
	reject

	S-NG-RAN node Maximum Integrity Protected Data Rate Uplink
	O
	
	Bit Rate
9.2.3.4
	The S-NG-RAN node Maximum Integrity Protected Data Rate Uplink is a portion of the UE’s Maximum Integrity Protected Data Rate in the Uplink, which is enforced by the S-NG-RAN node for the UE’s SN terminated PDU sessions. If the S-NG-RAN node Maximum Integrity Protected Data Rate Downlink IE is not present, this IE applies to both UL and DL.
	YES
	reject

	S-NG-RAN node Maximum Integrity Protected Data Rate Downlink
	O
	
	Bit Rate
9.2.3.4
	The S-NG-RAN node Maximum Integrity Protected Data Rate Downlink is a portion of the UE’s Maximum Integrity Protected Data Rate in the Downlink, which is enforced by the S-NG-RAN node for the UE’s SN terminated PDU sessions.
	YES
	reject

	Location Information at S-NODE reporting
	O
	
	ENUMERATED (pscell, ...)
	Indicates that the user’s Location Information at S-NODE is to be provided.
	YES
	ignore

	MR-DC Resource Coordination Information
	O
	
	9.2.2.33
	Information used to coordinate resource utilisation between M-NG-RAN node and S-NG-RAN node. 
	YES
	ignore

	PCell ID
	O
	
	Global NG-RAN Cell Identity
9.2.2.27
	
	YES
	reject

	NE-DC TDM Pattern
	O
	
	9.2.2.38
	
	YES
	ignore

	Requested Fast MCG recovery via SRB3
	O
	
	ENUMERATED (true, ...)
	Indicates that the resources for fast MCG recovery via SRB3 are requested.
	YES
	ignore

	Requested Fast MCG recovery via SRB3 Release
	O
	
	ENUMERATED (true, ...)
	Indicates that resources for fast MCG recovery via SRB3 are requested to be released.
	YES
	ignore

	SN triggered
	O
	
	ENUMERATED (TRUE ...)
	
	YES
	ignore

	SCG MRO Information Request
	O
	
	ENUMERATED (PSCell Change Information, ...)
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions. Value is 256
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This message is sent by the S-NG-RAN node to confirm the M-NG-RAN node’s request to modify the S-NG-RAN node resources for a specific UE.
Direction: S-NG-RAN node  M-NG-RAN node.
	[bookmark: _Hlk534064987]IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	ignore

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	ignore

	PDU Session Resources Admitted List
	
	0..1
	
	
	YES
	ignore

	>PDU Session Resources Admitted To Be Added List
	
	0..1
	
	
	–
	

	>>PDU Session Resources Admitted To Be Added Item
	
	1 .. <maxnoofPDUSessions>
	
	NOTE: If neither the 
PDU Session Resource Setup Response Info – SN terminated IE 
nor the
PDU Session Resource Setup Response Info – MN terminated IE
is present in a PDU Session Resources Admitted To Be Added Item IE, abnormal conditions as specified in clause 8.3.3.4 apply.
	–
	

	>>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>>PDU Session Resource Setup Response Info – SN terminated
	O
	
	9.2.1.6
	
	–
	

	>>>PDU Session Resource Setup Response Info – MN terminated
	O
	
	9.2.1.8
	
	–
	

	>PDU Session Resources Admitted To Be Modified List
	
	0..1
	
	
	–
	

	>>PDU Session Resources Admitted To Be Modified Item
	
	1 .. <maxnoofPDUSessions>
	
	NOTE: If neither the 
PDU Session Resource Modification Response Info – SN terminated IE 
nor the
PDU Session Resource Modification Response Info – MN terminated IE
is present in a PDU Session Resources Admitted To Be Modified Item IE, abnormal conditions as specified in clause 8.3.3.4 apply.
	–
	

	>>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>>PDU Session Resource Modification Response Info – SN terminated
	O
	
	9.2.1.10
	
	–
	

	>>>PDU Session Resource Modification Response Info – MN terminated
	O
	
	9.2.1.12
	
	–
	

	>PDU Session Resources Admitted To Be Released List
	
	0..1
	
	
	–
	

	>>PDU Session Resources admitted to be released List – SN terminated
	O
	
	PDU session List with data forwarding request info
9.2.1.24
	
	–
	

	>>PDU Session Resources admitted to be released List – MN terminated
	O
	
	PDU session List with data Cause
9.2.1.26
	
	–
	

	PDU Session Resources Not Admitted to be Added List
	O
	
	PDU session List
9.2.1.27
	
	YES
	ignore

	S-NG-RAN node to M-NG-RAN node Container
	O
	
	OCTET STRING
	Includes the CG-Config message as defined in subclause 11.2.2 of TS 38.331 [10].
	YES
	ignore

	Admitted Split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates admitted SRBs
	YES
	ignore

	Admitted Split SRBs release
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates admitted SRBs release
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.3.3
	
	YES
	ignore

	Location Information at S-NODE
	O
	
	Target Cell Global ID
9.2.3.25
	Contains information to support localisation of the UE
	YES
	ignore

	MR-DC Resource Coordination Information
	O
	
	9.2.2.33
	Information used to coordinate resource utilisation between M-NG-RAN node and S-NG-RAN node. 
	YES
	Ignore

	PDU Session Resources with Data Forwarding List
	
	0..1
	
	
	YES
	ignore

	>PDU Session Resources with Data Forwarding List – SN terminated
	M
	
	PDU session List with data forwarding request info
9.2.1.24
	
	–
	

	RRC Config Indication
	O
	
	9.2.3.72
	
	YES
	reject

	Available fast MCG recovery via SRB3
	O
	
	ENUMERATED {true, ...}
	Indicates the fast MCG recovery via SRB3 isenabled.
	YES
	ignore

	Release fast MCG recovery via SRB3
	O
	
	ENUMERATED {true, ...}
	Indicates the fast MCG recovery via SRB3 is released.
	YES
	ignore

	SCG UE History Information
	O
	
	9.2.3.Y
	
	YES
	ignore

	SCG MRO Information Response
	O
	
	ENUMERATED (PSCell Changed, PSCell not changed, ...)
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions. Value is 256




//////////////////////////////////////////////////////////////irrelevant operations skipped/////////////////////////////////////////////////////////////////////

9.1.2.11	S-NODE CHANGE REQUIRED
This message is sent by the S-NG-RAN node to the M-NG-RAN node to trigger the change of the S-NG-RAN node.
Direction: S-NG-RAN node  M-NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	reject

	Target S-NG-RAN node ID
	M
	
	Global NG-RAN Node ID
9.2.2.3
	
	YES
	reject

	Cause
	M
	
	9.2.3.2
	
	YES
	ignore

	PDU Session SN Change Required List
	
	0..1
	
	
	YES
	ignore

	>PDU Session SN Change Required Item
	
	1 .. <maxnoofPDUsessions>
	
	NOTE: If the 
PDU Session Resource Change Required Info – SN terminated IE 
is not present in a PDU Session SN Change Required Item IE, abnormal conditions as specified in clause 8.3.5.4 apply.
	–
	

	>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>PDU Session Resource Change Required Info – SN terminated
	O
	
	9.2.1.18
	
	–
	

	S-NG-RAN node to M-NG-RAN node Container
	M
	
	OCTET STRING
	Includes the CG-Config message as defined in subclause 11.2.2 of TS 38.331 [10].
	YES
	reject

	SCG UE History Information
	O
	
	9.2.3.Y
	
	YES
	ignore

	Source PSCell ID
	O
	
	NG-RAN Cell Identity
9.2.2.9
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofPDUsessions
	Maximum no. of PDU sessions. Value is 256



////////////////////////////////////////////////////////////////////////Next Start ///////////////////////////////////////////////////////////////////////////

[bookmark: _Toc64447130][bookmark: _Toc66286624]9.1.2.A2	SCG MRO INFORMATION
This message is sent by the M-NG-RAN node to the S-NG-RAN node to inform about an SCG failure and to provide information for MRO analysis.
Direction: M-NG-RAN node  S-NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID 9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	reject

	RRC Container
	M
	
	OCTET STRING
	For NGEN-DC and NR-DC, includes the UL-DCCH-Message as defined in subclause 6.2.1 of TS 38.331 [10] containing the SCGFailureInformation message.
	YES
	Reject

	Source PSCell ID
	O
	
	NG-RAN Cell Identity
9.2.2.9
	
	YES
	ignore



////////////////////////////////////////////////////////////////////////Next Start ///////////////////////////////////////////////////////////////////////////

[ASN.1 to be added once endorsed.]
Text proposal for TS 36.423
<<<<<<<<<<<<<<<<<<<< The first Change >>>>>>>>>>>>>>>>>>>>
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Figure 8.7.6.2-1: MeNB initiated SgNB Modification Preparation, successful operation
The MeNB initiates the procedure by sending the SGNB MODIFICATION REQUEST message to the en-gNB. When the MeNB sends the SGNB MODIFICATION REQUEST message, it shall start the timer TDCprep.
The SGNB MODIFICATION REQUEST message may contain:
-	within the UE Context Information IE (if the modification of the UE context at the en-gNB is requested);
-	E-RABs to be added within the E-RABs To Be Added Item IE;
-	E-RABs to be modified within the E-RABs To Be Modified Item IE;
-	E-RABs to be released within the E-RABs To Be Released Item IE;
-	the SgNB UE Aggregate Maximum Bit Rate IE;
-	the MeNB to SgNB Container IE;
-	the SCG Configuration Query IE;
-	the MeNB Resource Coordination Information IE;
-	the Requested split SRBs IE;
-	the Requested split SRBs release IE;
-	the Requested fast MCG recovery via SRB3 IE;
-	the Requested fast MCG recovery via SRB3 Release IE.
If the SGNB MODIFICATION REQUEST message contains the Serving PLMN IE, the en-gNB may use it for RRM purposes.
If the SGNB MODIFICATION REQUEST message contains the Handover Restriction List IE, the en-gNB shall
-	replace the previously provided Handover Restriction List by the received Handover Restriction List in the UE context;
-	use this information to select an appropriate NR cell.
If the SgNB UE Aggregate Maximum Bit Rate IE is included in the SGNB MODIFICATION REQUEST message, the en-gNB shall:
-	replace the previously provided SgNB UE Aggregate Maximum Bit Rate by the received SgNB UE Aggregate Maximum Bit Rate in the UE context;
-	use the received SgNB UE Aggregate Maximum Bit Rate for non-GBR Bearers for the concerned UE as defined in TS 37.340 [32].
The allocation of resources according to the values of the QCI IE, Allocation and Retention Priority IE or GBR QoS Information IE included in the Full E-RAB Level QoS Parameters IE or in the Requested SCG E-RAB Level QoS Parameters IE shall follow the principles described for the E-RAB Setup procedure in TS 36.413 [4].
If the SGNB MODIFICATION REQUEST message contains the MeNB Resource Coordination Information IE, the en-gNB should forward it to lower layers and it may use it for the purpose of resource coordination with the MeNB, or to coordinate with sidelink resources used in the MeNB. The en-gNB shall consider the received UL Coordination Information IE value valid until reception of a new update of the IE for the same UE. The en-gNB shall consider the received DL Coordination Information IE value valid until reception of a new update of the IE for the same UE. If the MeNB Coordination Assistance Information IE is contained in the MeNB Resource Coordination Information IE, the en-gNB shall, if supported, use the information to determine further coordination of resource utilisation between the en-gNB and the MeNB.
If at least one of the requested modifications is admitted by the en-gNB, the en-gNB shall modify the related part of the UE context accordingly and send the SGNB MODIFICATION REQUEST ACKNOWLEDGE message back to the MeNB.
The en-gNB shall include the E-RABs for which resources have been either added or modified or released at the en-gNB either in the E-RABs Admitted To Be Added List IE or the E-RABs Admitted To Be Modified List IE or the E-RABs Admitted To Be Released List IE. The en-gNB shall include the E-RABs that have not been admitted in the E-RABs Not Admitted List IE with an appropriate cause value.
For each E-RAB successfully established or modified or released in the en-gNB, the en-gNB shall report to the MeNB, in the SGNB MODIFICATION REQUEST ACKNOWLEDGE message, the same value in the EN-DC Resource Configuration IE as received in the SGNB MODIFICATION REQUEST message.
The en-gNB shall, if included, choose the ciphering algorithm based on the information in the NR UE Security Capabilities IE and locally configured priority list of AS encryption algorithms and apply the key indicated in the SgNB Security Key IE as specified in the TS 33.401 [18].
For each E-RAB for which allocation of the PDCP entity is requested at the en-gNB:
-	if applicable, the MeNB may propose to apply forwarding of downlink data by including the DL Forwarding IE within the E-RABs To Be Added Item IE of the SGNB MODIFICATION REQUEST message. For each E-RAB that it has decided to admit, the en-gNB may include the DL Forwarding GTP Tunnel Endpoint IE within the E-RABs Admitted To Be Added Item IE of the SGNB MODIFICATION REQUEST ACKNOWLEDGE message to indicate that it accepts the proposed forwarding of downlink data for this bearer. The MeNB may also provide for an applicable E-RAB to be released the DL Forwarding GTP Tunnel Endpoint IE and the UL Forwarding GTP Tunnel Endpoint IE within the E-RABs To Be Released Item IE of the SGNB MODIFICATION REQUEST message.
-	if applicable, the en-gNB may include for each bearer in the E-RABs Admitted To Be Added List IE in the SGNB MODIFICATION REQUEST ACKNOWLEDGE message the UL Forwarding GTP Tunnel Endpoint IE to indicate that it requests data forwarding of uplink packets to be performed for that bearer.
-	if applicable, the en-gNB may include for each bearer in the E-RABs Admitted To Be Modified List IE which is configured with the SN terminated split bearer option in the SGNB MODIFICATION REQUEST ACKNOWLEDGE message the UL Configuration IE to indicate that the MCG UL configuration of the UE has changed.
-	if applicable, the en-gNB may include for each bearer in the E-RABs Admitted To Be Added List IE in the SGNB MODIFICATION REQUEST ACKNOWLEDGE message the UL PDCP SN Length IE and the DL PDCP SN Length IE to indicate the PDCP SN length for that bearer.
-	If the Bearer Type IE for the concerned E-RAB is received by the en-gNB and is set to"non IP", then the en-gNB shall, if supported, not perform IP header compression for the concerned E-RAB.
-	If the Ethernet Type IE for the concerned E-RAB is received by the en-gNB and is set to "True", the en-gNB shall take this into account to perform header compression appropriately for the concerned E-RAB.
For each E-RAB configured with SCG resources and the PDCP entity is hosted by the MeNB and
-	requested to be modified,
-	if the SGNB MODIFICATION REQUEST message includes the MeNB UL GTP Tunnel Endpoint at PDCP IE in the E-RABs To Be Modified Item IE, the en-gNB shall act as specified in TS 37.340 [32].
-	if the SGNB MODIFICATION REQUEST message contains the MeNB UL GTP Tunnel Endpoint at PDCP IE the en-gNB shall use it as the new UL X2-U address.
-	the en-gNB may include in the SGNB MODIFICATION REQUEST ACKNOWLEDGE message the SgNB DL GTP Tunnel Endpoint at SCG IE.
If, dependent on the configured bearer type, the Full E-RAB Level QoS Parameters IE or the Maximum MCG admittable E-RAB Level QoS Parameters IE or the Requested SCG E-RAB level QoS Parameters IE are included in the SGNB MODIFICATION REQUEST message for an E-RAB to be modified the en-gNB shall allocate respective resources and provide corresponding radio configuration information within the SgNB to MeNB Container IE as described in TS 37.340 [32].
If the SGNB MODIFICATION REQUEST message contains, for an E-RAB to be modified which is configured with the PDCP entity in the en-gNB, the S1 UL GTP Tunnel Endpoint IE, the en-gNB shall use it as the new UL S1-U address.
If the SGNB MODIFICATION REQUEST message contains an E-RAB to be modified which is configured with the MN terminated split bearer option, the MeNB may include the UL Configuration IE to indicate that the SCG UL configuration of the UE has changed.
If the SGNB MODIFICATION REQUEST message contains for an E-RAB to be modified which is configured with the PDCP enitiy in the en-gNB and MCG resources the MeNB DL GTP Tunnel Endpoint at MCG IE the en-gNB shall use it as the DL X2-U address.
If the SGNB MODIFICATION REQUEST message contains the Subscriber Profile ID for RAT/Frequency Priority IE, the en-gNB may use it for RRM purposes.
If the SGNB MODIFICATION REQUEST message contains the Additional RRM Policy Index IE, the en-gNB may use it for RRM purposes.
For an E-RAB to be modified which is configured with the PDCP entity in the en-gNB the en-gNB may include in the SGNB MODIFICATION REQUEST ACKNOWLEDGE message the S1 DL GTP Tunnel Endpoint at the SgNB IE.
If the SGNB MODIFICATION REQUEST ACKNOWLEDGE message contains the SgNB Resource Coordination Information IE, the MeNB may use it for the purpose of resource coordination with the en-gNB. The MeNB shall consider the received UL Coordination Information IE value valid until reception of a new update of the IE for the same UE. The MeNB shall consider the received DL Coordination Information IE value valid until reception of a new update of the IE for the same UE. If the SgNB Coordination Assistance Information IE is contained in the SgNB Resource Coordination Information IE, the MeNB shall, if supported, use the information to determine further coordination of resource utilisation between the en-gNB and the MeNB.
Upon reception of the SGNB MODIFICATION REQUEST ACKNOWLEDGE message the MeNB shall stop the timer TDCprep. If the SGNB MODIFICATION REQUEST ACKNOWLEDGE message has included the SgNB to MeNB Container IE the MeNB is then defined to have a Prepared SgNB Modification for that X2 UE-associated signalling.
If the SCG Configuration Query IE is included in the SGNB MODIFICATION REQUEST message, the en-gNB shall provide corresponding radio configuration information within the SgNB to MeNB Container IE as described in TS 37.340 [32].
If the SGNB MODIFICATION REQUEST message contains the Requested split SRBs IE, the en-gNB may use it to add split SRBs. If the SGNB MODIFICATION REQUEST message contains the Requested split SRBs release IE, the en-gNB may use it to release split SRBs. 
If the Requested Fast MCG recovery via SRB3 IE set to "true" is included in the SGNB MODIFICATION REQUEST message and the en-gNB decides to configure fast MCG link recovery via SRB3 as specified in TS 37.340 [32], the en-gNB shall, if supported, include the Available fast MCG recovery via SRB3 IE set to "true" in the SGNB MODIFICATION REQUEST ACKNOWLEDGE message. If the Requested Fast MCG recovery via SRB3 Release IE set to "true" is included in the SGNB MODIFICATION REQUEST message and the en-gNB decides to release fast MCG link recovery via SRB3, the en-gNB shall, if supported, include the Release fast MCG recovery via SRB3 IE set to "true" in the SGNB MODIFICATION REQUEST ACKNOWLEDGE message.
If the en-gNB receives for an E-RAB to be setup for which the PDCP entiy is allocated at the MeNB the Secondary MeNB UL GTP Tunnel Endpoint at PDCP IE and the Duplication Activation IE in the SGNB MODIFICATION REQUEST message, it may provide the Secondary SgNB DL GTP Tunnel Endpoint at SCG IE and the LCID IE to the MeNB in the SGNB MODIFICATION REQUEST ACKNOWLEDGE message if PDCP duplication is configured at the en-gNB.
If the SGNB MODIFICATION REQUEST message contains the RLC Status IE, the en-gNB shall assume that RLC has been reestablished at the MeNB and may trigger PDCP data recovery.
If the en-gNB applied a full configuration or delta configuration, e.g. as part of a mobility procedure involving a change of DU, the en-gNB shall inform the MeNB by including the RRC config indication IE in the SGNB MODIFICATION REQUEST ACKNOWLEDGE message.
If SGNB MODIFICATION REQUEST message contains the UL PDCP SN Length IE and the DL PDCP SN Length IE, the en-gNB shall, if supported, store this information and use it for lower layer configuration of the concerned MN terminated bearer.
If the RLC Mode IE is included for an E-RAB within the E-RABs To be Added List IE in the SGNB MODIFICATION REQUEST message, it indicates the mode that the MeNB used for the E-RAB when it was hosted at the MeNB. 
If the SGNB MODIFICATION REQUEST message contains the MeNB Cell ID IE, the en-gNB may search for the target NR cell among the NR neighbour cells of the E-UTRAN cell indicated in MeNB Cell ID IE, as specified in the TS 37.340 [32].
If the SGNB MODIFICATION REQUEST ACKNOWLEDGE message contains the RLC Status IE, the MeNB shall assume that RLC has been reestablished at the en-gNB and may trigger PDCP data recovery.
The en-gNB may include the Location Information at SgNB IE in the SGNB MODIFICATION REQUEST ACKNOWLEDGE message, if respective information is available at the en-gNB.
If the Location Information at en-gNB Reporting IE set to "pscell" is included in the SGNB MODIFICATION REQUEST, the SgNB shall start providing information about the current location of the UE. If the Location Information at SgNB IE is included in the SGNB MODIFICATION REQUEST ACKNOWLEDGE, the MeNB shall store the included information so that it may be transferred towards the MME.
If the Lower Layer presence status change IE set to "release lower layers" is included in the SGNB MODIFICATION REQUEST message, the en-gNB shall act as specified in TS 37.340 [32].
If the Lower Layer presence status change IE set to "re-establish lower layers" is included in the SGNB MODIFICATION REQUEST message, the en-gNB shall act as specified in TS 37.340 [32].
If the Lower Layer presence status change IE set to "suspend lower layers" is included in the SGNB MODIFICATION REQUEST message, the en-gNB shall act as specified in TS 37.340 [32].
If the Lower Layer presence status change IE set to "resume lower layers" is included in the SGNB MODIFICATION REQUEST message, the en-gNB shall act as specified in TS 37.340 [32].
If the SGNB MODIFICATION REQUEST message contains the IAB Node Indication IE, the en-gNB shall, if supported, consider that the request is for an IAB node.
For each requested E-RAB configured as MN-terminated split bearer/SCG bearer, if the QoS Mapping Information IE is contained in the GTP Tunnel Endpoint IE in the SGNB MODIFICATION REQUEST ACKNOWLEDGE message, the MeNB shall, if supported, use it to set DSCP and/or flow label fields for the downlink IP packets which are transmitted from MeNB to SgNB through the GTP tunnels indicated by the GTP Tunnel Endpoint IE.
Editor’s note: Conditions for the en-gNB to signal the SCG UE History Information IE in the SGNB MODIFICATION REQUEST ACKNOWLEDGE message are FFS.
[bookmark: _Toc20954307][bookmark: _Toc29902311][bookmark: _Toc29906315][bookmark: _Toc36550305][bookmark: _Toc45104033][bookmark: _Toc45227529][bookmark: _Toc45891343][bookmark: _Toc51763981][bookmark: _Toc56527980][bookmark: _Toc64381947][bookmark: _Toc66283522][bookmark: _Toc67910898][bookmark: _Toc73979676][bookmark: _Toc81228182]<<<<<<<<<<<<<<<<<<<< End of Change >>>>>>>>>>>>>>>>>>>>
-- TEXT OMITTED --
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
8.7.8.2	Successful Operation


Figure 8.7.8.2-1: SgNB Change, successful operation.
The en-gNB initiates the procedure by sending the SGNB CHANGE REQUIRED message to the MeNB including the Target SgNB ID Information IE. When the en-gNB sends the SGNB CHANGE REQUIRED message, it shall start the timer TDCoverall.
The SGNB CHANGE REQUIRED message may contain
-	the SgNB to MeNB Container IE.
If the MeNB is able to perform the change requested by the en-gNB, the MeNB shall send the SGNB CHANGE CONFIRM message to the en-gNB. For each E-RAB configured with the PDCP entity in the en-gNB, the MeNB may include the DL Forwarding GTP Tunnel Endpoint IE and the UL Forwarding GTP Tunnel Endpoint IE within the E-RABs To Be Released Item IE to indicate that it requests data forwarding of uplink and downlink packets to be performed for that bearer.
The en-gNB may start data forwarding and stop providing user data to the UE and shall stop the timer TDCoverall upon reception of the SGNB CHANGE CONFIRM message.
If the SGNB CHANGE REQUIRED message includes the SCG UE History Information IE, the MeNB shall, if supported, use the information to update UE History Information with PSCell history.
<<<<<<<<<<<<<<<<<<<< End of Change >>>>>>>>>>>>>>>>>>>>
-- TEXT OMITTED --
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
8.7.A1	SCG MRO Information
8.7.A1.1	General
The purpose of the SCG MRO Information procedure is to provide information needed for executing MRO analysis related to an SCG failure for a specific UE.
The procedure uses UE-associated signalling.
8.7.A1.2	Successful Operation

[bookmark: _MON_1702804472]
Figure 8.7.A1.2-1: SCG MRO Information, successful operation
The MeNB initiates the procedure by sending the SCG MRO INFORMATION message to the en-gNB. 
8.7.A1.3	Unsuccessful Operation
Not applicable.
8.7.A1.4	Abnormal Conditions
Void.
<<<<<<<<<<<<<<<<<<<< End of Change >>>>>>>>>>>>>>>>>>>>
-- TEXT OMITTED --
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
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This message is sent by the MeNB to the en-gNB to request the preparation to modify en-gNB resources for a specific UE, to query for the current SCG configuration, or to provide the S-RLF-related information to the en-gNB.
Direction: MeNB  en-gNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID
9.2.24
	Allocated at the MeNB.
	YES
	reject

	SgNB UE X2AP ID
	M
	
	en-gNB UE X2AP ID
9.2.100
	Allocated at the en-gNB.
	YES
	reject

	Cause
	M
	
	9.2.6
	
	YES
	ignore

	Selected PLMN
	O
	
	PLMN Identity
9.2.4
	The selected PLMN of the SCG in the en-gNB.
	YES
	ignore

	Handover Restriction List
	O
	
	9.2.3
	
	YES
	ignore

	SCG Configuration Query 
	O
	
	9.2.103
	
	YES
	ignore

	UE Context Information
	
	0..1
	
	
	YES
	reject

	>NR UE Security Capabilities
	O
	
	9.2.107
	
	–
	

	>SgNB Security Key
	O
	
	9.2.101
	
	–
	

	>SgNB UE Aggregate Maximum Bit Rate
	O
	
	UE Aggregate Maximum Bit Rate
9.2.12
	
	–
	

	>Lower Layer presence status change
	O
	
	9.2.145
	
	–
	

	>E-RABs To Be Added List
	
	0..1
	
	
	–
	

	>>E-RABs To Be Added Item
	
	1 .. <maxnoofBearers>
	
	
	EACH
	ignore

	>>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>>DRB ID
	M
	
	9.2.122
	
	–
	

	>>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>>PDCP present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	–
	

	>>>>>Full E-RAB Level QoS Parameters
	M
	
	E-RAB Level QoS Parameters 9.2.9
	Includes E-RAB level QoS parameters as received on S1-MME.
	–
	

	>>>>>Maximum MCG admittable E-RAB Level QoS Parameters
	C-ifMCGandSCGpresent_GBR
	
	GBR QoS Information 9.2.10
	Includes the GBR QoS Information admittable by the MCG.
	–
	

	>>>>>DL Forwarding 
	O
	
	9.2.5
	
	–
	

	>>>>>MeNB DL GTP Tunnel Endpoint at MCG
	C-ifMCGpresent
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2-U transport bearer at MCG. For delivery of DL PDCP PDUs.
	–
	

	>>>>>S1 UL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint 9.2.1
	SGW endpoint of the S1-U transport bearer. For delivery of UL PDUs from the en-gNB.
	–
	

	>>>>>RLC Mode
	O
	
	RLC Mode
9.2.119
	Indicates the RLC mode at the MeNB for PDCP transfer to en-gNB.
	YES
	ignore

	>>>>>Bearer Type
	O
	
	9.2.92
	
	YES
	ignore

	>>>>>Ethernet Type
	O
	
	9.2.157
	
	YES
	ignore

	>>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>>Requested SCG E-RAB Level QoS Parameters
	M
	
	E-RAB Level QoS Parameters 9.2.9
	Includes necessary E-RAB level QoS parameters requested to be provided by the SCG.
	–
	

	>>>>>MeNB UL GTP Tunnel Endpoint at PDCP
	M
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2-U transport bearer. For delivery of UL PDCP PDUs.
	–
	

	>>>>>Secondary MeNB UL GTP Tunnel Endpoint at PDCP
	O
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2-U transport bearer. For delivery of UL PDCP PDUs in case of PDCP duplication.
	–
	

	>>>>>RLC Mode
	M
	
	RLC Mode
9.2.119
	Indicates the RLC mode to be used in the assisting node.
	–
	

	>>>>>UL Configuration
	C-ifMCGandSCGpresent
	
	9.2.118
	Information about UL usage in the en-gNB.
	–
	

	>>>>>UL PDCP SN Length
	O
	
	PDCP SN Length
9.2.133
	Indicates the PDCP SN length of the bearer for the UL.
	YES
	ignore

	>>>>>DL PDCP SN Length
	O
	
	PDCP SN Length
9.2.133
	Indicates the PDCP SN length of the bearer for the DL.
	YES
	ignore

	>>>>>Duplication activation
	O
	
	9.2.137
	Indicated the initial staus of PDCP duplication.
	YES
	ignore

	>E-RABs To Be Modified List
	
	0..1
	
	
	–
	

	>>E-RABs To Be Modified Item
	
	1 .. <maxnoofBearers>
	
	
	EACH
	ignore

	>>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>>PDCP present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>>Full E-RAB Level QoS Parameters
	O
	
	E-RAB Level QoS Parameters 9.2.9
	Includes E-RAB level QoS parameters to be modified as received on S1-MME
	–
	

	>>>>>Maximum MCG admittable E-RAB Level QoS Parameters
	O
	
	GBR QoS Information 9.2.10
	Includes the GBR QoS information admittable by the MCG
	–
	

	>>>>>MeNB GTP Tunnel Endpoint at MCG
	O
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2-U transport bearer at MCG. For delivery of DL PDCP PDUs.
	–
	

	>>>>>S1 UL GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	SGW endpoint of the S1-U transport bearer. For delivery of UL PDUs from the en-gNB.
	–
	

	>>>>>RLC Status
	O
	
	9.2.131
	Indicates the RLC has been re-established..
	
	

	>>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "not present".
	
	

	>>>>>Requested SCG E-RAB Level QoS Parameters
	O
	
	E-RAB Level QoS Parameters 9.2.9
	Includes E-RAB level QoS parameters requested to be provided by the SCG.
	–
	

	>>>>>MeNB UL GTP Tunnel Endpoint at PDCP
	O
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2-U transport bearer. For delivery of UL PDCP PDUs.
	–
	

	>>>>>UL Configuration
	O
	
	9.2.118
	Information about UL usage in the en-gNB.
	–
	

	>>>>>UL PDCP SN Length
	O
	
	PDCP SN Length
9.2.133
	Shall be ignored by the en-gNB if received.
	YES
	ignore

	>>>>>DL PDCP SN Length
	O
	
	PDCP SN Length
9.2.133
	Shall be ignored by the en-gNB if received.
	YES
	ignore

	>>>>>Secondary MeNB UL GTP Tunnel Endpoint at PDCP
	O
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2-U transport bearer. For delivery of UL PDCP PDUs in case of PDCP duplication.
	YES
	ignore

	>E-RABs To Be Released List
	
	0..1
	
	
	–
	

	>>E-RABs To Be Released Item
	
	1 .. <maxnoofBearers>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>>PDCP present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>>DL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of DL PDUs
	–
	

	>>>>>UL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer. used for forwarding of UL PDUs
	–
	

	>>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "not present".
	
	

	>Subscriber Profile ID for RAT/Frequency priority
	O
	
	9.2.25
	
	YES
	ignore

	>Additional RRM Policy Index
	O
	
	9.2.25a
	
	YES
	ignore

	MeNB to SgNB Container
	O
	
	OCTET STRING
	Includes the CG-ConfigInfo message as defined in TS 38.331 [31].
	YES
	reject

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID
9.2.86
	Allocated at the MeNB
	YES
	reject

	MeNB Resource Coordination Information
	O
	
	9.2.116
	Information used to coordinate resources utilisation between MeNB and en-gNB.
	YES
	ignore

	Requested split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates that resources for Split SRB are requested.
	YES
	ignore

	Requested split SRBs release
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates that resources for Split SRB are requested to be released.
	YES
	ignore

	Desired Activity Notification Level
	O
	
	9.2.141
	
	YES
	ignore

	Location Information at SgNB reporting
	O
	
	ENUMERATED (pscell, ...)
	Indicates that the user’s location information is to be provided.
	YES
	ignore

	MeNB Cell ID
	O
	
	ECGI
9.2.14
	Indicates the cell ID for PCell in MeNB.
	YES
	ignore

	Requested Fast MCG recovery via SRB3
	O
	
	ENUMERATED (true, ...)
	Indicates that the resources for fast MCG recovery via SRB3 are requested.
	YES
	ignore

	Requested Fast MCG recovery via SRB3 Release
	O
	
	ENUMERATED (true, ...)
	Indicates that the resources for fast MCG recovery via SRB3 are requested to be released.
	YES
	ignore

	SN triggered 
	O
	
	ENUMERATED (True, ...)
	
	YES
	ignore

	IAB Node Indication
	O
	
	ENUMERATED (true, ...)
	
	YES
	reject

	SCG MRO Information Request
	O
	
	ENUMERATED (PSCell Change Information, ...)
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256



	Condition
	Explanation

	ifMCGandSCGpresent
	This IE shall be present if, for the E-RAB requested to be added, the MCG resources and SCG resources IEs in the EN-DC Resource Configuration IE are set to the value "present".

	ifMCGpresent
	This IE shall be present if, for the E-RAB requested to be added, the MCG resources IE in the EN-DC Resource Configuration IE is set to the value "present".

	C-ifMCGandSCGpresent_GBR
	This IE shall be present if, for the E-RAB requested to be added, the MCG resources and SCG resources IEs in the EN-DC Resource Configuration IE are set to the value "present", and GBR QoS Information IE is present in Full E-RAB Level QoS Parameters IE.



9.1.4.6	SGNB MODIFICATION REQUEST ACKNOWLEDGE
This message is sent by the en-gNB to confirm the MeNB’s request to modify the en-gNB resources for a specific UE.
Direction: en-gNB  MeNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID
9.2.24
	Allocated at the MeNB.
	YES
	ignore

	SgNB UE X2AP ID
	M
	
	en-gNB UE X2AP ID
9.2.100
	Allocated at the en-gNB.
	YES
	ignore

	E-RABs Admitted To Be Added List
	
	0..1
	
	
	YES
	ignore

	>E-RABs Admitted To Be Added Item
	
	1 .. <maxnoofBearers>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>PDCP present in SN 
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>S1 DL GTP Tunnel Endpoint at the SgNB
	M
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the S1 transport bearer. For delivery of DL PDUs.
	–
	

	>>>>SgNB UL GTP Tunnel Endpoint at PDCP
	C-ifMCGpresent
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the X2-U transport bearer at PDCP. For delivery of UL PDCP PDUs.
	–
	

	>>>>RLC Mode
	C-ifMCGpresent
	
	RLC Mode
9.2.119
	Indicates the RLC mode to be used at the assisting node.
	–
	

	>>>>DL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of DL PDUs
	–
	

	>>>>UL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of UL PDUs
	–
	

	>>>>Requested MCG E-RAB Level QoS Parameters
	C-ifMCGandSCGpresent_GBRpresent
	
	E-RAB Level QoS Parameters 9.2.9
	Includes E-RAB level QoS parameters requested to be provided by the MCG.
	–
	

	>>>>UL Configuration
	[bookmark: OLE_LINK38]C-ifMCGandSCGpresent
	
	9.2.118
	Information about UL usage in the MeNB.
	–
	

	>>>>UL PDCP SN Length
	O
	
	PDCP SN Length
9.2.133
	Indicates the PDCP SN length of the bearer for the UL.
	YES
	ignore

	>>>>DL PDCP SN Length
	O
	
	PDCP SN Length
9.2.133
	Indicates the PDCP SN length of the bearer for the DL.
	YES
	ignore

	>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "not present".
	
	

	>>>>SgNB DL GTP Tunnel Endpoint at SCG
	M
	
	GTP Tunnel Endpoint 9.2.1
	Endpoint of the X2-U transport bearer at the SCG. For delivery of DL PDCP PDUs.
	–
	

	>>>>Secondary SgNB DL GTP Tunnel Endpoint at SCG
	O
	
	GTP Tunnel Endpoint 9.2.1
	Endpoint of the X2-U transport bearer at the SCG. For delivery of DL PDCP PDUs in case of PDCP duplication.
	–
	

	>>>>LCID
	O
	
	9.2.138
	LCID for the primary path in case of PDCP duplication configured.
	YES
	ignore

	E-RABs Admitted To Be Modified List
	
	0..1
	
	
	YES
	ignore

	>E-RABs Admitted To Be Modified Item
	
	1 .. <maxnoofBearers>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>PDCP present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>S1 DL GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the S1 transport bearer. For delivery of DL PDUs.
	–
	

	>>>>SgNB UL GTP Tunnel Endpoint at PDCP
	O
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the X2-U transport bearer at PDCP. For delivery of UL PDCP PDUs.
	–
	

	>>>>Requested MCG E-RAB Level QoS Parameters 
	O
	
	E-RAB Level QoS Parameters 9.2.9
	Includes E-RAB level QoS parameters requested to be provided by the MCG.
	–
	

	>>>>UL Configuration
	O
	
	9.2.118
	Information about UL usage in the MeNB.
	–
	

	>>>>UL PDCP SN Length
	O
	
	PDCP SN Length
9.2.133
	Shall be ignored by the MeNB if received.
	YES
	ignore

	>>>>DL PDCP SN Length
	O
	
	PDCP SN Length
9.2.133
	Shall be ignored by the MeNB if received.
	YES
	ignore

	>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "not present".
	
	

	>>>>SgNB DL GTP Tunnel Endpoint at SCG
	O
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the X2-U transport bearer at the SCG. For delivery of DL PDCP PDUs.
	–
	

	>>>>Secondary SgNB DL GTP Tunnel Endpoint at SCG
	O
	
	GTP Tunnel Endpoint 9.2.1
	Endpoint of the X2-U transport bearer at the SCG. For delivery of DL PDCP PDUs in case of PDCP duplication.
	YES
	ignore

	>>>>RLC Status
	O
	
	9.2.131
	Indicates the RLC has been re-established.
	YES
	ignore

	E-RABs Admitted To Be Released List
	
	0..1
	
	
	YES
	ignore

	>E-RABs Admitted To Be Released Item
	
	1 .. <maxnoofBearers>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>CHOICE Resource Configuration
	M
	
	
	Note: no further information contained in the IE container
	
	

	E-RABs Not Admitted List
	O
	
	E-RAB List
9.2.28
	A value for E-RAB ID shall only be present once in E-RABs Admitted List IE and in E-RABs Not Admitted List IE.
	YES
	ignore

	SgNB to MeNB Container
	O
	
	OCTET STRING
	Includes the NR CG-Config message as defined in TS 38.331 [31].
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.7
	
	YES
	ignore

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID
9.2.86
	Allocated at the MeNB
	YES
	ignore

	SgNB Resource Coordination Information
	O
	
	9.2.117
	Information used to coordinate resources utilisation between en-gNB and MeNB.
	YES
	ignore

	Admitted split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates admitted SRBs
	YES
	ignore

	Admitted split SRBs release
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates admitted SRBs release
	YES
	ignore

	RRC config indication
	O
	
	9.2.132
	Indicates the type of RRC configuration used at the en-gNB.
	YES
	reject

	Location Information at SgNB
	O
	
	9.2.142
	Contains information to support localisation of the UE
	YES
	ignore

	Available fast MCG recovery via SRB3
	O
	
	ENUMERATED (true, ...)
	Indicates the fast MCG recovery via SRB3 isenabled.
	YES
	ignore

	Release fast MCG recovery via SRB3
	O
	
	ENUMERATED (true, ...)
	Indicates the fast MCG recovery via SRB3 is released.
	YES
	ignore

	SCG UE History Information
	O
	
	9.2.Y
	
	YES
	ignore

	SCG MRO Information Response
	O
	
	ENUMERATED (PSCell Changed, PSCell not changed, ...)
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256



	Condition
	Explanation

	ifMCGandSCGpresent
	This IE shall be present if, for the E-RAB admitted to be added, the MCG resources and SCG resources IEs in the EN-DC Resource Configuration IE are set to the value "present".

	ifMCGpresent
	This IE shall be present if, for the E-RAB admitted to be added, the MCG resources IE in the EN-DC Resource Configuration IE is set to the value "present".

	C-ifMCGandSCGpresent_GBRpresent
	This IE shall be present if, for the E-RAB admitted to be added, the MCG resources and SCG resources IEs in the EN-DC Resource Configuration IE are set to the value "present", and the GBR QoS Information IE is present in the Requested MCG E-RAB Level QoS Parameters IE.



<<<<<<<<<<<<<<<<<<<< End of Change >>>>>>>>>>>>>>>>>>>>
-- TEXT OMITTED --
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
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This message is sent by the en-gNB to the MeNB to request the change of en-gNB for a specific UE.
Direction: en-gNB  MeNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID
9.2.24
	Allocated at the MeNB.
	YES
	reject

	SgNB UE X2AP ID
	M
	
	en-gNB UE X2AP ID
9.2.100
	Allocated at the en-gNB.
	YES
	reject

	Target SgNB ID Information
	M
	
	9.2.102
	
	YES
	reject

	Cause
	M
	
	9.2.6
	
	YES
	ignore

	SgNB to MeNB Container
	O
	
	OCTET STRING
	Includes the CG-Config message as defined in TS 38.331 [31].
	YES
	reject

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID
9.2.86
	Allocated at the MeNB.
	YES
	reject

	SCG UE History Information
	O
	
	9.2.Y
	
	YES
	ignore

	Source PSCell ID
	O
	
	NR CGI
9.2.111
	
	YES
	ignore



<<<<<<<<<<<<<<<<<<<< End of Change >>>>>>>>>>>>>>>>>>>>
-- TEXT OMITTED --
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.1.2.A2	SCG MRO INFORMATION
This message is sent by the MeNB to the en-gNB to inform about an SCG failure and to provide information for MRO analysis.
Direction: MeNB  en-gNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID
9.2.24
	Allocated at the MeNB
	YES
	reject

	SgNB UE X2AP ID
	M
	
	en-gNB UE X2AP ID
9.2.100
	Allocated at the en-gNB
	YES
	reject

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID
9.2.86
	Allocated at the MeNB.
	YES
	reject

	RRC Container
	M
	
	OCTET STRING
	Includes the UL-DCCH-Message as defined in subclause 6.2.1 of TS 38.331 [31] containing the FailureInformation message.
	–
	

	Source PSCell ID
	O
	
	NR CGI
9.2.111
	
	YES
	ignore



<<<<<<<<<<<<<<<<<<<< End of Change >>>>>>>>>>>>>>>>>>>>
-- TEXT OMITTED --
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[ASN.1 to be added once endorsed.]
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