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	Reason for change:
	It was agreed in RAN3#107-e meeting:
New class 1 non-UE associated F1AP procedure is defined for IP address allocation between IAB donor CU and IAB donor DU.
However, in the current 38.473, the description that the IAB TNL Address Allocation procedure uses non-UE associated signalling is missing.

	
	

	Summary of change:
	Add “This procedure uses non-UE associated signalling.” in Section 8.10.3.1.


Impact analysis
Impact assessment towards the previous version of the specification (same release): 
This CR has isolated impact with the previous version of the specification (same release) because the changes only impact the IAB functionality.
The impact can be considered isolated because the change only affects IAB TNL Address Allocation procedure.

	
	

	Consequences if not approved:
	The description of IAB TNL Address Allocation procedure is incomplete.
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8.10.3	IAB TNL Address Allocation
[bookmark: _Toc81383164][bookmark: _Toc66289307][bookmark: _Toc74154420][bookmark: _Toc51763483][bookmark: _Toc45832303][bookmark: _Toc64448648]8.10.3.1	General
The purpose of the IAB TNL Address Allocation procedure is to allocate TNL addresses to be used by the IAB-node(s). This procedure uses non-UE associated signalling.
NOTE:	This procedure is applicable for IAB-donor-DU, where the term "gNB-DU" applies to IAB-donor-DU, and the term "gNB-CU" applies to IAB-donor-CU.
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