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8.2.1.2	Successful Operation

[bookmark: _1267523125]
Figure 8.2.1.2-1: Handover Preparation, successful operation
The source eNB initiates the procedure by sending the HANDOVER REQUEST message to the target eNB. When the source eNB sends the HANDOVER REQUEST message, it shall start the timer TRELOCprep.
--Skip
If the Bearer Handover Restriction IE is included for an E-RABs To Be Setup List IE within the HANDOVER REQUEST message, the target eNB shall store this information and use it when handling PS handover.
-----------------------------------------------------------Next Change ----------------------------------------
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This message is sent by the source eNB to the target eNB to request the preparation of resources for a handover.
Direction: source eNB  target eNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	Old eNB UE X2AP ID
	M
	
	eNB UE X2AP ID
9.2.24
	Allocated at the source eNB
	YES
	reject

	Cause
	M
	
	9.2.6
	
	YES
	ignore

	Target Cell ID
	M
	
	ECGI
9.2.14
	
	YES
	reject

	GUMMEI
	M
	
	9.2.16
	
	YES
	reject

	UE Context Information
	
	1
	
	
	YES
	reject

	>MME UE S1AP ID
	M
	
	INTEGER (0..232 -1)
	MME UE S1AP ID allocated at the MME
	–
	

	>UE Security Capabilities
	M
	
	9.2.29
	
	–
	

	>AS Security Information
	M
	
	9.2.30
	
	–
	

	>UE Aggregate Maximum Bit Rate
	M
	
	9.2.12
	
	–
	

	>Subscriber Profile ID for RAT/Frequency priority
	O
	
	9.2.25
	
	–
	

	>E-RABs To Be Setup List
	
	1
	
	
	–
	

	>>E-RABs To Be Setup Item
	
	1 .. <maxnoofBearers>
	
	
	EACH
	ignore

	>>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>>E-RAB Level QoS Parameters
	M
	
	9.2.9
	Includes necessary QoS parameters
	–
	

	>>>DL Forwarding 
	O
	
	9.2.5
	
	–
	

	>>>UL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint 9.2.1
	SGW endpoint of the S1 transport bearer. For delivery of UL PDUs.
	–
	

	>>>Bearer Type
	O
	
	9.2.92
	
	YES
	reject

	>>>Ethernet Type
	O
	
	9.2.157
	
	YES
	ignore

	>>>DAPS Request Information
	O
	
	9.2.154
	
	YES
	ignore

	>>>Bearer Handover Restriction
	O
	
	9.2.xyz
	
	YES
	ignore

	>RRC Context
	M
	
	OCTET STRING
	Includes the RRC HandoverPreparationInformation message as defined in subclause 10.2.2 of TS 36.331 [9], or the RRC HandoverPreparationInformation-NB message as defined in 10.6.2 of TS 36.331 [9].
	–
	

	>Handover Restriction List
	O
	
	9.2.3
	
	–
	

	>Location Reporting Information
	O
	
	9.2.21
	Includes the necessary parameters for location reporting
	–
	

	>Management Based MDT Allowed
	O
	
	9.2.59
	
	YES
	ignore

	>Management Based MDT PLMN List
	O
	
	MDT PLMN List
9.2.64
	
	YES
	ignore

	>UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.2.97
	This IE applies only if the UE is authorized for V2X services.
	YES
	ignore

	>EPC Handover Restriction List Container
	O
	
	9.2.153
	
	YES
	ignore

	>Additional RRM Policy Index
	O
	
	9.2.25a
	
	YES
	ignore

	>NR UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.2.159
	This IE applies only if the UE is authorized for NR V2X services.
	YES
	ignore

	>UE Radio Capability ID
	O
	
	9.2.171
	
	YES
	reject

	>IMS voice EPS fallback from 5G
	O
	
	ENUMERATED (true, ...) 
	
	YES
	ignore

	UE History Information
	M
	
	9.2.38
	Same definition as in TS 36.413 [4]
	YES
	ignore

	Trace Activation
	O
	
	9.2.2
	
	YES
	ignore

	SRVCC Operation Possible
	O
	
	9.2.33
	
	YES
	ignore

	CSG Membership Status
	O
	
	9.2.52
	
	YES
	reject

	Mobility Information
	O
	
	BIT STRING (SIZE (32))
	Information related to the handover; the source eNB provides it in order to enable later analysis of the conditions that led to a wrong HO.
	YES
	ignore

	Masked IMEISV
	O
	
	9.2.69
	
	YES
	ignore

	UE History Information from the UE
	O
	
	OCTET STRING
	VisitedCellInfoList contained in the UEInformationResponse message (TS 36.331 [9])
	YES
	ignore

	Expected UE Behaviour
	O
	
	9.2.70
	
	YES
	ignore

	ProSe Authorized
	O
	
	9.2.78
	
	YES
	ignore

	UE Context Reference at the SeNB
	O
	
	
	
	YES
	ignore

	>Global SeNB ID
	M
	
	Global eNB ID
9.2.22
	
	–
	

	>SeNB UE X2AP ID
	M
	
	eNB UE X2AP ID
9.2.24
	Allocated at the SeNB
	–
	

	>SeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID
9.2.86
	Allocated at the SeNB
	–
	

	Old eNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID
9.2.86
	Allocated at the source eNB
	YES
	reject

	V2X Services Authorized
	O
	
	9.2.93
	
	YES
	ignore

	UE Context Reference at the WT
	O
	
	
	
	YES
	ignore

	>WT ID
	M
	
	9.2.95
	
	–
	

	>WT UE XwAP ID
	M
	
	9.2.96
	
	–
	

	NR UE Security Capabilities
	O
	
	9.2.107
	
	YES
	ignore

	UE Context Reference at the SgNB
	O
	
	
	
	YES
	ignore

	>Global en-gNB ID
	M
	
	9.2.112
	
	–
	

	>SgNB UE X2AP ID
	M
	
	en-gNB UE X2AP ID
9.2.100
	Allocated at the SgNB.
	–
	

	Aerial UE subscription information
	O
	
	9.2.129
	
	YES
	ignore

	Subscription Based UE Differentiation Information
	O
	
	9.2.136
	
	YES
	ignore

	Conditional Handover Information Request
	O
	
	
	
	YES
	reject

	>CHO Trigger
	M
	
	ENUMERATED (CHO-initiation, CHO-replace, …)
	
	–
	

	>New eNB UE X2AP ID
	C-ifCHOmod
	
	eNB UE X2AP ID
9.2.24
	Allocated at the target eNB
	–
	

	>New eNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID
9.2.86
	Allocated at the target eNB
	–
	

	>Estimated Arrival Probability
	O
	
	INTEGER (1..100)
	
	–
	

	NR V2X Services Authorized
	O
	
	9.2.158
	
	YES
	ignore

	PC5 QoS Parameters
	O
	
	9.2.160
	This IE applies only if the UE is authorized for NR V2X services.
	YES
	ignore

	IAB Node Indication
	O
	
	ENUMERATED (true, ...)
	
	YES
	reject



	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256

	maxnoofMDTPLMNs
	PLMNs in the Management Based MDT PLMN list. Value is 16.



	Condition
	Explanation

	ifCHOmod
	This IE shall be present if the CHO Trigger IE is present and set to "CHO-replace".


-----------------------------------------------------------Next Change ----------------------------------------

9.2.xyz	Bearer Handover Restriction 
This IE is used to indicate the E-RAB handover restriction.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Bearer Handover Restriction
	O
	
	ENUMERATED
(no 5G, no 2G3G or 5G, …)
	Value “no 5G” indicates that E-RAB is unable to be handed over to 5G
Value “no 2G3G or 5G” indicates that E-RAB is unable to be handed over to 2G/3G and 5G



-----------------------------------------------------------Next Change ----------------------------------------
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-- ASN1START
-- **************************************************************
--
-- PDU definitions for X2AP.
--
-- **************************************************************

X2AP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS
	ABSInformation,
	ABS-Status,
	AS-SecurityInformation,
	BearerType,
	Cause,
	CompositeAvailableCapacityGroup,
	Correlation-ID,
	COUNTvalue,
	CellReportingIndicator,
	AerialUEsubscriptionInformation,
	CriticalityDiagnostics,
	CRNTI,
	CSGMembershipStatus,
	CSG-Id,
	DeactivationIndication,
	DL-Forwarding,
--Omit un changed part
TDDULDLConfigurationCommonNR,
	NRCarrierList,
	SSB-PositionsInBurst,
	NRCellPRACHConfig,
	NBIoT-RLF-Report-Container,
	PrivacyIndicator,
	UERadioCapabilityID,
	CSI-RSTransmissionIndication,
	IABNodeIndication,
	F1CTrafficContainer,
	IntendedTDD-DL-ULConfiguration-NR,
	UERadioCapability,
	SFN-Offset,
	IMSvoiceEPSfallbackfrom5G,
Global-RAN-NODE-ID,
	DirectForwardingPathAvailability,
BearerHandoverRestriction


FROM X2AP-Containers

	id-ABSInformation,
	id-ActivatedCellList,
	id-BearerType,
	id-Cause,
	id-CellInformation,
	id-CellInformation-Item,
	id-CellMeasurementResult, 
	id-CellMeasurementResult-NR-ENDC,
	id-CellMeasurementResult-Item, 
	id-CellMeasurementResult-NR-ENDC-Item,
	id-CellMeasurementResult-E-UTRA-ENDC,
	id-CellMeasurementResult-E-UTRA-ENDC-Item,
--Omit unchanged part
id-TraceCollectionEntityIPAddress,
	id-UERadioCapabilityID,
	id-CSI-RSTransmissionIndication,
	id-DLCarrierList,
	id-IABNodeIndication,
	id-F1CTrafficContainer,
	id-IntendedTDD-DL-ULConfiguration-NR,
	id-UERadioCapability,
	id-SFN-Offset,
id-DirectForwardingPathAvailability,
	id-sourceNG-RAN-node-id,
id-BearerHandoverRestriction,
	maxCellineNB,
	maxnoofBearers,
	maxnoofPDCP-SN,
	maxFailedMeasObjects,
	maxnoofCellIDforMDT,
	maxnoofTAforMDT,
	maxCellinengNB,
	maxnoofCellIDforQMC,
	maxnoofTAforQMC,
	maxnoofPLMNforQMC,
	maxnoofProtectedResourcePatterns,
	maxnoNRcellsSpectrumSharingWithE-UTRA,
	maxnoofNrCellBands,
	maxnoofSSBAreas

-----------------------------------------------------------Next Change ----------------------------------------

E-RABs-ToBeSetup-Item ::= SEQUENCE {
	e-RAB-ID					E-RAB-ID,
	e-RAB-Level-QoS-Parameters		E-RAB-Level-QoS-Parameters,
	dL-Forwarding					DL-Forwarding													OPTIONAL,
	uL-GTPtunnelEndpoint			GTPtunnelEndpoint,
	iE-Extensions					ProtocolExtensionContainer { {E-RABs-ToBeSetup-ItemExtIEs} } OPTIONAL,
	...
}

E-RABs-ToBeSetup-ItemExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	{ ID id-BearerType		CRITICALITY reject	EXTENSION BearerType		PRESENCE optional}|
	{ ID id-DAPSRequestInfo		CRITICALITY ignore	EXTENSION DAPSRequestInfo			PRESENCE optional}|
	{ ID id-Ethernet-Type	CRITICALITY ignore	EXTENSION Ethernet-Type		PRESENCE optional}|,
{ ID  id-BearerHandoverRestriction	CRITICALITY ignore	EXTENSION BearerHandoverRestriction	PRESENCE optional},
	...
}
-------------------------------------------------------- Next Change ----------------------------------------

BearerHandoverRestriction ::= ENUMERATED {
	no-5G,
	no-2G3G-or-5G,
	...
}

-------------------------------------------------------- Next Change ----------------------------------------


-- **************************************************************
--
-- IEs
--
-- **************************************************************

id-E-RABs-Admitted-Item														ProtocolIE-ID ::= 0
id-E-RABs-Admitted-List														ProtocolIE-ID ::= 1
id-E-RAB-Item																ProtocolIE-ID ::= 2
--omit unchanged part
id-CellToReport-E-UTRA-ENDC													ProtocolIE-ID ::= 403
id-CellToReport-E-UTRA-ENDC-Item											ProtocolIE-ID ::= 404
id-TraceCollectionEntityURI													ProtocolIE-ID ::= 405
id-SFN-Offset																ProtocolIE-ID ::= 406
id-CHO-DC-EarlyDataForwarding												ProtocolIE-ID ::= 407
id-IMSvoiceEPSfallbackfrom5G												ProtocolIE-ID ::= 408
id-AdditionLocationInformation												ProtocolIE-ID ::= 409
id-DirectForwardingPathAvailability											ProtocolIE-ID ::= 410
id-sourceNG-RAN-node-id														ProtocolIE-ID ::= 411
id-BearerHandoverRestriction                                               ProtocolIE-ID ::= 4XX


END
-- ASN1STOP
-------------------------------------------------------- End of Change ----------------------------------------
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