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1. Introduction

In this paper we address the solution for

1. concerning RACH conflict detection and resolution detected by gNB-DU
2. Dual Connectivity (DC) related RA Report

3. RA Report availability indication from DU to the CU
2  Discussion

During the RAN3-114-e the following agreements were captured: 

· It should be possible for the gNB-CU to provide the gNB-DU with information indicating the CGI of the cells potentially in conflict and the neighbouring relation between these cells and their neighbour cells, along with the PRACH configurations of those neighbour cells, so as to prevent the gNB-DU from reconfiguring one of its cells from conflicting with one neighbour toward conflicting with another neighbour. How/whether gNB-CU do the filter is up to implementation.
· The structure of gNB-CU signalled assistance information is [CGI of cell in potential conflict]+ [list of cells neighbouring the cell in potential conflict]
· Maximum number of potentially-in-conflict served cell list is 256 and neighbour cell list is 32
· PRACH configuration is not included in F1 setup response message
In the following we discuss how the signalling solution required for the PRACH configuration conflict detection and resolution can be designed.
2.1 Signalling solution for RACH conflict detection and resolution
According to the agreements above, gNB-CU can signal to the gNB-DU the PRACH configurations only for 32 neighbor cells of a cell in potential PRACH conflict, wherein a PRACH configuration conflict can be resolved by means of choosing a new PRACH configuration (not colliding with the neighbour PRACH configurations) or changing some gNB-DU local configurations. This means gNB-CU scans all PRACH configurations through all valid neighbour cell relations for the cell in potential PRACH conflict and filters out a set of PRACH configurations for the neighbour cells in closest proximity. Some of the selected neighbours may be causing the PRACH conflict e.g., they might have overlapping PRACH configurations in time, frequency, and preamble domain.
However, there might be scenarios where the selection of a new PRACH configuration by the gNB-DU may trigger a new conflict with a neighbour not signalled by the gNB-CU. 
In this scenario, in which only the gNB-DU is aware of the degraded PRACH performance, the gNB-DU should have the freedom to trigger actions to resolve the PRACH conflict. As consequence, the gNB-DU may 
1) reconfigure its local PRACH configuration for the corresponding cell(s) e.g., changing the PRACH sweeping pattern or 
2) Signal to the gNB-CU that more neighbour PRACH configuration is needed in order to avoid other possible conflicts 
If action 1) is carried out, the gNB-DU shall inform the gNB-CU of a PRACH sweeping pattern change so that the gNB-CU can update its neighbour cell relations. This is because a change of sweeping pattern implies that the neighbour relations of certain SSB indexes with other neighbour cells has changed.

If action 2) is carried out, the gNB-DU shall inform the gNB-CU that more neighbours´PRACH information is needed. 

Hence, we propose that a gNB-DU indicates to the gNB-CU either the result of local actions, or the need of more neighbours´ PRACH configurations to resolve a persistent PRACH conflict.

Proposal 1 The gNB-DU shall be able to indicate to the gNB-CU either the result of local actions, or the need of more neighbours´ PRACH configurations to resolve a persistent PRACH conflict.
2.1.1 Local action for PRACH conflict resolution  
PRACH configuration conflicts may happen between two intra-frequency neighbouring cells at beam level when two beams from neighbouring cell are spatially and temporally overlapping. 
As a consequence of beam level conflict detection, a gNB-DU may resololve the conflict by reconfiguring beam sweep configuration instead of reconfiguring PRACH configuration. In this scenario, gNB-DU may swap the direction of the beam (in-conflict) for another beam (not in-conflict) in case all configured SSB in gNB-DU are not sharing the same PRACH occasion, see Figure 1. Namely, this solution is applicable to scenarios where the PRACH configurations of SSB beams in a cell have different PRACH occasions. Obviously if the PRACH occasion of all beams is the same there is no sweeping order change possible.

[image: image1]
Figure 1 PRACH conflict resolution through beam sweep configuration in conflicting cell (cell 1)
If beam level conflict detection is resolved locally at the gNB-DU, gNB-DU needs to signal the gNB-CU to update beam relation information/PRACH configuration among the neighbouring cell relations. 

Proposal 2 We propose the beam sweeping pattern reconfiguration as a possible solution to PRACH conflict resolution and to determine ways for the gNB-DU to signals information on the reconfiguration of beam sweeping to the gNB-CU.
In its simplest form, this solution would require that the gNB-DU indicates to the gNB-CU that a beam sweep reconfiguration has taken place. As an example, this could be achieved by including, in the Served Cell Information IE signalled by the gNB-DU over the F1 interface, the following IE

9.3.1.xx Beam Sweep Reconfiguration Information

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	SS-PBCH burst reconfiguration
	
	
	
	

	>Impacted SS-PBCH blocks
	
	1..<maxnoofSS-PBCH-Blocks>
	
	

	>>Impacted SS-PBCH block index
	M
	
	INTEGER (0..63, …)
	

	>>New SS-PBCH block index
	M
	
	INTEGER (0..63, …)
	


In the above IE, each item contains the SS-PBCH block index that is affected by the beam sweep reconfiguration and the new SSB block index allocated to it. With this information the gNB-CU knows which SSB beams are swapped and it may trigger a new learning process to determine the neighbour beams for the served beams affected, if needed.

The above changes are not added in the TPs below, but can be added to the TPs in the Annex if agreeable.

2.1.2 Further gNB-CU assistance for PRACH conflict resolution  
If the gNB-DU observes poor performance of RACH procedures due to RACH configuration conflict, the gNB-DU can request to the gNB-CU additional PRACH assistance information for the cells where gNB-DU believes there is a conflict. This approach is motivated by the fact that the number of neighbor cells signalled by the gNB-CU to the gNB-DU is limited (where such limitation is taken to avoid overly large messages).
Therefore the steps for such solution would be as follows:

· The gNB-CU signals to the gNB-DU an initial filtered and limited set of PRACH configuration of the cells neighbouring the cell in potential conflict. Let´s call the cell in potential conflict “Cell A” 
· The gNB-DU tries to resolve the PRACH conflict internally based on assistance information signalled by the gNB-CU. 

· If resolving the RACH conflict is not achieved by means of using initial assistance information, gNB-DU signals to the gNB-CU a request for additional assistance information concerning Cell A.

· The gNB-CU verifies that other cells in Cell A´s neighborhood have an overlapping PRACH configuration with Cell A and signals to gNB-DU the PRACH configurations of those cells.

· gNB-DU selects a new PRACH configuration taking the information from the gNB-CU into account.

· gNB-DU signals to the gNB-CU the newly adopted PRACH configuration in gNB-DU configuration Update.

2.2 Dual Connectivity (DC) related RA Report

In a DC scenario, the UE would be allowed to perform RACH over both MCG and SCG, and collected RACH reports will be logged in a single RACH report list. It is agreed in RAN2#116 meeting that the SN related RA report, i.e., SCG failure declared due to random access procedure related issues (e.g., HOF, BFR etc.), is sent to the MN and then MN can forward this RA report to a SN.

However, the issue related to the DC scenario is that MN would not be aware of the performed RACHs over the SCG. While SN-CU and SN-DU will be aware of the performed RACHs. Hence in order to enable a mechanism to fetch the SN related RACH reports from the MN, a signalling from SN to the MN is required to indicate the need for SN related RA reports pertinent to the SCG. Otherwise, UE may log an SN related RA reports that will never be fetched by the MN. 

Observation 1 RA Report performed over the SN cells are not visible/known by the MN. Hence MN may not fetch the RACH reports pertinent to the SN unless it is notified of their existance.  

Hence, signalling is required from SN to MN to indicate the availability of a SN related RACH report performed by a specific UE. Such signalling from SN to the MN can include a list of XnAP UE ID of the UEs who have the RACH report pertained to the SN. Having this indication, MN can use the RRC UE Information Request/Response procedure to fetch the RACH report and forward the RACH report related to the SN via already standardized solution i.e., Xn: Access and Mobility Indication. The complete picture of the signalling solution required for fetching SN related RACH reports is shown in Figure 2.
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Figure 2.  signaling solution for fetching RACH reports pertinent to the SN.
Observation 2 If SN indicates the availability of the RACH reports to the MN, MN can fetch the RACH report and transfer it to the SN via Access and Mobility Indication procedure.
In light of above, we propose an indication from SN to MN to request fetching/availability of SCG related RA Report over Xn interface.
Proposal 3 RAN3 to agree that SN indicates the availability of RA Report of a set of UEs specified by their XnAP UE IDs.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	ignore

	RACH Report List
	
	0..1
	
	
	YES
	ignore

	>RACH Report List Item
	
	1 .. <maxnoofRACHReports>
	
	
	EACH
	ignore

	>>RACH Report Container
	O
	
	OCTET STRING
	RACH-ReportList-r16 IE as defined in subclause 6.2.2 in TS 38.331 [10].
	YES
	ignore


Figure 3. Access and Mobility Indication signal as part of XnAP TS 38.423.

Note that, as shown in the Figure 3 the Access and mobility indication is currently a non-UE specific signalling. Since the SN requests the RACH reports for specific UEs with specific UE XnAP ID, it can be seen as a good enhancement if MN could transfer to the SN the RACH reports with the associated UE XnAP ID. This would allow the SN to understand to which UE the RACH report is associated, which would turn to be useful for cases where the UE context at SN is still available (which is the common case in DC). Hence we propose to add the UE XnAp ID to the RACH reports signalled via the Xn: Access and Mobility Indication procedure. 
Proposal 4 RAN3 to enhance the Xn: Access and Mobility Indication procedure with NG-RAN node UE XnAP ID to enable delivering the RACH reports for specific UEs identified by SN.

Conclusion

In this paper the problem of RACH configuration conflict detection and resolution has been discussed and a solution has been identified. The paper provided the following Proposals:
Observation 3 RA Report performed over the SN cells are not visible/known by the MN. Hence MN may not fetch the RACH reports pertinent to the SN unless it is notified of their existance.  

Observation 4 If SN indicates the availability of the RACH reports to the MN, MN can fetch the RACH report and transfer it to the SN via Access and Mobility Indication procedure.
Proposal 5 We propose a gNB-DU indicates to the gNB-CU the occurrence of PRACH reconfiguration or PRACH configuration due to conflict/potential conflict for cases when the RACH procedure is not known to the gNB-CU.
Proposal 6 We propose the beam sweeping pattern reconfiguration as a possible solution to PRACH conflict resolution and to determine ways for the gNB-DU to signals information on the reconfiguration of beam sweeping to the gNB-CU.
Proposal 7 RAN3 to agree that SN indicates the availability of RA Report of a set of UEs specified by their XnAP UE IDs.

Proposal 8 RAN3 to enhance the Xn: Access and Mobility Indication procedure with NG-RAN node UE XnAP ID to enable delivering the RACH reports for specific UEs identified by SN.

Annex –Text Proposals for SON BL CR for TS 38.473 Concerning RACH Conflict Detection and Resolution
---------------------Start of Changes---------------------
8.2
Interface Management procedures

8.2.4
gNB-DU Configuration Update

8.2.4.1
General

The purpose of the gNB-DU Configuration Update procedure is to update application level configuration data needed for the gNB-DU and the gNB-CU to interoperate correctly on the F1 interface. This procedure does not affect existing UE-related contexts, if any. The procedure uses non-UE associated signalling.

NOTE:
Update of application level configuration data also applies between the gNB-DU and the gNB-CU in case the DU does not broadcast system information other than for radio frame timing and SFN, as specified in the TS 37.340 [8]. How to use this information when this option is used is not explicitly specified.

8.2.4.2
Successful Operation
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Figure 8.2.4.2-1: gNB-DU Configuration Update procedure: Successful Operation

The gNB-DU initiates the procedure by sending a GNB-DU CONFIGURATION UPDATE message to the gNB-CU including an appropriate set of updated configuration data that it has just taken into operational use. The gNB-CU responds with GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE message to acknowledge that it successfully updated the configuration data. If an information element is not included in the GNB-DU CONFIGURATION UPDATE message, the gNB-CU shall interpret that the corresponding configuration data is not changed and shall continue to operate the F1-C interface with the existing related configuration data.

The updated configuration data shall be stored in both nodes and used as long as there is an operational TNL association or until any further update is performed.

If gNB-DU ID IE is contained in the GNB-DU CONFIGURATION UPDATE message for a newly established SCTP association, the gNB-CU will associate this association with the related gNB-DU.

If Served Cells To Add Item IE is contained in the GNB-DU CONFIGURATION UPDATE message, the gNB-CU shall add cell information according to the information in the Served Cell Information IE. For NG-RAN, the gNB-DU shall include the gNB-DU System Information IE.

If Served Cells To Modify Item IE is contained in the GNB-DU CONFIGURATION UPDATE message, the gNB-CU shall modify information of cell indicated by Old NR CGI IE according to the information in the Served Cell Information IE and overwrite the served cell information for the affected served cell. Further, if the gNB-DU System Information IE is present the gNB-CU shall store and replace any previous information received.

If Served Cells To Delete Item IE is contained in the GNB-DU CONFIGURATION UPDATE message, the gNB-CU shall delete information of cell indicated by Old NR CGI IE.

If Cells Status Item IE is contained in the GNB-DU CONFIGURATION UPDATE message, the gNB-CU shall update the information about the cells, as described in TS 38.401 [4]. If if the Switching Off Ongoing IE is present in the Cells Status Item IE, contained in the GNB-DU CONFIGURATION UPDATE message, and the corresponding Service State IE is set to "Out-of-Service", the gNB-CU shall ignore the Switching Off Ongoing IE.
If Cells to be Activated List Item IE is contained in the GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE message, the gNB-DU shall activate the cell indicated by NR CGI IE and reconfigure the physical cell identity for cells for which the NR PCI IE is included.

If Cells to be Activated List Item IE is contained in the GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE message and the indicated cells are already activated, the gNB-DU shall update the cell information received in Cells to be Activated List Item IE.
If Cells to be Activated List Item IE is included in the GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE message, and the information for the cell indicated by the NR CGI IE includes the IAB Info IAB-donor-CU IE, the gNB-DU shall, if supported, apply the IAB STC Info IE therein to the indicated cell.
If Cells to be Deactivated List Item IE is contained in the GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE message, the gNB-DU shall deactivate all the cells with NR CGI listed in the IE.

If Dedicated SI Delivery Needed UE List IE is contained in the GNB-DU CONFIGURATION UPDATE message, the gNB-CU should take it into account when informing the UE of the updated system information via the dedicated RRC message.

For NG-RAN, the gNB-CU shall include the gNB-CU System Information IE in the GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE message. The SIB type to Be Updated List IE shall contain the full list of SIBs to be broadcast.
For NG-RAN, the gNB-DU may include the RAN Area Code IE in the GNB-DU CONFIGURATION UPDATE message. The gNB-CU shall store and replace any previously provided RAN Area Code IE by the received RAN Area Code IE.

If Available PLMN List IE, and optionally also Extended Available PLMN List IE, is contained in GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE message, the gNB-DU shall overwrite the whole available PLMN list and update the corresponding system information. 
If Available SNPN ID List IE is contained in GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE message, the gNB-DU shall overwrite the whole available SNPN ID list and update the corresponding system information.
If in GNB-DU CONFIGURATION UPDATE message, the Cell Direction IE is present, the gNB-CU should use it to understand whether the cell is for UL or DL only. If in GNB-DU CONFIGURATION UPDATE message, the Cell Direction IE is omitted in the Served Cell Information IE it shall be interpreted as that the Cell Direction is Bi-directional.

If the GNB-DU CONFIGURATION UPDATE message includes gNB-DU TNL Association To Remove List IE, and the Endpoint IP address IE and the Port Number IE for both TNL endpoints of the TNL association(s) are included in the gNB-DU TNL Association To Remove List IE, the gNB-CU shall, if supported, consider that the TNL association(s) indicated by both received TNL endpoints will be removed by the gNB-DU. If the Endpoint IP address IE, or the Endpoint IP address IE and the Port Number IE for one or both of the TNL endpoints is included in the gNB-DU TNL Association To Remove List IE in GNB-DU CONFIGURATION UPDATE message, the gNB-CU shall, if supported, consider that the TNL association(s) indicated by the received endpoint IP address(es) will be removed by the gNB-DU.

If the Intended TDD DL-UL Configuration IE is present in the GNB-DU CONFIGURATION UPDATE message, the receiving gNB-CU shall use the received information for Cross Link Interference management and/or NR-DC power coordination. The gNB-CU may merge the Intended TDD DL-UL Configuration information received from two or more gNB-DUs. The gNB-CU shall consider the received Intended TDD DL-UL Configuration IE content valid until reception of an update of the IE for the same cell(s).
If the Aggressor gNB Set ID IE is included in the Served Cell Information IE in the GNB-DU CONFIGURATION UPDATE message, the gNB-CU shall, if supported, take it into account.

If the Victim gNB Set ID IE is included in the Served Cell Information IE in the GNB-DU CONFIGURATION UPDATE message, the gNB-CU shall, if supported, take it into account.

If the GNB-DU CONFIGURATION UPDATE message includes Transport Layer Address Info IE, the gNB-CU shall, if supported, take into account for IPSec tunnel establishment.

If the GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE message includes Transport Layer Address Info IE, the gNB-DU shall, if supported, take into account for IPSec tunnel establishment.
If the GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE message contains the Uplink BH Non-UP Traffic Mapping IE, the gNB-DU shall, if supported, consider the information therein for mapping of non-UP uplink traffic.
If the SFN Offset IE is contained in the Served Cell Information IE in GNB-DU CONFIGURATION UPDATE message, the gNB-CU shall, if supported, use this information to deduce the SFN0 offset of the reported cell.

If the NR Cell PRACH Configuration IE is included in the Served Cell Information IE contained in the GNB-DU CONFIGURATION UPDATE message, the gNB-CU may store the information, and forward it to other RAN nodes for RACH optimisation.
If the GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE message contains the BAP Address IE, the gNB-DU shall, if supported, store the received BAP address and use it as specified in TS 38.340 [30].

If the GNB-DU CONFIGURATION UPDATE message contains the RACH Conflict Cell List IE, the gNB-CU may add the RACH Conflict Assistance Information List IE as part of the GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE message to provide new neighbour PRACH configurations to the gNB-DU.
If the GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE message contains the RACH Conflict Assistance Information List IE, the gNB-DU may use this information to resolve RACH conflicts.
8.2.4.3
Unsuccessful Operation
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Figure 8.2.4.3-1: gNB-DU Configuration Update procedure: Unsuccessful Operation

If the gNB-CU cannot accept the update, it shall respond with a GNB-DU CONFIGURATION UPDATE FAILURE message and appropriate cause value. 

If the GNB-DU CONFIGURATION UPDATE FAILURE message includes the Time To Wait IE, the gNB-DU shall wait at least for the indicated time before reinitiating the GNB-DU CONFIGURATION UPDATE message towards the same gNB-CU.

8.2.4.4
Abnormal Conditions

 Not applicable.
8.2.5
gNB-CU Configuration Update 

8.2.5.1
General

The purpose of the gNB-CU Configuration Update procedure is to update application level configuration data needed for the gNB-DU and gNB-CU to interoperate correctly on the F1 interface. This procedure does not affect existing UE-related contexts, if any. The procedure uses non-UE associated signalling.

8.2.5.2
Successful Operation
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Figure 8.2.5.2-1: gNB-CU Configuration Update procedure: Successful Operation

The gNB-CU initiates the procedure by sending a GNB-CU CONFIGURATION UPDATE message including the appropriate updated configuration data to the gNB-DU. The gNB-DU responds with a GNB-CU CONFIGURATION UPDATE ACKNOWLEDGE message to acknowledge that it successfully updated the configuration data. If an information element is not included in the GNB-CU CONFIGURATION UPDATE message, the gNB-DU shall interpret that the corresponding configuration data is not changed and shall continue to operate the F1-C interface with the existing related configuration data.

The updated configuration data shall be stored in the respective node and used as long as there is an operational TNL association or until any further update is performed.

If Cells to be Activated List Item IE is contained in the GNB-CU CONFIGURATION UPDATE message, the gNB-DU shall activate the cell indicated by NR CGI IE and reconfigure the physical cell identity for which the NR PCI IE is included.

If Cells to be Deactivated List Item IE is contained in the GNB-CU CONFIGURATION UPDATE message, the gNB-DU shall deactivate the cell indicated by NR CGI IE.

If Cells to be Activated List Item IE is contained in the GNB-CU CONFIGURATION UPDATE message and the indicated cells are already activated, the gNB-DU shall update the cell information received in Cells to be Activated List Item IE.
If Cells to be Activated List Item IE is included in the GNB-CU CONFIGURATION UPDATE message, and the information for the cell indicated by the NR CGI IE includes the IAB Info IAB-donor-CU IE, the gNB-DU shall, if supported, apply the IAB STC Info IE therein to the indicated cell.
If the gNB-CU System Information IE is contained in the gNB-CU CONFIGURATION UPDATE message, the gNB-DU shall include the Dedicated SI Delivery Needed UE List IE in the GNB-CU CONFIGURATION UPDATE ACKNOWLEDGE message for UEs that are unable to receive system information from broadcast.
If Dedicated SI Delivery Needed UE List IE is contained in the GNB-CU CONFIGURATION UPDATE ACKNOWLEDGE message, the gNB-CU should take it into account when informing the UE of the updated system information via the dedicated RRC message.
If the gNB-CU TNL Association To Add List IE is contained in the gNB-CU CONFIGURATION UPDATE message, the gNB-DU shall, if supported, use it to establish the TNL association(s) with the gNB-CU. The gNB-DU shall report to the gNB-CU, in the gNB-CU CONFIGURATION UPDATE ACKNOWLEDGE message, the successful establishment of the TNL association(s) with the gNB-CU as follows:

-
A list of TNL address(es) with which the gNB-DU successfully established the TNL association shall be included in the gNB-CU TNL Association Setup List IE;

-
A list of TNL address(es) with which the gNB-DU failed to establish the TNL association shall be included in the gNB-CU TNL Association Failed To Setup List IE.
If the GNB-CU CONFIGURATION UPDATE message includes gNB-CU TNL Association To Remove List IE, and the Endpoint IP address IE and the Port Number IE for both TNL endpoints of the TNL association(s) are included in the gNB-CU TNL Association To Remove List IE, the gNB-DU shall, if supported, initiate removal of the TNL association(s) indicated by both received TNL endpoints towards the gNB-CU. If the Endpoint IP address IE, or the Endpoint IP address IE and the Port Number IE for one or both of the TNL endpoints is included in the gNB-CU TNL Association To Remove List IE, the gNB-DU shall, if supported, initiate removal of the TNL association(s) indicated by the received endpoint IP address(es).

If the gNB-CU TNL Association To Update List IE is contained in the gNB-CU CONFIGURATION UPDATE message the gNB-DU shall, if supported, overwrite the previously stored information for the related TNL Association(s). 
If in the gNB-CU CONFIGURATION UPDATE message the TNL Association usage IE is included in the gNB-CU TNL Association To Add List IE or the gNB-CU TNL Association To Update List IE, the gNB-DU node shall, if supported, use it as described in TS 38.472 [22].

For NG-RAN, the gNB-CU shall include the gNB-CU System Information IE in the GNB-CU CONFIGURATION UPDATE message. The SIB type to Be Updated List IE shall contain the full list of SIBs to be broadcast.
If Protected E-UTRA Resources List IE is contained in the GNB-CU CONFIGURATION UPDATE message, the gNB-DU shall protect the corresponding resource of the cells indicated by E-UTRA Cells List IE for spectrum sharing between E-UTRA and NR.

If the GNB-CU CONFIGURATION UPDATE message contains the Protected E-UTRA Resource Indication IE, the receiving gNB-DU should forward it to lower layers and use it for cell-level resource coordination. The gNB-DU shall consider the received Protected E-UTRA Resource Indication IE when expressing its desired resource allocation during gNB-DU Resource Coordination procedure. The gNB-DU shall consider the received Protected E-UTRA Resource Indication IE content valid until reception of a new update of the IE for the same gNB-DU.

If Available PLMN List IE, and optionally also Extended Available PLMN List IE, is contained in GNB-CU CONFIGURATION UPDATE message, the gNB-DU shall overwrite the whole available PLMN list and update the corresponding system information. 
If Available SNPN ID List IE is contained in GNB-CU CONFIGURATION UPDATE message, the gNB-DU shall overwrite the whole available SNPN ID list and update the corresponding system information.
If Cells Failed to be Activated Item IE is contained in the GNB-CU CONFIGURATION UPDATE ACKNOWLEDGE message, the gNB-CU shall consider that the indicated cells are out-of-service as defined in TS 38.401 [4].

If the Neighbour Cell Information List IE is present in the GNB-CU CONFIGURATION UPDATE message, the receiving gNB-DU shall use the received information for Cross Link Interference management and/or NR-DC power coordination. The gNB-DU shall consider the received Neighbour Cell Information List IE content valid until reception of an update of the IE for the same cell(s). If the Intended TDD DL-UL Configuration NR IE is absent from the Neighbour Cell Information List IE, whereas the corresponding NR CGI IE is present, the receiving gNB-DU shall remove the previously stored Neighbour Cell Information IE corresponding to the NR CGI.

If the GNB-CU CONFIGURATION UPDATE message includes Transport Layer Address Info IE, the gNB-DU shall, if supported, take into account for IPSec tunnel establishment.

If the GNB-CU CONFIGURATION UPDATE ACKNOWLEDGE message includes Transport Layer Address Info IE, the gNB-CU shall, if supported, take into account for IPSec tunnel establishment.
If the GNB-CU CONFIGURATION UPDATE message contains the Uplink BH Non-UP Traffic Mapping IE, the gNB-DU shall, if supported, consider the information therein for mapping of non-UP uplink traffic. 
If the IAB Barred IE is included in the GNB-CU CONFIGURATION UPDATE message, the gNB-DU shall, if supported, consider it as an indication of whether the cell allows IAB-node access or not.
If the BAP Address IE is included in the GNB-CU CONFIGURATION UPDATE message, the gNB-DU shall, if supported, store the received BAP address and use it as specified in TS 38.340 [30].

If the GNB-CU CONFIGURATION UPDATE message contains the RACH Conflict Assistance Information List IE, the gNB-DU may use this information to resolve RACH conflicts.
8.2.5.3
Unsuccessful Operation
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Figure 8.2.5.3-1: gNB-CU Configuration Update: Unsuccessful Operation

If the gNB-DU cannot accept the update, it shall respond with a GNB-CU CONFIGURATION UPDATE FAILURE message and appropriate cause value.

If the GNB-CU CONFIGURATION UPDATE FAILURE message includes the Time To Wait IE, the gNB-CU shall wait at least for the indicated time before reinitiating the GNB-CU CONFIGURATION UPDATE message towards the same gNB-DU.

8.2.5.4
Abnormal Conditions

Not applicable.
---------------------Next Changes---------------------
9.2.1.7
GNB-DU CONFIGURATION UPDATE

This message is sent by the gNB-DU to transfer updated information associated to an F1-C interface instance.

NOTE:
If F1-C signalling transport is shared among several F1-C interface instance, this message may transfer updated information associated to several F1-C interface instances.

Direction: gNB-DU ( gNB-CU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	Served Cells To Add List
	
	0..1
	
	Complete list of added cells served by the gNB-DU
	YES
	reject

	>Served Cells To Add Item
	
	1 .. <maxCellingNBDU>
	
	
	EACH
	reject

	>>Served Cell Information
	M
	
	9.3.1.10
	Information about the cells configured in the gNB-DU
	-
	

	>>gNB-DU System Information
	O
	
	9.3.1.18
	RRC container with system information owned by gNB-DU
	-
	

	Served Cells To Modify List
	
	0..1
	
	Complete list of modified cells served by the gNB-DU
	YES
	reject

	>Served Cells To Modify Item
	
	1 .. <maxCellingNBDU>
	
	
	EACH
	reject

	>>Old NR CGI
	M
	
	NR CGI

9.3.1.12
	
	-
	

	>>Served Cell Information
	M
	
	9.3.1.10
	Information about the cells configured in the gNB-DU
	-
	

	>>gNB-DU System Information
	O
	
	9.3.1.18
	RRC container with system information owned by gNB-DU
	-
	

	Served Cells To Delete List
	
	0..1
	
	Complete list of deleted cells served by the gNB-DU
	YES
	reject

	>Served Cells To Delete Item
	
	1.. <maxCellingNBDU>
	
	
	EACH
	reject

	>>Old NR CGI
	M
	
	NR CGI

9.3.1.12
	
	-
	

	Cells Status List
	
	0..1
	
	Complete list of active cells
	YES
	reject

	> Cells Status Item
	
	0 .. <maxCellingNBDU>
	
	
	EACH
	reject

	>> NR CGI
	M
	
	9.3.1.12
	
	-
	

	>>Service Status
	M
	
	9.3.1.68
	
	-
	

	Dedicated SI Delivery Needed UE List
	
	0..1
	
	List of UEs unable to receive system information from broadcast
	YES
	ignore

	> Dedicated SI Delivery Needed UE Item
	
	1 .. <maxnoofUEIDs>
	
	
	EACH
	ignore

	>>gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	-
	

	>>NR CGI
	M
	
	9.3.1.12
	
	-
	

	gNB-DU ID
	O
	
	9.3.1.9
	
	YES
	reject

	gNB-DU TNL Association To Remove List 
	
	0..1
	
	
	YES
	reject

	>gNB-DU TNL Association To Remove Item IEs
	
	1..<maxnoofTNLAssociation>
	
	
	EACH
	reject

	>>TNL Association Transport Layer Address
	M
	
	CP Transport Layer Address

9.3.2.4
	Transport Layer Address of the gNB-DU.
	-
	-

	>>TNL Association Transport Layer Address gNB-CU
	O
	
	CP Transport Layer Address

9.3.2.4
	Transport Layer Address of the gNB-CU
	-
	-

	Transport Layer Address Info
	O
	
	9.3.2.5
	
	YES
	ignore

	RACH Conflict Cell List
	
	0..1
	
	List of cells for which potential RACH Configuration Conflict exists
	
	

	>RACH Conflict Cell List Item
	
	1.. < maxCellinconflict >
	
	
	EACH
	reject

	>> NR CGI
	M
	
	9.3.1.12
	
	
	


	Range bound
	Explanation

	maxCellingNBDU
	Maximum no. cells that can be served by a gNB-DU. Value is 512.

	maxnoofUEIDs
	Maximum no. of UEs that can be served by a gNB-DU. Value is 65536.

	maxnoofTNLAssociations
	Maximum numbers of TNL Associations between the gNB-CU and the gNB-DU. Value is 32.

	maxCellinconflict
	Maximum no. cells in potential PRACH conflict. Value is 32.


9.2.1.8
GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE

This message is sent by a gNB-CU to a gNB-DU to acknowledge update of information associated to an F1-C interface instance.

NOTE:
If F1-C signalling transport is shared among several F1-C interface instances, this message may transfer updated information associated to several F1-C interface instances.

Direction: gNB-CU ( gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	Cells to be Activated List
	
	0.. 1
	
	List of cells to be activated
	YES
	reject

	>Cells to be Activated List Item
	
	1.. <maxCellingNBDU>
	
	
	EACH
	reject

	>> NR CGI
	M
	
	9.3.1.12
	
	-
	

	>> NR PCI 
	O
	
	INTEGER (0..1007)
	Physical Cell ID
	-
	

	>> gNB-CU System Information
	O
	
	9.3.1.42
	RRC container with system information owned by gNB-CU
	YES
	reject

	>>Available PLMN List
	O
	
	9.3.1.65
	
	YES
	ignore

	>>Extended Available PLMN List
	O
	
	9.3.1.76
	This is included if Available PLMN List IE is included and if more than 6 Available PLMNs is to be signalled.
	YES
	ignore

	>>IAB Info IAB-donor-CU
	O
	
	9.3.1.105
	IAB-related configuration sent by the IAB-donor-CU.
	YES
	ignore

	>>Available SNPN ID List
	O
	
	9.3.1.163
	Indicates the available SNPN ID list.

If this IE is included, the content of the Available PLMN List IE and Extended Available PLMN List IE if present in the Cells to be Activated List Item IE is ignored.
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore

	Cells to be Deactivated List
	
	0.. 1
	
	List of cells to be deactivated
	YES
	reject

	>Cells to be Deactivated List Item
	
	1.. <maxCellingNBDU>
	
	
	EACH
	reject

	>> NR CGI
	M
	
	9.3.1.12
	
	-
	-

	Transport Layer Address Info
	O
	
	9.3.2.5
	
	YES
	ignore

	Uplink BH Non-UP Traffic Mapping
	O
	
	9.3.1.103
	
	YES
	reject

	BAP Address
	O
	
	9.3.1.111
	Indicates a BAP address assigned to the IAB-donor-DU.
	YES
	ignore

	RACH Conflict Assistance Information List 
	
	0..1
	
	
	
	

	>RACH Conflict Assistance Information Item
	
	1 .. <maxCellinconflict>
	
	
	EACH
	reject

	>> NR CGI
	M
	
	9.3.1.12
	It identifies the cell for which potential PRACH Configuration Conflicts exist
	
	

	>>Neighbour Configuration Info List
	
	
	
	
	
	

	>>>Neighbour Configuration Info Item
	
	0..<maxnoofPRACHneighbourcells>
	
	PRACH configuration information of cells neighbouring the cell in potential PRACH conflict
	
	

	>>>NR CGI
	M
	
	9.3.1.12
	It identifies a neighbouring cell
	
	

	>>>UL Carrier List 
	O
	
	NR Carrier List

9.3.1.137
	If included, the UL Transmission Bandwidth IE shall be ignored.
	YES
	ignore

	>>>SUL Carrier List 
	O
	
	Carrier List NR 

9.3.1.137
	If included, the SUL Transmission Bandwidth IE shall be ignored.
	YES
	ignore

	>>>TDD Carrier List 
	O
	
	NR Carrier List

9.3.1.137
	If included, the UL Transmission Bandwidth IE shall be ignored.
	YES
	ignore

	>>>SSB Positions In Burst 
	O
	
	9.3.1.138
	
	YES
	ignore

	>>> NR Cell PRACH Configuration
	O
	
	
	
	
	

	>>>> UL PRACH Configuration List
	
	
	NR PRACH Configuration List

9.3.1.140
	
	
	

	>>>> SUL PRACH Configuration List
	
	
	NR PRACH Configuration List

9.3.1.140
	
	
	


	Range bound
	Explanation

	maxCellingNBDU
	Maximum no. cells that can be served by a gNB-DU. Value is 512.

	maxnoofPRACHneighbourcells
	Maximum no. of cells neighbouring the cell in potential PRACH conflict. Value is 256. 

	maxCellinconflict
	Maximum no. cells in potential PRACH conflict. Value is 32.


9.2.1.9
GNB-DU CONFIGURATION UPDATE FAILURE

This message is sent by the gNB-CU to indicate gNB-DU Configuration Update failure.

Direction: gNB-CU ( gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	Time to wait
	O
	
	9.3.1.13
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore


9.2.1.10
GNB-CU CONFIGURATION UPDATE

This message is sent by the gNB-CU to transfer updated information associated to an F1-C interface instance.

NOTE:
If F1-C signalling transport is shared among several F1-C interface instances, this message may transfer updated information associated to several F1-C interface instances.

Direction: gNB-CU ( gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	Cells to be Activated List
	
	0..1
	
	List of cells to be activated or modified
	YES
	reject

	>Cells to be Activated List Item
	
	1.. <maxCellingNBDU>
	
	
	EACH
	reject

	>> NR CGI
	M
	
	9.3.1.12
	
	-
	

	>> NR PCI 
	O
	
	INTEGER (0..1007)
	Physical Cell ID
	-
	

	>> gNB-CU System Information
	O
	
	9.3.1.42
	RRC container with system information owned by gNB-CU
	YES
	reject

	>>Available PLMN List
	O
	
	9.3.1.65
	
	YES
	ignore

	>>Extended Available PLMN List
	O
	
	9.3.1.76
	This is included if Available PLMN List IE is included and if more than 6 Available PLMNs is to be signalled.
	YES
	ignore

	>>IAB Info IAB-donor-CU
	O
	
	9.3.1.105
	IAB-related configuration sent by the IAB-donor-CU.
	YES
	ignore

	>>Available SNPN ID List
	O
	
	9.3.1.163
	Indicates the available SNPN ID list.

If this IE is included, the content of the Available PLMN List IE and Extended Available PLMN List IE if present in the Cells to be Activated List Item IE is ignored.
	YES
	ignore

	Cells to be Deactivated List
	
	0..1
	
	List of cells to be deactivated
	YES
	reject

	>Cells to be Deactivated List Item
	
	1.. <maxCellingNBDU>
	
	
	EACH
	reject

	>> NR CGI
	M
	
	9.3.1.12
	
	-
	

	gNB-CU TNL Association To Add List 
	
	0..1
	
	
	YES
	ignore

	>gNB-CU TNL Association To Add Item IEs
	
	1..<maxnoofTNLAssociations>
	
	
	EACH
	ignore

	>>TNL Association Transport Layer Information
	M
	
	CP Transport Layer Address

9.3.2.4
	Transport Layer Address of the gNB-CU.
	-
	

	>>TNL Association Usage
	M
	
	ENUMERATED (ue, non-ue, both, ...)
	Indicates whether the TNL association is only used for UE-associated signalling, or non-UE-associated signalling, or both. For usage of this IE, refer to TS 38.472 [22].
	-
	

	gNB-CU TNL Association To Remove List 
	
	0..1
	
	
	YES
	ignore

	>gNB-CU TNL Association To Remove Item IEs
	
	1..<maxnoofTNLAssociation>
	
	
	EACH
	ignore

	>>TNL Association Transport Layer Address
	M
	
	CP Transport Layer Address

9.3.2.4
	Transport Layer Address of the gNB-CU.
	-
	

	>>TNL Association Transport Layer Address gNB-DU
	O
	
	CP Transport Layer Address

9.3.2.4
	Transport Layer Address of the gNB-DU.
	YES
	reject

	gNB-CU TNL Association To Update List 
	
	0..1
	
	
	YES
	ignore

	>gNB-CU TNL Association To Update Item IEs
	
	1..<maxnoofTNLAssociations>
	
	
	EACH
	ignore

	>>TNL Association Transport Layer Address
	M
	
	CP Transport Layer Address

9.3.2.4
	Transport Layer Address of the gNB-CU.
	-
	

	>>TNL Association Usage
	O
	
	ENUMERATED (ue, non-ue, both, ...)
	Indicates whether the TNL association is only used for UE-associated signalling, or non-UE-associated signalling, or both. For usage of this IE, refer to TS 38.472 [22].
	-
	

	Cells to be barred List
	
	0..1
	
	List of cells to be barred.


	YES
	ignore

	>Cells to be barred List Item
	
	1.. <maxCellingNBDU>
	
	
	EACH
	ignore

	>>NR CGI
	M
	
	9.3.1.12
	
	-
	

	>>Cell Barred
	M
	
	ENUMERATED (barred, not-barred, ...)
	
	-
	

	>>IAB Barred
	O
	
	ENUMERATED (barred, not-barred, ...)
	
	-
	

	Protected E-UTRA Resources List
	
	0..1
	
	List of Protected E-UTRA Resources.
	YES
	reject

	>Protected E-UTRA Resources List Item
	
	1.. <maxCellineNB>
	
	
	EACH
	reject

	>>Spectrum Sharing Group ID
	M
	
	INTEGER (1.. maxCellineNB)
	Indicates the E-UTRA cells involved in resource coordination with the NR cells affiliated with the same Spectrum Sharing Group ID.
	-
	

	>> E-UTRA Cells List
	
	1
	
	List of applicable E-UTRA cells. 
	-
	

	>>> E-UTRA Cells List Item
	
	1 .. <maxCellineNB>
	
	
	-
	

	>>>>EUTRA Cell ID
	M
	
	BIT STRING (SIZE(28))
	Indicates the E-UTRAN Cell Identifier IE contained in the ECGI as defined in subclause 9.2.14 in TS 36.423 [9].
	-
	

	>>>>Served E-UTRA  Cell Information
	M
	
	9.3.1.64
	
	-
	

	Neighbour Cell Information List
	
	0..1
	
	
	YES
	ignore

	>Neighbour Cell Information List Item
	
	1 .. <maxCellingNBDU>
	
	
	EACH
	ignore

	>>NR CGI
	M
	
	9.3.1.12
	
	-
	

	>>Intended TDD DL-UL Configuration
	O
	
	9.3.1.89
	
	-
	

	Transport Layer Address Info
	O
	
	9.3.2.5
	
	YES
	ignore

	Uplink BH Non-UP Traffic Mapping
	O
	
	9.3.1.103
	
	YES
	reject

	BAP Address
	O
	
	9.3.1.111
	Indicates a BAP address assigned to the IAB-donor-DU.
	YES
	ignore

	RACH Conflict Assistance Information List 
	
	0..1
	
	
	
	

	>RACH Conflict Assistance Information Item
	
	1 .. <maxCellinconflict>
	
	
	EACH
	reject

	>> NR CGI
	M
	
	9.3.1.12
	It identifies the cell for which potential PRACH Configuration Conflicts exist
	
	

	>>Neighbour Configuration Info List
	
	
	
	
	
	

	>>>Neighbour Configuration Info Item
	
	0..<maxnoofPRACHneighbourcells>
	
	PRACH configuration information of cells neighbouring the cell in potential PRACH conflict
	
	

	>>>NR CGI
	M
	
	9.3.1.12
	It identifies a neighbouring cell
	
	

	>>>UL Carrier List 
	O
	
	NR Carrier List

9.3.1.137
	If included, the UL Transmission Bandwidth IE shall be ignored.
	YES
	ignore

	>>>SUL Carrier List 
	O
	
	Carrier List NR 

9.3.1.137
	If included, the SUL Transmission Bandwidth IE shall be ignored.
	YES
	ignore

	>>>TDD Carrier List 
	O
	
	NR Carrier List

9.3.1.137
	If included, the UL Transmission Bandwidth IE shall be ignored.
	YES
	ignore

	>>>SSB Positions In Burst 
	O
	
	9.3.1.138
	
	YES
	ignore

	>>> NR Cell PRACH Configuration
	O
	
	
	
	
	

	>>>> UL PRACH Configuration List
	
	
	NR PRACH Configuration List

9.3.1.140
	
	
	

	>>>> SUL PRACH Configuration List
	
	
	NR PRACH Configuration List

9.3.1.140
	
	
	


	Range bound
	Explanation

	maxCellingNBDU
	Maximum numbers of cells that can be served by a gNB-DU. Value is 512.

	maxnoofTNLAssociations
	Maximum numbers of TNL Associations between the gNB-CU and the gNB-DU. Value is 32.

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.

	maxnoofPRACHneighbourcells
	Maximum no. of cells neighbouring the cell in potential PRACH conflict. Value is 256. 

	maxCellinconflict
	Maximum no. cells in potential PRACH conflict. Value is 32.


9.2.1.11
GNB-CU CONFIGURATION UPDATE ACKNOWLEDGE

This message is sent by a gNB-DU to a gNB-CU to acknowledge update of information associated to an F1-C interface instance.

NOTE:
If F1-C signalling transport is shared among several F1-C interface instance, this message may transfer updated information associated to several F1-C interface instances.

Direction: gNB-DU ( gNB-CU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	Cells Failed to be Activated List
	
	0..1
	
	List of cells which are failed to be activated
	YES
	reject

	>Cells Failed to be Activated Item
	
	1.. <maxCellingNBDU>
	
	
	EACH
	reject

	>> NR CGI
	M
	
	9.3.1.12
	
	-
	

	>>Cause
	M
	
	9.3.1.2
	
	-
	

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore

	gNB-CU TNL Association Setup List 
	
	0..1
	
	
	YES
	ignore

	>gNB-CU TNL Association Setup Item IEs
	
	1..<maxnoofTNLAssociations>
	
	
	EACH
	ignore

	>>TNL Association Transport Layer Address
	M
	
	CP Transport Layer Address

9.3.2.4
	Transport Layer Address of the gNB-CU
	-
	

	gNB-CU TNL Association Failed to Setup List
	
	0..1
	
	
	YES
	ignore

	>gNB-CU TNL Association Failed To Setup Item IEs
	
	1..<maxnoofTNLAssociations>
	
	
	EACH
	ignore

	>>TNL Association Transport Layer Address
	M
	
	CP Transport Layer Address

9.3.2.4
	Transport Layer Address of the gNB-CU
	-
	

	>>Cause
	M
	
	9.3.1.2
	
	-
	

	Dedicated SI Delivery Needed UE List
	
	0..1
	
	List of UEs unable to receive system information from broadcast
	YES
	ignore

	>Dedicated SI Delivery Needed UE List
	
	1 .. <maxnoofUEIDs>
	
	
	EACH
	ignore

	>>gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	-
	-

	>>NR CGI
	M
	
	9.3.1.12
	
	-
	-

	Transport Layer Address Info
	O
	
	9.3.2.5
	
	YES
	ignore


	Range bound
	Explanation

	maxCellingNBDU
	Maximum no. cells that can be served by a gNB-DU. Value is 512.

	maxnoofTNLAssociations
	Maximum no. of TNL Associations between the gNB-CU and the gNB-DU. Value is 32.

	maxnoofUEIDs
	Maximum no. of UEs that can be served by a gNB-DU. Value is 65536.


9.2.1.12
GNB-CU CONFIGURATION UPDATE FAILURE

This message is sent by the gNB-DU to indicate gNB-CU Configuration Update failure.

Direction: gNB-DU ( gNB-CU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	Time to wait
	O
	
	9.3.1.13
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore


-------------------Start of Changes---------------------

9.4.4
PDU Definitions

Unchanged text skipped
FROM F1AP-Containers


id-Candidate-SpCell-Item,


id-Candidate-SpCell-List,


id-Cause,


id-Cancel-all-Warning-Messages-Indicator,


id-Cells-Failed-to-be-Activated-List,


id-Cells-Failed-to-be-Activated-List-Item, 


id-Cells-Status-Item,


id-Cells-Status-List,

id-Cells-to-be-Activated-List,


id-Cells-to-be-Activated-List-Item,


id-Cells-to-be-Deactivated-List,


id-Cells-to-be-Deactivated-List-Item,


id-ConfirmedUEID,


id-CriticalityDiagnostics,


id-C-RNTI,


id-CUtoDURRCInformation,


id-DRB-Activity-Item,


id-DRB-Activity-List,


id-DRBs-FailedToBeModified-Item,


id-DRBs-FailedToBeModified-List,


id-DRBs-FailedToBeSetup-Item,


id-DRBs-FailedToBeSetup-List,


id-DRBs-FailedToBeSetupMod-Item,


id-DRBs-FailedToBeSetupMod-List,


id-DRBs-ModifiedConf-Item,


id-DRBs-ModifiedConf-List,


id-DRBs-Modified-Item,


id-DRBs-Modified-List,


id-DRB-Notify-Item,


id-DRB-Notify-List,


id-DRBs-Required-ToBeModified-Item,


id-DRBs-Required-ToBeModified-List,


id-DRBs-Required-ToBeReleased-Item,


id-DRBs-Required-ToBeReleased-List,


id-DRBs-Setup-Item,


id-DRBs-Setup-List,


id-DRBs-SetupMod-Item,


id-DRBs-SetupMod-List,


id-DRBs-ToBeModified-Item,


id-DRBs-ToBeModified-List,


id-DRBs-ToBeReleased-Item,


id-DRBs-ToBeReleased-List,


id-DRBs-ToBeSetup-Item,


id-DRBs-ToBeSetup-List,


id-DRBs-ToBeSetupMod-Item,


id-DRBs-ToBeSetupMod-List,


id-DRXCycle,


id-DUtoCURRCInformation,


id-ExecuteDuplication,


id-FullConfiguration,


id-gNB-CU-UE-F1AP-ID,


id-gNB-DU-UE-F1AP-ID,


id-gNB-DU-ID,


id-GNB-DU-Served-Cells-Item,


id-gNB-DU-Served-Cells-List, 

id-gNB-CU-Name,


id-gNB-DU-Name,

id-Extended-GNB-CU-Name,


id-Extended-GNB-DU-Name,

id-InactivityMonitoringRequest,


id-InactivityMonitoringResponse,

id-new-gNB-CU-UE-F1AP-ID,


id-new-gNB-DU-UE-F1AP-ID,

id-oldgNB-DU-UE-F1AP-ID,

id-PLMNAssistanceInfoForNetShar,

id-Potential-SpCell-Item,


id-Potential-SpCell-List,


id-RAT-FrequencyPriorityInformation, 


id-RedirectedRRCmessage,

id-ResetType,

id-RequestedSRSTransmissionCharacteristics,

id-ResourceCoordinationTransferContainer,


id-RRCContainer,


id-RRCContainer-RRCSetupComplete,


id-RRCReconfigurationCompleteIndicator,


id-SCell-FailedtoSetup-List,


id-SCell-FailedtoSetup-Item,


id-SCell-FailedtoSetupMod-List,


id-SCell-FailedtoSetupMod-Item,


id-SCell-ToBeRemoved-Item,


id-SCell-ToBeRemoved-List,


id-SCell-ToBeSetup-Item,


id-SCell-ToBeSetup-List,


id-SCell-ToBeSetupMod-Item,


id-SCell-ToBeSetupMod-List,

id-SelectedPLMNID,

id-Served-Cells-To-Add-Item,


id-Served-Cells-To-Add-List,


id-Served-Cells-To-Delete-Item,


id-Served-Cells-To-Delete-List,


id-Served-Cells-To-Modify-Item,


id-Served-Cells-To-Modify-List,


id-ServCellIndex,

id-ServingCellMO,

id-SpCell-ID,


id-SpCellULConfigured,


id-SRBID,


id-SRBs-FailedToBeSetup-Item,


id-SRBs-FailedToBeSetup-List,


id-SRBs-FailedToBeSetupMod-Item,


id-SRBs-FailedToBeSetupMod-List,


id-SRBs-Required-ToBeReleased-Item,


id-SRBs-Required-ToBeReleased-List,


id-SRBs-ToBeReleased-Item,


id-SRBs-ToBeReleased-List, 


id-SRBs-ToBeSetup-Item,


id-SRBs-ToBeSetup-List,


id-SRBs-ToBeSetupMod-Item,


id-SRBs-ToBeSetupMod-List,


id-SRBs-Modified-Item,


id-SRBs-Modified-List,


id-SRBs-Setup-Item,


id-SRBs-Setup-List,


id-SRBs-SetupMod-Item,


id-SRBs-SetupMod-List,


id-TimeToWait,


id-TransactionID,


id-TransmissionActionIndicator, 


id-UEContextNotRetrievable,

id-UE-associatedLogicalF1-ConnectionItem,


id-UE-associatedLogicalF1-ConnectionListResAck,


id-DUtoCURRCContainer,


id-NRCGI,


id-PagingCell-Item,


id-PagingCell-List,


id-PagingDRX,


id-PagingPriority,


id-SItype-List,


id-UEIdentityIndexValue,


id-GNB-CU-TNL-Association-Setup-List,


id-GNB-CU-TNL-Association-Setup-Item,


id-GNB-CU-TNL-Association-Failed-To-Setup-List,


id-GNB-CU-TNL-Association-Failed-To-Setup-Item,


id-GNB-CU-TNL-Association-To-Add-Item,


id-GNB-CU-TNL-Association-To-Add-List,


id-GNB-CU-TNL-Association-To-Remove-Item,


id-GNB-CU-TNL-Association-To-Remove-List,


id-GNB-CU-TNL-Association-To-Update-Item,


id-GNB-CU-TNL-Association-To-Update-List,


id-MaskedIMEISV,


id-PagingIdentity,


id-Cells-to-be-Barred-List,


id-Cells-to-be-Barred-Item,


id-PWSSystemInformation,


id-RepetitionPeriod,


id-NumberofBroadcastRequest,


id-Cells-To-Be-Broadcast-List,


id-Cells-To-Be-Broadcast-Item,


id-Cells-Broadcast-Completed-List,


id-Cells-Broadcast-Completed-Item,


id-Broadcast-To-Be-Cancelled-List,


id-Broadcast-To-Be-Cancelled-Item,


id-Cells-Broadcast-Cancelled-List,


id-Cells-Broadcast-Cancelled-Item,


id-NR-CGI-List-For-Restart-List,


id-NR-CGI-List-For-Restart-Item,


id-PWS-Failed-NR-CGI-List,


id-PWS-Failed-NR-CGI-Item,


id-EUTRA-NR-CellResourceCoordinationReq-Container,


id-EUTRA-NR-CellResourceCoordinationReqAck-Container,


id-Protected-EUTRA-Resources-List,


id-RequestType,


id-ServingPLMN,

id-DRXConfigurationIndicator,


id-RLCFailureIndication,


id-UplinkTxDirectCurrentListInformation,


id-SULAccessIndication,


id-Protected-EUTRA-Resources-Item,


id-GNB-DUConfigurationQuery,


id-GNB-DU-UE-AMBR-UL,


id-GNB-CU-RRC-Version,


id-GNB-DU-RRC-Version,


id-GNBDUOverloadInformation,


id-NeedforGap,

id-RRCDeliveryStatusRequest,


id-RRCDeliveryStatus,


id-Dedicated-SIDelivery-NeededUE-List,


id-Dedicated-SIDelivery-NeededUE-Item,


id-ResourceCoordinationTransferInformation,


id-Associated-SCell-List,


id-Associated-SCell-Item,


id-IgnoreResourceCoordinationContainer,


id-UAC-Assistance-Info,

id-RANUEID,


id-PagingOrigin,


id-GNB-DU-TNL-Association-To-Remove-Item,


id-GNB-DU-TNL-Association-To-Remove-List,


id-NotificationInformation,


id-TraceActivation,


id-TraceID,


id-Neighbour-Cell-Information-List,


id-Neighbour-Cell-Information-Item,


id-SymbolAllocInSlot,


id-NumDLULSymbols,


id-AdditionalRRMPriorityIndex,


id-DUCURadioInformationType,


id-CUDURadioInformationType,


id-LowerLayerPresenceStatusChange,


id-Transport-Layer-Address-Info,

id-BHChannels-ToBeSetup-List,


id-BHChannels-ToBeSetup-Item,


id-BHChannels-Setup-List,


id-BHChannels-Setup-Item,


id-BHChannels-ToBeModified-Item,


id-BHChannels-ToBeModified-List,


id-BHChannels-ToBeReleased-Item,


id-BHChannels-ToBeReleased-List,


id-BHChannels-ToBeSetupMod-Item,


id-BHChannels-ToBeSetupMod-List,


id-BHChannels-FailedToBeSetup-Item,


id-BHChannels-FailedToBeSetup-List,


id-BHChannels-FailedToBeModified-Item,


id-BHChannels-FailedToBeModified-List,


id-BHChannels-FailedToBeSetupMod-Item,


id-BHChannels-FailedToBeSetupMod-List,


id-BHChannels-Modified-Item,


id-BHChannels-Modified-List,


id-BHChannels-SetupMod-Item,


id-BHChannels-SetupMod-List,


id-BHChannels-Required-ToBeReleased-Item,


id-BHChannels-Required-ToBeReleased-List,


id-BAPAddress,


id-ConfiguredBAPAddress,


id-BH-Routing-Information-Added-List,


id-BH-Routing-Information-Added-List-Item,


id-BH-Routing-Information-Removed-List,


id-BH-Routing-Information-Removed-List-Item,


id-UL-BH-Non-UP-Traffic-Mapping,


id-Child-Nodes-List,


id-Activated-Cells-to-be-Updated-List, 


id-IABIPv6RequestType,


id-IAB-TNL-Addresses-To-Remove-List,


id-IAB-TNL-Addresses-To-Remove-Item,


id-IAB-Allocated-TNL-Address-List,


id-IAB-Allocated-TNL-Address-Item,


id-IABv4AddressesRequested,


id-TrafficMappingInformation,


id-UL-UP-TNL-Information-to-Update-List,


id-UL-UP-TNL-Information-to-Update-List-Item,


id-UL-UP-TNL-Address-to-Update-List,


id-UL-UP-TNL-Address-to-Update-List-Item,


id-DL-UP-TNL-Address-to-Update-List,


id-DL-UP-TNL-Address-to-Update-List-Item,

id-NRV2XServicesAuthorized,


id-LTEV2XServicesAuthorized,


id-NRUESidelinkAggregateMaximumBitrate,


id-LTEUESidelinkAggregateMaximumBitrate,


id-PC5LinkAMBR,


id-SLDRBs-FailedToBeModified-Item,


id-SLDRBs-FailedToBeModified-List,


id-SLDRBs-FailedToBeSetup-Item,


id-SLDRBs-FailedToBeSetup-List,


id-SLDRBs-Modified-Item,


id-SLDRBs-Modified-List,


id-SLDRBs-Required-ToBeModified-Item,


id-SLDRBs-Required-ToBeModified-List,


id-SLDRBs-Required-ToBeReleased-Item,


id-SLDRBs-Required-ToBeReleased-List,


id-SLDRBs-Setup-Item,


id-SLDRBs-Setup-List,


id-SLDRBs-ToBeModified-Item,


id-SLDRBs-ToBeModified-List,


id-SLDRBs-ToBeReleased-Item,


id-SLDRBs-ToBeReleased-List,


id-SLDRBs-ToBeSetup-Item,


id-SLDRBs-ToBeSetup-List,


id-SLDRBs-ToBeSetupMod-Item,


id-SLDRBs-ToBeSetupMod-List,


id-SLDRBs-SetupMod-List,


id-SLDRBs-FailedToBeSetupMod-List,


id-SLDRBs-SetupMod-Item,


id-SLDRBs-FailedToBeSetupMod-Item,


id-SLDRBs-ModifiedConf-List,


id-SLDRBs-ModifiedConf-Item,

id-gNBCUMeasurementID,


id-gNBDUMeasurementID,


id-RegistrationRequest,


id-ReportCharacteristics,


id-CellToReportList,


id-CellMeasurementResultList,


id-HardwareLoadIndicator,


id-ReportingPeriodicity, 


id-TNLCapacityIndicator, 


id-RACHReportInformationList,


id-RLFReportInformationList,

id-ReportingRequestType,


id-TimeReferenceInformation,

id-ConditionalInterDUMobilityInformation,


id-ConditionalIntraDUMobilityInformation,


id-targetCellsToCancel,


id-requestedTargetCellGlobalID,

id-TraceCollectionEntityIPAddress,


id-ManagementBasedMDTPLMNList,


id-PrivacyIndicator,


id-TraceCollectionEntityURI,

id-ServingNID,

id-PosAssistance-Information,


id-PosBroadcast,


id-PositioningBroadcastCells,


id-RoutingID,


id-PosAssistanceInformationFailureList,


id-PosMeasurementQuantities,


id-PosMeasurementResultList,


id-PosMeasurementPeriodicity,

id-PosReportCharacteristics,


id-TRPInformationTypeListTRPReq,


id-TRPInformationTypeItem,


id-TRPInformationListTRPResp,


id-TRPInformationItem,

id-LMF-MeasurementID,

id-RAN-MeasurementID,

id-SRSType,


id-ActivationTime,


id-AbortTransmission,


id-SRSConfiguration,


id-TRPList,


id-E-CID-MeasurementQuantities,

id-E-CID-MeasurementPeriodicity,


id-E-CID-MeasurementResult,


id-Cell-Portion-ID,

id-LMF-UE-MeasurementID,

id-RAN-UE-MeasurementID,


id-SFNInitialisationTime,


id-SystemFrameNumber,


id-SlotNumber,


id-TRP-MeasurementRequestList,


id-MeasurementBeamInfoRequest,

id-E-CID-ReportCharacteristics,

id-F1CTransferPath,

id-SCGIndicator,

id-RACH-Conflict-Assistance-Information-List,


id-RACH-Conflict-Assistance-Information-Item,

id-RACH-Conflict-Cell-List,

id-RACH-Conflict-Cell-ListItem,

maxCellingNBDU,


maxnoofCandidateSpCells,


maxnoofDRBs,


maxnoofErrors,


maxnoofIndividualF1ConnectionsToReset,


maxnoofPotentialSpCells,

maxnoofSCells,


maxnoofSRBs,


maxnoofPagingCells,


maxnoofTNLAssociations,


maxCellineNB,


maxnoofUEIDs,


maxnoofBHRLCChannels,


maxnoofRoutingEntries,


maxnoofChildIABNodes,


maxnoofServedCellsIAB,


maxnoofTLAsIAB,


maxnoofULUPTNLInformationforIAB,


maxnoofUPTNLAddresses,


maxnoofSLDRBs,


maxnoofTRPInfoTypes,


maxnoofTRPs,

maxCellinconflict,

maxnoofPRACHneighbourcells
FROM F1AP-Constants;

-- **************************************************************

--

-- GNB-DU CONFIGURATION UPDATE ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- GNB-DU CONFIGURATION UPDATE

--

-- **************************************************************

GNBDUConfigurationUpdate::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {GNBDUConfigurationUpdateIEs} },


...

}

GNBDUConfigurationUpdateIEs F1AP-PROTOCOL-IES ::= {


{ ID id-TransactionID






CRITICALITY reject
TYPE TransactionID











PRESENCE mandatory
}|


{ ID id-Served-Cells-To-Add-List



CRITICALITY reject
TYPE Served-Cells-To-Add-List







PRESENCE optional
}|


{ ID id-Served-Cells-To-Modify-List



CRITICALITY reject
TYPE Served-Cells-To-Modify-List






PRESENCE optional
}|


{ ID id-Served-Cells-To-Delete-List



CRITICALITY reject
TYPE Served-Cells-To-Delete-List






PRESENCE optional
}|


{ ID id-Cells-Status-List





CRITICALITY reject
TYPE Cells-Status-List










PRESENCE optional
}|

{ ID id-Dedicated-SIDelivery-NeededUE-List

CRITICALITY ignore
TYPE Dedicated-SIDelivery-NeededUE-List




PRESENCE optional
}|


{ ID id-gNB-DU-ID







CRITICALITY reject
TYPE GNB-DU-ID












PRESENCE optional
}|


{ ID id-GNB-DU-TNL-Association-To-Remove-List
CRITICALITY reject
TYPE GNB-DU-TNL-Association-To-Remove-List



PRESENCE optional
}|


{ ID id-Transport-Layer-Address-Info


CRITICALITY ignore
TYPE Transport-Layer-Address-Info






PRESENCE optional
}|


{ ID id-RACH-Conflict-Cell-List 



CRITICALITY ignore
TYPE
RACH-Conflict-Assistance-Information-List
PRESENCE optional
},


...

} 
Served-Cells-To-Add-List

::= SEQUENCE (SIZE(1.. maxCellingNBDU))
OF ProtocolIE-SingleContainer { { Served-Cells-To-Add-ItemIEs } }

Served-Cells-To-Modify-List
::= SEQUENCE (SIZE(1.. maxCellingNBDU))
OF ProtocolIE-SingleContainer { { Served-Cells-To-Modify-ItemIEs } }

Served-Cells-To-Delete-List
::= SEQUENCE (SIZE(1.. maxCellingNBDU))
OF ProtocolIE-SingleContainer { { Served-Cells-To-Delete-ItemIEs } }

Cells-Status-List
::= SEQUENCE (SIZE(0.. maxCellingNBDU))
OF ProtocolIE-SingleContainer { { Cells-Status-ItemIEs } }

Dedicated-SIDelivery-NeededUE-List::= SEQUENCE (SIZE(1.. maxnoofUEIDs))
OF ProtocolIE-SingleContainer { { Dedicated-SIDelivery-NeededUE-ItemIEs } }

GNB-DU-TNL-Association-To-Remove-List
::= SEQUENCE (SIZE(1.. maxnoofTNLAssociations))
OF ProtocolIE-SingleContainer { { GNB-DU-TNL-Association-To-Remove-ItemIEs } }

Served-Cells-To-Add-ItemIEs F1AP-PROTOCOL-IES
::= {


{ ID id-Served-Cells-To-Add-Item

CRITICALITY reject
TYPE
Served-Cells-To-Add-Item



PRESENCE mandatory
},

...

}

Served-Cells-To-Modify-ItemIEs F1AP-PROTOCOL-IES
::= {


{ ID id-Served-Cells-To-Modify-Item


CRITICALITY reject
TYPE

Served-Cells-To-Modify-Item






PRESENCE mandatory
},


...

}

Served-Cells-To-Delete-ItemIEs F1AP-PROTOCOL-IES
::= {


{ ID id-Served-Cells-To-Delete-Item



CRITICALITY reject
TYPE

Served-Cells-To-Delete-Item




PRESENCE mandatory
},


...

}

Cells-Status-ItemIEs F1AP-PROTOCOL-IES
::= {


{ ID id-Cells-Status-Item



CRITICALITY reject
TYPE

Cells-Status-Item




PRESENCE mandatory
},


...

}

Dedicated-SIDelivery-NeededUE-ItemIEs F1AP-PROTOCOL-IES
::= {


{ ID id-Dedicated-SIDelivery-NeededUE-Item

CRITICALITY ignore
TYPE
Dedicated-SIDelivery-NeededUE-Item



PRESENCE mandatory
},

...

} 

GNB-DU-TNL-Association-To-Remove-ItemIEs F1AP-PROTOCOL-IES
::= {


{ ID id-GNB-DU-TNL-Association-To-Remove-Item

CRITICALITY reject
TYPE
 GNB-DU-TNL-Association-To-Remove-Item


PRESENCE mandatory
},


...

}
RACH-Conflict-Cell-List::= SEQUENCE (SIZE(1.. maxCellinconflict))
OF ProtocolIE-SingleContainer { {  RACH-Conflict-Cell-ListIEs} }
RACH-Conflict-Cell-List-ItemIEs F1AP-PROTOCOL-IES
::= {


{ ID id-RACH-Conflict-Cell-List-Item




CRITICALITY reject 
TYPE RACH-Conflict-Cell-List-Item}
}
-- **************************************************************

--

-- GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE

--

-- **************************************************************

GNBDUConfigurationUpdateAcknowledge ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {GNBDUConfigurationUpdateAcknowledgeIEs} },


...

}

GNBDUConfigurationUpdateAcknowledgeIEs F1AP-PROTOCOL-IES ::= {

{ ID id-TransactionID





CRITICALITY reject
TYPE TransactionID







PRESENCE mandatory
}|

{ ID id-Cells-to-be-Activated-List


CRITICALITY reject
TYPE Cells-to-be-Activated-List



PRESENCE optional
}|


{ ID id-CriticalityDiagnostics



CRITICALITY ignore
TYPE CriticalityDiagnostics





PRESENCE optional
}|


{ ID id-Cells-to-be-Deactivated-List

CRITICALITY reject
TYPE Cells-to-be-Deactivated-List


PRESENCE optional
}|


{ ID id-Transport-Layer-Address-Info

CRITICALITY ignore
TYPE Transport-Layer-Address-Info


PRESENCE optional
}|


{ ID id-UL-BH-Non-UP-Traffic-Mapping

CRITICALITY reject
TYPE UL-BH-Non-UP-Traffic-Mapping


PRESENCE optional
}|


{ ID id-BAPAddress






CRITICALITY ignore  TYPE BAPAddress








PRESENCE optional }|


{ ID id-RACH-Conflict-Assistance-Information-List CRITICALITY ignore
TYPE
RACH-Conflict-Assistance-Information-List
PRESENCE optional
},


...

}
-- **************************************************************

--

-- GNB-DU CONFIGURATION UPDATE FAILURE

--

-- **************************************************************

GNBDUConfigurationUpdateFailure ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {GNBDUConfigurationUpdateFailureIEs} },


...

}

GNBDUConfigurationUpdateFailureIEs F1AP-PROTOCOL-IES ::= {

{ ID id-TransactionID



CRITICALITY reject
TYPE TransactionID



PRESENCE mandatory
}|

{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE mandatory
}|


{ ID id-TimeToWait




CRITICALITY ignore
TYPE TimeToWait




PRESENCE optional
}|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional
},


...

}

-- **************************************************************

--

-- GNB-CU CONFIGURATION UPDATE ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- GNB-CU CONFIGURATION UPDATE

--

-- **************************************************************

GNBCUConfigurationUpdate ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { GNBCUConfigurationUpdateIEs} },


...

}

GNBCUConfigurationUpdateIEs F1AP-PROTOCOL-IES ::= {

{ ID id-TransactionID






CRITICALITY reject
TYPE TransactionID











PRESENCE mandatory
}|

{ ID id-Cells-to-be-Activated-List



CRITICALITY reject
TYPE
 Cells-to-be-Activated-List





PRESENCE optional
}|


{ ID id-Cells-to-be-Deactivated-List


CRITICALITY reject
TYPE
 Cells-to-be-Deactivated-List





PRESENCE optional
}|


{ ID id-GNB-CU-TNL-Association-To-Add-List

CRITICALITY ignore
TYPE
 GNB-CU-TNL-Association-To-Add-List



PRESENCE optional
}|


{ ID id-GNB-CU-TNL-Association-To-Remove-List
CRITICALITY ignore
TYPE
 GNB-CU-TNL-Association-To-Remove-List


PRESENCE optional
}|


{ ID id-GNB-CU-TNL-Association-To-Update-List
CRITICALITY ignore
TYPE
 GNB-CU-TNL-Association-To-Update-List


PRESENCE optional
}|


{ ID id-Cells-to-be-Barred-List




CRITICALITY ignore
TYPE
 Cells-to-be-Barred-List






PRESENCE optional
}|


{ ID id-Protected-EUTRA-Resources-List


CRITICALITY reject
TYPE
 Protected-EUTRA-Resources-List




PRESENCE optional
}|


{ ID id-Neighbour-Cell-Information-List


CRITICALITY ignore
TYPE
 Neighbour-Cell-Information-List




PRESENCE optional
}|


{ ID id-Transport-Layer-Address-Info


CRITICALITY ignore
TYPE
 Transport-Layer-Address-Info





PRESENCE optional
}|


{ ID id-UL-BH-Non-UP-Traffic-Mapping


CRITICALITY reject
TYPE
 UL-BH-Non-UP-Traffic-Mapping





PRESENCE optional
}|


{ ID id-BAPAddress







CRITICALITY ignore  TYPE 

BAPAddress










PRESENCE optional}|

{ ID id-RACH-Conflict-Assistance-Information-List CRITICALITY ignore
TYPE
RACH-Conflict-Assistance-Information-List
PRESENCE optional
},


...

} 

RACH-Conflict-Assistance-Information-List::= SEQUENCE (SIZE(1.. maxCellinconflict))
OF ProtocolIE-SingleContainer { { RACH-Conflict-Assistance-Information-ItemIEs } }

RACH-Conflict-Assistance-Information-ItemIEs F1AP-PROTOCOL-IES
::= {


{ ID id-RACH-Conflict-Assistance-Information-Item




CRITICALITY reject 
TYPE RACH-Conflict-Assistance-Information-Item}
}
Cells-to-be-Deactivated-List
::= SEQUENCE (SIZE(1.. maxCellingNBDU))
OF ProtocolIE-SingleContainer { { Cells-to-be-Deactivated-List-ItemIEs } }

GNB-CU-TNL-Association-To-Add-List

::= SEQUENCE (SIZE(1.. maxnoofTNLAssociations))
OF ProtocolIE-SingleContainer { { GNB-CU-TNL-Association-To-Add-ItemIEs } }

GNB-CU-TNL-Association-To-Remove-List
::= SEQUENCE (SIZE(1.. maxnoofTNLAssociations))
OF ProtocolIE-SingleContainer { { GNB-CU-TNL-Association-To-Remove-ItemIEs } }

GNB-CU-TNL-Association-To-Update-List
::= SEQUENCE (SIZE(1.. maxnoofTNLAssociations))
OF ProtocolIE-SingleContainer { { GNB-CU-TNL-Association-To-Update-ItemIEs } }

Cells-to-be-Barred-List


::= SEQUENCE(SIZE(1.. maxCellingNBDU)) OF ProtocolIE-SingleContainer { { Cells-to-be-Barred-ItemIEs } }

Cells-to-be-Deactivated-List-ItemIEs F1AP-PROTOCOL-IES
::= {


{ ID id-Cells-to-be-Deactivated-List-Item





CRITICALITY reject
TYPE
Cells-to-be-Deactivated-List-Item




PRESENCE mandatory
},


...

}

GNB-CU-TNL-Association-To-Add-ItemIEs F1AP-PROTOCOL-IES
::= {


{ ID id-GNB-CU-TNL-Association-To-Add-Item

CRITICALITY ignore
TYPE
 GNB-CU-TNL-Association-To-Add-Item


PRESENCE mandatory
},


...

}

GNB-CU-TNL-Association-To-Remove-ItemIEs F1AP-PROTOCOL-IES
::= {


{ ID id-GNB-CU-TNL-Association-To-Remove-Item

CRITICALITY ignore
TYPE
 GNB-CU-TNL-Association-To-Remove-Item


PRESENCE mandatory
},


...

}

GNB-CU-TNL-Association-To-Update-ItemIEs F1AP-PROTOCOL-IES
::= {


{ ID id-GNB-CU-TNL-Association-To-Update-Item

CRITICALITY ignore
TYPE
 GNB-CU-TNL-Association-To-Update-Item


PRESENCE mandatory
},


...

}

Cells-to-be-Barred-ItemIEs F1AP-PROTOCOL-IES
::= {


{ ID id-Cells-to-be-Barred-Item

CRITICALITY ignore
TYPE
 Cells-to-be-Barred-Item



PRESENCE mandatory
},


...

}

Protected-EUTRA-Resources-List ::= SEQUENCE (SIZE(1.. maxCellineNB))
OF ProtocolIE-SingleContainer { { Protected-EUTRA-Resources-ItemIEs } }

Protected-EUTRA-Resources-ItemIEs F1AP-PROTOCOL-IES
::= {


{ ID id-Protected-EUTRA-Resources-Item 




CRITICALITY reject 
TYPE Protected-EUTRA-Resources-Item






PRESENCE mandatory},


...

}

Neighbour-Cell-Information-List ::= SEQUENCE (SIZE(1.. maxCellingNBDU))
OF ProtocolIE-SingleContainer { { Neighbour-Cell-Information-ItemIEs } }

Neighbour-Cell-Information-ItemIEs F1AP-PROTOCOL-IES
::= {


{ ID id-Neighbour-Cell-Information-Item 




CRITICALITY ignore 
TYPE Neighbour-Cell-Information-Item






PRESENCE mandatory},


...

}
-- **************************************************************

--

-- GNB-CU CONFIGURATION UPDATE ACKNOWLEDGE

--

-- **************************************************************

GNBCUConfigurationUpdateAcknowledge ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { GNBCUConfigurationUpdateAcknowledgeIEs} },


...

}

GNBCUConfigurationUpdateAcknowledgeIEs F1AP-PROTOCOL-IES ::= {

{ ID id-TransactionID







CRITICALITY reject
TYPE TransactionID










PRESENCE mandatory
}|

{ ID id-Cells-Failed-to-be-Activated-List


CRITICALITY reject
TYPE Cells-Failed-to-be-Activated-List



PRESENCE optional}|


{ ID id-CriticalityDiagnostics






CRITICALITY ignore
TYPE CriticalityDiagnostics







PRESENCE optional
}|


{ ID id-GNB-CU-TNL-Association-Setup-List


CRITICALITY ignore
TYPE GNB-CU-TNL-Association-Setup-List



PRESENCE optional
}|


{ ID id-GNB-CU-TNL-Association-Failed-To-Setup-List
CRITICALITY ignore
TYPE GNB-CU-TNL-Association-Failed-To-Setup-List
PRESENCE optional
}|


{ ID id-Dedicated-SIDelivery-NeededUE-List



CRITICALITY ignore
TYPE Dedicated-SIDelivery-NeededUE-List



PRESENCE optional
}|


{ ID id-Transport-Layer-Address-Info



CRITICALITY ignore
TYPE Transport-Layer-Address-Info





PRESENCE optional
},


...

}

Cells-Failed-to-be-Activated-List
::= SEQUENCE (SIZE(1.. maxCellingNBDU))
OF ProtocolIE-SingleContainer { { Cells-Failed-to-be-Activated-List-ItemIEs } }

GNB-CU-TNL-Association-Setup-List ::= SEQUENCE (SIZE(1.. maxnoofTNLAssociations))
OF ProtocolIE-SingleContainer { { GNB-CU-TNL-Association-Setup-ItemIEs } }

GNB-CU-TNL-Association-Failed-To-Setup-List ::= SEQUENCE (SIZE(1.. maxnoofTNLAssociations))
OF ProtocolIE-SingleContainer { { GNB-CU-TNL-Association-Failed-To-Setup-ItemIEs } }

Cells-Failed-to-be-Activated-List-ItemIEs F1AP-PROTOCOL-IES

::= {


{ ID id-Cells-Failed-to-be-Activated-List-Item

CRITICALITY reject
TYPE Cells-Failed-to-be-Activated-List-Item

PRESENCE mandatory
},


...

}

GNB-CU-TNL-Association-Setup-ItemIEs F1AP-PROTOCOL-IES
::= {


{ ID id-GNB-CU-TNL-Association-Setup-Item

CRITICALITY ignore
TYPE
 GNB-CU-TNL-Association-Setup-Item


PRESENCE mandatory
},


...

}

GNB-CU-TNL-Association-Failed-To-Setup-ItemIEs F1AP-PROTOCOL-IES
::= {


{ ID id-GNB-CU-TNL-Association-Failed-To-Setup-Item

CRITICALITY ignore
TYPE
 GNB-CU-TNL-Association-Failed-To-Setup-Item


PRESENCE mandatory
},


...

}

-- **************************************************************

--

-- GNB-CU CONFIGURATION UPDATE FAILURE

--

-- **************************************************************

GNBCUConfigurationUpdateFailure ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { GNBCUConfigurationUpdateFailureIEs} },


...

}

GNBCUConfigurationUpdateFailureIEs F1AP-PROTOCOL-IES ::= {

{ ID id-TransactionID



CRITICALITY reject
TYPE TransactionID



PRESENCE mandatory
}|

{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE mandatory
}|


{ ID id-TimeToWait




CRITICALITY ignore
TYPE TimeToWait




PRESENCE optional
}|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional
},


...

}

-- **************************************************************

--

-- GNB-DU RESOURCE COORDINATION REQUEST 

--

-- **************************************************************

GNBDUResourceCoordinationRequest ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{{GNBDUResourceCoordinationRequest-IEs}},


...

}

GNBDUResourceCoordinationRequest-IEs F1AP-PROTOCOL-IES ::= {


{ ID id-TransactionID








CRITICALITY reject
TYPE TransactionID








PRESENCE mandatory
}|


{ ID id-RequestType









CRITICALITY reject
TYPE RequestType









PRESENCE mandatory
}|


{ ID id-EUTRA-NR-CellResourceCoordinationReq-Container
CRITICALITY reject
TYPE EUTRA-NR-CellResourceCoordinationReq-Container
PRESENCE mandatory}|


{ ID id-IgnoreResourceCoordinationContainer



CRITICALITY reject
TYPE IgnoreResourceCoordinationContainer

PRESENCE optional },


...

}

-- **************************************************************

--

-- GNB-DU RESOURCE COORDINATION RESPONSE 

--

-- **************************************************************

GNBDUResourceCoordinationResponse ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{{GNBDUResourceCoordinationResponse-IEs}},


...

}

GNBDUResourceCoordinationResponse-IEs F1AP-PROTOCOL-IES ::= {


{ ID id-TransactionID









CRITICALITY reject
TYPE TransactionID





PRESENCE mandatory
}|


{ ID id-EUTRA-NR-CellResourceCoordinationReqAck-Container
CRITICALITY reject
TYPE EUTRA-NR-CellResourceCoordinationReqAck-Container

PRESENCE mandatory},


...

}

-- **************************************************************

--

9.4.5
Information Element Definitions

-- ASN1START 

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

F1AP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

id-gNB-CUSystemInformation,


id-HandoverPreparationInformation,


id-TAISliceSupportList,


id-RANAC,


id-BearerTypeChange,


id-Cell-Direction,


id-Cell-Type,


id-CellGroupConfig,


id-AvailablePLMNList,


id-PDUSessionID,


id-ULPDUSessionAggregateMaximumBitRate, 


id-DC-Based-Duplication-Configured,


id-DC-Based-Duplication-Activation,

id-Duplication-Activation,

id-DLPDCPSNLength,


id-ULPDCPSNLength,


id-RLC-Status,


id-MeasurementTimingConfiguration,


id-DRB-Information,

id-QoSFlowMappingIndication,


id-ServingCellMO,


id-RLCMode,


id-ExtendedServedPLMNs-List,


id-ExtendedAvailablePLMN-List,


id-DRX-LongCycleStartOffset,

id-SelectedBandCombinationIndex,


id-SelectedFeatureSetEntryIndex,


id-Ph-InfoSCG,

id-latest-RRC-Version-Enhanced,


id-RequestedBandCombinationIndex,


id-RequestedFeatureSetEntryIndex,


id-DRX-Config,


id-UEAssistanceInformation,


id-PDCCH-BlindDetectionSCG,


id-Requested-PDCCH-BlindDetectionSCG,


id-BPLMN-ID-Info-List,


id-NotificationInformation,


id-TNLAssociationTransportLayerAddressgNBDU,


id-portNumber,


id-AdditionalSIBMessageList,


id-IgnorePRACHConfiguration,


id-CG-Config,


id-Ph-InfoMCG,


id-AggressorgNBSetID,


id-VictimgNBSetID,


id-MeasGapSharingConfig,


id-systemInformationAreaID,


id-areaScope,

id-IntendedTDD-DL-ULConfig,

id-QosMonitoringRequest,

id-BHInfo,


id-IAB-Info-IAB-DU,


id-IAB-Info-IAB-donor-CU,


id-IAB-Barred,

id-SIB12-message,


id-SIB13-message,


id-SIB14-message,


id-UEAssistanceInformationEUTRA,


id-SL-PHY-MAC-RLC-Config,


id-SL-ConfigDedicatedEUTRA-Info,


id-AlternativeQoSParaSetList,


id-CurrentQoSParaSetIndex,

id-CarrierList,


id-ULCarrierList,


id-FrequencyShift7p5khz,


id-SSB-PositionsInBurst,


id-NRPRACHConfig, 


id-TDD-UL-DLConfigCommonNR,

id-CNPacketDelayBudgetDownlink,


id-CNPacketDelayBudgetUplink,


id-ExtendedPacketDelayBudget,


id-TSCTrafficCharacteristics,


id-AdditionalPDCPDuplicationTNL-List,


id-RLCDuplicationInformation,


id-AdditionalDuplicationIndication,

id-mdtConfiguration,


id-TraceCollectionEntityURI,

id-NID,


id-NPNSupportInfo,


id-NPNBroadcastInformation,


id-AvailableSNPN-ID-List,


id-SIB10-message,

id-RequestedP-MaxFR2,

id-DLCarrierList,


id-ExtendedTAISliceSupportList,

id-E-CID-MeasurementQuantities-Item,


id-ConfiguredTACIndication,


id-NRCGI,

id-SFN-Offset,

id-TransmissionStopIndicator,

id-SrsFrequency,

id-EstimatedArrivalProbability,

id-RACH-Conflict-Cell-ID,

id-RACH-Neighbour-Cell-ID,

id-Neighbour-Configuration-Info-List,


id-Neighbour-Configuration-Info-Item,

maxNRARFCN,

maxnoofErrors,


maxnoofBPLMNs,

maxnoofBPLMNsNR,

maxnoofDLUPTNLInformation,


maxnoofNrCellBands,


maxnoofULUPTNLInformation,


maxnoofQoSFlows,


maxnoofSliceItems,


maxnoofSIBTypes,


maxnoofSITypes,


maxCellineNB,


maxnoofExtendedBPLMNs,


maxnoofAdditionalSIBs,


maxnoofUACPLMNs,


maxnoofUACperPLMN,


maxCellingNBDU,


maxnoofTLAs,


maxnoofGTPTLAs,


maxnoofslots,


maxnoofNonUPTrafficMappings,


maxnoofServingCells,


maxnoofServedCellsIAB,


maxnoofChildIABNodes,


maxnoofIABSTCInfo,


maxnoofSymbols,


maxnoofDUFSlots,


maxnoofHSNASlots,


maxnoofEgressLinks,


maxnoofMappingEntries,


maxnoofDSInfo,


maxnoofQoSParaSets,


maxnoofPC5QoSFlows,


maxnoofSSBAreas,


maxnoofNRSCSs,


maxnoofPhysicalResourceBlocks,


maxnoofPhysicalResourceBlocks-1,


maxnoofPRACHconfigs,


maxnoofRACHReports,


maxnoofRLFReports,


maxnoofAdditionalPDCPDuplicationTNL,


maxnoofRLCDuplicationState,


maxnoofCHOcells,


maxnoofMDTPLMNs,


maxnoofCAGsupported,


maxnoofNIDsupported,


maxnoofExtSliceItems,


maxnoofPosMeas,


maxnoofTRPInfoTypes,


maxnoofSRSTriggerStates,


maxnoofSpatialRelations,


maxnoBcastCell,


maxnoofTRPs,


maxnoofAngleInfo,


maxnooflcs-gcs-translation,


maxnoofPath,


maxnoofMeasE-CID,


maxnoofSSBs,


maxnoSRS-ResourceSets,


maxnoSRS-ResourcePerSet,


maxnoSRS-Carriers,


maxnoSCSs,


maxnoSRS-Resources,


maxnoSRS-PosResources,


maxnoSRS-PosResourceSets,


maxnoSRS-PosResourcePerSet,


maxnoofPRS-ResourceSets,


maxnoofPRS-ResourcesPerSet,


maxNoOfMeasTRPs,


maxnoofPRSresourceSets,


maxnoofPRSresources
FROM F1AP-Constants


Criticality,


ProcedureCode,


ProtocolIE-ID,


TriggeringMessage

FROM F1AP-CommonDataTypes


ProtocolExtensionContainer{},


F1AP-PROTOCOL-EXTENSION,


ProtocolIE-SingleContainer{},


F1AP-PROTOCOL-IES

FROM F1AP-Containers;

Unchanged text skipped
-- R

RACH-Conflict-Assistance-Information-ItemIEs F1AP-PROTOCOL-IES
::= {

{ ID id-RACH-Conflict-Cell-ID





CRITICALITY reject
TYPE
RACH-Conflict-Cell-ID






PRESENCE mandatory
}|


{ ID id-Neighbour-Configuration-Info-List


CRITICALITY reject
TYPE
Neighbour-Configuration-Info-List


PRESENCE mandatory
},


...


}
Neighbour-Configuration-Info-List ::= SEQUENCE (SIZE(1.. maxnoofPRACHneighbourcells)) OF ProtocolIE-SingleContainer {{ Neighbour-Configuration-Info-ItemIEs}}

Neighbour-Configuration-Info-ItemIEs F1AP-PROTOCOL-IES ::= {


{ ID id-RACH-Neighbour-Cell-ID


CRITICALITY reject
TYPE

NRCarrierList

}|


{ ID id-ULCarrierList




CRITICALITY ignore
TYPE

NRCarrierList


PRESENCE optional }|


{ ID id-DLCarrierList




CRITICALITY ignore
TYPE

NRCarrierList


PRESENCE optional }|


{ ID id-TDDCarrierList




CRITICALITY ignore
TYPE

NRCarrierList


PRESENCE optional }|


{ ID id-SSB-PositionsInBurst


CRITICALITY ignore
TYPE 

SSB-PositionsInBurst
PRESENCE optional }| 


{ ID id-NRPRACHConfig




CRITICALITY ignore
TYPE

NRPRACHConfig


PRESENCE optional },

...

}
RACH-Conflict-Cell-ID ::= NRCGI
RACH-Neighbour-Cell-ID ::= NRCGI
RACH-Conflict-Cell-List-ItemIEs F1AP-PROTOCOL-IES ::= {

{ ID id-RACH-Conflict-Cell-ID





CRITICALITY reject
TYPE
RACH-Conflict-Cell-ID






PRESENCE mandatory
},


...


}
RACH-Config-Common
::= OCTET STRING
--------------------Start of Changes---------------------
9.4.7
Constant Definitions

-- ASN1START 

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

F1AP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM F1AP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-Reset








ProcedureCode ::= 0

id-F1Setup








ProcedureCode ::= 1

id-ErrorIndication






ProcedureCode ::= 2

id-gNBDUConfigurationUpdate




ProcedureCode ::= 3

id-gNBCUConfigurationUpdate




ProcedureCode ::= 4

id-UEContextSetup






ProcedureCode ::= 5

id-UEContextRelease






ProcedureCode ::= 6

id-UEContextModification




ProcedureCode ::= 7

id-UEContextModificationRequired


ProcedureCode ::= 8

id-UEMobilityCommand





ProcedureCode ::= 9

id-UEContextReleaseRequest




ProcedureCode ::= 10

id-InitialULRRCMessageTransfer



ProcedureCode ::= 11

id-DLRRCMessageTransfer





ProcedureCode ::= 12

id-ULRRCMessageTransfer





ProcedureCode ::= 13

id-privateMessage






ProcedureCode ::= 14

id-UEInactivityNotification




ProcedureCode ::= 15

id-GNBDUResourceCoordination



ProcedureCode ::= 16
id-SystemInformationDeliveryCommand


ProcedureCode ::= 17

id-Paging








ProcedureCode ::= 18

id-Notify








ProcedureCode ::= 19

id-WriteReplaceWarning





ProcedureCode ::= 20

id-PWSCancel







ProcedureCode ::= 21

id-PWSRestartIndication





ProcedureCode ::= 22

id-PWSFailureIndication





ProcedureCode ::= 23

id-GNBDUStatusIndication 




ProcedureCode ::= 24
id-RRCDeliveryReport

 



ProcedureCode ::= 25

id-F1Removal







ProcedureCode ::= 26

id-NetworkAccessRateReduction



ProcedureCode ::= 27

id-TraceStart







ProcedureCode ::= 28

id-DeactivateTrace






ProcedureCode ::= 29

id-DUCURadioInformationTransfer



ProcedureCode ::= 30

id-CUDURadioInformationTransfer



ProcedureCode ::= 31
id-BAPMappingConfiguration




ProcedureCode ::= 32
id-GNBDUResourceConfiguration



ProcedureCode ::= 33
id-IABTNLAddressAllocation




ProcedureCode ::= 34
id-IABUPConfigurationUpdate




ProcedureCode ::= 35

id-resourceStatusReportingInitiation

ProcedureCode ::= 36
id-resourceStatusReporting




ProcedureCode ::= 37
id-accessAndMobilityIndication



ProcedureCode ::= 38

id-accessSuccess






ProcedureCode ::= 39

id-cellTrafficTrace 






ProcedureCode ::= 40 
id-PositioningMeasurementExchange


ProcedureCode ::= 41

id-PositioningAssistanceInformationControl
ProcedureCode ::= 42

id-PositioningAssistanceInformationFeedback
ProcedureCode ::= 43

id-PositioningMeasurementReport



ProcedureCode ::= 44

id-PositioningMeasurementAbort



ProcedureCode ::= 45

id-PositioningMeasurementFailureIndication
ProcedureCode ::= 46

id-PositioningMeasurementUpdate



ProcedureCode ::= 47

id-TRPInformationExchange




ProcedureCode ::= 48
id-PositioningInformationExchange


ProcedureCode ::= 49

id-PositioningActivation




ProcedureCode ::= 50

id-PositioningDeactivation




ProcedureCode ::= 51
id-E-CIDMeasurementInitiation



ProcedureCode ::= 52

id-E-CIDMeasurementFailureIndication

ProcedureCode ::= 53

id-E-CIDMeasurementReport




ProcedureCode ::= 54

id-E-CIDMeasurementTermination



ProcedureCode ::= 55

id-PositioningInformationUpdate



ProcedureCode ::= 56
id-ReferenceTimeInformationReport


ProcedureCode ::= 57
id-ReferenceTimeInformationReportingControl
ProcedureCode ::= 58

-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

maxPrivateIEs






INTEGER ::= 65535

maxProtocolExtensions




INTEGER ::= 65535

maxProtocolIEs






INTEGER ::= 65535

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxNRARFCN







INTEGER ::= 3279165
maxnoofErrors






INTEGER ::= 256

maxnoofIndividualF1ConnectionsToReset
INTEGER ::= 65536
maxCellingNBDU






INTEGER ::= 512

maxnoofSCells






INTEGER ::= 32
maxnoofSRBs







INTEGER ::= 8

maxnoofDRBs







INTEGER ::= 64

maxnoofULUPTNLInformation



INTEGER ::= 2

maxnoofDLUPTNLInformation



INTEGER ::= 2

maxnoofBPLMNs






INTEGER ::= 6
maxnoofCandidateSpCells




INTEGER ::= 64

maxnoofPotentialSpCells




INTEGER ::= 64

maxnoofNrCellBands





INTEGER ::= 32

maxnoofSIBTypes






INTEGER ::= 32

maxnoofSITypes






INTEGER ::= 32
maxnoofPagingCells





INTEGER ::= 512

maxnoofTNLAssociations




INTEGER ::= 32

maxnoofQoSFlows






INTEGER ::= 64

maxnoofSliceItems





INTEGER ::= 1024

maxCellineNB






INTEGER ::= 256

maxnoofExtendedBPLMNs




INTEGER ::= 6

maxnoofUEIDs






INTEGER ::= 65536

maxnoofBPLMNsNR






INTEGER ::= 12

maxnoofUACPLMNs






INTEGER ::= 12

maxnoofUACperPLMN





INTEGER ::= 64

maxnoofAdditionalSIBs




INTEGER ::= 63

maxnoofslots






INTEGER ::= 5120
maxnoofTLAs







INTEGER ::=
16

maxnoofGTPTLAs






INTEGER ::=
16

maxnoofBHRLCChannels




INTEGER ::= 65536

maxnoofRoutingEntries




INTEGER ::= 1024

maxnoofIABSTCInfo





INTEGER ::= 45

maxnoofSymbols






INTEGER ::= 14

maxnoofServingCells





INTEGER ::= 32

maxnoofDUFSlots






INTEGER ::= 320

maxnoofHSNASlots





INTEGER ::= 5120

maxnoofServedCellsIAB




INTEGER ::= 512 

maxnoofChildIABNodes




INTEGER ::= 1024

maxnoofNonUPTrafficMappings



INTEGER ::= 32

maxnoofTLAsIAB






INTEGER ::= 1024

maxnoofMappingEntries




INTEGER ::= 67108864

maxnoofDSInfo






INTEGER ::= 64

maxnoofEgressLinks





INTEGER ::= 2

maxnoofULUPTNLInformationforIAB


INTEGER ::= 32678

maxnoofUPTNLAddresses




INTEGER ::= 8

maxnoofSLDRBs






INTEGER ::= 512

maxnoofQoSParaSets





INTEGER ::= 8

maxnoofPC5QoSFlows





INTEGER ::= 2048

maxnoofSSBAreas






INTEGER ::=
64

maxnoofPhysicalResourceBlocks


INTEGER ::= 275

maxnoofPhysicalResourceBlocks-1


INTEGER ::= 274

maxnoofPRACHconfigs





INTEGER ::= 16

maxnoofRACHReports





INTEGER ::= 64

maxnoofRLFReports





INTEGER ::= 64
maxnoofAdditionalPDCPDuplicationTNL

INTEGER ::=
2

maxnoofRLCDuplicationState



INTEGER ::=
3
maxnoofCHOcells






INTEGER ::= 8

maxnoofMDTPLMNs






INTEGER ::=
16
maxnoofCAGsupported





INTEGER ::= 12

maxnoofNIDsupported





INTEGER ::= 12
maxnoofNRSCSs






INTEGER ::= 5

maxnoofExtSliceItems




INTEGER ::= 65535 
maxnoofPosMeas






INTEGER ::=
16384

maxnoofTRPInfoTypes





INTEGER ::=
64 

maxnoofTRPs







INTEGER ::=
65535 

maxnoofSRSTriggerStates




INTEGER ::= 3

maxnoofSpatialRelations




INTEGER ::= 64

maxnoBcastCell






INTEGER ::= 16384

maxnoofAngleInfo





INTEGER ::= 65535
maxnooflcs-gcs-translation



INTEGER ::= 3

maxnoofPath







INTEGER ::= 2

maxnoofMeasE-CID





INTEGER ::= 64
maxnoofSSBs







INTEGER ::= 255

maxnoSRS-ResourceSets




INTEGER ::= 16

maxnoSRS-ResourcePerSet




INTEGER ::= 16

maxnoSRS-Carriers





INTEGER ::= 32

maxnoSCSs







INTEGER ::= 5

maxnoSRS-Resources





INTEGER ::= 64

maxnoSRS-PosResources




INTEGER ::= 64
maxnoSRS-PosResourceSets



INTEGER ::= 16

maxnoSRS-PosResourcePerSet



INTEGER ::= 16

maxnoofPRS-ResourceSets




INTEGER ::= 2

maxnoofPRS-ResourcesPerSet



INTEGER ::= 64

maxNoOfMeasTRPs






INTEGER ::= 64
maxnoofPRSresourceSets




INTEGER ::= 8

maxnoofPRSresources





INTEGER ::= 64
maxCellinconflict





INTEGER ::= 32
maxnoofPRACHneighbourcells



INTEGER ::= 256
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-Cause










ProtocolIE-ID ::= 0

id-Cells-Failed-to-be-Activated-List



ProtocolIE-ID ::= 1

id-Cells-Failed-to-be-Activated-List-Item


ProtocolIE-ID ::= 2

id-Cells-to-be-Activated-List





ProtocolIE-ID ::= 3

id-Cells-to-be-Activated-List-Item




ProtocolIE-ID ::= 4

id-Cells-to-be-Deactivated-List





ProtocolIE-ID ::= 5

id-Cells-to-be-Deactivated-List-Item



ProtocolIE-ID ::= 6

id-CriticalityDiagnostics






ProtocolIE-ID ::= 7

id-CUtoDURRCInformation







ProtocolIE-ID ::= 9

id-DRBs-FailedToBeModified-Item





ProtocolIE-ID ::= 12

id-DRBs-FailedToBeModified-List





ProtocolIE-ID ::= 13

id-DRBs-FailedToBeSetup-Item





ProtocolIE-ID ::= 14

id-DRBs-FailedToBeSetup-List





ProtocolIE-ID ::= 15

id-DRBs-FailedToBeSetupMod-Item





ProtocolIE-ID ::= 16

id-DRBs-FailedToBeSetupMod-List





ProtocolIE-ID ::= 17

id-DRBs-ModifiedConf-Item






ProtocolIE-ID ::= 18

id-DRBs-ModifiedConf-List






ProtocolIE-ID ::= 19

id-DRBs-Modified-Item







ProtocolIE-ID ::= 20

id-DRBs-Modified-List







ProtocolIE-ID ::= 21

id-DRBs-Required-ToBeModified-Item




ProtocolIE-ID ::= 22

id-DRBs-Required-ToBeModified-List




ProtocolIE-ID ::= 23

id-DRBs-Required-ToBeReleased-Item




ProtocolIE-ID ::= 24

id-DRBs-Required-ToBeReleased-List




ProtocolIE-ID ::= 25

id-DRBs-Setup-Item








ProtocolIE-ID ::= 26

id-DRBs-Setup-List








ProtocolIE-ID ::= 27

id-DRBs-SetupMod-Item







ProtocolIE-ID ::= 28

id-DRBs-SetupMod-List







ProtocolIE-ID ::= 29

id-DRBs-ToBeModified-Item






ProtocolIE-ID ::= 30

id-DRBs-ToBeModified-List






ProtocolIE-ID ::= 31

id-DRBs-ToBeReleased-Item






ProtocolIE-ID ::= 32

id-DRBs-ToBeReleased-List






ProtocolIE-ID ::= 33

id-DRBs-ToBeSetup-Item







ProtocolIE-ID ::= 34

id-DRBs-ToBeSetup-List







ProtocolIE-ID ::= 35

id-DRBs-ToBeSetupMod-Item






ProtocolIE-ID ::= 36

id-DRBs-ToBeSetupMod-List






ProtocolIE-ID ::= 37

id-DRXCycle










ProtocolIE-ID ::= 38

id-DUtoCURRCInformation







ProtocolIE-ID ::= 39

id-gNB-CU-UE-F1AP-ID







ProtocolIE-ID ::= 40

id-gNB-DU-UE-F1AP-ID







ProtocolIE-ID ::= 41

id-gNB-DU-ID









ProtocolIE-ID ::= 42

id-GNB-DU-Served-Cells-Item






ProtocolIE-ID ::= 43

id-gNB-DU-Served-Cells-List






ProtocolIE-ID ::= 44

id-gNB-DU-Name









ProtocolIE-ID ::= 45

id-NRCellID










ProtocolIE-ID ::= 46

id-oldgNB-DU-UE-F1AP-ID







ProtocolIE-ID ::= 47

id-ResetType









ProtocolIE-ID ::= 48

id-ResourceCoordinationTransferContainer


ProtocolIE-ID ::= 49

id-RRCContainer









ProtocolIE-ID ::= 50

id-SCell-ToBeRemoved-Item






ProtocolIE-ID ::= 51

id-SCell-ToBeRemoved-List






ProtocolIE-ID ::= 52

id-SCell-ToBeSetup-Item







ProtocolIE-ID ::= 53

id-SCell-ToBeSetup-List







ProtocolIE-ID ::= 54

id-SCell-ToBeSetupMod-Item






ProtocolIE-ID ::= 55

id-SCell-ToBeSetupMod-List






ProtocolIE-ID ::= 56

id-Served-Cells-To-Add-Item






ProtocolIE-ID ::= 57

id-Served-Cells-To-Add-List






ProtocolIE-ID ::= 58

id-Served-Cells-To-Delete-Item





ProtocolIE-ID ::= 59

id-Served-Cells-To-Delete-List





ProtocolIE-ID ::= 60

id-Served-Cells-To-Modify-Item





ProtocolIE-ID ::= 61

id-Served-Cells-To-Modify-List





ProtocolIE-ID ::= 62

id-SpCell-ID









ProtocolIE-ID ::= 63

id-SRBID










ProtocolIE-ID ::= 64

id-SRBs-FailedToBeSetup-Item





ProtocolIE-ID ::= 65

id-SRBs-FailedToBeSetup-List





ProtocolIE-ID ::= 66

id-SRBs-FailedToBeSetupMod-Item





ProtocolIE-ID ::= 67

id-SRBs-FailedToBeSetupMod-List





ProtocolIE-ID ::= 68

id-SRBs-Required-ToBeReleased-Item




ProtocolIE-ID ::= 69

id-SRBs-Required-ToBeReleased-List




ProtocolIE-ID ::= 70

id-SRBs-ToBeReleased-Item






ProtocolIE-ID ::= 71

id-SRBs-ToBeReleased-List






ProtocolIE-ID ::= 72

id-SRBs-ToBeSetup-Item







ProtocolIE-ID ::= 73

id-SRBs-ToBeSetup-List







ProtocolIE-ID ::= 74

id-SRBs-ToBeSetupMod-Item






ProtocolIE-ID ::= 75

id-SRBs-ToBeSetupMod-List






ProtocolIE-ID ::= 76

id-TimeToWait









ProtocolIE-ID ::= 77

id-TransactionID








ProtocolIE-ID ::= 78

id-TransmissionActionIndicator





ProtocolIE-ID ::= 79

id-UE-associatedLogicalF1-ConnectionItem 


ProtocolIE-ID ::= 80

id-UE-associatedLogicalF1-ConnectionListResAck

ProtocolIE-ID ::= 81

id-gNB-CU-Name









ProtocolIE-ID ::= 82

id-SCell-FailedtoSetup-List






ProtocolIE-ID ::= 83

id-SCell-FailedtoSetup-Item






ProtocolIE-ID ::= 84

id-SCell-FailedtoSetupMod-List





ProtocolIE-ID ::= 85

id-SCell-FailedtoSetupMod-Item





ProtocolIE-ID ::= 86

id-RRCReconfigurationCompleteIndicator 



ProtocolIE-ID ::= 87

id-Cells-Status-Item







ProtocolIE-ID ::= 88

id-Cells-Status-List







ProtocolIE-ID ::= 89

id-Candidate-SpCell-List






ProtocolIE-ID ::= 90

id-Candidate-SpCell-Item






ProtocolIE-ID ::= 91

id-Potential-SpCell-List






ProtocolIE-ID ::= 92

id-Potential-SpCell-Item






ProtocolIE-ID ::= 93

id-FullConfiguration







ProtocolIE-ID ::= 94

id-C-RNTI










ProtocolIE-ID ::= 95

id-SpCellULConfigured







ProtocolIE-ID ::= 96

id-InactivityMonitoringRequest





ProtocolIE-ID ::= 97

id-InactivityMonitoringResponse





ProtocolIE-ID ::= 98

id-DRB-Activity-Item







ProtocolIE-ID ::= 99

id-DRB-Activity-List







ProtocolIE-ID ::= 100

id-EUTRA-NR-CellResourceCoordinationReq-Container
ProtocolIE-ID ::= 101

id-EUTRA-NR-CellResourceCoordinationReqAck-Container
ProtocolIE-ID ::= 102

id-Protected-EUTRA-Resources-List




ProtocolIE-ID ::= 105

id-RequestType 









ProtocolIE-ID ::= 106

id-ServCellIndex








ProtocolIE-ID ::= 107 

id-RAT-FrequencyPriorityInformation




ProtocolIE-ID ::= 108

id-ExecuteDuplication







ProtocolIE-ID ::= 109

id-NRCGI










ProtocolIE-ID ::= 111

id-PagingCell-Item








ProtocolIE-ID ::= 112

id-PagingCell-List








ProtocolIE-ID ::= 113

id-PagingDRX









ProtocolIE-ID ::= 114

id-PagingPriority 








ProtocolIE-ID ::= 115

id-SItype-List









ProtocolIE-ID ::= 116

id-UEIdentityIndexValue







ProtocolIE-ID ::= 117

id-gNB-CUSystemInformation






ProtocolIE-ID ::= 118

id-HandoverPreparationInformation




ProtocolIE-ID ::= 119

id-GNB-CU-TNL-Association-To-Add-Item



ProtocolIE-ID ::= 120

id-GNB-CU-TNL-Association-To-Add-List



ProtocolIE-ID ::= 121

id-GNB-CU-TNL-Association-To-Remove-Item


ProtocolIE-ID ::= 122

id-GNB-CU-TNL-Association-To-Remove-List


ProtocolIE-ID ::= 123

id-GNB-CU-TNL-Association-To-Update-Item


ProtocolIE-ID ::= 124

id-GNB-CU-TNL-Association-To-Update-List


ProtocolIE-ID ::= 125

id-MaskedIMEISV









ProtocolIE-ID ::= 126

id-PagingIdentity








ProtocolIE-ID ::= 127

id-DUtoCURRCContainer







ProtocolIE-ID ::= 128

id-Cells-to-be-Barred-List






ProtocolIE-ID ::= 129

id-Cells-to-be-Barred-Item






ProtocolIE-ID ::= 130

id-TAISliceSupportList







ProtocolIE-ID ::= 131

id-GNB-CU-TNL-Association-Setup-List



ProtocolIE-ID ::= 132

id-GNB-CU-TNL-Association-Setup-Item



ProtocolIE-ID ::= 133

id-GNB-CU-TNL-Association-Failed-To-Setup-List

ProtocolIE-ID ::= 134

id-GNB-CU-TNL-Association-Failed-To-Setup-Item

ProtocolIE-ID ::= 135

id-DRB-Notify-Item








ProtocolIE-ID ::= 136

id-DRB-Notify-List








ProtocolIE-ID ::= 137

id-NotficationControl







ProtocolIE-ID ::= 138

id-RANAC










ProtocolIE-ID ::= 139

id-PWSSystemInformation







ProtocolIE-ID ::= 140

id-RepetitionPeriod








ProtocolIE-ID ::= 141

id-NumberofBroadcastRequest






ProtocolIE-ID ::= 142

id-Cells-To-Be-Broadcast-List





ProtocolIE-ID ::= 144

id-Cells-To-Be-Broadcast-Item





ProtocolIE-ID ::= 145

id-Cells-Broadcast-Completed-List 




ProtocolIE-ID ::= 146

id-Cells-Broadcast-Completed-Item 




ProtocolIE-ID ::= 147

id-Broadcast-To-Be-Cancelled-List 




ProtocolIE-ID ::= 148

id-Broadcast-To-Be-Cancelled-Item 




ProtocolIE-ID ::= 149

id-Cells-Broadcast-Cancelled-List 




ProtocolIE-ID ::= 150

id-Cells-Broadcast-Cancelled-Item 




ProtocolIE-ID ::= 151

id-NR-CGI-List-For-Restart-List 





ProtocolIE-ID ::= 152

id-NR-CGI-List-For-Restart-Item 





ProtocolIE-ID ::= 153

id-PWS-Failed-NR-CGI-List 






ProtocolIE-ID ::= 154

id-PWS-Failed-NR-CGI-Item 






ProtocolIE-ID ::= 155

id-ConfirmedUEID








ProtocolIE-ID ::= 156

id-Cancel-all-Warning-Messages-Indicator


ProtocolIE-ID ::= 157

id-GNB-DU-UE-AMBR-UL







ProtocolIE-ID ::= 158

id-DRXConfigurationIndicator





ProtocolIE-ID ::= 159

id-RLC-Status









ProtocolIE-ID ::= 160

id-DLPDCPSNLength








ProtocolIE-ID ::= 161

id-GNB-DUConfigurationQuery






ProtocolIE-ID ::= 162

id-MeasurementTimingConfiguration




ProtocolIE-ID ::= 163

id-DRB-Information








ProtocolIE-ID ::= 164

id-ServingPLMN









ProtocolIE-ID ::= 165

id-Protected-EUTRA-Resources-Item




ProtocolIE-ID ::= 168

id-GNB-CU-RRC-Version







ProtocolIE-ID ::= 170

id-GNB-DU-RRC-Version







ProtocolIE-ID ::= 171

id-GNBDUOverloadInformation






ProtocolIE-ID ::= 172

id-CellGroupConfig








ProtocolIE-ID ::= 173

id-RLCFailureIndication







ProtocolIE-ID ::= 174

id-UplinkTxDirectCurrentListInformation



ProtocolIE-ID ::= 175

id-DC-Based-Duplication-Configured




ProtocolIE-ID ::= 176

id-DC-Based-Duplication-Activation




ProtocolIE-ID ::= 177

id-SULAccessIndication







ProtocolIE-ID ::= 178

id-AvailablePLMNList







ProtocolIE-ID ::= 179

id-PDUSessionID









ProtocolIE-ID ::= 180

id-ULPDUSessionAggregateMaximumBitRate



ProtocolIE-ID ::= 181

id-ServingCellMO








ProtocolIE-ID ::= 182

id-QoSFlowMappingIndication






ProtocolIE-ID ::= 183

id-RRCDeliveryStatusRequest






ProtocolIE-ID ::= 184

id-RRCDeliveryStatus







ProtocolIE-ID ::= 185

id-BearerTypeChange








ProtocolIE-ID ::= 186

id-RLCMode










ProtocolIE-ID ::= 187

id-Duplication-Activation






ProtocolIE-ID ::= 188

id-Dedicated-SIDelivery-NeededUE-List



ProtocolIE-ID ::= 189
id-Dedicated-SIDelivery-NeededUE-Item



ProtocolIE-ID ::= 190
id-DRX-LongCycleStartOffset






ProtocolIE-ID ::= 191
id-ULPDCPSNLength








ProtocolIE-ID ::= 192

id-SelectedBandCombinationIndex





ProtocolIE-ID ::= 193
id-SelectedFeatureSetEntryIndex





ProtocolIE-ID ::= 194
id-ResourceCoordinationTransferInformation


ProtocolIE-ID ::= 195

id-ExtendedServedPLMNs-List






ProtocolIE-ID ::= 196
id-ExtendedAvailablePLMN-List





ProtocolIE-ID ::= 197

id-Associated-SCell-List






ProtocolIE-ID ::= 198

id-latest-RRC-Version-Enhanced





ProtocolIE-ID ::= 199

id-Associated-SCell-Item






ProtocolIE-ID ::= 200

id-Cell-Direction








ProtocolIE-ID ::= 201

id-SRBs-Setup-List








ProtocolIE-ID ::= 202

id-SRBs-Setup-Item








ProtocolIE-ID ::= 203

id-SRBs-SetupMod-List







ProtocolIE-ID ::= 204

id-SRBs-SetupMod-Item







ProtocolIE-ID ::= 205

id-SRBs-Modified-List







ProtocolIE-ID ::= 206

id-SRBs-Modified-Item







ProtocolIE-ID ::= 207

id-Ph-InfoSCG









ProtocolIE-ID ::= 208

id-RequestedBandCombinationIndex




ProtocolIE-ID ::= 209

id-RequestedFeatureSetEntryIndex




ProtocolIE-ID ::= 210

id-RequestedP-MaxFR2







ProtocolIE-ID ::= 211

id-DRX-Config









ProtocolIE-ID ::= 212

id-IgnoreResourceCoordinationContainer



ProtocolIE-ID ::= 213

id-UEAssistanceInformation






ProtocolIE-ID ::= 214

id-NeedforGap









ProtocolIE-ID ::= 215

id-PagingOrigin









ProtocolIE-ID ::= 216

id-new-gNB-CU-UE-F1AP-ID






ProtocolIE-ID ::= 217

id-RedirectedRRCmessage







ProtocolIE-ID ::= 218

id-new-gNB-DU-UE-F1AP-ID






ProtocolIE-ID ::= 219

id-NotificationInformation






ProtocolIE-ID ::= 220

id-PLMNAssistanceInfoForNetShar





ProtocolIE-ID ::= 221

id-UEContextNotRetrievable






ProtocolIE-ID ::= 222

id-BPLMN-ID-Info-List







ProtocolIE-ID ::= 223

id-SelectedPLMNID








ProtocolIE-ID ::= 224

id-UAC-Assistance-Info







ProtocolIE-ID ::= 225

id-RANUEID










ProtocolIE-ID ::= 226

id-GNB-DU-TNL-Association-To-Remove-Item


ProtocolIE-ID ::= 227

id-GNB-DU-TNL-Association-To-Remove-List


ProtocolIE-ID ::= 228

id-TNLAssociationTransportLayerAddressgNBDU


ProtocolIE-ID ::= 229

id-portNumber









ProtocolIE-ID ::= 230

id-AdditionalSIBMessageList






ProtocolIE-ID ::= 231

id-Cell-Type









ProtocolIE-ID ::= 232

id-IgnorePRACHConfiguration






ProtocolIE-ID ::= 233

id-CG-Config









ProtocolIE-ID ::= 234

id-PDCCH-BlindDetectionSCG






ProtocolIE-ID ::= 235

id-Requested-PDCCH-BlindDetectionSCG



ProtocolIE-ID ::= 236

id-Ph-InfoMCG









ProtocolIE-ID ::= 237

id-MeasGapSharingConfig







ProtocolIE-ID ::= 238

id-systemInformationAreaID






ProtocolIE-ID ::= 239

id-areaScope









ProtocolIE-ID ::= 240

id-RRCContainer-RRCSetupComplete




ProtocolIE-ID ::= 241

id-TraceActivation








ProtocolIE-ID ::= 242

id-TraceID










ProtocolIE-ID ::= 243

id-Neighbour-Cell-Information-List




ProtocolIE-ID ::= 244

id-SymbolAllocInSlot







ProtocolIE-ID ::= 246

id-NumDLULSymbols








ProtocolIE-ID ::= 247

id-AdditionalRRMPriorityIndex





ProtocolIE-ID ::= 248

id-DUCURadioInformationType






ProtocolIE-ID ::= 249

id-CUDURadioInformationType 





ProtocolIE-ID ::= 250

id-AggressorgNBSetID







ProtocolIE-ID ::= 251

id-VictimgNBSetID








ProtocolIE-ID ::= 252

id-LowerLayerPresenceStatusChange




ProtocolIE-ID ::= 253

id-Transport-Layer-Address-Info





ProtocolIE-ID ::= 254
id-Neighbour-Cell-Information-Item




ProtocolIE-ID ::= 255
id-IntendedTDD-DL-ULConfig






ProtocolIE-ID ::= 256

id-QosMonitoringRequest







ProtocolIE-ID ::= 257

id-BHChannels-ToBeSetup-List





ProtocolIE-ID ::= 258

id-BHChannels-ToBeSetup-Item





ProtocolIE-ID ::= 259

id-BHChannels-Setup-List






ProtocolIE-ID ::= 260
id-BHChannels-Setup-Item






ProtocolIE-ID ::= 261
id-BHChannels-ToBeModified-Item





ProtocolIE-ID ::= 262
id-BHChannels-ToBeModified-List





ProtocolIE-ID ::= 263
id-BHChannels-ToBeReleased-Item





ProtocolIE-ID ::= 264
id-BHChannels-ToBeReleased-List





ProtocolIE-ID ::= 265
id-BHChannels-ToBeSetupMod-Item





ProtocolIE-ID ::= 266
id-BHChannels-ToBeSetupMod-List





ProtocolIE-ID ::= 267
id-BHChannels-FailedToBeModified-Item



ProtocolIE-ID ::= 268
id-BHChannels-FailedToBeModified-List



ProtocolIE-ID ::= 269
id-BHChannels-FailedToBeSetupMod-Item



ProtocolIE-ID ::= 270
id-BHChannels-FailedToBeSetupMod-List



ProtocolIE-ID ::= 271
id-BHChannels-Modified-Item






ProtocolIE-ID ::= 272
id-BHChannels-Modified-List






ProtocolIE-ID ::= 273
id-BHChannels-SetupMod-Item






ProtocolIE-ID ::= 274
id-BHChannels-SetupMod-List






ProtocolIE-ID ::= 275
id-BHChannels-Required-ToBeReleased-Item


ProtocolIE-ID ::= 276
id-BHChannels-Required-ToBeReleased-List


ProtocolIE-ID ::= 277
id-BHChannels-FailedToBeSetup-Item




ProtocolIE-ID ::= 278
id-BHChannels-FailedToBeSetup-List




ProtocolIE-ID ::= 279
id-BHInfo










ProtocolIE-ID ::= 280

id-BAPAddress









ProtocolIE-ID ::= 281

id-ConfiguredBAPAddress







ProtocolIE-ID ::= 282
id-BH-Routing-Information-Added-List



ProtocolIE-ID ::= 283
id-BH-Routing-Information-Added-List-Item


ProtocolIE-ID ::= 284
id-BH-Routing-Information-Removed-List



ProtocolIE-ID ::= 285
id-BH-Routing-Information-Removed-List-Item


ProtocolIE-ID ::= 286
id-UL-BH-Non-UP-Traffic-Mapping





ProtocolIE-ID ::= 287
id-Activated-Cells-to-be-Updated-List



ProtocolIE-ID ::= 288
id-Child-Nodes-List








ProtocolIE-ID ::= 289
id-IAB-Info-IAB-DU








ProtocolIE-ID ::= 290

id-IAB-Info-IAB-donor-CU






ProtocolIE-ID ::= 291

id-IAB-TNL-Addresses-To-Remove-List




ProtocolIE-ID ::= 292
id-IAB-TNL-Addresses-To-Remove-Item




ProtocolIE-ID ::= 293
id-IAB-Allocated-TNL-Address-List




ProtocolIE-ID ::= 294
id-IAB-Allocated-TNL-Address-Item




ProtocolIE-ID ::= 295
id-IABIPv6RequestType







ProtocolIE-ID ::= 296
id-IABv4AddressesRequested






ProtocolIE-ID ::= 297
id-IAB-Barred









ProtocolIE-ID ::= 298
id-TrafficMappingInformation





ProtocolIE-ID ::= 299
id-UL-UP-TNL-Information-to-Update-List



ProtocolIE-ID ::= 300
id-UL-UP-TNL-Information-to-Update-List-Item

ProtocolIE-ID ::= 301
id-UL-UP-TNL-Address-to-Update-List




ProtocolIE-ID ::= 302
id-UL-UP-TNL-Address-to-Update-List-Item


ProtocolIE-ID ::= 303
id-DL-UP-TNL-Address-to-Update-List




ProtocolIE-ID ::= 304
id-DL-UP-TNL-Address-to-Update-List-Item


ProtocolIE-ID ::= 305

id-NRV2XServicesAuthorized






ProtocolIE-ID ::= 306

id-LTEV2XServicesAuthorized






ProtocolIE-ID ::= 307

id-NRUESidelinkAggregateMaximumBitrate



ProtocolIE-ID ::= 308

id-LTEUESidelinkAggregateMaximumBitrate



ProtocolIE-ID ::= 309

id-SIB12-message








ProtocolIE-ID ::= 310

id-SIB13-message








ProtocolIE-ID ::= 311

id-SIB14-message








ProtocolIE-ID ::= 312

id-SLDRBs-FailedToBeModified-Item




ProtocolIE-ID ::= 313

id-SLDRBs-FailedToBeModified-List




ProtocolIE-ID ::= 314

id-SLDRBs-FailedToBeSetup-Item





ProtocolIE-ID ::= 315

id-SLDRBs-FailedToBeSetup-List





ProtocolIE-ID ::= 316

id-SLDRBs-Modified-Item







ProtocolIE-ID ::= 317

id-SLDRBs-Modified-List







ProtocolIE-ID ::= 318

id-SLDRBs-Required-ToBeModified-Item



ProtocolIE-ID ::= 319

id-SLDRBs-Required-ToBeModified-List



ProtocolIE-ID ::= 320

id-SLDRBs-Required-ToBeReleased-Item



ProtocolIE-ID ::= 321

id-SLDRBs-Required-ToBeReleased-List



ProtocolIE-ID ::= 322

id-SLDRBs-Setup-Item







ProtocolIE-ID ::= 323

id-SLDRBs-Setup-List







ProtocolIE-ID ::= 324

id-SLDRBs-ToBeModified-Item






ProtocolIE-ID ::= 325

id-SLDRBs-ToBeModified-List






ProtocolIE-ID ::= 326

id-SLDRBs-ToBeReleased-Item






ProtocolIE-ID ::= 327

id-SLDRBs-ToBeReleased-List






ProtocolIE-ID ::= 328

id-SLDRBs-ToBeSetup-Item






ProtocolIE-ID ::= 329

id-SLDRBs-ToBeSetup-List






ProtocolIE-ID ::= 330

id-SLDRBs-ToBeSetupMod-Item






ProtocolIE-ID ::= 331

id-SLDRBs-ToBeSetupMod-List






ProtocolIE-ID ::= 332

id-SLDRBs-SetupMod-List







ProtocolIE-ID ::= 333

id-SLDRBs-FailedToBeSetupMod-List




ProtocolIE-ID ::= 334

id-SLDRBs-SetupMod-Item







ProtocolIE-ID ::= 335

id-SLDRBs-FailedToBeSetupMod-Item




ProtocolIE-ID ::= 336

id-SLDRBs-ModifiedConf-List






ProtocolIE-ID ::= 337

id-SLDRBs-ModifiedConf-Item






ProtocolIE-ID ::= 338

id-UEAssistanceInformationEUTRA





ProtocolIE-ID ::= 339

id-PC5LinkAMBR









ProtocolIE-ID ::= 340

id-SL-PHY-MAC-RLC-Config






ProtocolIE-ID ::= 341

id-SL-ConfigDedicatedEUTRA-Info





ProtocolIE-ID ::= 342

id-AlternativeQoSParaSetList





ProtocolIE-ID ::= 343

id-CurrentQoSParaSetIndex






ProtocolIE-ID ::= 344

id-gNBCUMeasurementID







ProtocolIE-ID ::= 345

id-gNBDUMeasurementID







ProtocolIE-ID ::= 346

id-RegistrationRequest







ProtocolIE-ID ::= 347

id-ReportCharacteristics






ProtocolIE-ID ::= 348

id-CellToReportList








ProtocolIE-ID ::= 349

id-CellMeasurementResultList





ProtocolIE-ID ::= 350

id-HardwareLoadIndicator






ProtocolIE-ID ::= 351

id-ReportingPeriodicity







ProtocolIE-ID ::= 352

id-TNLCapacityIndicator







ProtocolIE-ID ::= 353

id-CarrierList









ProtocolIE-ID ::= 354

id-ULCarrierList








ProtocolIE-ID ::= 355

id-FrequencyShift7p5khz







ProtocolIE-ID ::= 356

id-SSB-PositionsInBurst







ProtocolIE-ID ::= 357

id-NRPRACHConfig








ProtocolIE-ID ::= 358

id-RACHReportInformationList





ProtocolIE-ID ::= 359

id-RLFReportInformationList






ProtocolIE-ID ::= 360

id-TDD-UL-DLConfigCommonNR






ProtocolIE-ID ::= 361

id-CNPacketDelayBudgetDownlink





ProtocolIE-ID ::= 362

id-ExtendedPacketDelayBudget





ProtocolIE-ID ::= 363
id-TSCTrafficCharacteristics





ProtocolIE-ID ::= 364

id-ReportingRequestType







ProtocolIE-ID ::= 365

id-TimeReferenceInformation






ProtocolIE-ID ::= 366

id-CNPacketDelayBudgetUplink





ProtocolIE-ID ::= 369

id-AdditionalPDCPDuplicationTNL-List



ProtocolIE-ID ::= 370

id-RLCDuplicationInformation





ProtocolIE-ID ::= 371

id-AdditionalDuplicationIndication




ProtocolIE-ID ::= 372

id-ConditionalInterDUMobilityInformation


ProtocolIE-ID ::= 373
id-ConditionalIntraDUMobilityInformation


ProtocolIE-ID ::= 374
id-targetCellsToCancel







ProtocolIE-ID ::= 375
id-requestedTargetCellGlobalID





ProtocolIE-ID ::= 376

id-ManagementBasedMDTPLMNList





ProtocolIE-ID ::= 377
id-TraceCollectionEntityIPAddress 




ProtocolIE-ID ::= 378
id-PrivacyIndicator








ProtocolIE-ID ::= 379
id-TraceCollectionEntityURI






ProtocolIE-ID ::= 380
id-mdtConfiguration








ProtocolIE-ID ::= 381
id-ServingNID









ProtocolIE-ID ::= 382

id-NPNBroadcastInformation






ProtocolIE-ID ::= 383

id-NPNSupportInfo








ProtocolIE-ID ::= 384

id-NID











ProtocolIE-ID ::= 385
id-AvailableSNPN-ID-List






ProtocolIE-ID ::= 386
id-SIB10-message








ProtocolIE-ID ::= 387

id-DLCarrierList








ProtocolIE-ID ::= 389


id-ExtendedTAISliceSupportList




ProtocolIE-ID ::= 390
id-RequestedSRSTransmissionCharacteristics


ProtocolIE-ID ::= 391

id-PosAssistance-Information





ProtocolIE-ID ::= 392
id-PosBroadcast









ProtocolIE-ID ::= 393
id-RoutingID









ProtocolIE-ID ::= 394
id-PosAssistanceInformationFailureList



ProtocolIE-ID ::= 395

id-PosMeasurementQuantities






ProtocolIE-ID ::= 396

id-PosMeasurementResultList






ProtocolIE-ID ::= 397

id-TRPInformationTypeListTRPReq





ProtocolIE-ID ::= 398
id-TRPInformationTypeItem






ProtocolIE-ID ::= 399
id-TRPInformationListTRPResp





ProtocolIE-ID ::= 400
id-TRPInformationItem







ProtocolIE-ID ::= 401

id-LMF-MeasurementID







ProtocolIE-ID ::= 402

id-SRSType










ProtocolIE-ID ::= 403

id-ActivationTime








ProtocolIE-ID ::= 404

id-AbortTransmission







ProtocolIE-ID ::= 405

id-PositioningBroadcastCells





ProtocolIE-ID ::= 406

id-SRSConfiguration








ProtocolIE-ID ::= 407

id-PosReportCharacteristics






ProtocolIE-ID ::= 408

id-PosMeasurementPeriodicity





ProtocolIE-ID ::= 409

id-TRPList










ProtocolIE-ID ::= 410

id-RAN-MeasurementID







ProtocolIE-ID ::= 411

id-LMF-UE-MeasurementID







ProtocolIE-ID ::= 412

id-RAN-UE-MeasurementID







ProtocolIE-ID ::= 413

id-E-CID-MeasurementQuantities





ProtocolIE-ID ::= 414
id-E-CID-MeasurementQuantities-Item




ProtocolIE-ID ::= 415
id-E-CID-MeasurementPeriodicity





ProtocolIE-ID ::= 416
id-E-CID-MeasurementResult






ProtocolIE-ID ::= 417
id-Cell-Portion-ID








ProtocolIE-ID ::= 418
id-SFNInitialisationTime






ProtocolIE-ID ::= 419

id-SystemFrameNumber







ProtocolIE-ID ::= 420

id-SlotNumber









ProtocolIE-ID ::= 421

id-TRP-MeasurementRequestList





ProtocolIE-ID ::= 422

id-MeasurementBeamInfoRequest





ProtocolIE-ID ::= 423
id-E-CID-ReportCharacteristics





ProtocolIE-ID ::= 424
id-ConfiguredTACIndication






ProtocolIE-ID ::= 425
id-Extended-GNB-DU-Name







ProtocolIE-ID ::= 426

id-Extended-GNB-CU-Name







ProtocolIE-ID ::= 427
id-F1CTransferPath








ProtocolIE-ID ::= 428
id-SFN-Offset









ProtocolIE-ID ::= 429
id-TransmissionStopIndicator





ProtocolIE-ID ::= 430
id-SrsFrequency









ProtocolIE-ID ::= 431
id-SCGIndicator









ProtocolIE-ID ::= 432
id-EstimatedArrivalProbability





ProtocolIE-ID ::= 433
id-TRPType










ProtocolIE-ID ::= 434
id-SRSSpatialRelationPerSRSResource




ProtocolIE-ID ::= 435

id-RACH-Conflict-Assistance-Information-List

ProtocolIE-ID ::= aaa
id-RACH-Conflict-Assistance-Information-Item

ProtocolIE-ID ::= bbb
id-RACH-Conflict-Cell-ID






ProtocolIE-ID ::= ccc

id-RACH-Neighbour-Cell-ID






ProtocolIE-ID ::= ddd
id-Neighbour-Configuration-Info-List



ProtocolIE-ID ::= eee
id-Neighbour-Configuration-Info-Item



ProtocolIE-ID ::= fff

id-RACH-Conflict-Cell-List






ProtocolIE-ID ::= ggg
id-RACH-Conflict-Cell-ListItem





ProtocolIE-ID ::= hhh
END

-- ASN1STOP 

-------------------End of Changes---------------------

Annex –Text Proposals for RACH report availability indication for TS 38.473
--------------------Start of Changes---------------------
8
F1AP procedures

8.1
List of F1AP Elementary procedures

In the following tables, all EPs are divided into Class 1 and Class 2 EPs (see subclause 3.1 for explanation of the different classes):

Table 1: Class 1 procedures

	Elementary Procedure
	Initiating Message
	Successful Outcome
	Unsuccessful Outcome

	
	
	Response message
	Response message

	Reset
	RESET
	RESET ACKNOWLEDGE
	

	F1 Setup
	F1 SETUP REQUEST
	F1 SETUP RESPONSE
	F1 SETUP FAILURE

	gNB-DU Configuration Update
	GNB-DU CONFIGURATION UPDATE
	GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE
	GNB-DU CONFIGURATION UPDATE FAILURE

	gNB-CU Configuration Update
	GNB-CU CONFIGURATION UPDATE
	GNB-CU CONFIGURATION UPDATE ACKNOWLEDGE
	GNB-CU CONFIGURATION UPDATE FAILURE

	UE Context Setup
	UE CONTEXT SETUP REQUEST
	UE CONTEXT SETUP RESPONSE
	UE CONTEXT SETUP FAILURE

	UE Context Release (gNB-CU initiated)
	UE CONTEXT RELEASE COMMAND
	UE CONTEXT RELEASE COMPLETE
	

	UE Context Modification (gNB-CU initiated)
	UE CONTEXT MODIFICATION REQUEST
	UE CONTEXT MODIFICATION RESPONSE
	UE CONTEXT MODIFICATION FAILURE

	UE Context Modification Required (gNB-DU initiated)
	UE CONTEXT MODIFICATION REQUIRED
	UE CONTEXT MODIFICATION CONFIRM
	UE CONTEXT MODIFICATION REFUSE

	Write-Replace Warning 
	WRITE-REPLACE WARNING REQUEST
	WRITE-REPLACE WARNING RESPONSE
	

	PWS Cancel
	PWS CANCEL REQUEST
	PWS CANCEL RESPONSE
	

	gNB-DU Resource Coordination
	GNB-DU RESOURCE COORDINATION REQUEST
	GNB-DU RESOURCE COORDINATION RESPONSE
	

	F1 Removal
	F1 REMOVAL REQUEST
	F1 REMOVAL RESPONSE
	F1 REMOVAL FAILURE

	BAP Mapping Configuration
	BAP MAPPING CONFIGURATION 
	BAP MAPPING CONFIGURATION ACKNOWLEDGE
	

	GNB-DU Resource Configuration
	GNB-DU RESOURCE CONFIGURATION
	GNB-DU RESOURCE CONFIGURATION ACKNOWLEDGE
	

	IAB TNL Address Allocation
	IAB TNL ADDRESS REQUEST
	IAB TNL ADDRESS RESPONSE
	

	IAB UP Configuration Update
	IAB UP CONFIGURATION UPDATE REQUEST
	IAB UP CONFIGURATION UPDATE RESPONSE
	IAB UP CONFIGURATION UPDATE FAILURE

	Resource Status Reporting Initiation
	RESOURCE STATUS REQUEST
	RESOURCE STATUS RESPONSE
	RESOURCE STATUS FAILURE

	Positioning Measurement
	POSITIONING MEASUREMENT REQUEST
	POSITIONING MEASUREMENT RESPONSE
	POSITIONING MEASUREMENT FAILURE

	Positioning Information Exchange
	POSITIONING INFORMATION REQUEST
	POSITIONING INFORMATION RESPONSE
	POSITIONING INFORMATION FAILURE

	TRP Information Exchange
	TRP INFORMATION REQUEST
	TRP INFORMATION RESPONSE
	TRP INFORMATION FAILURE

	Positioning Activation
	POSITIONING ACTIVATION REQUEST
	POSITIONING ACTIVATION RESPONSE
	POSITIONING ACTIVATION FAILURE

	E-CID Measurement Initiation
	E-CID MEASUREMENT INITIATION REQUEST
	E-CID MEASUREMENT INITIATION RESPONSE
	E-CID MEASUREMENT INITIATION FAILURE


Table 2: Class 2 procedures

	Elementary Procedure
	Message

	Error Indication
	ERROR INDICATION

	UE Context Release Request (gNB-DU initiated)
	UE CONTEXT RELEASE REQUEST

	Initial UL RRC Message Transfer
	INITIAL UL RRC MESSAGE TRANSFER

	DL RRC Message Transfer
	DL RRC MESSAGE TRANSFER

	UL RRC Message Transfer
	UL RRC MESSAGE TRANSFER

	UE Inactivity Notification 
	UE INACTIVITY NOTIFICATION

	System Information Delivery
	SYSTEM INFORMATION DELIVERY COMMAND

	Paging
	PAGING

	Notify
	NOTIFY

	PWS Restart Indication
	PWS RESTART INDICATION

	PWS Failure Indication
	PWS FAILURE INDICATION

	gNB-DU Status Indication
	GNB-DU STATUS INDICATION

	RRC Delivery Report
	RRC DELIVERY REPORT

	Network Access Rate Reduction
	NETWORK ACCESS RATE REDUCTION

	Trace Start
	TRACE START

	Deactivate Trace
	DEACTIVATE TRACE

	DU-CU Radio Information Transfer
	DU-CU RADIO INFORMATION TRANSFER

	CU-DU Radio Information Transfer
	CU-DU RADIO INFORMATION TRANSFER

	Resource Status Reporting
	RESOURCE STATUS UPDATE

	Access And Mobility Indication
	ACCESS AND MOBILITY INDICATION

	Reference Time Information Reporting Control
	REFERENCE TIME INFORMATION REPORTING CONTROL

	Reference Time Information Report
	REFERENCE TIME INFORMATION REPORT

	Access Success
	ACCESS SUCCESS

	Cell Traffic Trace
	CELL TRAFFIC TRACE

	Positioning Assistance Information Control
	POSITIONING ASSISTANCE INFORMATION CONTROL

	Positioning Assistance Information Feedback
	POSITIONING ASSISTANCE INFORMATION FEEDBACK

	Positioning Measurement Report
	POSITIONING MEASUREMENT REPORT

	Positioning Measurement Abort
	POSITIONING MEASUREMENT ABORT

	Positioning Measurement Failure Indication
	POSITIONING MEASUREMENT FAILURE INDICATION

	Positioning Measurement Update
	POSITIONING MEASUREMENT UPDATE

	Positioning Deactivation
	POSITIONING DEACTIVATION

	E-CID Measurement Failure Indication
	E-CID MEASUREMENT FAILURE INDICATION

	E-CID Measurement Report
	E-CID MEASUREMENT REPORT

	E-CID Measurement Termination
	E-CID MEASUREMENT TERMINATION COMMAND

	Positioning Information Update
	POSITIONING INFORMATION UPDATE

	RACH Indication
	RACH Indication


8.2
Interface Management procedures
8.2.x

RACH Indication 

8.2.x.1

General

This procedure is initiated by the gNB-DU to inform of the event of random access to the gNB-CU for an active UE.
The procedure uses UE-associated signalling.

8.2.x.2

Successful Operation


[image: image7.emf] 
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Figure 8.2.x.2-1: RACH Indication procedure.

The gNB-DU initiates the procedure by sending the RACH Indication message to the gNB-CU.
8.2.x.3 
Abnormal Conditions

Not applicable.

9
Elements for F1AP Communication

9.1
General

Subclauses 9.2 and 9.3 present the F1AP message and IE definitions in tabular format. The corresponding ASN.1 definition is presented in subclause 9.4. In case there is contradiction between the tabular format and the ASN.1 definition, the ASN.1 shall take precedence, except for the definition of conditions for the presence of conditional IEs, where the tabular format shall take precedence. 

The messages have been defined in accordance to the guidelines specified in TR 25.921 [14].

When specifying IEs which are to be represented by bitstrings, if not otherwise specifically stated in the semantics description of the concerned IE or elsewhere, the following principle applies with regards to the ordering of bits:

-
The first bit (leftmost bit) contains the most significant bit (MSB);

-
The last bit (rightmost bit) contains the least significant bit (LSB);

-
When importing bitstrings from other specifications, the first bit of the bitstring contains the first bit of the concerned information;
The following attributes are used for the tabular description of the messages and information elements: Presence, Range Criticality and Assigned Criticality. Their definition and use can be found in TS 38.413 [3].

9.2
Message Functional Definition and Content
9.2.1.x
RACH INDICATION
This message is sent by the gNB-DU to inform the gNB-CU about the random access event for a UE.

Direction: gNB-DU ( gNB-CU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	Random access Indication
	O
	
	ENUMARATED (true, …)
	
	YES
	ignore


--------------------Start of Changes---------------------
9.4.4
PDU Definitions

-- ASN1START 

-- **************************************************************

--

-- PDU definitions for F1AP.

--

-- **************************************************************

F1AP-PDU-Contents { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Candidate-SpCell-Item,


Cause,


Cells-Failed-to-be-Activated-List-Item,


Cells-Status-Item,


Cells-to-be-Activated-List-Item,


Cells-to-be-Deactivated-List-Item, 

CellULConfigured,


CriticalityDiagnostics, 

C-RNTI,


CUtoDURRCInformation, 

DRB-Activity-Item,


DRBID,


DRBs-FailedToBeModified-Item,


DRBs-FailedToBeSetup-Item,


DRBs-FailedToBeSetupMod-Item,


DRB-Notify-Item,


DRBs-ModifiedConf-Item,


DRBs-Modified-Item,


DRBs-Required-ToBeModified-Item,


DRBs-Required-ToBeReleased-Item,


DRBs-Setup-Item,


DRBs-SetupMod-Item,


DRBs-ToBeModified-Item,


DRBs-ToBeReleased-Item,


DRBs-ToBeSetup-Item,


DRBs-ToBeSetupMod-Item,


DRXCycle,


DRXConfigurationIndicator,


DUtoCURRCInformation,


EUTRANQoS,


ExecuteDuplication,


FullConfiguration,


GNB-CU-UE-F1AP-ID,


GNB-DU-UE-F1AP-ID,


GNB-DU-ID,


GNB-DU-Served-Cells-Item,


GNB-DU-System-Information, 

GNB-CU-Name,


GNB-DU-Name,


InactivityMonitoringRequest,


InactivityMonitoringResponse,


LowerLayerPresenceStatusChange,


NotificationControl,


NRCGI,


NRPCI,


UEContextNotRetrievable,

Potential-SpCell-Item,


RAT-FrequencyPriorityInformation,

RequestedSRSTransmissionCharacteristics,

ResourceCoordinationTransferContainer,


RRCContainer,


RRCContainer-RRCSetupComplete,


RRCReconfigurationCompleteIndicator,


SCellIndex,


SCell-ToBeRemoved-Item,


SCell-ToBeSetup-Item,


SCell-ToBeSetupMod-Item,


SCell-FailedtoSetup-Item,


SCell-FailedtoSetupMod-Item, 

ServCellIndex,


Served-Cell-Information,


Served-Cells-To-Add-Item,


Served-Cells-To-Delete-Item,


Served-Cells-To-Modify-Item,

ServingCellMO,

SRBID,


SRBs-FailedToBeSetup-Item,


SRBs-FailedToBeSetupMod-Item,


SRBs-Required-ToBeReleased-Item,


SRBs-ToBeReleased-Item,


SRBs-ToBeSetup-Item,


SRBs-ToBeSetupMod-Item,


SRBs-Modified-Item,


SRBs-Setup-Item,


SRBs-SetupMod-Item,


TimeToWait,


TransactionID,


TransmissionActionIndicator,


UE-associatedLogicalF1-ConnectionItem,


DUtoCURRCContainer,


PagingCell-Item, 


SItype-List,

UEIdentityIndexValue,


GNB-CU-TNL-Association-Setup-Item,


GNB-CU-TNL-Association-Failed-To-Setup-Item,


GNB-CU-TNL-Association-To-Add-Item,


GNB-CU-TNL-Association-To-Remove-Item,


GNB-CU-TNL-Association-To-Update-Item,


MaskedIMEISV,


PagingDRX,


PagingPriority,


PagingIdentity,


Cells-to-be-Barred-Item,


PWSSystemInformation,


Broadcast-To-Be-Cancelled-Item,


Cells-Broadcast-Cancelled-Item,


NR-CGI-List-For-Restart-Item,


PWS-Failed-NR-CGI-Item,


RepetitionPeriod,


NumberofBroadcastRequest,


Cells-To-Be-Broadcast-Item,


Cells-Broadcast-Completed-Item,


Cancel-all-Warning-Messages-Indicator,


EUTRA-NR-CellResourceCoordinationReq-Container,


EUTRA-NR-CellResourceCoordinationReqAck-Container,

RequestType,


PLMN-Identity,


RLCFailureIndication, 


UplinkTxDirectCurrentListInformation,


SULAccessIndication,


Protected-EUTRA-Resources-Item,


GNB-DUConfigurationQuery,


BitRate,


RRC-Version,


GNBDUOverloadInformation,


RRCDeliveryStatusRequest,


NeedforGap,


RRCDeliveryStatus,


ResourceCoordinationTransferInformation,


Dedicated-SIDelivery-NeededUE-Item,


Associated-SCell-Item,


IgnoreResourceCoordinationContainer,


PagingOrigin,


UAC-Assistance-Info,

RANUEID,


GNB-DU-TNL-Association-To-Remove-Item,


NotificationInformation,


TraceActivation,


TraceID,


Neighbour-Cell-Information-Item,


SymbolAllocInSlot,


NumDLULSymbols,


AdditionalRRMPriorityIndex,


DUCURadioInformationType,


CUDURadioInformationType,


Transport-Layer-Address-Info,


BHChannels-ToBeSetup-Item,


BHChannels-Setup-Item,


BHChannels-FailedToBeSetup-Item,


BHChannels-ToBeModified-Item,


BHChannels-ToBeReleased-Item,


BHChannels-ToBeSetupMod-Item,


BHChannels-FailedToBeModified-Item,


BHChannels-FailedToBeSetupMod-Item,


BHChannels-Modified-Item,


BHChannels-SetupMod-Item,


BHChannels-Required-ToBeReleased-Item,


BAPAddress,


BAPPathID,


BAPRoutingID,


BH-Routing-Information-Added-List-Item,


BH-Routing-Information-Removed-List-Item,


Child-Nodes-List,


Child-Nodes-List-Item,


Child-Node-Cells-List,


Child-Node-Cells-List-Item,


Activated-Cells-to-be-Updated-List,


Activated-Cells-to-be-Updated-List-Item,


UL-BH-Non-UP-Traffic-Mapping,


IABTNLAddressesRequested,


IABIPv6RequestType,


IAB-TNL-Addresses-To-Remove-Item,


IABTNLAddress,


IAB-Allocated-TNL-Address-Item,


IABv4AddressesRequested,


TrafficMappingInfo,


UL-UP-TNL-Information-to-Update-List-Item,


UL-UP-TNL-Address-to-Update-List-Item,


DL-UP-TNL-Address-to-Update-List-Item,


NRV2XServicesAuthorized,


LTEV2XServicesAuthorized,


NRUESidelinkAggregateMaximumBitrate,


LTEUESidelinkAggregateMaximumBitrate,


SLDRBs-SetupMod-Item,


SLDRBs-ModifiedConf-Item,


SLDRBID,


SLDRBs-FailedToBeModified-Item,


SLDRBs-FailedToBeSetup-Item,


SLDRBs-FailedToBeSetupMod-Item,


SLDRBs-Modified-Item,


SLDRBs-Required-ToBeModified-Item,


SLDRBs-Required-ToBeReleased-Item,


SLDRBs-Setup-Item,


SLDRBs-ToBeModified-Item,


SLDRBs-ToBeReleased-Item,


SLDRBs-ToBeSetup-Item,


SLDRBs-ToBeSetupMod-Item,


GNBCUMeasurementID,


GNBDUMeasurementID,


RegistrationRequest,


ReportCharacteristics,


CellToReportList,


HardwareLoadIndicator,


CellMeasurementResultList,


ReportingPeriodicity,


TNLCapacityIndicator,


RACHReportInformationList,


RLFReportInformationList,


ReportingRequestType,


TimeReferenceInformation,


ConditionalInterDUMobilityInformation,


ConditionalIntraDUMobilityInformation,


TargetCellList,


MDTPLMNList,


PrivacyIndicator,


TransportLayerAddress,


URI-address,


NID,


PosAssistance-Information,


PosBroadcast,


PositioningBroadcastCells,


RoutingID,


PosAssistanceInformationFailureList,


PosMeasurementQuantities,


PosMeasurementResultList,


PosMeasurementPeriodicity,

PosReportCharacteristics,


TRPInformationTypeItem,


TRPInformationItem,


LMF-MeasurementID,


RAN-MeasurementID,


SRSResourceSetID,


SRSSpatialRelation,


SRSResourceTrigger,

SRSConfiguration,


TRPList,


E-CID-MeasurementQuantities,


E-CID-MeasurementPeriodicity,

E-CID-MeasurementResult,


Cell-Portion-ID,


LMF-UE-MeasurementID,


RAN-UE-MeasurementID,


SFNInitialisationTime,


SystemFrameNumber,


SlotNumber,


AbortTransmission,


TRP-MeasurementRequestList,


MeasurementBeamInfoRequest,


E-CID-ReportCharacteristics,


Extended-GNB-CU-Name,


Extended-GNB-DU-Name,


RACH-indicator
FROM F1AP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerPair{},


ProtocolIE-SingleContainer{},


F1AP-PRIVATE-IES,


F1AP-PROTOCOL-EXTENSION,


F1AP-PROTOCOL-IES,


F1AP-PROTOCOL-IES-PAIR

FROM F1AP-Containers


id-Candidate-SpCell-Item,


id-Candidate-SpCell-List,


id-Cause,


id-Cancel-all-Warning-Messages-Indicator,


id-Cells-Failed-to-be-Activated-List,


id-Cells-Failed-to-be-Activated-List-Item, 


id-Cells-Status-Item,


id-Cells-Status-List,


id-Cells-to-be-Activated-List,


id-Cells-to-be-Activated-List-Item,


id-Cells-to-be-Deactivated-List,


id-Cells-to-be-Deactivated-List-Item,


id-ConfirmedUEID,


id-CriticalityDiagnostics,


id-C-RNTI,


id-CUtoDURRCInformation,


id-DRB-Activity-Item,


id-DRB-Activity-List,


id-DRBs-FailedToBeModified-Item,


id-DRBs-FailedToBeModified-List,


id-DRBs-FailedToBeSetup-Item,


id-DRBs-FailedToBeSetup-List,


id-DRBs-FailedToBeSetupMod-Item,


id-DRBs-FailedToBeSetupMod-List,


id-DRBs-ModifiedConf-Item,


id-DRBs-ModifiedConf-List,


id-DRBs-Modified-Item,


id-DRBs-Modified-List,


id-DRB-Notify-Item,


id-DRB-Notify-List,


id-DRBs-Required-ToBeModified-Item,


id-DRBs-Required-ToBeModified-List,


id-DRBs-Required-ToBeReleased-Item,


id-DRBs-Required-ToBeReleased-List,


id-DRBs-Setup-Item,


id-DRBs-Setup-List,


id-DRBs-SetupMod-Item,


id-DRBs-SetupMod-List,


id-DRBs-ToBeModified-Item,


id-DRBs-ToBeModified-List,


id-DRBs-ToBeReleased-Item,


id-DRBs-ToBeReleased-List,


id-DRBs-ToBeSetup-Item,


id-DRBs-ToBeSetup-List,


id-DRBs-ToBeSetupMod-Item,


id-DRBs-ToBeSetupMod-List,


id-DRXCycle,


id-DUtoCURRCInformation,


id-ExecuteDuplication,


id-FullConfiguration,


id-gNB-CU-UE-F1AP-ID,


id-gNB-DU-UE-F1AP-ID,


id-gNB-DU-ID,


id-GNB-DU-Served-Cells-Item,


id-gNB-DU-Served-Cells-List, 

id-gNB-CU-Name,


id-gNB-DU-Name,

id-Extended-GNB-CU-Name,


id-Extended-GNB-DU-Name,

id-InactivityMonitoringRequest,


id-InactivityMonitoringResponse,


id-new-gNB-CU-UE-F1AP-ID,


id-new-gNB-DU-UE-F1AP-ID,

id-oldgNB-DU-UE-F1AP-ID,


id-PLMNAssistanceInfoForNetShar,

id-Potential-SpCell-Item,


id-Potential-SpCell-List,


id-RAT-FrequencyPriorityInformation, 


id-RedirectedRRCmessage,

id-ResetType,

id-RequestedSRSTransmissionCharacteristics,

id-ResourceCoordinationTransferContainer,


id-RRCContainer,


id-RRCContainer-RRCSetupComplete,


id-RRCReconfigurationCompleteIndicator,


id-SCell-FailedtoSetup-List,


id-SCell-FailedtoSetup-Item,


id-SCell-FailedtoSetupMod-List,


id-SCell-FailedtoSetupMod-Item,


id-SCell-ToBeRemoved-Item,


id-SCell-ToBeRemoved-List,


id-SCell-ToBeSetup-Item,


id-SCell-ToBeSetup-List,


id-SCell-ToBeSetupMod-Item,


id-SCell-ToBeSetupMod-List,


id-SelectedPLMNID,

id-Served-Cells-To-Add-Item,


id-Served-Cells-To-Add-List,


id-Served-Cells-To-Delete-Item,


id-Served-Cells-To-Delete-List,


id-Served-Cells-To-Modify-Item,


id-Served-Cells-To-Modify-List,


id-ServCellIndex,

id-ServingCellMO,

id-SpCell-ID,


id-SpCellULConfigured,


id-SRBID,


id-SRBs-FailedToBeSetup-Item,


id-SRBs-FailedToBeSetup-List,


id-SRBs-FailedToBeSetupMod-Item,


id-SRBs-FailedToBeSetupMod-List,


id-SRBs-Required-ToBeReleased-Item,


id-SRBs-Required-ToBeReleased-List,


id-SRBs-ToBeReleased-Item,


id-SRBs-ToBeReleased-List, 


id-SRBs-ToBeSetup-Item,


id-SRBs-ToBeSetup-List,


id-SRBs-ToBeSetupMod-Item,


id-SRBs-ToBeSetupMod-List,


id-SRBs-Modified-Item,


id-SRBs-Modified-List,


id-SRBs-Setup-Item,


id-SRBs-Setup-List,


id-SRBs-SetupMod-Item,


id-SRBs-SetupMod-List,


id-TimeToWait,


id-TransactionID,


id-TransmissionActionIndicator, 


id-UEContextNotRetrievable,

id-UE-associatedLogicalF1-ConnectionItem,


id-UE-associatedLogicalF1-ConnectionListResAck,


id-DUtoCURRCContainer,


id-NRCGI,


id-PagingCell-Item,


id-PagingCell-List,


id-PagingDRX,


id-PagingPriority,


id-SItype-List,


id-UEIdentityIndexValue,


id-GNB-CU-TNL-Association-Setup-List,


id-GNB-CU-TNL-Association-Setup-Item,


id-GNB-CU-TNL-Association-Failed-To-Setup-List,


id-GNB-CU-TNL-Association-Failed-To-Setup-Item,


id-GNB-CU-TNL-Association-To-Add-Item,


id-GNB-CU-TNL-Association-To-Add-List,


id-GNB-CU-TNL-Association-To-Remove-Item,


id-GNB-CU-TNL-Association-To-Remove-List,


id-GNB-CU-TNL-Association-To-Update-Item,


id-GNB-CU-TNL-Association-To-Update-List,


id-MaskedIMEISV,


id-PagingIdentity,


id-Cells-to-be-Barred-List,


id-Cells-to-be-Barred-Item,


id-PWSSystemInformation,


id-RepetitionPeriod,


id-NumberofBroadcastRequest,


id-Cells-To-Be-Broadcast-List,


id-Cells-To-Be-Broadcast-Item,


id-Cells-Broadcast-Completed-List,


id-Cells-Broadcast-Completed-Item,


id-Broadcast-To-Be-Cancelled-List,


id-Broadcast-To-Be-Cancelled-Item,


id-Cells-Broadcast-Cancelled-List,


id-Cells-Broadcast-Cancelled-Item,


id-NR-CGI-List-For-Restart-List,


id-NR-CGI-List-For-Restart-Item,


id-PWS-Failed-NR-CGI-List,


id-PWS-Failed-NR-CGI-Item,


id-EUTRA-NR-CellResourceCoordinationReq-Container,


id-EUTRA-NR-CellResourceCoordinationReqAck-Container,


id-Protected-EUTRA-Resources-List,


id-RequestType,


id-ServingPLMN,

id-DRXConfigurationIndicator,


id-RLCFailureIndication,


id-UplinkTxDirectCurrentListInformation,


id-SULAccessIndication,


id-Protected-EUTRA-Resources-Item,


id-GNB-DUConfigurationQuery,


id-GNB-DU-UE-AMBR-UL,


id-GNB-CU-RRC-Version,


id-GNB-DU-RRC-Version,


id-GNBDUOverloadInformation,


id-NeedforGap,


id-RRCDeliveryStatusRequest,


id-RRCDeliveryStatus,


id-Dedicated-SIDelivery-NeededUE-List,


id-Dedicated-SIDelivery-NeededUE-Item,


id-ResourceCoordinationTransferInformation,


id-Associated-SCell-List,


id-Associated-SCell-Item,


id-IgnoreResourceCoordinationContainer,


id-UAC-Assistance-Info,

id-RANUEID,


id-PagingOrigin,


id-GNB-DU-TNL-Association-To-Remove-Item,


id-GNB-DU-TNL-Association-To-Remove-List,


id-NotificationInformation,


id-TraceActivation,


id-TraceID,


id-Neighbour-Cell-Information-List,


id-Neighbour-Cell-Information-Item,


id-SymbolAllocInSlot,


id-NumDLULSymbols,


id-AdditionalRRMPriorityIndex,


id-DUCURadioInformationType,


id-CUDURadioInformationType,


id-LowerLayerPresenceStatusChange,


id-Transport-Layer-Address-Info,

id-BHChannels-ToBeSetup-List,


id-BHChannels-ToBeSetup-Item,


id-BHChannels-Setup-List,


id-BHChannels-Setup-Item,


id-BHChannels-ToBeModified-Item,


id-BHChannels-ToBeModified-List,


id-BHChannels-ToBeReleased-Item,


id-BHChannels-ToBeReleased-List,


id-BHChannels-ToBeSetupMod-Item,


id-BHChannels-ToBeSetupMod-List,


id-BHChannels-FailedToBeSetup-Item,


id-BHChannels-FailedToBeSetup-List,


id-BHChannels-FailedToBeModified-Item,


id-BHChannels-FailedToBeModified-List,


id-BHChannels-FailedToBeSetupMod-Item,


id-BHChannels-FailedToBeSetupMod-List,


id-BHChannels-Modified-Item,


id-BHChannels-Modified-List,


id-BHChannels-SetupMod-Item,


id-BHChannels-SetupMod-List,


id-BHChannels-Required-ToBeReleased-Item,


id-BHChannels-Required-ToBeReleased-List,


id-BAPAddress,


id-ConfiguredBAPAddress,


id-BH-Routing-Information-Added-List,


id-BH-Routing-Information-Added-List-Item,


id-BH-Routing-Information-Removed-List,


id-BH-Routing-Information-Removed-List-Item,


id-UL-BH-Non-UP-Traffic-Mapping,


id-Child-Nodes-List,


id-Activated-Cells-to-be-Updated-List, 


id-IABIPv6RequestType,


id-IAB-TNL-Addresses-To-Remove-List,


id-IAB-TNL-Addresses-To-Remove-Item,


id-IAB-Allocated-TNL-Address-List,


id-IAB-Allocated-TNL-Address-Item,


id-IABv4AddressesRequested,


id-TrafficMappingInformation,


id-UL-UP-TNL-Information-to-Update-List,


id-UL-UP-TNL-Information-to-Update-List-Item,


id-UL-UP-TNL-Address-to-Update-List,


id-UL-UP-TNL-Address-to-Update-List-Item,


id-DL-UP-TNL-Address-to-Update-List,


id-DL-UP-TNL-Address-to-Update-List-Item,

id-NRV2XServicesAuthorized,


id-LTEV2XServicesAuthorized,


id-NRUESidelinkAggregateMaximumBitrate,


id-LTEUESidelinkAggregateMaximumBitrate,


id-PC5LinkAMBR,


id-SLDRBs-FailedToBeModified-Item,


id-SLDRBs-FailedToBeModified-List,


id-SLDRBs-FailedToBeSetup-Item,


id-SLDRBs-FailedToBeSetup-List,


id-SLDRBs-Modified-Item,


id-SLDRBs-Modified-List,


id-SLDRBs-Required-ToBeModified-Item,


id-SLDRBs-Required-ToBeModified-List,


id-SLDRBs-Required-ToBeReleased-Item,


id-SLDRBs-Required-ToBeReleased-List,


id-SLDRBs-Setup-Item,


id-SLDRBs-Setup-List,


id-SLDRBs-ToBeModified-Item,


id-SLDRBs-ToBeModified-List,


id-SLDRBs-ToBeReleased-Item,


id-SLDRBs-ToBeReleased-List,


id-SLDRBs-ToBeSetup-Item,


id-SLDRBs-ToBeSetup-List,


id-SLDRBs-ToBeSetupMod-Item,


id-SLDRBs-ToBeSetupMod-List,


id-SLDRBs-SetupMod-List,


id-SLDRBs-FailedToBeSetupMod-List,


id-SLDRBs-SetupMod-Item,


id-SLDRBs-FailedToBeSetupMod-Item,


id-SLDRBs-ModifiedConf-List,


id-SLDRBs-ModifiedConf-Item,

id-gNBCUMeasurementID,


id-gNBDUMeasurementID,


id-RegistrationRequest,


id-ReportCharacteristics,


id-CellToReportList,


id-CellMeasurementResultList,


id-HardwareLoadIndicator,


id-ReportingPeriodicity, 


id-TNLCapacityIndicator, 


id-RACHReportInformationList,


id-RLFReportInformationList,

id-ReportingRequestType,


id-TimeReferenceInformation,

id-ConditionalInterDUMobilityInformation,


id-ConditionalIntraDUMobilityInformation,


id-targetCellsToCancel,


id-requestedTargetCellGlobalID,

id-TraceCollectionEntityIPAddress,


id-ManagementBasedMDTPLMNList,


id-PrivacyIndicator,


id-TraceCollectionEntityURI,

id-ServingNID,

id-PosAssistance-Information,


id-PosBroadcast,


id-PositioningBroadcastCells,


id-RoutingID,


id-PosAssistanceInformationFailureList,


id-PosMeasurementQuantities,


id-PosMeasurementResultList,


id-PosMeasurementPeriodicity,


id-PosReportCharacteristics,


id-TRPInformationTypeListTRPReq,


id-TRPInformationTypeItem,


id-TRPInformationListTRPResp,


id-TRPInformationItem,

id-LMF-MeasurementID,


id-RAN-MeasurementID,


id-SRSType,


id-ActivationTime,


id-AbortTransmission,


id-SRSConfiguration,


id-TRPList,


id-E-CID-MeasurementQuantities,

id-E-CID-MeasurementPeriodicity,


id-E-CID-MeasurementResult,


id-Cell-Portion-ID,

id-LMF-UE-MeasurementID,


id-RAN-UE-MeasurementID,


id-SFNInitialisationTime,


id-SystemFrameNumber,


id-SlotNumber,


id-TRP-MeasurementRequestList,


id-MeasurementBeamInfoRequest,

id-E-CID-ReportCharacteristics,

id-RACH-Indicator,

maxCellingNBDU,


maxnoofCandidateSpCells,


maxnoofDRBs,


maxnoofErrors,


maxnoofIndividualF1ConnectionsToReset,


maxnoofPotentialSpCells,

maxnoofSCells,


maxnoofSRBs,


maxnoofPagingCells,


maxnoofTNLAssociations,


maxCellineNB,


maxnoofUEIDs,


maxnoofBHRLCChannels,


maxnoofRoutingEntries,


maxnoofChildIABNodes,


maxnoofServedCellsIAB,


maxnoofTLAsIAB,


maxnoofULUPTNLInformationforIAB,


maxnoofUPTNLAddresses,


maxnoofSLDRBs,


maxnoofTRPInfoTypes,


maxnoofTRPs
FROM F1AP-Constants;

-- **************************************************************

--

-- RACH Indication ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- RACH Indication

--

-- **************************************************************

RACHIndication ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{{RACHIndication-IEs}},


...

}

RACHIndication-IEs F1AP-PROTOCOL-IES ::= {


{ ID id-gNB-DU-UE-F1AP-ID





CRITICALITY reject
TYPE GNB-DU-UE-F1AP-ID






PRESENCE mandatory}|


{ ID id-gNB-CU-UE-F1AP-ID





CRITICALITY reject
TYPE GNB-CU-UE-F1AP-ID






PRESENCE mandatory}|


{ ID id-RACH-Indicator






CRITICALITY reject
TYPE RACH-Indicator







PRESENCE mandatory},


...

}

--------------------Start of Changes---------------------
9.4.5
Information Element Definitions

-- ASN1START 

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

F1AP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

id-gNB-CUSystemInformation,


id-HandoverPreparationInformation,


id-TAISliceSupportList,


id-RANAC,


id-BearerTypeChange,


id-Cell-Direction,


id-Cell-Type,


id-CellGroupConfig,


id-AvailablePLMNList,


id-PDUSessionID,


id-ULPDUSessionAggregateMaximumBitRate, 


id-DC-Based-Duplication-Configured,


id-DC-Based-Duplication-Activation,

id-Duplication-Activation,

id-DLPDCPSNLength,


id-ULPDCPSNLength,


id-RLC-Status,


id-MeasurementTimingConfiguration,


id-DRB-Information,

id-QoSFlowMappingIndication,


id-ServingCellMO,


id-RLCMode,


id-ExtendedServedPLMNs-List,


id-ExtendedAvailablePLMN-List,


id-DRX-LongCycleStartOffset,

id-SelectedBandCombinationIndex,


id-SelectedFeatureSetEntryIndex,


id-Ph-InfoSCG,


id-latest-RRC-Version-Enhanced,


id-RequestedBandCombinationIndex,


id-RequestedFeatureSetEntryIndex,


id-DRX-Config,


id-UEAssistanceInformation,


id-PDCCH-BlindDetectionSCG,


id-Requested-PDCCH-BlindDetectionSCG,


id-BPLMN-ID-Info-List,


id-NotificationInformation,


id-TNLAssociationTransportLayerAddressgNBDU,


id-portNumber,


id-AdditionalSIBMessageList,


id-IgnorePRACHConfiguration,


id-CG-Config,


id-Ph-InfoMCG,


id-AggressorgNBSetID,


id-VictimgNBSetID,


id-MeasGapSharingConfig,


id-systemInformationAreaID,


id-areaScope,

id-IntendedTDD-DL-ULConfig,

id-QosMonitoringRequest,

id-BHInfo,


id-IAB-Info-IAB-DU,


id-IAB-Info-IAB-donor-CU,


id-IAB-Barred,

id-SIB12-message,


id-SIB13-message,


id-SIB14-message,


id-UEAssistanceInformationEUTRA,


id-SL-PHY-MAC-RLC-Config,


id-SL-ConfigDedicatedEUTRA,


id-AlternativeQoSParaSetList,


id-CurrentQoSParaSetIndex,

id-CarrierList,


id-ULCarrierList,


id-FrequencyShift7p5khz,


id-SSB-PositionsInBurst,


id-NRPRACHConfig, 


id-TDD-UL-DLConfigCommonNR,

id-CNPacketDelayBudgetDownlink,


id-CNPacketDelayBudgetUplink,


id-ExtendedPacketDelayBudget,


id-TSCTrafficCharacteristics,


id-AdditionalPDCPDuplicationTNL-List,


id-RLCDuplicationInformation,


id-AdditionalDuplicationIndication,

id-mdtConfiguration,


id-TraceCollectionEntityURI,

id-NID,


id-NPNSupportInfo,


id-NPNBroadcastInformation,


id-AvailableSNPN-ID-List,


id-SIB10-message,

id-RequestedP-MaxFR2,

id-DLCarrierList,


id-ExtendedTAISliceSupportList,

id-E-CID-MeasurementQuantities-Item,


id-ConfiguredTACIndication,

id-RACH-Indicator,

maxNRARFCN,

maxnoofErrors,


maxnoofBPLMNs,


maxnoofBPLMNsNR,

maxnoofDLUPTNLInformation,


maxnoofNrCellBands,


maxnoofULUPTNLInformation,


maxnoofQoSFlows,


maxnoofSliceItems,


maxnoofSIBTypes,


maxnoofSITypes,


maxCellineNB,


maxnoofExtendedBPLMNs,


maxnoofAdditionalSIBs,


maxnoofUACPLMNs,


maxnoofUACperPLMN,


maxCellingNBDU,


maxnoofTLAs,


maxnoofGTPTLAs,


maxnoofslots,


maxnoofNonUPTrafficMappings,


maxnoofServingCells,


maxnoofServedCellsIAB,


maxnoofChildIABNodes,


maxnoofIABSTCInfo,


maxnoofSymbols,


maxnoofDUFSlots,


maxnoofHSNASlots,


maxnoofEgressLinks,


maxnoofMappingEntries,


maxnoofDSInfo,


maxnoofQoSParaSets,


maxnoofPC5QoSFlows,


maxnoofSSBAreas,


maxnoofBPLMNsNR,


maxnoofNRSCSs,


maxnoofPhysicalResourceBlocks,


maxnoofPhysicalResourceBlocks-1,


maxnoofPRACHconfigs,


maxnoofRACHReports,


maxnoofRLFReports,


maxnoofAdditionalPDCPDuplicationTNL,


maxnoofRLCDuplicationState,


maxnoofCHOcells,


maxnoofMDTPLMNs,


maxnoofCAGsupported,


maxnoofNIDsupported,


maxnoofNRSCSs,


maxnoofPhysicalResourceBlocks,


maxnoofExtSliceItems,


maxnoofPosMeas,


maxnoofTRPInfoTypes,


maxnoofSRSTriggerStates,


maxnoofSpatialRelations,


maxnoBcastCell,


maxnoofTRPs,


maxnoofAngleInfo,


maxnooflcs-gcs-translation,


maxnoofPath,


maxnoofMeasE-CID,


maxnoofSSBs,


maxnoSRS-ResourceSets,


maxnoSRS-ResourcePerSet,


maxnoSRS-Carriers,


maxnoSCSs,


maxnoSRS-Resources,


maxnoSRS-PosResources,


maxnoSRS-PosResourceSets,


maxnoSRS-PosResourcePerSet,


maxnoofPRS-ResourceSets,


maxnoofPRS-ResourcesPerSet,


maxNoOfMeasTRPs,


maxnoofPRSresourceSets,


maxnoofPRSresources
Unchanged Text Skipped

-- R

RACH-Indicator :: ENUMERATED {true, ...}
RACH-Config-Common
::= OCTET STRING

RACH-Config-Common-IAB
::= OCTET STRING
RACHReportContainer::= OCTET STRING

-----------------Start of Change-----------------
9.4.7
Constant Definitions

-- ASN1START 

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

F1AP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM F1AP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-Reset








ProcedureCode ::= 0

id-F1Setup








ProcedureCode ::= 1

id-ErrorIndication






ProcedureCode ::= 2

id-gNBDUConfigurationUpdate




ProcedureCode ::= 3

id-gNBCUConfigurationUpdate




ProcedureCode ::= 4

id-UEContextSetup






ProcedureCode ::= 5

id-UEContextRelease






ProcedureCode ::= 6

id-UEContextModification




ProcedureCode ::= 7

id-UEContextModificationRequired


ProcedureCode ::= 8

id-UEMobilityCommand





ProcedureCode ::= 9

id-UEContextReleaseRequest




ProcedureCode ::= 10

id-InitialULRRCMessageTransfer



ProcedureCode ::= 11

id-DLRRCMessageTransfer





ProcedureCode ::= 12

id-ULRRCMessageTransfer





ProcedureCode ::= 13

id-privateMessage






ProcedureCode ::= 14

id-UEInactivityNotification




ProcedureCode ::= 15

id-GNBDUResourceCoordination



ProcedureCode ::= 16
id-SystemInformationDeliveryCommand


ProcedureCode ::= 17

id-Paging








ProcedureCode ::= 18

id-Notify








ProcedureCode ::= 19

id-WriteReplaceWarning





ProcedureCode ::= 20

id-PWSCancel







ProcedureCode ::= 21

id-PWSRestartIndication





ProcedureCode ::= 22

id-PWSFailureIndication





ProcedureCode ::= 23

id-GNBDUStatusIndication 




ProcedureCode ::= 24

id-RRCDeliveryReport

 



ProcedureCode ::= 25

id-F1Removal







ProcedureCode ::= 26

id-NetworkAccessRateReduction



ProcedureCode ::= 27

id-TraceStart







ProcedureCode ::= 28

id-DeactivateTrace






ProcedureCode ::= 29

id-DUCURadioInformationTransfer



ProcedureCode ::= 30

id-CUDURadioInformationTransfer



ProcedureCode ::= 31
id-BAPMappingConfiguration




ProcedureCode ::= 32
id-GNBDUResourceConfiguration



ProcedureCode ::= 33
id-IABTNLAddressAllocation




ProcedureCode ::= 34
id-IABUPConfigurationUpdate




ProcedureCode ::= 35

id-resourceStatusReportingInitiation

ProcedureCode ::= 36
id-resourceStatusReporting




ProcedureCode ::= 37
id-accessAndMobilityIndication



ProcedureCode ::= 38

id-accessSuccess






ProcedureCode ::= 39

id-cellTrafficTrace 





ProcedureCode ::= 40 
id-PositioningMeasurementExchange


ProcedureCode ::= 41

id-PositioningAssistanceInformationControl
ProcedureCode ::= 42

id-PositioningAssistanceInformationFeedback
ProcedureCode ::= 43

id-PositioningMeasurementReport



ProcedureCode ::= 44

id-PositioningMeasurementAbort



ProcedureCode ::= 45

id-PositioningMeasurementFailureIndication
ProcedureCode ::= 46

id-PositioningMeasurementUpdate



ProcedureCode ::= 47

id-TRPInformationExchange




ProcedureCode ::= 48
id-PositioningInformationExchange


ProcedureCode ::= 49

id-PositioningActivation




ProcedureCode ::= 50

id-PositioningDeactivation




ProcedureCode ::= 51
id-E-CIDMeasurementInitiation



ProcedureCode ::= 52

id-E-CIDMeasurementFailureIndication

ProcedureCode ::= 53

id-E-CIDMeasurementReport




ProcedureCode ::= 54

id-E-CIDMeasurementTermination



ProcedureCode ::= 55

id-PositioningInformationUpdate



ProcedureCode ::= 56
id-ReferenceTimeInformationReport


ProcedureCode ::= 57
id-ReferenceTimeInformationReportingControl
ProcedureCode ::= 58

-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

maxPrivateIEs






INTEGER ::= 65535

maxProtocolExtensions




INTEGER ::= 65535

maxProtocolIEs






INTEGER ::= 65535

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxNRARFCN







INTEGER ::= 3279165
maxnoofErrors






INTEGER ::= 256

maxnoofIndividualF1ConnectionsToReset
INTEGER ::= 65536
maxCellingNBDU






INTEGER ::= 512

maxnoofSCells






INTEGER ::= 32

maxnoofSRBs







INTEGER ::= 8

maxnoofDRBs







INTEGER ::= 64

maxnoofULUPTNLInformation



INTEGER ::= 2

maxnoofDLUPTNLInformation



INTEGER ::= 2

maxnoofBPLMNs






INTEGER ::= 6
maxnoofCandidateSpCells




INTEGER ::= 64

maxnoofPotentialSpCells




INTEGER ::= 64

maxnoofNrCellBands





INTEGER ::= 32

maxnoofSIBTypes






INTEGER ::= 32

maxnoofSITypes






INTEGER ::= 32
maxnoofPagingCells





INTEGER ::= 512

maxnoofTNLAssociations




INTEGER ::= 32

maxnoofQoSFlows






INTEGER ::= 64

maxnoofSliceItems





INTEGER ::= 1024

maxCellineNB






INTEGER ::= 256

maxnoofExtendedBPLMNs




INTEGER ::= 6

maxnoofUEIDs






INTEGER ::= 65536

maxnoofBPLMNsNR






INTEGER ::= 12

maxnoofUACPLMNs






INTEGER ::= 12

maxnoofUACperPLMN





INTEGER ::= 64

maxnoofAdditionalSIBs




INTEGER ::= 63

maxnoofslots






INTEGER ::= 5120

maxnoofTLAs







INTEGER ::=
16

maxnoofGTPTLAs






INTEGER ::=
16

maxnoofBHRLCChannels




INTEGER ::= 65536

maxnoofRoutingEntries




INTEGER ::= 1024

maxnoofIABSTCInfo





INTEGER ::= 45

maxnoofSymbols






INTEGER ::= 14

maxnoofServingCells





INTEGER ::= 32

maxnoofDUFSlots






INTEGER ::= 320

maxnoofHSNASlots





INTEGER ::= 5120

maxnoofServedCellsIAB




INTEGER ::= 512 

maxnoofChildIABNodes




INTEGER ::= 1024

maxnoofNonUPTrafficMappings



INTEGER ::= 32

maxnoofTLAsIAB






INTEGER ::= 1024

maxnoofMappingEntries




INTEGER ::= 67108864

maxnoofDSInfo






INTEGER ::= 64

maxnoofEgressLinks





INTEGER ::= 2

maxnoofULUPTNLInformationforIAB


INTEGER ::= 32678

maxnoofUPTNLAddresses




INTEGER ::= 8

maxnoofSLDRBs






INTEGER ::= 512

maxnoofQoSParaSets





INTEGER ::= 8

maxnoofPC5QoSFlows





INTEGER ::= 2048

maxnoofSSBAreas






INTEGER ::=
64

maxnoofPhysicalResourceBlocks


INTEGER ::= 275

maxnoofPhysicalResourceBlocks-1


INTEGER ::= 274

maxnoofPRACHconfigs





INTEGER ::= 16

maxnoofRACHReports





INTEGER ::= 64

maxnoofRLFReports





INTEGER ::= 64
maxnoofAdditionalPDCPDuplicationTNL

INTEGER ::=
2

maxnoofRLCDuplicationState



INTEGER ::=
3
maxnoofCHOcells






INTEGER ::= 8

maxnoofMDTPLMNs






INTEGER ::=
16
maxnoofCAGsupported





INTEGER ::= 12

maxnoofNIDsupported





INTEGER ::= 12
maxnoofNRSCSs






INTEGER ::= 5

maxnoofExtSliceItems




INTEGER ::= 65535 
maxnoofPosMeas






INTEGER ::=
16384

maxnoofTRPInfoTypes





INTEGER ::=
64 

maxnoofTRPs







INTEGER ::=
65535 

maxnoofSRSTriggerStates




INTEGER ::= 3

maxnoofSpatialRelations




INTEGER ::= 64

maxnoBcastCell






INTEGER ::= 16384

maxnoofAngleInfo





INTEGER ::= 65535
maxnooflcs-gcs-translation



INTEGER ::= 3

maxnoofPath







INTEGER ::= 2

maxnoofMeasE-CID





INTEGER ::= 64
maxnoofSSBs







INTEGER ::= 255

maxnoSRS-ResourceSets




INTEGER ::= 16

maxnoSRS-ResourcePerSet




INTEGER ::= 16

maxnoSRS-Carriers





INTEGER ::= 32

maxnoSCSs







INTEGER ::= 5

maxnoSRS-Resources





INTEGER ::= 64

maxnoSRS-PosResources




INTEGER ::= 64
maxnoSRS-PosResourceSets



INTEGER ::= 16

maxnoSRS-PosResourcePerSet



INTEGER ::= 16

maxnoofPRS-ResourceSets




INTEGER ::= 2

maxnoofPRS-ResourcesPerSet



INTEGER ::= 64

maxNoOfMeasTRPs






INTEGER ::= 64
maxnoofPRSresourceSets




INTEGER ::= 8

maxnoofPRSresources





INTEGER ::= 64
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-Cause










ProtocolIE-ID ::= 0

id-Cells-Failed-to-be-Activated-List



ProtocolIE-ID ::= 1

id-Cells-Failed-to-be-Activated-List-Item


ProtocolIE-ID ::= 2

id-Cells-to-be-Activated-List





ProtocolIE-ID ::= 3

id-Cells-to-be-Activated-List-Item




ProtocolIE-ID ::= 4

id-Cells-to-be-Deactivated-List





ProtocolIE-ID ::= 5

id-Cells-to-be-Deactivated-List-Item



ProtocolIE-ID ::= 6

id-CriticalityDiagnostics






ProtocolIE-ID ::= 7

id-CUtoDURRCInformation







ProtocolIE-ID ::= 9

id-DRBs-FailedToBeModified-Item





ProtocolIE-ID ::= 12

id-DRBs-FailedToBeModified-List





ProtocolIE-ID ::= 13

id-DRBs-FailedToBeSetup-Item





ProtocolIE-ID ::= 14

id-DRBs-FailedToBeSetup-List





ProtocolIE-ID ::= 15

id-DRBs-FailedToBeSetupMod-Item





ProtocolIE-ID ::= 16

id-DRBs-FailedToBeSetupMod-List





ProtocolIE-ID ::= 17

id-DRBs-ModifiedConf-Item






ProtocolIE-ID ::= 18

id-DRBs-ModifiedConf-List






ProtocolIE-ID ::= 19

id-DRBs-Modified-Item







ProtocolIE-ID ::= 20

id-DRBs-Modified-List







ProtocolIE-ID ::= 21

id-DRBs-Required-ToBeModified-Item




ProtocolIE-ID ::= 22

id-DRBs-Required-ToBeModified-List




ProtocolIE-ID ::= 23

id-DRBs-Required-ToBeReleased-Item




ProtocolIE-ID ::= 24

id-DRBs-Required-ToBeReleased-List




ProtocolIE-ID ::= 25

id-DRBs-Setup-Item








ProtocolIE-ID ::= 26

id-DRBs-Setup-List








ProtocolIE-ID ::= 27

id-DRBs-SetupMod-Item







ProtocolIE-ID ::= 28

id-DRBs-SetupMod-List







ProtocolIE-ID ::= 29

id-DRBs-ToBeModified-Item






ProtocolIE-ID ::= 30

id-DRBs-ToBeModified-List






ProtocolIE-ID ::= 31

id-DRBs-ToBeReleased-Item






ProtocolIE-ID ::= 32

id-DRBs-ToBeReleased-List






ProtocolIE-ID ::= 33

id-DRBs-ToBeSetup-Item







ProtocolIE-ID ::= 34

id-DRBs-ToBeSetup-List







ProtocolIE-ID ::= 35

id-DRBs-ToBeSetupMod-Item






ProtocolIE-ID ::= 36

id-DRBs-ToBeSetupMod-List






ProtocolIE-ID ::= 37

id-DRXCycle










ProtocolIE-ID ::= 38

id-DUtoCURRCInformation







ProtocolIE-ID ::= 39

id-gNB-CU-UE-F1AP-ID







ProtocolIE-ID ::= 40

id-gNB-DU-UE-F1AP-ID







ProtocolIE-ID ::= 41

id-gNB-DU-ID









ProtocolIE-ID ::= 42

id-GNB-DU-Served-Cells-Item






ProtocolIE-ID ::= 43

id-gNB-DU-Served-Cells-List






ProtocolIE-ID ::= 44

id-gNB-DU-Name









ProtocolIE-ID ::= 45

id-NRCellID










ProtocolIE-ID ::= 46

id-oldgNB-DU-UE-F1AP-ID







ProtocolIE-ID ::= 47

id-ResetType









ProtocolIE-ID ::= 48

id-ResourceCoordinationTransferContainer


ProtocolIE-ID ::= 49

id-RRCContainer









ProtocolIE-ID ::= 50

id-SCell-ToBeRemoved-Item






ProtocolIE-ID ::= 51

id-SCell-ToBeRemoved-List






ProtocolIE-ID ::= 52

id-SCell-ToBeSetup-Item







ProtocolIE-ID ::= 53

id-SCell-ToBeSetup-List







ProtocolIE-ID ::= 54

id-SCell-ToBeSetupMod-Item






ProtocolIE-ID ::= 55

id-SCell-ToBeSetupMod-List






ProtocolIE-ID ::= 56

id-Served-Cells-To-Add-Item






ProtocolIE-ID ::= 57

id-Served-Cells-To-Add-List






ProtocolIE-ID ::= 58

id-Served-Cells-To-Delete-Item





ProtocolIE-ID ::= 59

id-Served-Cells-To-Delete-List





ProtocolIE-ID ::= 60

id-Served-Cells-To-Modify-Item





ProtocolIE-ID ::= 61

id-Served-Cells-To-Modify-List





ProtocolIE-ID ::= 62

id-SpCell-ID









ProtocolIE-ID ::= 63

id-SRBID










ProtocolIE-ID ::= 64

id-SRBs-FailedToBeSetup-Item





ProtocolIE-ID ::= 65

id-SRBs-FailedToBeSetup-List





ProtocolIE-ID ::= 66

id-SRBs-FailedToBeSetupMod-Item





ProtocolIE-ID ::= 67

id-SRBs-FailedToBeSetupMod-List





ProtocolIE-ID ::= 68

id-SRBs-Required-ToBeReleased-Item




ProtocolIE-ID ::= 69

id-SRBs-Required-ToBeReleased-List




ProtocolIE-ID ::= 70

id-SRBs-ToBeReleased-Item






ProtocolIE-ID ::= 71

id-SRBs-ToBeReleased-List






ProtocolIE-ID ::= 72

id-SRBs-ToBeSetup-Item







ProtocolIE-ID ::= 73

id-SRBs-ToBeSetup-List







ProtocolIE-ID ::= 74

id-SRBs-ToBeSetupMod-Item






ProtocolIE-ID ::= 75

id-SRBs-ToBeSetupMod-List






ProtocolIE-ID ::= 76

id-TimeToWait









ProtocolIE-ID ::= 77

id-TransactionID








ProtocolIE-ID ::= 78

id-TransmissionActionIndicator





ProtocolIE-ID ::= 79

id-UE-associatedLogicalF1-ConnectionItem 


ProtocolIE-ID ::= 80

id-UE-associatedLogicalF1-ConnectionListResAck

ProtocolIE-ID ::= 81

id-gNB-CU-Name









ProtocolIE-ID ::= 82

id-SCell-FailedtoSetup-List






ProtocolIE-ID ::= 83

id-SCell-FailedtoSetup-Item






ProtocolIE-ID ::= 84

id-SCell-FailedtoSetupMod-List





ProtocolIE-ID ::= 85

id-SCell-FailedtoSetupMod-Item





ProtocolIE-ID ::= 86

id-RRCReconfigurationCompleteIndicator 



ProtocolIE-ID ::= 87

id-Cells-Status-Item







ProtocolIE-ID ::= 88

id-Cells-Status-List







ProtocolIE-ID ::= 89

id-Candidate-SpCell-List






ProtocolIE-ID ::= 90

id-Candidate-SpCell-Item






ProtocolIE-ID ::= 91

id-Potential-SpCell-List






ProtocolIE-ID ::= 92

id-Potential-SpCell-Item






ProtocolIE-ID ::= 93

id-FullConfiguration







ProtocolIE-ID ::= 94

id-C-RNTI










ProtocolIE-ID ::= 95

id-SpCellULConfigured







ProtocolIE-ID ::= 96

id-InactivityMonitoringRequest





ProtocolIE-ID ::= 97

id-InactivityMonitoringResponse





ProtocolIE-ID ::= 98

id-DRB-Activity-Item







ProtocolIE-ID ::= 99

id-DRB-Activity-List







ProtocolIE-ID ::= 100

id-EUTRA-NR-CellResourceCoordinationReq-Container 

ProtocolIE-ID ::= 101

id-EUTRA-NR-CellResourceCoordinationReqAck-Container 
ProtocolIE-ID ::= 102

id-Protected-EUTRA-Resources-List




ProtocolIE-ID ::= 105

id-RequestType 









ProtocolIE-ID ::= 106

id-ServCellIndex








ProtocolIE-ID ::= 107 

id-RAT-FrequencyPriorityInformation




ProtocolIE-ID ::= 108

id-ExecuteDuplication







ProtocolIE-ID ::= 109

id-NRCGI










ProtocolIE-ID ::= 111

id-PagingCell-Item








ProtocolIE-ID ::= 112

id-PagingCell-List








ProtocolIE-ID ::= 113

id-PagingDRX









ProtocolIE-ID ::= 114

id-PagingPriority 








ProtocolIE-ID ::= 115

id-SItype-List









ProtocolIE-ID ::= 116

id-UEIdentityIndexValue







ProtocolIE-ID ::= 117

id-gNB-CUSystemInformation






ProtocolIE-ID ::= 118

id-HandoverPreparationInformation




ProtocolIE-ID ::= 119

id-GNB-CU-TNL-Association-To-Add-Item



ProtocolIE-ID ::= 120

id-GNB-CU-TNL-Association-To-Add-List



ProtocolIE-ID ::= 121

id-GNB-CU-TNL-Association-To-Remove-Item


ProtocolIE-ID ::= 122

id-GNB-CU-TNL-Association-To-Remove-List


ProtocolIE-ID ::= 123

id-GNB-CU-TNL-Association-To-Update-Item


ProtocolIE-ID ::= 124

id-GNB-CU-TNL-Association-To-Update-List


ProtocolIE-ID ::= 125

id-MaskedIMEISV









ProtocolIE-ID ::= 126

id-PagingIdentity








ProtocolIE-ID ::= 127

id-DUtoCURRCContainer







ProtocolIE-ID ::= 128

id-Cells-to-be-Barred-List






ProtocolIE-ID ::= 129

id-Cells-to-be-Barred-Item






ProtocolIE-ID ::= 130

id-TAISliceSupportList







ProtocolIE-ID ::= 131

id-GNB-CU-TNL-Association-Setup-List



ProtocolIE-ID ::= 132

id-GNB-CU-TNL-Association-Setup-Item



ProtocolIE-ID ::= 133

id-GNB-CU-TNL-Association-Failed-To-Setup-List

ProtocolIE-ID ::= 134

id-GNB-CU-TNL-Association-Failed-To-Setup-Item

ProtocolIE-ID ::= 135

id-DRB-Notify-Item








ProtocolIE-ID ::= 136

id-DRB-Notify-List








ProtocolIE-ID ::= 137

id-NotficationControl







ProtocolIE-ID ::= 138

id-RANAC










ProtocolIE-ID ::= 139

id-PWSSystemInformation







ProtocolIE-ID ::= 140

id-RepetitionPeriod








ProtocolIE-ID ::= 141

id-NumberofBroadcastRequest






ProtocolIE-ID ::= 142

id-Cells-To-Be-Broadcast-List





ProtocolIE-ID ::= 144

id-Cells-To-Be-Broadcast-Item





ProtocolIE-ID ::= 145

id-Cells-Broadcast-Completed-List 




ProtocolIE-ID ::= 146

id-Cells-Broadcast-Completed-Item 




ProtocolIE-ID ::= 147

id-Broadcast-To-Be-Cancelled-List 




ProtocolIE-ID ::= 148

id-Broadcast-To-Be-Cancelled-Item 




ProtocolIE-ID ::= 149

id-Cells-Broadcast-Cancelled-List 




ProtocolIE-ID ::= 150

id-Cells-Broadcast-Cancelled-Item 




ProtocolIE-ID ::= 151

id-NR-CGI-List-For-Restart-List 




ProtocolIE-ID ::= 152

id-NR-CGI-List-For-Restart-Item 




ProtocolIE-ID ::= 153

id-PWS-Failed-NR-CGI-List 






ProtocolIE-ID ::= 154

id-PWS-Failed-NR-CGI-Item 






ProtocolIE-ID ::= 155

id-ConfirmedUEID








ProtocolIE-ID ::= 156

id-Cancel-all-Warning-Messages-Indicator


ProtocolIE-ID ::= 157

id-GNB-DU-UE-AMBR-UL







ProtocolIE-ID ::= 158

id-DRXConfigurationIndicator





ProtocolIE-ID ::= 159

id-RLC-Status









ProtocolIE-ID ::= 160

id-DLPDCPSNLength








ProtocolIE-ID ::= 161

id-GNB-DUConfigurationQuery






ProtocolIE-ID ::= 162

id-MeasurementTimingConfiguration




ProtocolIE-ID ::= 163

id-DRB-Information








ProtocolIE-ID ::= 164

id-ServingPLMN









ProtocolIE-ID ::= 165

id-Protected-EUTRA-Resources-Item




ProtocolIE-ID ::= 168

id-GNB-CU-RRC-Version







ProtocolIE-ID ::= 170

id-GNB-DU-RRC-Version







ProtocolIE-ID ::= 171

id-GNBDUOverloadInformation






ProtocolIE-ID ::= 172

id-CellGroupConfig








ProtocolIE-ID ::= 173

id-RLCFailureIndication







ProtocolIE-ID ::= 174

id-UplinkTxDirectCurrentListInformation



ProtocolIE-ID ::= 175

id-DC-Based-Duplication-Configured




ProtocolIE-ID ::= 176

id-DC-Based-Duplication-Activation




ProtocolIE-ID ::= 177

id-SULAccessIndication







ProtocolIE-ID ::= 178

id-AvailablePLMNList







ProtocolIE-ID ::= 179

id-PDUSessionID









ProtocolIE-ID ::= 180

id-ULPDUSessionAggregateMaximumBitRate



ProtocolIE-ID ::= 181

id-ServingCellMO








ProtocolIE-ID ::= 182

id-QoSFlowMappingIndication






ProtocolIE-ID ::= 183

id-RRCDeliveryStatusRequest






ProtocolIE-ID ::= 184

id-RRCDeliveryStatus







ProtocolIE-ID ::= 185

id-BearerTypeChange








ProtocolIE-ID ::= 186

id-RLCMode










ProtocolIE-ID ::= 187

id-Duplication-Activation






ProtocolIE-ID ::= 188

id-Dedicated-SIDelivery-NeededUE-List



ProtocolIE-ID ::= 189

id-Dedicated-SIDelivery-NeededUE-Item



ProtocolIE-ID ::= 190
id-DRX-LongCycleStartOffset






ProtocolIE-ID ::= 191

id-ULPDCPSNLength








ProtocolIE-ID ::= 192

id-SelectedBandCombinationIndex





ProtocolIE-ID ::= 193
id-SelectedFeatureSetEntryIndex





ProtocolIE-ID ::= 194

id-ResourceCoordinationTransferInformation


ProtocolIE-ID ::= 195

id-ExtendedServedPLMNs-List






ProtocolIE-ID ::= 196
id-ExtendedAvailablePLMN-List





ProtocolIE-ID ::= 197

id-Associated-SCell-List






ProtocolIE-ID ::= 198

id-latest-RRC-Version-Enhanced





ProtocolIE-ID ::= 199

id-Associated-SCell-Item






ProtocolIE-ID ::= 200

id-Cell-Direction








ProtocolIE-ID ::= 201

id-SRBs-Setup-List








ProtocolIE-ID ::= 202

id-SRBs-Setup-Item








ProtocolIE-ID ::= 203

id-SRBs-SetupMod-List







ProtocolIE-ID ::= 204

id-SRBs-SetupMod-Item







ProtocolIE-ID ::= 205

id-SRBs-Modified-List







ProtocolIE-ID ::= 206

id-SRBs-Modified-Item







ProtocolIE-ID ::= 207

id-Ph-InfoSCG









ProtocolIE-ID ::= 208

id-RequestedBandCombinationIndex




ProtocolIE-ID ::= 209

id-RequestedFeatureSetEntryIndex




ProtocolIE-ID ::= 210

id-RequestedP-MaxFR2







ProtocolIE-ID ::= 211

id-DRX-Config









ProtocolIE-ID ::= 212

id-IgnoreResourceCoordinationContainer



ProtocolIE-ID ::= 213

id-UEAssistanceInformation






ProtocolIE-ID ::= 214

id-NeedforGap









ProtocolIE-ID ::= 215

id-PagingOrigin









ProtocolIE-ID ::= 216

id-new-gNB-CU-UE-F1AP-ID






ProtocolIE-ID ::= 217

id-RedirectedRRCmessage







ProtocolIE-ID ::= 218

id-new-gNB-DU-UE-F1AP-ID






ProtocolIE-ID ::= 219

id-NotificationInformation






ProtocolIE-ID ::= 220

id-PLMNAssistanceInfoForNetShar





ProtocolIE-ID ::= 221

id-UEContextNotRetrievable






ProtocolIE-ID ::= 222

id-BPLMN-ID-Info-List







ProtocolIE-ID ::= 223

id-SelectedPLMNID








ProtocolIE-ID ::= 224

id-UAC-Assistance-Info







ProtocolIE-ID ::= 225

id-RANUEID










ProtocolIE-ID ::= 226

id-GNB-DU-TNL-Association-To-Remove-Item


ProtocolIE-ID ::= 227

id-GNB-DU-TNL-Association-To-Remove-List


ProtocolIE-ID ::= 228

id-TNLAssociationTransportLayerAddressgNBDU


ProtocolIE-ID ::= 229

id-portNumber









ProtocolIE-ID ::= 230

id-AdditionalSIBMessageList






ProtocolIE-ID ::= 231

id-Cell-Type









ProtocolIE-ID ::= 232

id-IgnorePRACHConfiguration






ProtocolIE-ID ::= 233

id-CG-Config









ProtocolIE-ID ::= 234

id-PDCCH-BlindDetectionSCG






ProtocolIE-ID ::= 235

id-Requested-PDCCH-BlindDetectionSCG



ProtocolIE-ID ::= 236

id-Ph-InfoMCG









ProtocolIE-ID ::= 237

id-MeasGapSharingConfig







ProtocolIE-ID ::= 238

id-systemInformationAreaID






ProtocolIE-ID ::= 239

id-areaScope









ProtocolIE-ID ::= 240

id-RRCContainer-RRCSetupComplete




ProtocolIE-ID ::= 241

id-TraceActivation








ProtocolIE-ID ::= 242

id-TraceID










ProtocolIE-ID ::= 243

id-Neighbour-Cell-Information-List




ProtocolIE-ID ::= 244

id-SymbolAllocInSlot







ProtocolIE-ID ::= 246

id-NumDLULSymbols








ProtocolIE-ID ::= 247

id-AdditionalRRMPriorityIndex





ProtocolIE-ID ::= 248

id-DUCURadioInformationType






ProtocolIE-ID ::= 249

id-CUDURadioInformationType 





ProtocolIE-ID ::= 250

id-AggressorgNBSetID







ProtocolIE-ID ::= 251

id-VictimgNBSetID








ProtocolIE-ID ::= 252

id-LowerLayerPresenceStatusChange




ProtocolIE-ID ::= 253

id-Transport-Layer-Address-Info





ProtocolIE-ID ::= 254
id-Neighbour-Cell-Information-Item




ProtocolIE-ID ::= 255
id-IntendedTDD-DL-ULConfig






ProtocolIE-ID ::= 256

id-QosMonitoringRequest







ProtocolIE-ID ::= 257

id-BHChannels-ToBeSetup-List





ProtocolIE-ID ::= 258

id-BHChannels-ToBeSetup-Item





ProtocolIE-ID ::= 259

id-BHChannels-Setup-List






ProtocolIE-ID ::= 260
id-BHChannels-Setup-Item






ProtocolIE-ID ::= 261
id-BHChannels-ToBeModified-Item





ProtocolIE-ID ::= 262
id-BHChannels-ToBeModified-List





ProtocolIE-ID ::= 263
id-BHChannels-ToBeReleased-Item





ProtocolIE-ID ::= 264
id-BHChannels-ToBeReleased-List





ProtocolIE-ID ::= 265
id-BHChannels-ToBeSetupMod-Item





ProtocolIE-ID ::= 266
id-BHChannels-ToBeSetupMod-List





ProtocolIE-ID ::= 267
id-BHChannels-FailedToBeModified-Item



ProtocolIE-ID ::= 268
id-BHChannels-FailedToBeModified-List



ProtocolIE-ID ::= 269
id-BHChannels-FailedToBeSetupMod-Item



ProtocolIE-ID ::= 270
id-BHChannels-FailedToBeSetupMod-List



ProtocolIE-ID ::= 271
id-BHChannels-Modified-Item






ProtocolIE-ID ::= 272
id-BHChannels-Modified-List






ProtocolIE-ID ::= 273
id-BHChannels-SetupMod-Item






ProtocolIE-ID ::= 274
id-BHChannels-SetupMod-List






ProtocolIE-ID ::= 275
id-BHChannels-Required-ToBeReleased-Item


ProtocolIE-ID ::= 276
id-BHChannels-Required-ToBeReleased-List


ProtocolIE-ID ::= 277
id-BHChannels-FailedToBeSetup-Item




ProtocolIE-ID ::= 278
id-BHChannels-FailedToBeSetup-List




ProtocolIE-ID ::= 279
id-BHInfo










ProtocolIE-ID ::= 280

id-BAPAddress









ProtocolIE-ID ::= 281

id-ConfiguredBAPAddress







ProtocolIE-ID ::= 282
id-BH-Routing-Information-Added-List



ProtocolIE-ID ::= 283
id-BH-Routing-Information-Added-List-Item


ProtocolIE-ID ::= 284
id-BH-Routing-Information-Removed-List



ProtocolIE-ID ::= 285
id-BH-Routing-Information-Removed-List-Item


ProtocolIE-ID ::= 286
id-UL-BH-Non-UP-Traffic-Mapping





ProtocolIE-ID ::= 287
id-Activated-Cells-to-be-Updated-List



ProtocolIE-ID ::= 288
id-Child-Nodes-List








ProtocolIE-ID ::= 289
id-IAB-Info-IAB-DU








ProtocolIE-ID ::= 290

id-IAB-Info-IAB-donor-CU






ProtocolIE-ID ::= 291

id-IAB-TNL-Addresses-To-Remove-List




ProtocolIE-ID ::= 292
id-IAB-TNL-Addresses-To-Remove-Item




ProtocolIE-ID ::= 293
id-IAB-Allocated-TNL-Address-List




ProtocolIE-ID ::= 294
id-IAB-Allocated-TNL-Address-Item




ProtocolIE-ID ::= 295
id-IABIPv6RequestType







ProtocolIE-ID ::= 296
id-IABv4AddressesRequested






ProtocolIE-ID ::= 297
id-IAB-Barred









ProtocolIE-ID ::= 298
id-TrafficMappingInformation





ProtocolIE-ID ::= 299
id-UL-UP-TNL-Information-to-Update-List



ProtocolIE-ID ::= 300
id-UL-UP-TNL-Information-to-Update-List-Item

ProtocolIE-ID ::= 301
id-UL-UP-TNL-Address-to-Update-List




ProtocolIE-ID ::= 302
id-UL-UP-TNL-Address-to-Update-List-Item


ProtocolIE-ID ::= 303
id-DL-UP-TNL-Address-to-Update-List




ProtocolIE-ID ::= 304
id-DL-UP-TNL-Address-to-Update-List-Item


ProtocolIE-ID ::= 305

id-NRV2XServicesAuthorized






ProtocolIE-ID ::= 306

id-LTEV2XServicesAuthorized






ProtocolIE-ID ::= 307

id-NRUESidelinkAggregateMaximumBitrate



ProtocolIE-ID ::= 308

id-LTEUESidelinkAggregateMaximumBitrate



ProtocolIE-ID ::= 309

id-SIB12-message








ProtocolIE-ID ::= 310

id-SIB13-message








ProtocolIE-ID ::= 311

id-SIB14-message








ProtocolIE-ID ::= 312

id-SLDRBs-FailedToBeModified-Item




ProtocolIE-ID ::= 313

id-SLDRBs-FailedToBeModified-List




ProtocolIE-ID ::= 314

id-SLDRBs-FailedToBeSetup-Item





ProtocolIE-ID ::= 315

id-SLDRBs-FailedToBeSetup-List





ProtocolIE-ID ::= 316

id-SLDRBs-Modified-Item







ProtocolIE-ID ::= 317

id-SLDRBs-Modified-List







ProtocolIE-ID ::= 318

id-SLDRBs-Required-ToBeModified-Item



ProtocolIE-ID ::= 319

id-SLDRBs-Required-ToBeModified-List



ProtocolIE-ID ::= 320

id-SLDRBs-Required-ToBeReleased-Item



ProtocolIE-ID ::= 321

id-SLDRBs-Required-ToBeReleased-List



ProtocolIE-ID ::= 322

id-SLDRBs-Setup-Item







ProtocolIE-ID ::= 323

id-SLDRBs-Setup-List







ProtocolIE-ID ::= 324

id-SLDRBs-ToBeModified-Item






ProtocolIE-ID ::= 325

id-SLDRBs-ToBeModified-List






ProtocolIE-ID ::= 326

id-SLDRBs-ToBeReleased-Item






ProtocolIE-ID ::= 327

id-SLDRBs-ToBeReleased-List






ProtocolIE-ID ::= 328

id-SLDRBs-ToBeSetup-Item






ProtocolIE-ID ::= 329

id-SLDRBs-ToBeSetup-List






ProtocolIE-ID ::= 330

id-SLDRBs-ToBeSetupMod-Item






ProtocolIE-ID ::= 331

id-SLDRBs-ToBeSetupMod-List






ProtocolIE-ID ::= 332

id-SLDRBs-SetupMod-List







ProtocolIE-ID ::= 333

id-SLDRBs-FailedToBeSetupMod-List




ProtocolIE-ID ::= 334

id-SLDRBs-SetupMod-Item







ProtocolIE-ID ::= 335

id-SLDRBs-FailedToBeSetupMod-Item




ProtocolIE-ID ::= 336

id-SLDRBs-ModifiedConf-List






ProtocolIE-ID ::= 337

id-SLDRBs-ModifiedConf-Item






ProtocolIE-ID ::= 338

id-UEAssistanceInformationEUTRA





ProtocolIE-ID ::= 339

id-PC5LinkAMBR









ProtocolIE-ID ::= 340

id-SL-PHY-MAC-RLC-Config






ProtocolIE-ID ::= 341

id-SL-ConfigDedicatedEUTRA






ProtocolIE-ID ::= 342

id-AlternativeQoSParaSetList





ProtocolIE-ID ::= 343

id-CurrentQoSParaSetIndex






ProtocolIE-ID ::= 344

id-gNBCUMeasurementID







ProtocolIE-ID ::= 345

id-gNBDUMeasurementID







ProtocolIE-ID ::= 346

id-RegistrationRequest







ProtocolIE-ID ::= 347

id-ReportCharacteristics






ProtocolIE-ID ::= 348

id-CellToReportList








ProtocolIE-ID ::= 349
id-CellMeasurementResultList





ProtocolIE-ID ::= 350
id-HardwareLoadIndicator






ProtocolIE-ID ::= 351
id-ReportingPeriodicity







ProtocolIE-ID ::= 352

id-TNLCapacityIndicator







ProtocolIE-ID ::= 353
id-CarrierList









ProtocolIE-ID ::= 354
id-ULCarrierList








ProtocolIE-ID ::= 355
id-FrequencyShift7p5khz







ProtocolIE-ID ::= 356
id-SSB-PositionsInBurst







ProtocolIE-ID ::= 357
id-NRPRACHConfig








ProtocolIE-ID ::= 358
id-RACHReportInformationList





ProtocolIE-ID ::= 359
id-RLFReportInformationList






ProtocolIE-ID ::= 360
id-TDD-UL-DLConfigCommonNR






ProtocolIE-ID ::= 361

id-CNPacketDelayBudgetDownlink





ProtocolIE-ID ::= 362

id-ExtendedPacketDelayBudget





ProtocolIE-ID ::= 363
id-TSCTrafficCharacteristics





ProtocolIE-ID ::= 364

id-ReportingRequestType







ProtocolIE-ID ::= 365

id-TimeReferenceInformation






ProtocolIE-ID ::= 366

id-CNPacketDelayBudgetUplink





ProtocolIE-ID ::= 369

id-AdditionalPDCPDuplicationTNL-List



ProtocolIE-ID ::= 370

id-RLCDuplicationInformation





ProtocolIE-ID ::= 371

id-AdditionalDuplicationIndication




ProtocolIE-ID ::= 372

id-ConditionalInterDUMobilityInformation


ProtocolIE-ID ::= 373
id-ConditionalIntraDUMobilityInformation


ProtocolIE-ID ::= 374
id-targetCellsToCancel







ProtocolIE-ID ::= 375
id-requestedTargetCellGlobalID





ProtocolIE-ID ::= 376

id-ManagementBasedMDTPLMNList





ProtocolIE-ID ::= 377
id-TraceCollectionEntityIPAddress 




ProtocolIE-ID ::= 378
id-PrivacyIndicator








ProtocolIE-ID ::= 379
id-TraceCollectionEntityURI






ProtocolIE-ID ::= 380
id-mdtConfiguration








ProtocolIE-ID ::= 381
id-ServingNID









ProtocolIE-ID ::= 382

id-NPNBroadcastInformation






ProtocolIE-ID ::= 383

id-NPNSupportInfo








ProtocolIE-ID ::= 384

id-NID











ProtocolIE-ID ::= 385
id-AvailableSNPN-ID-List






ProtocolIE-ID ::= 386
id-SIB10-message








ProtocolIE-ID ::= 387

id-DLCarrierList








ProtocolIE-ID ::= 389


id-ExtendedTAISliceSupportList




ProtocolIE-ID ::= 390 
id-RequestedSRSTransmissionCharacteristics


ProtocolIE-ID ::= 400

id-PosAssistance-Information





ProtocolIE-ID ::= 401

id-PosBroadcast









ProtocolIE-ID ::= 402
id-RoutingID









ProtocolIE-ID ::= 404
id-PosAssistanceInformationFailureList



ProtocolIE-ID ::= 405

id-PosMeasurementQuantities






ProtocolIE-ID ::= 406

id-PosMeasurementResultList






ProtocolIE-ID ::= 407

id-TRPInformationTypeListTRPReq





ProtocolIE-ID ::= 411

id-TRPInformationTypeItem






ProtocolIE-ID ::= 412

id-TRPInformationListTRPResp





ProtocolIE-ID ::= 411

id-TRPInformationItem







ProtocolIE-ID ::= 412

id-LMF-MeasurementID







ProtocolIE-ID ::= 413

id-SRSType










ProtocolIE-ID ::= 414

id-ActivationTime








ProtocolIE-ID ::= 415

id-AbortTransmission







ProtocolIE-ID ::= 416

id-PositioningBroadcastCells





ProtocolIE-ID ::= 417

id-SRSConfiguration








ProtocolIE-ID ::= 418

id-PosReportCharacteristics





ProtocolIE-ID ::= 419

id-PosMeasurementPeriodicity





ProtocolIE-ID ::= 420

id-TRPList










ProtocolIE-ID ::= 421

id-RAN-MeasurementID







ProtocolIE-ID ::= 422
id-LMF-UE-MeasurementID







ProtocolIE-ID ::= 423

id-RAN-UE-MeasurementID







ProtocolIE-ID ::= 424

id-E-CID-MeasurementQuantities





ProtocolIE-ID ::= 425
id-E-CID-MeasurementQuantities-Item




ProtocolIE-ID ::= 426
id-E-CID-MeasurementPeriodicity





ProtocolIE-ID ::= 427
id-E-CID-MeasurementResult






ProtocolIE-ID ::= 428

id-Cell-Portion-ID








ProtocolIE-ID ::= 429
id-SFNInitialisationTime






ProtocolIE-ID ::= 430

id-SystemFrameNumber







ProtocolIE-ID ::= 431

id-SlotNumber









ProtocolIE-ID ::= 432

id-TRP-MeasurementRequestList





ProtocolIE-ID ::= 433

id-MeasurementBeamInfoRequest





ProtocolIE-ID ::= 434
id-E-CID-ReportCharacteristics





ProtocolIE-ID ::= 435
id-ConfiguredTACIndication






ProtocolIE-ID ::= 436
id-Extended-GNB-DU-Name







ProtocolIE-ID ::= 437

id-Extended-GNB-CU-Name







ProtocolIE-ID ::= 438
id-RACH-Indicator








ProtovolIE-ID ::= nnn
END

-- ASN1STOP 

-------------------End of Changes---------------------

Annex – Text Proposals for RACH report availability indication for TS 38.423
--------------------Start of Changes---------------------
Table 2: Class 2 procedures

	Elementary Procedure
	Message

	Error Indication
	ERROR INDICATION

	UE Context Release Request (gNB-DU initiated)
	UE CONTEXT RELEASE REQUEST

	Initial UL RRC Message Transfer
	INITIAL UL RRC MESSAGE TRANSFER

	DL RRC Message Transfer
	DL RRC MESSAGE TRANSFER

	UL RRC Message Transfer
	UL RRC MESSAGE TRANSFER

	UE Inactivity Notification 
	UE INACTIVITY NOTIFICATION

	System Information Delivery
	SYSTEM INFORMATION DELIVERY COMMAND

	Paging
	PAGING

	Notify
	NOTIFY

	PWS Restart Indication
	PWS RESTART INDICATION

	PWS Failure Indication
	PWS FAILURE INDICATION

	gNB-DU Status Indication
	GNB-DU STATUS INDICATION

	RRC Delivery Report
	RRC DELIVERY REPORT

	Network Access Rate Reduction
	NETWORK ACCESS RATE REDUCTION

	Trace Start
	TRACE START

	Deactivate Trace
	DEACTIVATE TRACE

	DU-CU Radio Information Transfer
	DU-CU RADIO INFORMATION TRANSFER

	CU-DU Radio Information Transfer
	CU-DU RADIO INFORMATION TRANSFER

	Resource Status Reporting
	RESOURCE STATUS UPDATE

	Access And Mobility Indication
	ACCESS AND MOBILITY INDICATION

	Reference Time Information Reporting Control
	REFERENCE TIME INFORMATION REPORTING CONTROL

	Reference Time Information Report
	REFERENCE TIME INFORMATION REPORT

	Access Success
	ACCESS SUCCESS

	Cell Traffic Trace
	CELL TRAFFIC TRACE

	Positioning Assistance Information Control
	POSITIONING ASSISTANCE INFORMATION CONTROL

	Positioning Assistance Information Feedback
	POSITIONING ASSISTANCE INFORMATION FEEDBACK

	Positioning Measurement Report
	POSITIONING MEASUREMENT REPORT

	Positioning Measurement Abort
	POSITIONING MEASUREMENT ABORT

	Positioning Measurement Failure Indication
	POSITIONING MEASUREMENT FAILURE INDICATION

	Positioning Measurement Update
	POSITIONING MEASUREMENT UPDATE

	Positioning Deactivation
	POSITIONING DEACTIVATION

	E-CID Measurement Failure Indication
	E-CID MEASUREMENT FAILURE INDICATION

	E-CID Measurement Report
	E-CID MEASUREMENT REPORT

	E-CID Measurement Termination
	E-CID MEASUREMENT TERMINATION COMMAND

	Positioning Information Update
	POSITIONING INFORMATION UPDATE

	RACH Indication
	RACH Indication


---------------------Next Changes---------------------
8.4.12
Access And Mobility Indication

8.4.12.1
General

The purpose of the Access and Mobility Indication procedure is to transfer Access and Mobility related information between NG-RAN nodes.

8.4.12.2
Successful Operation


[image: image8.emf] 
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Figure 8.2.12.2-1: Access And Mobility Indication. Successful operation

NG-RAN node1 initiates the procedure by sending the ACCESS AND MOBILITY INDICATION message sent to NG-RAN node2.
If NG-RAN Node2 receives the M-NG-RAN node UE XnAP ID IE and the S-NG-RAN node UE XnAP ID IE, the information may be used to identify the UEs to which the information in the RACH Report Container IE is associated to.
8.4.12.3
Abnormal Conditions 

Not applicable.
---------------------Next Changes---------------------
8.3.x
RACH Indication
8.2.x.1

General

This message is sent by the S-NG-RAN node to the M-NG-RAN node to inform of a RACH access occurred at the S-NG-RAN, due to which a RACH report is available at the UE.

Direction: M-NG-RAN node ( S-NG-RAN node.
8.2.x.2

Successful Operation
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Figure 8.2.x.2-1: RACH Indication procedure.

The S-NG-RAN node initiates the procedure by sending the RACH Indication message to M-NG-RAN node.
The RACH INDICATION message contains information concerning a performed random access procedure and existence of a RACH report at the UE.
Upon reception of the RACH INDICATION message the M-NG-RAN node may fetch the RACH report from the UE.
8.2.x.3 
Abnormal Conditions

Not applicable.
---------------------Next Changes---------------------
9.1.3.25
ACCESS AND MOBILITY INDICATION
This message is sent by NG-RAN node1 to transfer access and mobility related information to NG-RAN node2.

Direction: NG-RAN node 1 ( NG-RAN node 2.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	ignore

	RACH Report List
	
	0..1
	
	
	YES
	ignore

	>RACH Report List Item
	
	1 .. <maxnoofRACHReports>
	
	
	EACH
	ignore

	>>RACH Report Container
	O
	
	OCTET STRING
	RACH-ReportList-r16 IE as defined in subclause 6.2.2 in TS 38.331 [10].
	YES
	ignore

	>>M-NG-RAN node UE XnAP ID
	O
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	ignore

	>>S-NG-RAN node UE XnAP ID
	O
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	ignore


	Range bound
	Explanation

	maxnoofRACHReports
	Maximum no. of RACH Reports, the maximum value is 64.


---------------------Next Changes---------------------
9.1.2.x
RACH INDICATION
This message is sent by the gNB-DU to inform the gNB-CU about the random access event for a UE.

Direction: gNB-DU ( gNB-CU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	RACH Indication List
	
	1
	
	
	YES
	reject

	>RACH Report List Item
	
	1 .. <maxnoofRACHReports>
	
	
	EACH
	reject

	>>Random access Indication
	M
	
	ENUMARATED (true, …)
	
	
	

	>>M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the M-NG-RAN node
	
	

	>>S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the S-NG-RAN node
	
	


---------------------Next Changes---------------------
9.3.3
Elementary Procedure Definitions

-- ASN1START

-- **************************************************************

--

-- Elementary Procedure definitions

--

-- **************************************************************

XnAP-PDU-Descriptions {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-access (22) modules (3) xnap (2) version1 (1) xnap-PDU-Descriptions (0) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Criticality,


ProcedureCode

FROM XnAP-CommonDataTypes


HandoverRequest,


HandoverRequestAcknowledge,


HandoverPreparationFailure,


SNStatusTransfer,


UEContextRelease,


HandoverCancel,


NotificationControlIndication,


RANPaging,


RetrieveUEContextRequest,


RetrieveUEContextResponse,


RetrieveUEContextFailure,


XnUAddressIndication,


SecondaryRATDataUsageReport,


SNodeAdditionRequest,


SNodeAdditionRequestAcknowledge,


SNodeAdditionRequestReject,


SNodeReconfigurationComplete,


SNodeModificationRequest,


SNodeModificationRequestAcknowledge,


SNodeModificationRequestReject,


SNodeModificationRequired,


SNodeModificationConfirm,


SNodeModificationRefuse,


SNodeReleaseRequest,


SNodeReleaseRequestAcknowledge,


SNodeReleaseReject,


SNodeReleaseRequired,


SNodeReleaseConfirm,


SNodeCounterCheckRequest,


SNodeChangeRequired,


SNodeChangeConfirm,


SNodeChangeRefuse,


RRCTransfer,


XnRemovalRequest,


XnRemovalResponse,


XnRemovalFailure,


XnSetupRequest,


XnSetupResponse,


XnSetupFailure,


NGRANNodeConfigurationUpdate,


NGRANNodeConfigurationUpdateAcknowledge,


NGRANNodeConfigurationUpdateFailure,


E-UTRA-NR-CellResourceCoordinationRequest,


E-UTRA-NR-CellResourceCoordinationResponse,


ActivityNotification,


CellActivationRequest,


CellActivationResponse,


CellActivationFailure,


ResetRequest,


ResetResponse,


ErrorIndication,


PrivateMessage,


DeactivateTrace,


TraceStart,


HandoverSuccess,


ConditionalHandoverCancel,


EarlyStatusTransfer,

FailureIndication,


HandoverReport,


ResourceStatusRequest,


ResourceStatusResponse,


ResourceStatusFailure,


ResourceStatusUpdate,


MobilityChangeRequest,


MobilityChangeAcknowledge,


MobilityChangeFailure,


AccessAndMobilityIndication,


RACHIndication,
FROM XnAP-PDU-Contents


id-handoverPreparation,


id-sNStatusTransfer,


id-handoverCancel,


id-notificationControl,


id-retrieveUEContext,


id-rANPaging,


id-xnUAddressIndication,


id-uEContextRelease,


id-secondaryRATDataUsageReport,


id-sNGRANnodeAdditionPreparation,


id-sNGRANnodeReconfigurationCompletion,


id-mNGRANnodeinitiatedSNGRANnodeModificationPreparation,


id-sNGRANnodeinitiatedSNGRANnodeModificationPreparation,


id-mNGRANnodeinitiatedSNGRANnodeRelease,


id-sNGRANnodeinitiatedSNGRANnodeRelease,


id-sNGRANnodeCounterCheck,


id-sNGRANnodeChange,


id-activityNotification,


id-rRCTransfer,


id-xnRemoval,


id-xnSetup,


id-nGRANnodeConfigurationUpdate,


id-e-UTRA-NR-CellResourceCoordination,


id-cellActivation,


id-reset,


id-errorIndication,


id-privateMessage,


id-deactivateTrace,


id-traceStart,


id-handoverSuccess,


id-conditionalHandoverCancel,


id-earlyStatusTransfer,

id-failureIndication,


id-handoverReport,


id-resourceStatusReportingInitiation,


id-resourceStatusReporting,


id-mobilitySettingsChange,

id-accessAndMobilityIndication,


id-RACHIndication,
FROM XnAP-Constants;

-- **************************************************************

--

-- Interface Elementary Procedure Class

--

-- **************************************************************

XNAP-ELEMENTARY-PROCEDURE ::= CLASS {


&InitiatingMessage



,


&SuccessfulOutcome



OPTIONAL,


&UnsuccessfulOutcome



OPTIONAL,


&procedureCode


ProcedureCode
UNIQUE,


&criticality


Criticality

DEFAULT ignore

}

WITH SYNTAX {


INITIATING MESSAGE

&InitiatingMessage


[SUCCESSFUL OUTCOME

&SuccessfulOutcome]


[UNSUCCESSFUL OUTCOME

&UnsuccessfulOutcome]


PROCEDURE CODE


&procedureCode


[CRITICALITY


&criticality]

}

-- **************************************************************

--

-- Interface PDU Definition

--

-- **************************************************************

XnAP-PDU ::= CHOICE {


initiatingMessage
InitiatingMessage,


successfulOutcome
SuccessfulOutcome,


unsuccessfulOutcome
UnsuccessfulOutcome,


...

}

InitiatingMessage ::= SEQUENCE {


procedureCode
XNAP-ELEMENTARY-PROCEDURE.&procedureCode

({XNAP-ELEMENTARY-PROCEDURES}),


criticality

XNAP-ELEMENTARY-PROCEDURE.&criticality


({XNAP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value


XNAP-ELEMENTARY-PROCEDURE.&InitiatingMessage
({XNAP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

SuccessfulOutcome ::= SEQUENCE {


procedureCode
XNAP-ELEMENTARY-PROCEDURE.&procedureCode

({XNAP-ELEMENTARY-PROCEDURES}),


criticality

XNAP-ELEMENTARY-PROCEDURE.&criticality


({XNAP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value


XNAP-ELEMENTARY-PROCEDURE.&SuccessfulOutcome
({XNAP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

UnsuccessfulOutcome ::= SEQUENCE {


procedureCode
XNAP-ELEMENTARY-PROCEDURE.&procedureCode

({XNAP-ELEMENTARY-PROCEDURES}),


criticality

XNAP-ELEMENTARY-PROCEDURE.&criticality


({XNAP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value


XNAP-ELEMENTARY-PROCEDURE.&UnsuccessfulOutcome
({XNAP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

-- **************************************************************

--

-- Interface Elementary Procedure List

--

-- **************************************************************

XNAP-ELEMENTARY-PROCEDURES XNAP-ELEMENTARY-PROCEDURE ::= {


XNAP-ELEMENTARY-PROCEDURES-CLASS-1


|


XNAP-ELEMENTARY-PROCEDURES-CLASS-2


,


...

}

XNAP-ELEMENTARY-PROCEDURES-CLASS-1 XNAP-ELEMENTARY-PROCEDURE ::= {


handoverPreparation









|

retrieveUEContext









|


sNGRANnodeAdditionPreparation






|


mNGRANnodeinitiatedSNGRANnodeModificationPreparation
|


sNGRANnodeinitiatedSNGRANnodeModificationPreparation
|


mNGRANnodeinitiatedSNGRANnodeRelease




|


sNGRANnodeinitiatedSNGRANnodeRelease




|


sNGRANnodeChange









|


xnRemoval











|


xnSetup












|


nGRANnodeConfigurationUpdate






|


e-UTRA-NR-CellResourceCoordination





|


cellActivation










|


reset












|


resourceStatusReportingInitiation





|


mobilitySettingsChange








,


...

}

XNAP-ELEMENTARY-PROCEDURES-CLASS-2 XNAP-ELEMENTARY-PROCEDURE ::= {


sNStatusTransfer





|


handoverCancel






|


rANPaging







|


xnUAddressIndication




|


uEContextRelease





|


sNGRANnodeReconfigurationCompletion

|


sNGRANnodeCounterCheck




|


rRCTransfer







|


errorIndication






|


privateMessage






|


notificationControl





|


activityNotification




|


secondaryRATDataUsageReport 


|


deactivateTrace






|


traceStart







|


handoverSuccess






|


conditionalHandoverCancel



|


earlyStatusTransfer





|


failureIndication





|


handoverReport






|


resourceStatusReporting




|


accessAndMobilityIndication



|

RACHIndication,

...
}

-- **************************************************************

--

-- Interface Elementary Procedures

--

-- **************************************************************

handoverPreparation
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

HandoverRequest


SUCCESSFUL OUTCOME

HandoverRequestAcknowledge


UNSUCCESSFUL OUTCOME
HandoverPreparationFailure


PROCEDURE CODE


id-handoverPreparation


CRITICALITY



reject

}

sNStatusTransfer
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

SNStatusTransfer

PROCEDURE CODE


id-sNStatusTransfer

CRITICALITY



ignore

}

handoverCancel
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

HandoverCancel

PROCEDURE CODE


id-handoverCancel

CRITICALITY



ignore

}

retrieveUEContext
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RetrieveUEContextRequest


SUCCESSFUL OUTCOME

RetrieveUEContextResponse


UNSUCCESSFUL OUTCOME
RetrieveUEContextFailure


PROCEDURE CODE


id-retrieveUEContext


CRITICALITY



reject

}

rANPaging
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RANPaging

PROCEDURE CODE


id-rANPaging

CRITICALITY



reject

}

xnUAddressIndication
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

XnUAddressIndication

PROCEDURE CODE


id-xnUAddressIndication

CRITICALITY



reject

}

uEContextRelease
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UEContextRelease

PROCEDURE CODE


id-uEContextRelease

CRITICALITY



reject

}

sNGRANnodeAdditionPreparation
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

SNodeAdditionRequest


SUCCESSFUL OUTCOME

SNodeAdditionRequestAcknowledge


UNSUCCESSFUL OUTCOME
SNodeAdditionRequestReject


PROCEDURE CODE


id-sNGRANnodeAdditionPreparation


CRITICALITY



reject

}

sNGRANnodeReconfigurationCompletion
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

SNodeReconfigurationComplete

PROCEDURE CODE


id-sNGRANnodeReconfigurationCompletion

CRITICALITY



reject

}

mNGRANnodeinitiatedSNGRANnodeModificationPreparation
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

SNodeModificationRequest


SUCCESSFUL OUTCOME

SNodeModificationRequestAcknowledge


UNSUCCESSFUL OUTCOME
SNodeModificationRequestReject


PROCEDURE CODE


id-mNGRANnodeinitiatedSNGRANnodeModificationPreparation


CRITICALITY



reject

}

sNGRANnodeinitiatedSNGRANnodeModificationPreparation
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

SNodeModificationRequired


SUCCESSFUL OUTCOME

SNodeModificationConfirm


UNSUCCESSFUL OUTCOME
SNodeModificationRefuse


PROCEDURE CODE


id-sNGRANnodeinitiatedSNGRANnodeModificationPreparation


CRITICALITY



reject

}

mNGRANnodeinitiatedSNGRANnodeRelease
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

SNodeReleaseRequest


SUCCESSFUL OUTCOME

SNodeReleaseRequestAcknowledge


UNSUCCESSFUL OUTCOME
SNodeReleaseReject


PROCEDURE CODE


id-mNGRANnodeinitiatedSNGRANnodeRelease


CRITICALITY



reject

}

sNGRANnodeinitiatedSNGRANnodeRelease
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

SNodeReleaseRequired


SUCCESSFUL OUTCOME

SNodeReleaseConfirm


PROCEDURE CODE


id-sNGRANnodeinitiatedSNGRANnodeRelease


CRITICALITY



reject

}

sNGRANnodeCounterCheck
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

SNodeCounterCheckRequest

PROCEDURE CODE


id-sNGRANnodeCounterCheck

CRITICALITY



reject

}

sNGRANnodeChange

XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

SNodeChangeRequired


SUCCESSFUL OUTCOME

SNodeChangeConfirm


UNSUCCESSFUL OUTCOME
SNodeChangeRefuse


PROCEDURE CODE


id-sNGRANnodeChange


CRITICALITY



reject

}

rRCTransfer
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RRCTransfer

PROCEDURE CODE


id-rRCTransfer

CRITICALITY



reject

}

xnRemoval
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

XnRemovalRequest

SUCCESSFUL OUTCOME

XnRemovalResponse

UNSUCCESSFUL OUTCOME

XnRemovalFailure

PROCEDURE CODE


id-xnRemoval

CRITICALITY



reject

}

xnSetup
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

XnSetupRequest

SUCCESSFUL OUTCOME

XnSetupResponse

UNSUCCESSFUL OUTCOME

XnSetupFailure

PROCEDURE CODE


id-xnSetup

CRITICALITY



reject

}

nGRANnodeConfigurationUpdate
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

NGRANNodeConfigurationUpdate

SUCCESSFUL OUTCOME

NGRANNodeConfigurationUpdateAcknowledge

UNSUCCESSFUL OUTCOME
NGRANNodeConfigurationUpdateFailure

PROCEDURE CODE


id-nGRANnodeConfigurationUpdate

CRITICALITY



reject

}

e-UTRA-NR-CellResourceCoordination
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

E-UTRA-NR-CellResourceCoordinationRequest

SUCCESSFUL OUTCOME

E-UTRA-NR-CellResourceCoordinationResponse

PROCEDURE CODE


id-e-UTRA-NR-CellResourceCoordination

CRITICALITY



reject

}

cellActivation
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CellActivationRequest

SUCCESSFUL OUTCOME

CellActivationResponse

UNSUCCESSFUL OUTCOME
CellActivationFailure

PROCEDURE CODE


id-cellActivation

CRITICALITY



reject

}

reset
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ResetRequest

SUCCESSFUL OUTCOME

ResetResponse

PROCEDURE CODE


id-reset

CRITICALITY



reject

}

errorIndication
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ErrorIndication

PROCEDURE CODE


id-errorIndication

CRITICALITY



ignore

}

notificationControl


XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

NotificationControlIndication


PROCEDURE CODE


id-notificationControl


CRITICALITY



ignore

}

activityNotification

XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ActivityNotification


PROCEDURE CODE


id-activityNotification


CRITICALITY



ignore

}

privateMessage


XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

PrivateMessage


PROCEDURE CODE


id-privateMessage


CRITICALITY



ignore

}

secondaryRATDataUsageReport
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

SecondaryRATDataUsageReport


PROCEDURE CODE


id-secondaryRATDataUsageReport


CRITICALITY



reject

}

deactivateTrace XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

DeactivateTrace


PROCEDURE CODE


id-deactivateTrace


CRITICALITY



ignore

}

traceStart XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

TraceStart


PROCEDURE CODE


id-traceStart


CRITICALITY



ignore

}

handoverSuccess


XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

HandoverSuccess


PROCEDURE CODE


id-handoverSuccess


CRITICALITY



ignore

}
conditionalHandoverCancel
XNAP-ELEMENTARY-PROCEDURE ::= {

INITIATING MESSAGE

ConditionalHandoverCancel

PROCEDURE CODE


id-conditionalHandoverCancel

CRITICALITY



ignore

}
earlyStatusTransfer

XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

EarlyStatusTransfer

PROCEDURE CODE


id-earlyStatusTransfer

CRITICALITY



ignore

}
failureIndication XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

FailureIndication

PROCEDURE CODE


id-failureIndication

CRITICALITY



ignore
}

handoverReport XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

HandoverReport

PROCEDURE CODE


id-handoverReport

CRITICALITY



ignore
}

resourceStatusReportingInitiation
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE



ResourceStatusRequest


SUCCESSFUL OUTCOME



ResourceStatusResponse


UNSUCCESSFUL OUTCOME


ResourceStatusFailure


PROCEDURE CODE




id-resourceStatusReportingInitiation


CRITICALITY





reject

}

resourceStatusReporting XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ResourceStatusUpdate


PROCEDURE CODE


id-resourceStatusReporting


CRITICALITY



ignore

}
mobilitySettingsChange
XNAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE



MobilityChangeRequest


SUCCESSFUL OUTCOME



MobilityChangeAcknowledge

UNSUCCESSFUL OUTCOME


MobilityChangeFailure

PROCEDURE CODE




id-mobilitySettingsChange

CRITICALITY





reject

}
accessAndMobilityIndication XNAP-ELEMENTARY-PROCEDURE ::={


INITIATING MESSAGE 

AccessAndMobilityIndication


PROCEDURE CODE


id-accessAndMobilityIndication


CRITICALITY 



ignore

}
RACHIndication XNAP-ELEMENTARY-PROCEDURE ::={


INITIATING MESSAGE 

RACHIndication


PROCEDURE CODE


id-RACHIndication


CRITICALITY 



ignore

}
END
-- ASN1STOP
9.3.4
PDU Definitions

-- ASN1START

-- **************************************************************

--

-- PDU definitions for XnAP.

--

-- **************************************************************

XnAP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-access (22) modules (3) xnap (2) version1 (1) xnap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ActivationIDforCellActivation,


AMF-Region-Information,


AMF-UE-NGAP-ID,


AS-SecurityInformation,


AssistanceDataForRANPaging,


BitRate,


Cause,


CellAndCapacityAssistanceInfo-EUTRA,


CellAndCapacityAssistanceInfo-NR,


CellAssistanceInfo-EUTRA,

CellAssistanceInfo-NR,


CHOinformation-Req,


CHOinformation-Ack,


CHO-MRDC-EarlyDataForwarding,


CHO-MRDC-Indicator,

CPTransportLayerInformation,


TNLA-To-Add-List,


TNLA-To-Update-List,


TNLA-To-Remove-List,


TNLA-Setup-List,


TNLA-Failed-To-Setup-List,

CriticalityDiagnostics,


XnUAddressInfoperPDUSession-List,


DAPSResponseInfo-List,

DataTrafficResourceIndication,


DeliveryStatus,


DesiredActNotificationLevel,


DRB-ID,


DRB-List,


DRB-Number,


DRBsSubjectToDLDiscarding-List,

DRBsSubjectToEarlyStatusTransfer-List,


DRBsSubjectToStatusTransfer-List,

DRBToQoSFlowMapping-List,

E-UTRA-CGI,


ExpectedUEActivityBehaviour,

ExpectedUEBehaviour,

ExtendedUEIdentityIndexValue,

FiveGCMobilityRestrictionListContainer,

GlobalCell-ID,

GlobalNG-RANNode-ID,


GlobalNG-RANCell-ID,


GUAMI,


InterfaceInstanceIndication,

I-RNTI,


LocationInformationSNReporting,

LocationReportingInformation,


LowerLayerPresenceStatusChange,


LTEUESidelinkAggregateMaximumBitRate,

LTEV2XServicesAuthorized,

MR-DC-ResourceCoordinationInfo,


ServedCells-E-UTRA,


ServedCells-NR,


ServedCellsToUpdate-E-UTRA,


ServedCellsToUpdate-NR,


MAC-I,


MaskedIMEISV,


MDT-Configuration,


MDTPLMNList,

MobilityRestrictionList,


NG-RAN-Cell-Identity,


NG-RANnodeUEXnAPID,


NR-CGI,


NE-DC-TDM-Pattern,


NRUESidelinkAggregateMaximumBitRate,


NRV2XServicesAuthorized,


PagingDRX,


PagingeDRXInformation,

PagingPriority,


PartialListIndicator,

PLMN-Identity,

PDCPChangeIndication,


PDUSessionAggregateMaximumBitRate,

PDUSession-ID,


PDUSession-List,


PDUSession-List-withCause,


PDUSession-List-withDataForwardingFromTarget,


PDUSession-List-withDataForwardingRequest,


PDUSessionResourcesAdmitted-List,


PDUSessionResourcesNotAdmitted-List,


PDUSessionResourcesToBeSetup-List,


PDUSessionResourceChangeRequiredInfo-SNterminated,


PDUSessionResourceChangeRequiredInfo-MNterminated,


PDUSessionResourceChangeConfirmInfo-SNterminated,


PDUSessionResourceChangeConfirmInfo-MNterminated,


PDUSessionResourceSecondaryRATUsageList,


PDUSessionResourceSetupInfo-SNterminated,


PDUSessionResourceSetupInfo-MNterminated,


PDUSessionResourceSetupResponseInfo-SNterminated,


PDUSessionResourceSetupResponseInfo-MNterminated,


PDUSessionResourceModificationInfo-SNterminated,


PDUSessionResourceModificationInfo-MNterminated,


PDUSessionResourceModificationResponseInfo-SNterminated,


PDUSessionResourceModificationResponseInfo-MNterminated,


PDUSessionResourceModConfirmInfo-SNterminated,


PDUSessionResourceModConfirmInfo-MNterminated,


PDUSessionResourceModRqdInfo-SNterminated,


PDUSessionResourceModRqdInfo-MNterminated,


PDUSessionType,


PC5QoSParameters,

QoSFlowIdentifier,


QoSFlowNotificationControlIndicationInfo,


QoSFlows-List,


RANPagingArea,


ResetRequestTypeInfo,

ResetResponseTypeInfo,


RFSP-Index,


RRCConfigIndication,


RRCResumeCause,


SCGConfigurationQuery,


SecurityIndication,


S-NG-RANnode-SecurityKey,


SpectrumSharingGroupID,


SplitSRBsTypes,


S-NG-RANnode-Addition-Trigger-Ind,


S-NSSAI,


TargetCellList,


TAISupport-List,


Target-CGI,


TimeToWait,

TraceActivation,

UEAggregateMaximumBitRate,


UEContextID,


UEContextInfoRetrUECtxtResp,


UEContextKeptIndicator,

UEHistoryInformation,

UEIdentityIndexValue,


UERadioCapabilityForPaging,


UERadioCapabilityID,

UERANPagingIdentity,


UESecurityCapabilities,


UPTransportLayerInformation,


UserPlaneTrafficActivityReport,

XnBenefitValue,


RANPagingFailure,


TNLConfigurationInfo,


MaximumCellListSize,


MessageOversizeNotification,


NG-RANTraceID,

MobilityInformation,

InitiatingCondition-FailureIndication,


HandoverReportType,


TargetCellinEUTRAN,


C-RNTI,


UERLFReportContainer,


Measurement-ID,


RegistrationRequest,


ReportCharacteristics,


CellToReport,


ReportingPeriodicity,


CellMeasurementResult,

UEHistoryInformationFromTheUE,


MobilityParametersInformation,


MobilityParametersModificationRange,


RACHReportInformation,

IABNodeIndication,

SNTriggered,


SCGIndicator,

UESpecificDRX,


RandomAccessIndication
FROM XnAP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-Single-Container{},


XNAP-PRIVATE-IES,


XNAP-PROTOCOL-EXTENSION,


XNAP-PROTOCOL-IES,


XNAP-PROTOCOL-IES-PAIR

FROM XnAP-Containers


id-ActivatedServedCells,


id-ActivationIDforCellActivation,


id-AdditionalDRBIDs,

id-AMF-Region-Information,


id-AMF-Region-Information-To-Add,


id-AMF-Region-Information-To-Delete,


id-AssistanceDataForRANPaging,


id-AvailableDRBIDs,


id-Cause,


id-cellAssistanceInfo-EUTRA,

id-cellAssistanceInfo-NR,


id-CellAndCapacityAssistanceInfo-EUTRA,


id-CellAndCapacityAssistanceInfo-NR,


id-ConfigurationUpdateInitiatingNodeChoice,


id-UEContextID,


id-CriticalityDiagnostics,


id-XnUAddressInfoperPDUSession-List,


id-DesiredActNotificationLevel,


id-DRBsSubjectToStatusTransfer-List,


id-ExpectedUEBehaviour,

id-ExtendedUEIdentityIndexValue,

id-FiveGCMobilityRestrictionListContainer,

id-GlobalNG-RAN-node-ID,


id-GUAMI,


id-indexToRatFrequSelectionPriority,


id-List-of-served-cells-E-UTRA,


id-List-of-served-cells-NR,


id-LocationInformationSN,


id-LocationInformationSNReporting,


id-LocationReportingInformation,


id-LTEUESidelinkAggregateMaximumBitRate,


id-LTEV2XServicesAuthorized,


id-MAC-I,


id-MaskedIMEISV,


id-MDT-Configuration,

id-MDTPLMNList,

id-MN-to-SN-Container,

id-MobilityRestrictionList,

id-M-NG-RANnodeUEXnAPID,


id-new-NG-RAN-Cell-Identity,


id-newNG-RANnodeUEXnAPID,


id-NRUESidelinkAggregateMaximumBitRate,


id-NRV2XServicesAuthorized,


id-oldNG-RANnodeUEXnAPID,


id-OldtoNewNG-RANnodeResumeContainer,


id-PagingDRX,


id-PagingeDRXInformation,

id-PagingPriority,


id-PartialListIndicator-EUTRA,


id-PartialListIndicator-NR,


id-PCellID,


id-PDUSessionResourceSecondaryRATUsageList,


id-PDUSessionResourcesActivityNotifyList,

id-PDUSessionResourcesAdmitted-List,


id-PDUSessionResourcesNotAdmitted-List,


id-PDUSessionResourcesNotifyList,


id-PDUSessionToBeAddedAddReq,


id-PDUSessionToBeReleased-RelReqAck,


id-procedureStage,


id-RANPagingArea,


id-requestedSplitSRB,


id-RequiredNumberOfDRBIDs,


id-ResetRequestTypeInfo,


id-ResetResponseTypeInfo,


id-RespondingNodeTypeConfigUpdateAck,


id-RRCResumeCause,


id-selectedPLMN,

id-ServedCellsToActivate,


id-servedCellsToUpdate-E-UTRA,


id-ServedCellsToUpdateInitiatingNodeChoice,


id-servedCellsToUpdate-NR,


id-sourceNG-RANnodeUEXnAPID,


id-SpareDRBIDs,

id-S-NG-RANnodeMaxIPDataRate-UL,


id-S-NG-RANnodeMaxIPDataRate-DL,

id-S-NG-RANnodeUEXnAPID,


id-TAISupport-list,


id-Target2SourceNG-RANnodeTranspContainer,


id-targetCellGlobalID,


id-targetNG-RANnodeUEXnAPID,


id-TimeToWait,


id-TNLA-To-Add-List,


id-TNLA-To-Update-List,


id-TNLA-To-Remove-List,


id-TNLA-Setup-List,


id-TNLA-Failed-To-Setup-List,


id-TraceActivation,


id-UEContextInfoHORequest,


id-UEContextInfoRetrUECtxtResp,


id-UEContextKeptIndicator,

id-UEContextRefAtSN-HORequest,


id-UEHistoryInformation,

id-UEIdentityIndexValue,


id-UERANPagingIdentity,


id-UESecurityCapabilities,

id-UserPlaneTrafficActivityReport,

id-XnRemovalThreshold,


id-PDUSessionAdmittedAddedAddReqAck,


id-PDUSessionNotAdmittedAddReqAck,


id-SN-to-MN-Container,


id-RRCConfigIndication,


id-SplitSRB-RRCTransfer,

id-UEReportRRCTransfer,


id-PDUSessionReleasedList-RelConf,


id-BearersSubjectToCounterCheck,


id-PDUSessionToBeReleasedList-RelRqd,


id-ResponseInfo-ReconfCompl,

id-initiatingNodeType-ResourceCoordRequest,


id-respondingNodeType-ResourceCoordResponse,


id-PDUSessionToBeReleased-RelReq,


id-PDUSession-SNChangeRequired-List,


id-PDUSession-SNChangeConfirm-List,


id-PDCPChangeIndication,


id-PC5QoSParameters,

id-SCGConfigurationQuery,


id-UEContextInfo-SNModRequest,


id-requestedSplitSRBrelease,


id-PDUSessionAdmitted-SNModResponse,


id-PDUSessionNotAdmitted-SNModResponse,


id-admittedSplitSRB,


id-admittedSplitSRBrelease,


id-PDUSessionAdmittedModSNModConfirm,

id-PDUSessionReleasedSNModConfirm,


id-s-ng-RANnode-SecurityKey,


id-PDUSessionToBeModifiedSNModRequired,


id-S-NG-RANnodeUE-AMBR,


id-PDUSessionToBeReleasedSNModRequired,


id-target-S-NG-RANnodeID,


id-S-NSSAI,


id-MR-DC-ResourceCoordinationInfo,


id-RANPagingFailure,


id-UERadioCapabilityForPaging,


id-PDUSessionDataForwarding-SNModResponse,


id-Secondary-MN-Xn-U-TNLInfoatM,


id-NE-DC-TDM-Pattern,


id-InterfaceInstanceIndication,


id-S-NG-RANnode-Addition-Trigger-Ind,


id-SNTriggered,

id-DRBs-transferred-to-MN,


id-TNLConfigurationInfo,


id-MessageOversizeNotification,


id-NG-RANTraceID,


id-FastMCGRecoveryRRCTransfer-SN-to-MN,


id-FastMCGRecoveryRRCTransfer-MN-to-SN,


id-RequestedFastMCGRecoveryViaSRB3,


id-AvailableFastMCGRecoveryViaSRB3,


id-RequestedFastMCGRecoveryViaSRB3Release,


id-ReleaseFastMCGRecoveryViaSRB3,


id-CHOinformation-Req,

id-CHOinformation-Ack,

id-targetCellsToCancel,

id-requestedTargetCellGlobalID,

id-DAPSResponseInfo-List,

id-CHO-MRDC-EarlyDataForwarding,


id-CHO-MRDC-Indicator,

id-MobilityInformation,


id-InitiatingCondition-FailureIndication,


id-UEHistoryInformationFromTheUE,


id-HandoverReportType,


id-HandoverCause,


id-SourceCellCGI,


id-TargetCellCGI,


id-ReEstablishmentCellCGI,


id-TargetCellinEUTRAN,


id-SourceCellCRNTI,


id-UERLFReportContainer,


id-NGRAN-Node1-Measurement-ID,


id-NGRAN-Node2-Measurement-ID,


id-RegistrationRequest,


id-ReportCharacteristics,


id-CellToReport,


id-ReportingPeriodicity,


id-CellMeasurementResult,


id-NG-RANnode1CellID,


id-NG-RANnode2CellID,


id-NG-RANnode1MobilityParameters,


id-NG-RANnode2ProposedMobilityParameters,


id-MobilityParametersModificationRange,

id-RACHReportInformation,


id-IABNodeIndication,

id-UERadioCapabilityID,

id-SCGIndicator,

id-UESpecificDRX,

id-PDUSessionExpectedUEActivityBehaviour,

maxnoofCellsinNG-RANnode,


maxnoofDRBs,


maxnoofPDUSessions,


maxnoofQoSFlows

FROM XnAP-Constants;

---------------------Next Changes---------------------
-- **************************************************************

--

-- ACCESS AND MOBILITY INDICATION

--

-- **************************************************************

AccessAndMobilityIndication ::= SEQUENCE {


protocolIEs


ProtocolIE-Container
{{ AccessAndMobilityIndication-IEs}},


...

}

AccessAndMobilityIndication-IEs XNAP-PROTOCOL-IES ::= {


{ ID id-RACHReportInformation


CRITICALITY ignore

TYPE RACHReportInformation


PRESENCE optional}|
{ ID id-M-NG-RANnodeUEXnAPID



CRITICALITY ignore

TYPE NG-RANnodeUEXnAPID






PRESENCE optional}|


{ ID id-S-NG-RANnodeUEXnAPID



CRITICALITY ignore

TYPE NG-RANnodeUEXnAPID






PRESENCE optional},

...

}

-- **************************************************************

--

-- RACH INDICATION
--

-- **************************************************************

RACHIndication ::= SEQUENCE {


protocolIEs


ProtocolIE-Container
{{ RACHIndication-IEs}},


...

}
RACHIndication-IEs XNAP-PROTOCOL-IES ::= {
{ ID id-RACHIndication


CRITICALITY ignore

TYPE RACHIndication-List


PRESENCE optional},


...

}
RACHIndication-List ::= SEQUENCE (SIZE(1..maxnoofRACHReports)) OF RACHIndication-Item
RACHIndication-Item ::= SEQUENCE {


M-NG-RANnodeUEXnAPID



CRITICALITY ignore

TYPE NG-RANnodeUEXnAPID






PRESENCE mandatory}|

S-NG-RANnodeUEXnAPID



CRITICALITY ignore

TYPE NG-RANnodeUEXnAPID






PRESENCE mandatory}|

RandomAccessIndication 



CRITICALITY ignore

TYPE RandomAccessIndication






PRESENCE mandatory}

...

}

RandomAccessIndication ::= ENUMERATED { 


true,


...

}

---------------------Next Changes---------------------
9.3.7
Constant definitions

-- ASN1START

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

XnAP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-Access (22) modules (3) xnap (2) version1 (1) xnap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM XnAP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-handoverPreparation










ProcedureCode ::= 0
id-sNStatusTransfer











ProcedureCode ::= 1
id-handoverCancel











ProcedureCode ::= 2
id-retrieveUEContext










ProcedureCode ::= 3
id-rANPaging












ProcedureCode ::= 4
id-xnUAddressIndication










ProcedureCode ::= 5
id-uEContextRelease











ProcedureCode ::= 6
id-sNGRANnodeAdditionPreparation







ProcedureCode ::= 7
id-sNGRANnodeReconfigurationCompletion






ProcedureCode ::= 8
id-mNGRANnodeinitiatedSNGRANnodeModificationPreparation


ProcedureCode ::= 9
id-sNGRANnodeinitiatedSNGRANnodeModificationPreparation


ProcedureCode ::= 10
id-mNGRANnodeinitiatedSNGRANnodeRelease






ProcedureCode ::= 11
id-sNGRANnodeinitiatedSNGRANnodeRelease






ProcedureCode ::= 12
id-sNGRANnodeCounterCheck









ProcedureCode ::= 13
id-sNGRANnodeChange











ProcedureCode ::= 14
id-rRCTransfer












ProcedureCode ::= 15

id-xnRemoval












ProcedureCode ::= 16
id-xnSetup













ProcedureCode ::= 17
id-nGRANnodeConfigurationUpdate








ProcedureCode ::= 18
id-cellActivation











ProcedureCode ::= 19
id-reset













ProcedureCode ::= 20
id-errorIndication











ProcedureCode ::= 21

id-privateMessage











ProcedureCode ::= 22

id-notificationControl










ProcedureCode ::= 23

id-activityNotification










ProcedureCode ::= 24

id-e-UTRA-NR-CellResourceCoordination






ProcedureCode ::= 25

id-secondaryRATDataUsageReport








ProcedureCode ::= 26

id-deactivateTrace











ProcedureCode ::= 27

id-traceStart












ProcedureCode ::= 28

id-handoverSuccess











ProcedureCode ::= 29

id-conditionalHandoverCancel








ProcedureCode ::= 30
id-earlyStatusTransfer










ProcedureCode ::= 31
id-failureIndication











ProcedureCode ::= 32

id-handoverReport











ProcedureCode ::= 33

id-resourceStatusReportingInitiation






ProcedureCode ::= 34

id-resourceStatusReporting









ProcedureCode ::= 35

id-mobilitySettingsChange









ProcedureCode ::= 36

id-accessAndMobilityIndication








ProcedureCode ::= 37

id-RACHIndication








            ProcedureCode ::= xx
-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxEARFCN








INTEGER ::= 262143
maxnoofAllowedAreas






INTEGER ::= 16
maxnoofAMFRegions






INTEGER ::= 16

maxnoofAoIs








INTEGER ::= 64

maxnoofBluetoothName





INTEGER ::= 4

maxnoofBPLMNs







INTEGER ::= 12
maxnoofCAGs








INTEGER ::= 12
maxnoofCAGsperPLMN






INTEGER ::= 256
maxnoofCellIDforMDT






INTEGER ::= 32

maxnoofCellsinAoI






INTEGER ::= 256

maxnoofCellsinUEHistoryInfo




INTEGER ::= 16

maxnoofCellsinNG-RANnode




INTEGER ::= 16384

maxnoofCellsinRNA






INTEGER ::= 32

maxnoofCellsUEMovingTrajectory



INTEGER ::= 16
maxnoofDRBs








INTEGER ::= 32

maxnoofEUTRABands






INTEGER ::= 16

maxnoofEUTRABPLMNs






INTEGER ::= 6

maxnoofEPLMNs







INTEGER ::= 15

maxnoofExtSliceItems





INTEGER ::= 65535
maxnoofEPLMNsplus1






INTEGER ::= 16
maxnoofForbiddenTACs





INTEGER ::= 4096

maxnoofFreqforMDT






INTEGER ::= 8

maxnoofMBSFNEUTRA






INTEGER ::= 8

maxnoofMDTPLMNs







INTEGER ::= 16

maxnoofMultiConnectivityMinusOne


INTEGER ::= 3

maxnoofNeighbours






INTEGER ::= 1024

maxnoofNeighPCIforMDT





INTEGER ::= 32

maxnoofNIDs








INTEGER ::= 12
maxnoofNRCellBands






INTEGER ::= 32

maxnoofPLMNs







INTEGER ::= 16

maxnoofPDUSessions






INTEGER ::= 256

maxnoofProtectedResourcePatterns


INTEGER ::= 16
maxnoofQoSFlows







INTEGER ::= 64

maxnoofQoSParaSets






INTEGER ::= 8

maxnoofRANAreaCodes






INTEGER ::= 32

maxnoofRANAreasinRNA





INTEGER ::= 16
maxnoofRANNodesinAoI





INTEGER ::= 64
maxnoofSCellGroups






INTEGER ::= 3

maxnoofSCellGroupsplus1





INTEGER ::= 4

maxnoofSensorName






INTEGER ::= 3

maxnoofSliceItems






INTEGER ::= 1024

maxnoofSNPNIDs







INTEGER ::= 12
maxnoofsupportedPLMNs





INTEGER ::= 12
maxnoofsupportedTACs





INTEGER ::= 256
maxnoofTAforMDT







INTEGER ::= 8

maxnoofTAI








INTEGER ::= 16
maxnoofTAIsinAoI 






INTEGER ::= 16

maxnooftimeperiods






INTEGER ::= 2

maxnoofTNLAssociations





INTEGER ::= 32
maxnoofUEContexts






INTEGER ::= 8192
maxNRARFCN








INTEGER ::= 3279165

maxNrOfErrors







INTEGER ::= 256

maxnoofslots







INTEGER ::= 5120

maxnoofExtTLAs







INTEGER ::= 16

maxnoofGTPTLAs







INTEGER ::= 16

maxnoofCHOcells







INTEGER ::= 8

maxnoofPC5QoSFlows 






INTEGER ::= 2064
maxnoofSSBAreas







INTEGER ::= 64

maxnoofRACHReports






INTEGER ::= 64

maxnoofNRSCSs







INTEGER ::= 5

maxnoofPhysicalResourceBlocks



INTEGER ::= 275

maxnoofAdditionalPDCPDuplicationTNL


INTEGER ::= 2
maxnoofRLCDuplicationstate




INTEGER ::= 3

maxnoofWLANName







INTEGER ::= 4

maxnoofNonAnchorCarrierFreqConfig


INTEGER ::= 15
maxnoofDataForwardingTunneltoE-UTRAN    

INTEGER ::= 256
maxnoofRACHReports 






INTEGER ::= 8

---------------------End of Changes---------------------
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