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[bookmark: _Toc20955068][bookmark: _Toc29991255][bookmark: _Toc36555655][bookmark: _Toc44497318][bookmark: _Toc45107706][bookmark: _Toc45901326][bookmark: _Toc51850405][bookmark: _Toc56693408][bookmark: _Toc64446951][bookmark: _Toc66286445][bookmark: _Toc74151140][bookmark: _Toc88653612][bookmark: _Toc20955179][bookmark: _Toc29503628][bookmark: _Toc29504212][bookmark: _Toc29504796][bookmark: _Toc36553242][bookmark: _Toc36554969][bookmark: _Toc45652280][bookmark: _Toc45658712][bookmark: _Toc45720532][bookmark: _Toc45798412][bookmark: _Toc45897801][bookmark: _Toc51746005][bookmark: _Toc64446269][bookmark: _Toc73982139][bookmark: _Toc88652228][bookmark: _Toc29389866][bookmark: _Toc20953337]8.2.5	RAN Paging
[bookmark: _Toc20955069][bookmark: _Toc29991256][bookmark: _Toc36555656][bookmark: _Toc44497319][bookmark: _Toc45107707][bookmark: _Toc45901327][bookmark: _Toc51850406][bookmark: _Toc56693409][bookmark: _Toc64446952][bookmark: _Toc66286446][bookmark: _Toc74151141][bookmark: _Toc88653613]8.2.5.1	General
The purpose of the RAN Paging procedure is to enable the NG-RAN node1 to request paging of a UE in the NG-RAN node2.
The procedure uses non UE-associated signalling.
[bookmark: _Toc20955070][bookmark: _Toc29991257][bookmark: _Toc36555657][bookmark: _Toc44497320][bookmark: _Toc45107708][bookmark: _Toc45901328][bookmark: _Toc51850407][bookmark: _Toc56693410][bookmark: _Toc64446953][bookmark: _Toc66286447][bookmark: _Toc74151142][bookmark: _Toc88653614]8.2.5.2	Successful operation


Figure 8.2.5.2-1: RAN Paging: successful operation
The RAN Paging procedure is triggered by the NG-RAN node1 by sending the RAN PAGING message to the NG-RAN node2, in which the necessary information e.g. UE RAN Paging Identity should be provided.
If the Paging Priority IE is included in the RAN PAGING message, the NG-RAN node2 may use it to prioritize paging.
If the RAN Paging Attempt Information IE and/or NPN Paging Assistance Information IE in the Assistance Data for RAN Paging IE is included in the RAN PAGING message, the NG-RAN node2 may use it according to TS 38.300 [9].
If the Paging Cause Indication for Voice Service Supported IE in the Assistance Data for RAN Paging IE is included in the RAN PAGING message, the NG-RAN node2 may use it according to TS 23.501 [7].
If the UE Radio Capability for Paging IE is included in the RAN PAGING message, the NG-RAN node2 may use it to apply specific paging schemes.
[bookmark: _Toc20955071][bookmark: _Toc29991258][bookmark: _Toc36555658][bookmark: _Toc44497321][bookmark: _Toc45107709][bookmark: _Toc45901329][bookmark: _Toc51850408][bookmark: _Toc56693411]If the Extended UE Identity Index Value IE is included in the RAN PAGING message, the NG-RAN node2 may use it according to TS 36.304 [34]. When available, NG-RAN node1 may include the Extended UE Identity Index Value IE in the RAN PAGING message towards an ng-eNB (e.g. NG-RAN node2). 
[bookmark: _Toc64446954][bookmark: _Toc66286448]When available, the NG-RAN node1 shall include the Paging eDRX Information IE in the RAN PAGING message towards the NG-RAN node2. If the Paging eDRX Information IE is included in the RAN PAGING message, the NG-RAN node2 shall, if supported, use it according to TS 36.304 [34].
When available, the NG-RAN node1 shall include the UE Specific DRX IE in the RAN PAGING message towards the NG-RAN node2. If the UE specific DRX IE is included in the RAN PAGING message, the NG-RAN node2 shall, if supported, use it according to TS 36.304 [34].
[bookmark: _Toc74151143][bookmark: _Toc88653615]8.2.5.3	Unsuccessful Operation
Not applicable.
[bookmark: _Toc20955072][bookmark: _Toc29991259][bookmark: _Toc36555659][bookmark: _Toc44497322][bookmark: _Toc45107710][bookmark: _Toc45901330][bookmark: _Toc51850409][bookmark: _Toc56693412][bookmark: _Toc64446955][bookmark: _Toc66286449][bookmark: _Toc74151144][bookmark: _Toc88653616]8.2.5.4	Abnormal Condition
Void.
*******************************
Skip to the next Change
*******************************

[bookmark: _Toc20955350][bookmark: _Toc29991553][bookmark: _Toc36555954][bookmark: _Toc44497699][bookmark: _Toc45108086][bookmark: _Toc45901706][bookmark: _Toc51850787][bookmark: _Toc56693791][bookmark: _Toc64447335][bookmark: _Toc66286829][bookmark: _Toc74151524][bookmark: _Toc88653997]9.2.3.41	Assistance Data for RAN Paging
This IE provides assistance information for RAN paging.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	[bookmark: _Hlk92387038]RAN Paging Attempt Information 
	O
	
	9.2.3.42
	
	–
	

	[bookmark: _Hlk92387068]NPN Paging Assistance Information
	O
	
	9.2.3.121
	
	YES
	ignore

	[bookmark: _Hlk92386947]Paging Cause Indication for Voice Service Supported
	O
	
	ENUMERATED
(true, false)
	Value true indicates that AMF and UE supporting the Paging Cause Indication for Voice Service, refer to TS 23.501[7].
	YES
	ignore
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[bookmark: _Toc20955408][bookmark: _Toc29991616][bookmark: _Toc36556019][bookmark: _Toc44497804][bookmark: _Toc45108191][bookmark: _Toc45901811][bookmark: _Toc51850892][bookmark: _Toc56693896][bookmark: _Toc64447440][bookmark: _Toc66286934][bookmark: _Toc74151632][bookmark: _Toc88654106][bookmark: _Toc20955356][bookmark: _Toc29503809][bookmark: _Toc29504393][bookmark: _Toc29504977][bookmark: _Toc36553430][bookmark: _Toc36555157][bookmark: _Toc45652556][bookmark: _Toc45658988][bookmark: _Toc45720808][bookmark: _Toc45798688][bookmark: _Toc45898077][bookmark: _Toc51746284][bookmark: _Toc64446549][bookmark: _Toc73982419][bookmark: _Toc88652509]9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

XnAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


	id-CNTypeRestrictionsForEquivalent,
	id-CNTypeRestrictionsForServing,
	id-Additional-UL-NG-U-TNLatUPF-List,
[bookmark: _Hlk36619637]	id-ConfiguredTACIndication,
	
	
*******************************
Skip to the next Change
*******************************

	id-SFN-Offset,
	id-QoS-Mapping-Information,
	id-AdditionLocationInformation,
	id-dataForwardingInfoFromTargetE-UTRANnode,
[bookmark: _Hlk89168732]	id-Cause,
	id-PagingCauseIndicationForVoiceServiceSupported,
	maxEARFCN,

*******************************
Skip to the next Change
*******************************
-- A

AdditionLocationInformation ::= ENUMERATED { 
	includePSCell,
	...
}

Additional-PDCP-Duplication-TNL-List ::= SEQUENCE (SIZE(1..maxnoofAdditionalPDCPDuplicationTNL)) OF Additional-PDCP-Duplication-TNL-Item
Additional-PDCP-Duplication-TNL-Item ::= SEQUENCE {
	additional-PDCP-Duplication-UP-TNL-Information	UPTransportLayerInformation,
	iE-Extensions		ProtocolExtensionContainer { { Additional-PDCP-Duplication-TNL-ExtIEs} } 	OPTIONAL,
	...
}
Additional-PDCP-Duplication-TNL-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

Additional-UL-NG-U-TNLatUPF-Item ::= SEQUENCE {
	additional-UL-NG-U-TNLatUPF				UPTransportLayerInformation,
	iE-Extensions		ProtocolExtensionContainer { { Additional-UL-NG-U-TNLatUPF-Item-ExtIEs} }	OPTIONAL,
	...
}


*******************************
Skip to the next Change
*******************************
[bookmark: _Hlk515345179]AssistanceDataForRANPaging ::= SEQUENCE {
	ran-paging-attempt-info			RANPagingAttemptInfo	OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {AssistanceDataForRANPaging-ExtIEs} } OPTIONAL,
	...
}

AssistanceDataForRANPaging-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-NPNPagingAssistanceInformation	CRITICALITY ignore	EXTENSION NPNPagingAssistanceInformation	PRESENCE optional }|
	{ ID id-PagingCauseIndicationForVoiceServiceSupported	CRITICALITY ignore	EXTENSION PagingCauseIndicationForVoiceServiceSupported							PRESENCE optional	},
	...
}


*******************************
Skip to the next Change
*******************************
-- P


PacketDelayBudget ::= INTEGER (0..1023, ...)


PacketErrorRate ::= SEQUENCE {
	pER-Scalar			PER-Scalar,
	pER-Exponent		PER-Exponent,
	iE-Extensions		ProtocolExtensionContainer { {PacketErrorRate-ExtIEs} }	OPTIONAL,
	...
}

PacketErrorRate-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

PagingCauseIndicationForVoiceServiceSupported ::= ENUMERATED {
	true,
	false,
	...
}


PedestrianUE ::= ENUMERATED { 
	authorized,
	not-authorized,
	...
}

*******************************
Skip to the next Change
*******************************
[bookmark: _Toc20955410][bookmark: _Toc29991618][bookmark: _Toc36556021][bookmark: _Toc44497806][bookmark: _Toc45108193][bookmark: _Toc45901813][bookmark: _Toc51850894][bookmark: _Toc56693898][bookmark: _Toc64447442][bookmark: _Toc66286936][bookmark: _Toc74151634][bookmark: _Toc88654108]9.3.7	Constant definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

XnAP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-Access (22) modules (3) xnap (2) version1 (1) xnap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS
	ProcedureCode,
	ProtocolIE-ID
FROM XnAP-CommonDataTypes;


*******************************
Skip to the next Change
*******************************
id-PDUSessionExpectedUEActivityBehaviour															ProtocolIE-ID ::= 249
id-QoS-Mapping-Information																			ProtocolIE-ID ::= 250
id-AdditionLocationInformation																		ProtocolIE-ID ::= 251
id-dataForwardingInfoFromTargetE-UTRANnode															ProtocolIE-ID ::= 252
id-PagingCauseIndicationForVoiceServiceSupported													ProtocolIE-ID ::= 25x


END
-- ASN1STOP
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