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According to the discussion in R3-220928, we propose below TP for BL CR TS 38.473 including option A and option B.

----------------------------------------------------option A-----------------------------------------------------------
<Start of change>
[bookmark: _Toc51763543][bookmark: _Toc64448709][bookmark: _Toc66289368][bookmark: _Toc74154481][bookmark: _Toc534730099]8.13.9	Positioning Information Exchange
[bookmark: _Toc51763544][bookmark: _Toc64448710][bookmark: _Toc66289369][bookmark: _Toc74154482]8.13.9.1	General
[bookmark: _MON_1318314392][bookmark: _MON_1318314530][bookmark: _MON_1318271543]The Positioning Information Exchange procedure is initiated by the gNB-CU to indicate to the gNB-DU the need to configure the UE to transmit SRS signals and to retrieve the SRS configuration from the gNB-DU. The procedure uses UE-associated signalling.
[bookmark: _Toc534730100][bookmark: _Toc51763545][bookmark: _Toc64448711][bookmark: _Toc66289370][bookmark: _Toc74154483]8.13.9.2	Successful Operation


Figure 8.13.9.2-1: Positioning Information Exchange procedure, successful operation
The gNB-CU initiates the procedure by sending a POSITIONING INFORMATION REQUEST message to the gNB-DU.
[bookmark: _Hlk51140749]If the Requested SRS Transmission Characteristics IE is included in the POSITIONING INFORMATION REQUEST message, the gNB-DU may take this information into account when configuring SRS transmissions for the UE, and it shall include the SRS Configuration IE and the SFN Initialisation Time IE in the POSITIONING INFORMATION RESPONSE message.
If the Positioning context reservation information IE is included in the POSITIONING INFORMATION REQUEST message, the gNB-DU shall use this information to decide whether to release the positioning context for the UE.
<next change>
[bookmark: _Toc534730135][bookmark: _Toc51763672][bookmark: _Toc64448841][bookmark: _Toc66289500][bookmark: _Toc74154613]9.2.12.13	POSITIONING INFORMATION REQUEST
This message is sent by the gNB-CU to indicate to the gNB-DU the need to configure the UE to transmit SRS signals for uplink positioning measurement.
Direction: gNB-CU  gNB-DU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M 
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID 
	M
	
	9.3.1.5
	
	YES
	reject

	Requested SRS Transmission Characteristics
	O
	
	9.3.1.175
	
	YES
	ignore

	Positioning context reservation information 
	O
	
	9.3.1.x
	
	YES
	ignore



<next change>
9.3.1.x	Positioning Context Reservation Information
This information element contains the SRS resource for positioning.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Positioning Context Reservation
	M
	
	ENUMERATED (True, False...)
	

	Release condition
	O
	
	FFS
	




<end of change>

----------------------------------------------------option B------------------------------------------------------------
<start of change>
[bookmark: _Toc20955782][bookmark: _Toc29892876][bookmark: _Toc36556813][bookmark: _Toc45832199][bookmark: _Toc51763379][bookmark: _Toc64448542][bookmark: _Toc66289201][bookmark: _Toc74154314]8.3.3	UE Context Release (gNB-CU initiated)
[bookmark: _Toc20955783][bookmark: _Toc29892877][bookmark: _Toc36556814][bookmark: _Toc45832200][bookmark: _Toc51763380][bookmark: _Toc64448543][bookmark: _Toc66289202][bookmark: _Toc74154315]8.3.3.1	General
The purpose of the UE Context Release procedure is to enable the gNB-CU to order the release of the UE-associated logical connection or candidate cells in conditional handover or conditional PSCell change. The procedure uses UE-associated signalling.
[bookmark: _Toc20955784][bookmark: _Toc29892878][bookmark: _Toc36556815][bookmark: _Toc45832201][bookmark: _Toc51763381][bookmark: _Toc64448544][bookmark: _Toc66289203][bookmark: _Toc74154316]8.3.3.2	Successful Operation
[image: ]
Figure 8.3.3.2-1: UE Context Release (gNB-CU initiated) procedure. Successful operation
The gNB-CU initiates the procedure by sending the UE CONTEXT RELEASE COMMAND message to the gNB-DU. 
Upon reception of the UE CONTEXT RELEASE COMMAND message, the gNB-DU shall release all related signalling and user data transport resources and reply with the UE CONTEXT RELEASE COMPLETE message.
If the old gNB-DU UE F1AP ID IE is included in the UE CONTEXT RELEASE COMMAND message, the gNB-DU shall additionally release the UE context associated with the old gNB-DU UE F1AP ID.
If the UE CONTEXT RELEASE COMMAND message contains the RRC-Container IE, the gNB-DU shall send the RRC container to the UE via the SRB indicated by the SRB ID IE.
If the UE CONTEXT RELEASE COMMAND message includes the Execute Duplication IE, the gNB-DU shall perform CA based duplication, if configured, for the SRB for the included RRC-Container IE. 
If the Candidate Cells To Be Cancelled List IE is included in the UE CONTEXT RELEASE COMMAND message, the gNB-DU shall consider that the gNB-CU is cancelling only the conditional handover or conditional PSCell change associated to the cells identified by the included NR CGIs and associated to the UE-associated signaling identified by the gNB-CU UE F1AP ID IE and the gNB-DU UE F1AP ID IE.
If the Positioning context reservation information IE is included in the UE CONTEXT RELEASE COMMAND message, the gNB-DU shall use this information to decide whether to release the positioning context for the UE.

<next change>
[bookmark: _Toc20955877][bookmark: _Toc29892989][bookmark: _Toc36556926][bookmark: _Toc45832357][bookmark: _Toc51763610][bookmark: _Toc64448776][bookmark: _Toc66289435][bookmark: _Toc74154548]9.2.2.5	UE CONTEXT RELEASE COMMAND
This message is sent by the gNB-CU to request the gNB-DU to release the UE-associated logical F1 connection or candidate cells in conditional handover or conditional PSCell change.
Direction: gNB-CU  gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	RRC-Container
	O
	
	9.3.1.6
	Includes the DL-DCCH-Message IE as defined in subclause 6.2 of TS 38.331 [8] encapsulated in a PDCP PDU, or the DL-CCCH-Message IE as defined in subclause 6.2 of TS 38.331 [8].
	YES
	ignore

	SRB ID
	C- ifRRCContainer
	
	9.3.1.7
	The gNB-DU sends the RRC message on the indicated SRB.
	YES
	ignore

	old gNB-DU UE F1AP ID
	O
	
	9.3.1.5
	Include it if RRCReestablishmentRequest is not accepted
	YES
	ignore

	Execute Duplication
	O
	
	ENUMERATED (true, ...)
	This IE may be sent only if duplication has been configured for the UE. 
	YES
	ignore

	RRC Delivery Status Request
	O
	
	ENUMERATED (true, …)
	Indicates whether RRC DELIVERY REPORT procedure is requested for the RRC message.
	YES
	ignore

	Candidate Cells To Be Cancelled List
	
	0 .. <maxnoofCellsinCHO>
	
	
	YES
	reject

	>Target Cell ID
	M
	
	NR CGI
9.3.1.12
	
	-
	-

	Positioning Context Reservation Information 
	O
	
	9.3.1.x
	
	YES
	ignore



<next change>
[bookmark: _Toc51763882][bookmark: _Toc64449052][bookmark: _Toc66289711][bookmark: _Toc74154824]9.3.1.x	Positioning Context Reservation Information
This information element contains the SRS resource for positioning.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Positioning Context Reservation
	M
	
	ENUMERATED (True, False...)
	

	Release condition
	O
	
	FFS
	




<end of change>
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