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Introduction
In this contribution, we provide the further discussion on NR QoE configuration, and provide the corresponding text proposals to TS38.413, TS38.423.
Discussion
2.1 Left issues

This part focuses on the left issues of last meeting.
Whether slice ID should be configured as an explicit IE to UE over Uu, at least for RAN visible QoE metric configuration

For the issue above, we don’t see the necessity for including slice info as an explicit IE to UE over Uu, in R17. At current stage, there is no specific solution for per-slice RVQoE, and hence there is no clear requirement for including slice information inside RVQoE configuration. From our point of view, when UE APP collects the measurement results for RVQoE, it can just take the measurements over corresponding slice(s) that has been configured in legacy QoE. There is no need to add extra slice configuration for RVQoE, considering the limited time left. Other enhancements needed for per-slice RVQoE can be considered in R18. 
Proposal 1: There is no need to configure Slice ID as an explicit IE to UE over Uu in R17.
Whether to extend some NG messages, e.g. NGAP INITIAL UE MESSAGE, with a new QoE Measurement Capabilities IE including a UE Application Layer Measurement Capability and a Max Number of UE Application Layer Measurements
This issue should pending the work progress in RAN2. As far as we know, RAN2 has not get into discussion over the UE capability issue. So we would better wait for RAN2 progress. After RAN2 has made a decision on the specific design of UE application layer measurement capability, RAN3 can make corresponding enhancements over RAN2 specifications.
Proposal 2: Wait for RAN2 progress on related enhancement on UE application layer measurement capability.

2.2 Configuration details in stage 3 TP
- IE name

At last meeting, the IE which contains the configuration for QMC function is named QMC Activation IE. However, as some companies also noticed, during HO, where this IE may also be transferred over interfaces, it is not related to the procedure of Activation. So the name of this IE is better to be changed. We propose to replace the word ‘Activation’ by ‘Configuration’, i.e., using ‘QMC Configuration IE’ to replace the name ‘QMC Activation IE’. There might be some concern that over HO, the configuration container might not be transmitted over interfaces, but in that case, the transmitted information is also related to QMC function and can be viewed as configuration somehow.

Proposal 3: Replace the name of ‘QMC Activation IE’ with ‘QMC Configuration IE’.
In the 38.413 BL CR, there is also an IE name which might be a bit confusing: ‘UE Application Layer Measurement Information’. This IE defines the configuration information for QMC. However, we noticed in 38.473 BL CR for RVQoE that, the QoE related measurement results transferred from CU to DU is named as ‘QoE information’. In the mentioned two cases, the word ‘information’ refers to two totally different items, one is the configuration related information, the other one is the measurement results related information. For readers who are not familiar with the basic mechanism of QoE, the specifications would look confusing. So our suggestion is that, in 38.413, using ‘UE Application layer measurement configuration information’ IE , instead of a general description like ‘UE application layer measurement information’. 

Proposal 4: Replace the name of ‘UE Application layer measurement information IE’ with ‘UE Application layer measurement configuration information IE’.

-remove FFSs

There are some FFSs left in the BL CR to 38.413. We propose to remove some FFSs based on our analysis on current situation of NR QoE. The details can be seen in our proposed TP to BL CR for 38.413. A TP to 38.423 is also provided.

Proposal 5: It is proposed to agree on the TP to BL CR for 38.413[1] and the TP to 38.423[2].
Conclusion
Proposal 1: There is no need to configure Slice ID as an explicit IE to UE over Uu in R17.
Proposal 2: Wait for RAN2 progress on related enhancement on UE application layer measurement capability.
Proposal 3: Replace the name of ‘QMC Activation IE’ with ‘QMC Configuration IE’.
Proposal 4: Replace the name of ‘UE Application layer measurement information IE’ with ‘UE Application layer measurement configuration information IE’.

Proposal 5: It is proposed to agree on the TP to BL CR for 38.413[1] and the TP to 38.423[2].
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