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1. Introduction and Discussion
The discussion part can be seen in R3-220969 TP for SCG BL CR to TS 37.340.
Observation 1: The SN can decide whether to use partial rejection or legacy full rejection, and this gives the control to the SN which keeps align with the WID. 
Observation 2: The MN can initiate SN release if it cannot wait for the SCG resource.
Observation 3: Unnecessary SN change PingPong and signalling overhead may be introduced if partial rejection is not supported when MN requests SCG activation during SN addition.
Observation 4: Supporting partial rejection may provide better User experience because it may be faster to use the resource in the SN when the resource is available again compared with releasing the optimal SN and adding another worse SN.
Observation 5: From the prospective of signalling design, it would be better to support partial rejection when MN requests SCG activation during SN addition since RAN3 have agreed to support partial rejection for the other cases.
Observation 6: The MN can decide when to re-trigger the SCG deactivation request depending on the implementation if a specific cause value is introduced for data arrival. 
Observation 7: Only a general value is needed for the cases related to NW issues such as power saving and resource shortage because the reaction for the MN is the same, i.e. MN will not re-trigger the SCG activation request in a short time.
Observation 8: If SRB3 is not enabled, the UE assistance information message including UE overheating and UE power saving information shall be sent from the UE to the MN via SRB1, then the MN shall forward this information to the SN. If there are UE issues such as UE overheating and UE power saving, MN will not initiate SCG activation request at all. 
Observation 9: If SRB3 is enabled, the SN can not get the information related to the UE issues via SRB3 when SCG is deactivated.
Observation 10: There is no need to introduce the UE related cause values to inform the MN why the SCG activation request is rejected.
Observation 11: It seems that it is not necessary to introduce the UE related cause values to inform the SN why the SCG activation request is rejected since the SN will soon obtain the UE related information from the MN.
Observation 12: So far, we have not received any request from RAN2 to introduce any UE related specific cause values.
Observation 13: The DL Tx Stop IE is not originally designed for SCG (de)activation and enhancement may also be needed to reuse this IE. Introducing a new IE seems to be more straightforward and not a big cost.
Observation 14: MN needs to make a decision on the SCG state change in the SN initiated SCG (de)activation.

Proposal 1: For SCG activation during SN addition, SN can reject the SCG deactivation when accepting SN addition request.
Proposal 2: Introduce a specific cause value to indicate that the request is rejected due to data arrival.
Proposal 3: Introduce a general cause value to indicate that the request is rejected due to the rejection of SCG (de)activation.
Proposal 4: Confirm the WA on introducing a new IE to inform CU-UP about SCG (de)activation status as an agreement.
Proposal 5: Add a new IE, e.g., “SCG Activation Status” with two codepoints in the Bearer Context Setup/Modification Request message to inform CU-UP about the SCG state.
Proposal 6: The SCG Activation Request IE with two codepoints “activate SCG, deactivate SCG” shall be used in the SN Modification Required message.
This paper provides the corresponding TPs for TS 38.423, TS 36.423 and TS 38.463. 
2. Text Proposal for TS38.423
--------------------------------------------------Start of the change---------------------------------------------------
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The purpose of the S-NG-RAN node Addition Preparation procedure is to request the S-NG-RAN node to allocate resources for dual connectivity operation for a specific UE.
The procedure uses UE-associated signalling.
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Figure 8.3.1.2-1: S-NG-RAN node Addition Preparation, successful operation
The M-NG-RAN node initiates the procedure by sending the S-NODE ADDITION REQUEST message to the S-NG-RAN node.
When the M-NG-RAN node sends the S-NODE ADDITION REQUEST message, it shall start the timer TXnDCprep.
<Unrelated part omitted>

For each DRB configured as MN-terminated split bearer/SCG bearer, if the QoS Mapping Information IE is included in the DRBs Admitted List IE in the PDU Session Resource Setup Response Info – MN terminated IE of the S-NODE ADDITION REQUEST ACKNOWLEDGE message, the M-NG-RAN node shall, if supported, use it to set DSCP and/or flow label fields for the downlink IP packets which are transmitted from M-NG-RAN node to S-NG-RAN node through the GTP tunnels indicated by the UP Transport Layer Information IE.
If the SCG Activation Request IE is included in the S-NODE ADDITION REQUEST message, the S-NG-RAN node may use it to configure SCG resources as specified in TS 37.340 [8], and if supported, shall include the SCG Activation Status IE in the S-NODE ADDITION REQUEST ACKNOWLEDGE message.

Interactions with the S-NG-RAN node Reconfiguration Completion procedure:
If the S-NG-RAN node admits at least one PDU session resource, the S-NG-RAN node shall start the timer TXnDCoverall when sending the S-NODE ADDITION REQUEST ACKNOWLEDGE message to the M-NG-RAN node. The reception of the S-NODE RECONFIGURATION COMPLETE message shall stop the timer TXnDCoverall.
Interaction with the Activity Notification procedure
Upon receiving an S-NODE ADDITION REQUEST message containing the Desired Activity Notification Level IE, the S-NG-RAN node shall, if supported, use this information to decide whether to trigger subsequent Activation Notification procedures according to the requested notification level.
-----------------------------------------------------Next change-----------------------------------------------------------
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This procedure is used to enable an M-NG-RAN node to request an S-NG-RAN node to either modify the UE context at the S-NG-RAN node or to query the current SCG configuration for supporting delta signalling in M-NG-RAN node initiated S-NG-RAN node change, or to provide the S-RLF-related information to the S-NG-RAN node.
The procedure uses UE-associated signalling.
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Figure 8.3.3.2-1: M-NG-RAN node initiated S-NG-RAN node Modification Preparation, successful operation
The M-NG-RAN node initiates the procedure by sending the S-NODE MODIFICATION REQUEST message to the S-NG-RAN node.
When the M-NG-RAN node sends the S-NODE MODIFICATION REQUEST message, it shall start the timer TXnDCprep.
<Unrelated part omitted>

For each DRB configured as SN-terminated split bearer/MCG bearer, if the QoS Mapping Information IE is included in the DRBs To Be Modified List IE in the PDU Session Resource Modification Info – SN terminated IE of the S-NODE MODIFICATION REQUEST message, the S-NG-RAN node shall, if supported, use it to set DSCP and/or flow label fields for the downlink IP packets which are transmitted from S-NG-RAN node to M-NG-RAN node through the GTP tunnels indicated by the UP Transport Layer Information IE.
If the SCG Activation Request IE is included in the S-NODE MODIFICATION REQUEST message, the S-NG-RAN node may use it to configure SCG resources as specified in TS 37.340 [8], and if supported, shall include the SCG Activation Status IE in the S-NODE MODIFICATION REQUEST ACKNOWLEDGE message.

Interactions with the S-NG-RAN node Reconfiguration Completion procedure:
If the S-NG-RAN node admits a modification of the UE context requiring the M-NG-RAN node to report about the success of the RRC connection reconfiguration procedure, the S-NG-RAN node shall start the timer TXnDCoverall when sending the S-NODE MODIFICATION REQUEST ACKNOWLEDGE message to the M-NG-RAN node. The reception of the S-NG-RAN node RECONFIGURATION COMPLETE message shall stop the timer TXnDCoverall.
Interaction with the Activity Notification procedure
Upon receiving an S-NODE MODIFICATION REQUEST message containing the Desired Activity Notification Level IE, the S-NG-RAN node shall, if supported, use this information to decide whether to trigger subsequent Activity Notification procedures, or stop or modify ongoing triggering of these procedures due to a previous request.
Interaction with the Xn-U Address Indication procedure
For QoS flow mapped to DRBs configured with an SN terminated bearer option and removed from the SDAP in the S-NG-RAN node the S-NG-RAN node may provides data forwarding related information in the S-NODE MODIFICATION REQUEST ACKNOWLEDGE within the Data Forwarding and offloading Info from source NG-RAN node IE, in which case the M-NG-RAN node may decide to provide data forwarding addresses to the S-NG-RAN node and trigger the Xn-U Address Indication procedure as specified in TS 37.340 [8].
For QoS flow offloading from the S-NG-RAN node to the M-NG-RAN, the S-NG-RAN node may provide the data forwarding related information in the S-NODE MODIFICATION REQUEST ACKNOWLEDGE within the Data Forwarding and offloading Info from source NG-RAN node IE, in which case the M-NG-RAN node may decide to provide data forwarding addresses to the S-NG-RAN node and trigger the Xn-U Address Indication procedure as specified in TS 37.340 [8].
Interactions with the S-NG-RAN node initiated S-NG-RAN node Modification:
If the SN triggered IE set to "TRUE" is included in the S-NODE MODIFICATION REQUEST message, the S-NG-RAN node shall consider that the procedure has been initiated in response to the previously initiated S-NG-RAN node initiated S-NG-RAN node Modification procedure.
-----------------------------------------------------Next change-----------------------------------------------------------
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This procedure is used by the S-NG-RAN node to modify the UE context in the S-NG-RAN node.
The procedure uses UE-associated signalling.
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Figure 8.3.4.2-1: S-NG-RAN node initiated S-NG-RAN node Modification, successful operation.
The S-NG-RAN node initiates the procedure by sending the S-NODE MODIFICATION REQUIRED message to the M-NG-RAN node.
When the S-NG-RAN node sends the S-NODE MODIFICATION REQUIRED message, it shall start the timer TXnDCoverall.
<Unrelated part omitted>
For each DRB configured as SN-terminated split bearer/MCG bearer, if the QoS Mapping Information IE is included in the DRBs Admitted to be Setup or Modified List IE in the PDU Session Resource Modification Confirm Info – SN terminated IE of the S-NODE MODIFICATION CONFIRM message, the S-NG-RAN node shall, if supported, use it to set DSCP and/or flow label fields for the downlink IP packets which are transmitted from S-NG-RAN node to M-NG-RAN node through the GTP tunnels indicated by the UP Transport Layer Information IE.
If the SCG Activation Request IE is included in the S-NODE MODIFICATION REQUIRED message, the M-NG-RAN node shall consider that the S-NG-RAN node is about to reconfigure the SCG resources as specified in TS 37.340 [8].
Interaction with the S-NG-RAN node Addition Preparation procedure:
If the SCG Activation Request IE was included in the S-NODE ADDITION REQUEST message, the S-NG-RAN node may use the SCG Activation Status IE in the S-NG-RAN node initiated S-NG-RAN node Modification procedure.

Interaction with the M-NG-RAN node initiated S-NG-RAN node Modification Preparation procedure:
If applicable, as specified in TS 37.340 [8], the S-NG-RAN node may receive, after having initiated the S-NG-RAN node initiated S-NG-RAN node Modification procedure, the S-NODE MODIFICATION REQUEST message including the measGapConfig IE as defined in TS 38.331 [10] within the M-NG-RAN node to S-NG-RAN node Container IE.
If applicable, the S-NG-RAN node may receive, after having initiated the S-NG-RAN node initiated S-NG-RAN node Modification procedure, the S-NODE MODIFICATION REQUEST message including the SN triggered IE.
-----------------------------------------------------Next change-----------------------------------------------------------
9.1.2.8	S-NODE MODIFICATION REQUIRED
This message is sent by the S-NG-RAN node to the M-NG-RAN node to request the modification of S-NG-RAN node resources for a specific UE.
Direction: S-NG-RAN node  M-NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	reject

	Cause
	M
	
	9.2.3.2
	
	YES
	ignore

	PDCP Change Indication
	O
	
	9.2.3.74
	
	YES
	ignore

	PDU Session Resources To Be Modified List
	
	0..1
	
	
	YES
	ignore

	>PDU Session Resources To Be Modified Item
	
	1 .. <maxnoofPDUSessions>
	
	NOTE: If neither the 
PDU Session Resource Modification Required Info – SN terminated IE 
nor the
PDU Session Resource Modification Required Info – MN terminated IE
is present in a PDU Session Resources To Be Modified Item IE, abnormal conditions as specified in clause 8.3.4.4 apply.
	–
	

	>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>PDU Session Resource Modification Required Info – SN terminated
	O
	
	9.2.1.20
	
	–
	

	>>PDU Session Resource Modification Required Info – MN terminated
	O
	
	9.2.1.22
	
	–
	

	PDU Session Resources To Be Released List
	
	0..1
	
	
	YES
	ignore

	>PDU Session Resources To Be Released Item
	
	1 .. <maxnoofPDUSessions>
	
	
	–
	

	>PDU sessions to be released List – SN terminated
	O
	
	PDU session List with data forwarding request info
9.2.1.24
	
	–
	

	>PDU sessions to be released List – MN terminated
	O
	
	PDU session List with Cause
9.2.1.26
	
	–
	

	S-NG-RAN node to M-NG-RAN node Container
	O
	
	OCTET STRING
	Includes the CG-Config message as defined in subclause 11.2.2 of TS 38.331 [10].
	YES
	ignore

	Spare DRB IDs
	O
	
	DRB List
9.2.1.29
	Indicates the list of unnecessary DRB IDs that had been used by the S-NG-RAN node.
	YES
	ignore

	Required Number of DRB IDs
	O
	
	Number of DRBs
9.2.3.78
	Indicates the number of DRB IDs that the S-NG-RAN node requests more.
	YES
	ignore

	Location Information at S-NODE
	O
	
	Target Cell Global ID
9.2.3.25
	Contains information to support localisation of the UE
	YES
	ignore

	MR-DC Resource Coordination Information
	O
	
	9.2.2.33
	Information used to coordinate resource utilisation between M-NG-RAN node and S-NG-RAN node. 
	YES
	Ignore

	RRC Config Indication
	O
	
	9.2.3.72
	
	YES
	reject

	SCG Indicator
	O
	
	ENUMERATED(released,...)
	
	YES
	ignore

	SCG Activation Request
	O
	
	9.2.3.xxx
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions. Value is 256



-----------------------------------------------------Next change-----------------------------------------------------------
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The purpose of the Cause IE is to indicate the reason for a particular event for the XnAP protocol.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Cause Group
	M
	
	
	

	>Radio Network Layer
	
	
	
	

	>>Radio Network Layer Cause 
	M
	
	ENUMERATED
(
Cell not Available,
Handover Desirable for Radio Reasons,
Handover Target not Allowed,
Invalid AMF Set ID,
No Radio Resources Available in Target Cell,
Partial Handover,
Reduce Load in Serving Cell,
Resource Optimisation Handover,
Time Critical Handover,
TXnRELOCoverall Expiry,
TXnRELOCprep Expiry,
Unknown GUAMI ID,
Unknown Local NG-RAN node UE XnAP ID,
Inconsistent Remote NG-RAN node UE XnAP ID,
Encryption And/Or Integrity Protection Algorithms Not Supported,
Protection Algorithms Not Supported,
Multiple PDU Session ID Instances,
Unknown PDU Session ID,
Unknown QoS Flow ID,
Multiple QoS Flow ID Instances,
Switch Off Ongoing,
Not supported 5QI value,
TXnDCoverall Expiry,
TXnDCprep Expiry,
Action Desirable for Radio Reasons,
Reduce Load,
Resource Optimisation,
Time Critical action,
Target not Allowed,
No Radio Resources Available,
Invalid QoS combination,
Encryption Algorithms Not Supported,
Procedure cancelled,
RRM purpose,
Improve User Bit Rate,
User Inactivity,
Radio Connection With UE Lost,
Failure in the Radio Interface Procedure,
Bearer Option not Supported,
UP integrity protection not possible, UP confidentiality protection not possible,
Resources not available for the slice(s),
UE Maximum integrity protected data rate reason,
CP Integrity Protection Failure,
UP Integrity Protection Failure,
Slice(s) not supported by NG-RAN,
MN Mobility,
SN Mobility,
Count reaches max value,
Unknown Old NG-RAN node UE XnAP ID,
PDCP Overload,
DRB ID not available,
Unspecified,
…,
UE Context ID not known, Non-relocation of context, CHO-CPC resources to be changed,
RSN not available for the UP,
NPN access denied,
Report Characteristics Empty, 
Existing Measurement ID, 
Measurement Temporarily not Available,
Measurement not Supported For The Object,
UE Power Saving,
Not existing NG-RAN node2 Measurement ID, Insufficient UE Capabilities, Normal Release,
Requested SCG state not available, 
Requested SCG state not available due to data arrival)
	

	>Transport Layer
	
	
	
	

	>>Transport Layer Cause
	M
	
	ENUMERATED
(Transport Resource Unavailable,
Unspecified,
…)
	

	>Protocol
	
	
	
	

	>>Protocol Cause
	M
	
	ENUMERATED
(Transfer Syntax Error,
Abstract Syntax Error (Reject),
Abstract Syntax Error (Ignore and Notify),
Message not Compatible with Receiver State,
Semantic Error,
Abstract Syntax Error (Falsely Constructed Message), Unspecified, …)
	

	>Misc
	
	
	
	

	>>Miscellaneous Cause
	M
	
	ENUMERATED
(Control Processing Overload,
Hardware Failure,
O&M Intervention,
Not enough User Plane Processing Resources,
Unspecified, …)
	



The meaning of the different cause values is specified in the following table. In general, "not supported" cause values indicate that the related capability is missing. On the other hand, "not available" cause values indicate that the related capability is present, but insufficient resources were available to perform the requested action.
	Radio Network Layer cause
	Meaning

	Cell not Available
	The concerned cell is not available.

	Handover Desirable for Radio Reasons
	The reason for requesting handover is radio related.

	Handover Target not Allowed
	Handover to the indicated target cell is not allowed for the UE in question.

	Invalid AMF Set ID
	The target NG-RAN node doesn’t belong to the same AMF Set of the source NG-RAN node, i.e. NG handovers should be attempted instead.

	No Radio Resources Available in Target Cell
	The target cell doesn’t have sufficient radio resources available.

	Partial Handover
	Provides a reason for the handover cancellation. The target NG-RAN node did not admit all PDU Sessions included in the HANDOVER REQUEST and the source NG-RAN node estimated service continuity for the UE would be better by not proceeding with handover towards this particular target NG-RAN node.

	Reduce Load in Serving Cell
	Load in serving cell needs to be reduced. When applied to handover preparation, it indicates the handover is triggered due to load balancing.

	Resource Optimisation Handover
	The reason for requesting handover is to improve the load distribution with the neighbour cells.

	Time Critical Handover
	Handover is requested for time critical reason i.e. this cause value is reserved to represent all critical cases where the connection is likely to be dropped if handover is not performed.

	TXnRELOCoverall Expiry
	The reason for the action is expiry of timer TXnRELOCoverall.

	TXnRELOCprep Expiry
	Handover Preparation procedure is cancelled when timer TXnRELOCprep expires.

	Unknown GUAMI ID
	The target NG-RAN node belongs to the same AMF Set of the source NG-RAN node and recognizes the AMF Set ID. However, the GUAMI value is unknown to the target NG-RAN node.

	Unknown Local NG-RAN node UE XnAP ID 
	The action failed because the receiving NG-RAN node does not recognise the local NG-RAN node UE XnAP ID.

	Inconsistent Remote NG-RAN node UE XnAP ID
	The action failed because the receiving NG-RAN node considers that the received remote NG-RAN node UE XnAP ID is inconsistent..

	Encryption And/Or Integrity Protection Algorithms Not Supported
	The target NG-RAN node is unable to support any of the encryption and/or integrity protection algorithms supported by the UE.

	Multiple PDU Session ID Instances
	The action failed because multiple instances of the same PDU Session had been provided to the NG-RAN node.

	Unknown PDU Session ID
	The action failed because the PDU Session ID is unknown in the NG-RAN node.

	Unknown QoS Flow ID
	The action failed because the QoS Flow ID is unknown in the NG-RAN node.

	Multiple QoS Flow ID Instances
	The action failed because multiple instances of the same QoS flow had been provided to the NG-RAN node.

	Switch Off Ongoing
	The reason for the action is an ongoing switch off i.e. the concerned cell will be switched off after offloading and not be available. It aides the receiving NG-RAN node in taking subsequent actions, e.g. selecting the target cell for subsequent handovers. 

	Not supported 5QI value
	The action failed because the requested 5QI is not supported.

	TXnDCoverall Expiry
	The reason for the action is expiry of timer TXnDCoverall.

	TXnDCprep Expiry
	The reason for the action is expiry of timer TXnDCprep

	Action Desirable for Radio Reasons
	The reason for requesting the action is radio related.
In the current version of this specification applicable for Dual Connectivity only.

	Reduce Load
	Load in the cell(group) served by the requesting node needs to be reduced.
In the current version of this specification applicable for Dual Connectivity only.

	Resource Optimisation
	The reason for requesting this action is to improve the load distribution with the neighbour cells.
In the current version of this specification applicable for Dual Connectivity only.

	Time Critical action
	The action is requested for time critical reason i.e. this cause value is reserved to represent all critical cases where radio resources are likely to be dropped if the requested action is not performed.
In the current version of this specification applicable for Dual Connectivity only.

	Target not Allowed
	Requested action towards the indicated target cell is not allowed for the UE in question.
In the current version of this specification applicable for Dual Connectivity only.

	No Radio Resources Available
	The cell(s) in the requested node don’t have sufficient radio resources available.
In the current version of this specification applicable for Dual Connectivity only.

	Invalid QoS combination
	The action was failed because of invalid QoS combination.
In the current version of this specification applicable for Dual Connectivity only.

	Encryption Algorithms Not Supported
	The requested NG-RAN node is unable to support any of the encryption algorithms supported by the UE.
In the current version of this specification applicable for Dual Connectivity only.

	Procedure cancelled
	The sending node cancelled the procedure due to other urgent actions to be performed.
In the current version of this specification applicable for Dual Connectivity only.

	RRM purpose
	The procedure is initiated due to node internal RRM purposes.
In the current version of this specification applicable for Dual Connectivity only.

	Improve User Bit Rate
	The reason for requesting this action is to improve the user bit rate.
In the current version of this specification applicable for Dual Connectivity only.

	User Inactivity
	The action is requested due to user inactivity on all PDU Sessions. The action may be performed on several levels: 
-	on UE Context level, if NG is requested to be released in order to optimise the radio resources; or S-NG-RAN node didn’t see activity on the PDU session recently.
-	on PDU Session Resource or DRB or QoS flow level, e.g. if Activity Notification indicate lack of activity
In the current version of this specification applicable for Dual Connectivity only.

	Radio Connection With UE Lost
	The action is requested due to losing the radio connection to the UE.
In the current version of this specification applicable for Dual Connectivity only.

	Failure in the Radio Interface Procedure
	Radio interface procedure has failed.
In the current version of this specification applicable for Dual Connectivity only.

	Bearer Option not Supported
	The requested bearer option is not supported by the sending node.
In the current version of this specification applicable for Dual Connectivity only.

	UP integrity protection not possible
	The PDU session cannot be accepted according to the required user plane integrity protection policy.

	UP confidentiality protection not possible
	The PDU session cannot be accepted according to the required user plane confidentiality protection policy.

	Resources not available for the slice(s)
	The requested resources are not available for the slice(s).

	UE Maximum integrity protected data rate reason
	The request is not accepted in order to comply with the maximum data rate for integrity protection supported by the UE.

	CP Integrity Protection Failure
	The request is not accepted due to failed control plane integrity protection. 

	UP Integrity Protection Failure
	The procedure is initiated because the SN (hosting node) detected an Integrity Protection failure in the UL PDU coming from the MN. 

	Slice(s) not supported by NG-RAN
	The failure is due to slice(s) not supported by the NG-RAN node.

	MN Mobility
	The procedure is initiated due to relocation of the M-NG-RAN node UE context.

	SN Mobility
	The procedure is initiated due to relocation of the S-NG-RAN node UE context.

	Count reaches max value,
	Indicates the PDCP COUNT for UL or DL reached the max value and the bearer may be released.

	Unknown Old NG-RAN node UE XnAP ID
	The action failed because the Old NG-RAN node UE XnAP ID or the S-NG-RAN node UE XnAP ID is unknown. 

	PDCP Overload
	The procedure is initiated due to PDCP resource limitation.

	DRB ID not available
	The action failed because the M-NG-RAN node is not able to provide additional DRB IDs to the S-NG-RAN node.

	Unspecified
	Sent for radio network layer cause when none of the specified cause values applies.

	UE Context ID not known
	The context retrieval procedure cannot be performed because the UE context cannot be identified.

	Non-relocation of context
	The context retrieval procedure is not performed because the old RAN node has decided not to relocate the UE context.

	CHO-CPC resources to be changed
	The prepared resources for CHO or CPC for a UE are to be changed.

	RSN not available for the UP
	The redundant user plane resources are not available.

	NPN Access denied
	Access denied, or release is required, due to NPN reasons.

	Report Characteristics Empty
	The action failed because there is no measurement object in the report characteristics.

	Existing Measurement ID
	The action failed because the measurement ID is already used.

	Measurement Temporarily not Available
	The NG-RAN node can temporarily not provide the requested measurement object.

	Measurement not Supported For The Object
	At least one of the concerned object(s) does not support the requested measurement.

	Report Characteristics Empty
	The action failed because there is no measurement object in the report characteristics.

	UE Power Saving
	The procedure is initiated to accommodate the preference indicated by UE to release the S-NG-RAN node for UE power saving purpose.

	Not existing NG-RAN node2 Measurement ID
	The action failed because the NG-RAN node2 Measurement ID is not used.

	Insufficient UE Capabilities
	The procedure can’t proceed due to insufficient UE capabilities.

	Normal Release
	The release is due to normal reasons.

	Requested SCG state not available
	The action failed because the requested SCG state is not available.

	Requested SCG state not available due to data arrival
	The action failed because the requested SCG state is not available due to data arrival.



	Transport Layer cause
	Meaning

	Transport resource unavailable
	The required transport resources are not available.

	Unspecified
	Sent when none of the above cause values applies but still the cause is Transport Network Layer related.



	NAS cause
	Meaning

	Unspecified
	Sent when none of the above cause values applies but still the cause is NAS related.



	Protocol cause
	Meaning

	Transfer Syntax Error
	The received message included a transfer syntax error.

	Abstract Syntax Error (Reject)
	The received message included an abstract syntax error and the concerning criticality indicated "reject".

	Abstract Syntax Error (Ignore And Notify)
	The received message included an abstract syntax error and the concerning criticality indicated "ignore and notify".

	Message Not Compatible With Receiver State
	The received message was not compatible with the receiver state.

	Semantic Error
	The received message included a semantic error.

	Abstract Syntax Error (Falsely Constructed Message)
	The received message contained IEs or IE groups in wrong order or with too many occurrences.

	Unspecified
	Sent when none of the above cause values applies but still the cause is Protocol related.



	Miscellaneous cause
	Meaning

	Control Processing Overload
	NG-RAN node control processing overload.

	Hardware Failure
	NG-RAN node hardware failure.

	Not enough User Plane Processing Resources
	NG-RAN node has insufficient user plane processing resources available.

	O&M Intervention
	Operation and Maintenance intervention related to NG-RAN node equipment.

	Unspecified
	Sent when none of the above cause values applies and the cause is not related to any of the categories Radio Network Layer, Transport Network Layer or Protocol.



-----------------------------------------------------ASN.1 change-----------------------------------------------------------

[bookmark: _Toc51850891][bookmark: _Toc29991615][bookmark: _Toc64447439][bookmark: _Toc56693895][bookmark: _Toc45108190][bookmark: _Toc66286933][bookmark: _Toc20955407][bookmark: _Toc36556018][bookmark: _Toc44497803][bookmark: _Toc45901810]9.3.4	PDU Definitions
-- ASN1START
-- **************************************************************
--
-- PDU definitions for XnAP.
--
-- **************************************************************

XnAP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

-----------Skip unchanged------------

-- **************************************************************
--
-- S-NODE MODIFICATION REQUIRED
--
-- **************************************************************

SNodeModificationRequired ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ SNodeModificationRequired-IEs}},
	...
}

SNodeModificationRequired-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-M-NG-RANnodeUEXnAPID					CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-S-NG-RANnodeUEXnAPID					CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-Cause									CRITICALITY ignore		TYPE Cause											PRESENCE mandatory}|
	{ ID id-PDCPChangeIndication					CRITICALITY ignore		TYPE PDCPChangeIndication						PRESENCE optional }|
	{ ID id-PDUSessionToBeModifiedSNModRequired		CRITICALITY ignore		TYPE PDUSessionToBeModifiedSNModRequired	PRESENCE optional }|
	{ ID id-PDUSessionToBeReleasedSNModRequired		CRITICALITY ignore		TYPE PDUSessionToBeReleasedSNModRequired	PRESENCE optional }|
	{ ID id-SN-to-MN-Container						CRITICALITY ignore		TYPE OCTET STRING									PRESENCE optional }|
	{ ID id-SpareDRBIDs								CRITICALITY ignore		TYPE DRB-List										PRESENCE optional }|
	{ ID id-RequiredNumberOfDRBIDs					CRITICALITY ignore		TYPE DRB-Number										PRESENCE optional }|
	{ ID id-LocationInformationSN					CRITICALITY ignore		TYPE Target-CGI										PRESENCE optional }|
	{ ID id-MR-DC-ResourceCoordinationInfo			CRITICALITY ignore		TYPE MR-DC-ResourceCoordinationInfo			PRESENCE optional }|
	{ ID id-RRCConfigIndication						CRITICALITY reject		TYPE RRCConfigIndication							PRESENCE optional }|
	{ ID id-AvailableFastMCGRecoveryViaSRB3			CRITICALITY ignore		TYPE AvailableFastMCGRecoveryViaSRB3			PRESENCE optional }|
	{ ID id-ReleaseFastMCGRecoveryViaSRB3			CRITICALITY ignore		TYPE ReleaseFastMCGRecoveryViaSRB3				PRESENCE optional }|
	{ ID id-SCGActivationRequest					CRITICALITY ignore		TYPE SCGActivationRequest				PRESENCE optional},
	...
}

[bookmark: _Toc44497804][bookmark: _Toc29991616][bookmark: _Toc51850892][bookmark: _Toc64447440][bookmark: _Toc45108191][bookmark: _Toc45901811][bookmark: _Toc56693896][bookmark: _Toc36556019][bookmark: _Toc20955408][bookmark: _Toc66286934]9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

-----------Skip unchanged------------

CauseRadioNetworkLayer ::= ENUMERATED {
	cell-not-available,
	handover-desirable-for-radio-reasons,
	handover-target-not-allowed,
	invalid-AMF-Set-ID,
	no-radio-resources-available-in-target-cell,
	partial-handover,
	reduce-load-in-serving-cell,
	resource-optimisation-handover,
	time-critical-handover,
	tXnRELOCoverall-expiry,
	tXnRELOCprep-expiry,
	unknown-GUAMI-ID,
	unknown-local-NG-RAN-node-UE-XnAP-ID,
	inconsistent-remote-NG-RAN-node-UE-XnAP-ID,
	encryption-and-or-integrity-protection-algorithms-not-supported,
	protection-algorithms-not-supported,
	multiple-PDU-session-ID-instances,
	unknown-PDU-session-ID,
	unknown-QoS-Flow-ID,
	multiple-QoS-Flow-ID-instances,
	switch-off-ongoing,
	not-supported-5QI-value,
	tXnDCoverall-expiry,
	tXnDCprep-expiry,
	action-desirable-for-radio-reasons,
	reduce-load,
	resource-optimisation,
	time-critical-action,
	target-not-allowed,
	no-radio-resources-available,
	invalid-QoS-combination,
	encryption-algorithms-not-supported,
	procedure-cancelled,
	rRM-purpose,
	improve-user-bit-rate,
	user-inactivity,
	radio-connection-with-UE-lost,
	failure-in-the-radio-interface-procedure,
	bearer-option-not-supported,
	up-integrity-protection-not-possible,
	up-confidentiality-protection-not-possible,
	resources-not-available-for-the-slice-s,
	ue-max-IP-data-rate-reason,
	cP-integrity-protection-failure,
	uP-integrity-protection-failure,
	slice-not-supported-by-NG-RAN,
	mN-Mobility,
	sN-Mobility,
	count-reaches-max-value,
	unknown-old-NG-RAN-node-UE-XnAP-ID,
	pDCP-Overload,
	drb-id-not-available,
	unspecified,
	...,
	ue-context-id-not-known,
	non-relocation-of-context,
	cho-cpc-resources-tobechanged,
	rSN-not-available-for-the-UP,
	npn-access-denied,
	report-characteristics-empty,
	existing-measurement-ID,
	measurement-temporarily-not-available,
	measurement-not-supported-for-the-object,
	ue-power-saving,
[bookmark: _Hlk53047934]	unknown-NG-RAN-node2-Measurement-ID,
	insufficient-ue-capabilities,
	normal-release,
	Requested-SCG-state-not-available,
	Requested-SCG-state-not-available-due-to-data-arrival
}



3. Text Proposal for TS36.423
--------------------------------------------------Start of the change---------------------------------------------------
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[bookmark: _Toc45227509][bookmark: _Toc73979656][bookmark: _Toc88650380][bookmark: _Toc36550285][bookmark: _Toc56527960][bookmark: _Toc29906295][bookmark: _Toc64381927][bookmark: _Toc66283502][bookmark: _Toc45891323][bookmark: _Toc67910878][bookmark: _Toc51763961][bookmark: _Toc45104013][bookmark: _Toc29902291][bookmark: _Toc20954287]8.7.4.1	General
The purpose of the SgNB Addition Preparation procedure is to request the en-gNB to allocate resources for EN-DC connectivity operation for a specific UE.
The procedure uses UE-associated signalling.
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Figure 8.7.4.2-1: SgNB Addition Preparation, successful operation
The MeNB initiates the procedure by sending the SGNB ADDITION REQUEST message to the en-gNB. When the MeNB sends the SGNB ADDITION REQUEST message, it shall start the timer TDCprep.
The allocation of resources according to the values of the Allocation and Retention Priority IE included in the Full E-RAB Level QoS Parameters IE or in the Requested MCG E-RAB Level QoS Parameters IE or in the Requested SCG E-RAB Level QoS Parameters IE shall follow the principles described for the E-RAB Setup procedure in TS 36.413 [4].
<Unrelated part omitted>

For each requested E-RAB configured as MN-terminated split bearer/SCG bearer, if the QoS Mapping Information IE is contained in the GTP Tunnel Endpoint IE in the SGNB ADDITION REQUEST ACKNOWLEDGE message, the MeNB shall, if supported, use it to set DSCP and/or flow label fields for the downlink IP packets which are transmitted from MeNB to en-gNB through the GTP tunnels indicated by the GTP Tunnel Endpoint IE.
If the Source NG-RAN Node ID IE is included in the SGNB ADDITION REQUEST message, the en-gNB shall, if supported, use it to decide the direct data forwarding path availability with the indicated source NG-RAN node, and if the direct data forwarding path is available, include the Direct Forwarding Path Availability IE in the SGNB ADDITION REQUEST ACKNOWLEDGE message.
If the SCG Activation Request IE is included in the SGNB ADDITION REQUEST message, the en-gNB may use it to configure SCG resources as specified in TS 37.340 [32], and if supported, shall include the SCG Activation Status IE in the SGNB ADDITION REQUEST ACKNOWLEDGE message. 

Interactions with the MeNB initiated SgNB Modification procedure:
If the en-gNB provides for an E-RAB for which the PDCP entiy is allocated at the MeNB the Secondary SgNB DL GTP Tunnel Endpoint at SCG IE to the MeNB in the SGNB ADDITION REQUEST ACKNOWLEDGE message and the MeNB has not provided the Secondary MeNB UL GTP Tunnel Endpoint at PDCP IE in the SGNB ADDITION REQUEST message, the MeNB shall trigger the MeNB initiated SgNB Modification procedure to provide the Secondary MeNB UL GTP Tunnel Endpoint at PDCP IE to the SgNB.
Interactions with the SgNB Reconfiguration Completion procedure:
If the en-gNB admits at least one E-RAB, the en-gNB shall start the timer TDCoverall when sending the SGNB ADDITION REQUEST ACKNOWLEDGE message to the MeNB. The reception of the SGNB RECONFIGURATION COMPLETE message shall stop the timer TDCoverall.
Interaction with the Activity Notification procedure
Upon receiving an SGNB ADDITION REQUEST message containing the Desired Activity Notification Level IE, the en-gNB shall, if supported, use this information to decide whether to trigger subsequent SgNB Activitity Notification procedures according to the requested notification level.
-----------------------------------------------------Next change----------------------------------------------------------
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This procedure is used to enable an MeNB to request an en-gNB to modify the UE context at the en-gNB, or to query the current SCG configuration for supporting delta signalling in MeNB initiated SgNB change, or to provide the S-RLF-related information to the en-gNB.
The procedure uses UE-associated signalling.
[bookmark: _Toc81228172]8.7.6.2	Successful Operation


Figure 8.7.6.2-1: MeNB initiated SgNB Modification Preparation, successful operation
The MeNB initiates the procedure by sending the SGNB MODIFICATION REQUEST message to the en-gNB. When the MeNB sends the SGNB MODIFICATION REQUEST message, it shall start the timer TDCprep.
<Unrelated part omitted>

For each requested E-RAB configured as MN-terminated split bearer/SCG bearer, if the QoS Mapping Information IE is contained in the GTP Tunnel Endpoint IE in the SGNB MODIFICATION REQUEST ACKNOWLEDGE message, the MeNB shall, if supported, use it to set DSCP and/or flow label fields for the downlink IP packets which are transmitted from MeNB to SgNB through the GTP tunnels indicated by the GTP Tunnel Endpoint IE.
If the SCG Activation Request IE is included in the SGNB MODIFICATION REQUEST message, the en-gNB may use it to configure SCG resources as specified in TS 37.340 [32], and if supported, shall include the SCG Activation Status IE in the SGNB MODIFICATION REQUEST ACKNOWLEDGE message.

Interactions with the MeNB initiated SgNB Modification procedure:
If the en-gNB provides for an E-RAB to be setup for which the PDCP entiy is allocated at the MeNB the Secondary SgNB DL GTP Tunnel Endpoint at SCG IE and the LCID IE to the MeNB in the SGNB MODIFICATION REQUEST ACKNOWLEDGE message and the MeNB has not provided the Secondary MeNB UL GTP Tunnel Endpoint at PDCP IE and the Duplication Activation IE in the SGNB MODIFICATION REQUEST message, the MeNB shall trigger the MeNB initiated SgNB Modification procedure to provide the Secondary MeNB UL GTP Tunnel Endpoint at PDCP IE and the Duplication Activation IE to the SgNB.
Interactions with the SgNB Reconfiguration Completion procedure:
If the en-gNB admits a modification of the UE context requiring the MeNB to report about the success of the RRC connection reconfiguration procedure, the en-gNB shall start the timer TDCoverall when sending the SGNB MODIFICATION REQUEST ACKNOWLEDGE message to the MeNB. The reception of the SGNB RECONFIGURATION COMPLETE message shall stop the timer TDCoverall.
Interaction with the Activity Notification procedure
Upon receiving an SGNB MODIFICATION REQUEST message containing the Desired Activity Notification Level IE, the en-gNB shall, if supported, use this information to decide whether to trigger subsequent SgNB Activity Notification procedures, or stop or modify ongoing triggering of these procedures due to a previous request.
Interaction with the SgNB initiated SgNB Modification Preparation procedure:
If the MeNB receives the SGNB MODIFICATION REQUIRED message and the requested SN modification procedure needs further information from MeNB, the MeNB shall send SGNB MODIFICATION REQUEST message to en-gNB in response to a previously SgNB initiated SgNB Modification procedure.
----------------------------------------------------Next change----------------------------------------------------------
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This procedure is used by the en-gNB to modify the UE context in the en-gNB.
The procedure uses UE-associated signalling.
8.7.7.2	Successful Operation


Figure 8.7.7.2-1: SgNB initiated SgNB Modification, successful operation.
The en-gNB initiates the procedure by sending the SGNB MODIFICATION REQUIRED message to the MeNB. When the en-gNB sends the SGNB MODIFICATION REQUIRED message, it shall start the timer TDCoverall.

<Unrelated part omitted>
If the Location Information at SgNB IE is included in the SGNB MODIFICATION REQUIRED, the MeNB shall store the included information so that it may be transferred towards the MME.
If the SCG Activation Request IE is included in the SGNB MODIFICATION REQUIRED message, the MeNB shall consider that the S-NG-RAN node is about to reconfigure the SCG resources as specified in TS 37.340 [32].

Interaction with the SgNB Addition Preparation procedure:
If the SCG Activation Request IE was included in the SGNB ADDITION REQUEST message, the en-gNB may use the SCG Activation Request IE in the SgNB initiated SgNB Modification procedure.
Interaction with the MeNB initiated SgNB Modification Preparation procedure:
If applicable, as specified in TS 37.340 [32], the en-gNB may receive, after having initiated the SgNB initiated SgNB Modification procedure, the SGNB MODIFICATION REQUEST message including the DL Forwarding GTP Tunnel Endpoint IE and the UL Forwarding GTP Tunnel Endpoint IE within the E-RABs To Be Released List IE.
If applicable, as specified in TS 37.340 [32], the en-gNB may receive, after having initiated the SgNB initiated SgNB Modification procedure, the SGNB MODIFICATION REQUEST message including the SgNB Security Key IE within the UE Context Information IE.
If applicable, as specified in TS 37.340 [32], the en-gNB may receive, after having initiated the SgNB initiated SgNB Modification procedure, the SGNB MODIFICATION REQUEST message including the measGapConfig IE as defined in TS 38.331 [31] within the MeNB to SgNB Container IE.
The en-gNB may receive, after having initiated the SgNB initiated SgNB modification procedure including the New DRB ID Request IE for an SN terminated bearer within the E-RABs To Be Modified List IE, the SGNB MODIFICATION REQUEST message to release and add the same bearer with a new DRB ID or with the same DRB ID but together with the SgNB Security Key IE within the UE Context Information IE. 
The en-gNB may receive, after having initiated the SgNB initiated SgNB modification procedure, the SGNB MODIFICATION REQUEST message including the SN triggered IE.
-----------------------------------------------------Next change----------------------------------------------------------
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This message is sent by the en-gNB to the MeNB to request the modification of en-gNB resources for a specific UE.
Direction: en-gNB  MeNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID
9.2.24
	Allocated at the MeNB.
	YES
	reject

	SgNB UE X2AP ID
	M
	
	en-gNB UE X2AP ID
9.2.100
	Allocated at the en-gNB.
	YES
	reject

	Cause
	M
	
	9.2.6
	
	YES
	ignore

	PDCP Change Indication
	O
	
	9.2.109
	
	YES
	ignore

	E-RABs To Be Released List
	
	0..1
	
	
	YES
	ignore

	>E-RABs To Be Released Item
	
	1 .. <maxnoofBearers>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>Cause
	M
	
	9.2.6
	
	–
	

	>>RLC Mode
	O
	
	RLC Mode
9.2.119
	Indicates the RLC mode at the en-gNB for PDCP transfer to MeNB.
	YES
	ignore

	SgNB to MeNB Container
	O
	
	OCTET STRING
	Includes the NR CG-Config message as defined in TS 38.331 [31].
	YES
	ignore

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID
9.2.86
	Allocated at the MeNB
	YES
	reject

	E-RABs To Be Modified List
	
	0..1
	
	
	YES
	ignore

	>E-RABs To Be Modified Item
	
	1 .. <maxnoofBearers>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>PDCP present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>Requested MCG E-RAB Level QoS Parameters
	O
	
	E-RAB Level QoS Parameters 9.2.9
	Includes E-RAB level QoS parameters requested to be provided by the MCG.
	–
	

	>>>>UL Configuration
	O
	
	9.2.118
	Information about UL usage in the MeNB.
	–
	

	>>>>UL PDCP SN Length
	O
	
	PDCP SN Length
9.2.133
	Shall be ignored by the MeNB if received.
	YES
	ignore

	>>>>DL PDCP SN Length
	O
	
	PDCP SN Length
9.2.133
	Shall be ignored by the MeNB if received.
	YES
	ignore

	>>>>SgNB UL GTP Tunnel Endpoint at PDCP
	O
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the X2-U transport bearer at PDCP. For delivery of UL PDCP PDUs.
	–
	

	>>>>S1 DL GTP Tunnel Endpoint at the SgNB
	O
	
	GTP Tunnel Endpoint 9.2.1
	en-gNB endpoint of the S1 transport bearer. For delivery of DL PDUs.
	–
	

	>>>>New DRB ID Request
	O
	
	ENUMERATED (True, …,)
	
	YES
	ignore

	>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "not present".
	
	

	>>>>SgNB DL GTP Tunnel Endpoint at SCG
	O
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the X2-U transport bearer at the SCG. For delivery of DL PDCP PDUs.
	–
	

	>>>>Secondary SgNB DL GTP Tunnel Endpoint at SCG
	O
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the X2-U transport bearer at the SCG. For delivery of DL PDCP PDUs for PDCP duplication.
	–
	

	>>>>RLC Status
	O
	
	9.2.131
	Indicates the RLC has been re-established..
	
	

	>>>>LCID
	O
	
	9.2.138
	Indicate the LCID of the primary path in case of PDCP duplication
	YES
	ignore

	SgNB Resource Coordination Information
	O
	
	9.2.117
	Information used to coordinate resources utilisation between the en-gNB and the MeNB.
	YES
	ignore

	RRC config indication
	O
	
	9.2.132
	Indicates the type of RRC configuration used at the en-gNB.
	YES
	reject

	Location Information at SgNB
	O
	
	9.2.142
	Contains information to support localisation of the UE
	YES
	ignore

	SCG Activation Request 
	O
	
	9.2.A2
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256



-----------------------------------------------------Next change-----------------------------------------------------------
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The purpose of the cause information element is to indicate the reason for a particular event for the whole protocol.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Cause Group
	M
	
	
	

	>Radio Network Layer
	
	
	
	

	>>Radio Network Layer Cause 
	M
	
	ENUMERATED
(Handover Desirable for Radio Reasons,
Time Critical Handover,
Resource Optimisation Handover,
Reduce Load in Serving Cell,
Partial Handover,
Unknown New eNB UE X2AP ID, Unknown Old eNB UE X2AP ID, Unknown Pair of UE X2AP ID,
HO Target not Allowed,
TX2RELOCoverall Expiry,
TRELOCprep Expiry,
Cell not Available,
No Radio Resources Available in Target Cell,
Invalid MME Group ID,
Unknown MME Code, Encryption And/Or Integrity Protection Algorithms Not Supported, ReportCharacteristicsEmpty, NoReportPeriodicity, ExistingMeasurementID, Unknown eNB Measurement ID, Measurement Temporarily not Available,
Unspecified,...,Load Balancing, Handover Optimisation, Value out of allowed range, Multiple E-RAB ID instances, Switch Off Ongoing, Not supported QCI value, Measurement not supported for the object,TDCoverall Expiry, TDCprep Expiry,
Action Desirable for Radio Reasons,
Reduce Load,
Resource Optimisation,
Time Critical action,
Target not Allowed,
No Radio Resources Available,
Invalid QoS combination, Encryption Algorithms Not Supported, Procedure cancelled, RRM purpose,
Improve user bit rate,
User Inactivity,
Radio Connection With UE Lost, Failure in the Radio Interface Procedure,
Bearer Option not Supported, MCG Mobility, SCG Mobility, Count reaches max value,
Unknown Old en-gNB UE X2AP ID, PDCP Overload, CHO-CPC resources to be changed, UE Power Saving, Insufficient UE Capabilities, Normal Release, Unknown E-UTRAN node Measurement ID,
Requested SCG state not available,
Requested SCG state not available due to data arrival)
	

	>Transport Layer
	
	
	
	

	>>Transport Layer Cause
	M
	
	ENUMERATED
(Transport Resource Unavailable,
Unspecified,...)
	

	>Protocol
	
	
	
	

	>>Protocol Cause
	M
	
	ENUMERATED
(Transfer Syntax Error,Abstract Syntax Error (Reject),Abstract Syntax Error (Ignore and Notify),Message not Compatible with Receiver State,Semantic Error,Unspecified,Abstract Syntax Error (Falsely Constructed Message),...)
	

	>Misc
	
	
	
	

	>>Miscellaneous Cause
	M
	
	ENUMERATED
(Control Processing Overload,
Hardware Failure,O&M Intervention,Not enough User Plane Processing Resources,Unspecified,...)
	



The meaning of the different cause values is described in the following table. In general, "not supported" cause values indicate that the concerned capability is missing. On the other hand, "not available" cause values indicate that the concerned capability is present, but insufficient resources were available to perform the requested action.
	Radio Network Layer cause
	Meaning

	Cell not Available
	The concerned cell is not available.

	Handover Desirable for Radio Reasons
	The reason for requesting handover is radio related.

	Handover Target not Allowed
	Handover to the indicated target cell is not allowed for the UE in question

	Invalid MME Group ID
	The target eNB doesn’t belong to the same pool area of the source eNB i.e. S1 handovers should be attempted instead.

	No Radio Resources Available in Target Cell
	The target cell doesn’t have sufficient radio resources available.

	Partial Handover
	Provides a reason for the handover cancellation. The target eNB did not admit all E-RABs included in the HANDOVER REQUEST and the source eNB estimated service continuity for the UE would be better by not proceeding with handover towards this particular target eNB.

	Reduce Load in Serving Cell
	Load in serving cell needs to be reduced. When applied to handover preparation, it indicates the handover is triggered due to load balancing.

	Resource Optimisation Handover
	The reason for requesting handover is to improve the load distribution with the neighbour cells.

	Time Critical Handover
	Handover is requested for time critical reason i.e. this cause value is reserved to represent all critical cases where the connection is likely to be dropped if handover is not performed.

	TX2RELOCoverall Expiry
	The reason for the action is expiry of timer TX2RELOCoverall.

	TRELOCprep Expiry
	Handover Preparation procedure is cancelled when timer TRELOCprep expires.

	Unknown MME Code
	The target eNB belongs to the same pool area of the source eNB and recognizes the MME Group ID. However, the MME Code is unknown to the target eNB.

	Unknown New eNB UE X2AP ID 
	The action failed because the New eNB UE X2AP ID or the MeNB UE X2AP ID is unknown.

	Unknown Old eNB UE X2AP ID
	The action failed because the Old eNB UE X2AP ID or the SeNB UE X2AP ID is unknown.

	Unknown Pair of UE X2AP ID
	The action failed because the pair of UE X2 AP IDs is unknown.

	Encryption And/Or Integrity Protection Algorithms Not Supported
	The target eNB is unable to support any of the encryption and/or integrity protection algorithms supported by the UE, or the en-gNB is unable to support any of the NR encryption and/or integrity protection algorithms supported by the UE for EN-DC operation.

	ReportCharacteristicsEmpty
	The action failed because there is no characteristic reported.

	NoReportPeriodicity
	The action failed because the periodicity is not defined.

	ExistingMeasurementID
	The action failed because measurement-ID is already used.

	Unknown eNB Measurement ID
	The action failed because some eNB Measurement-ID is unknown.

	Measurement Temporarily not Available
	The eNB can temporarily not provide the requested measurement object.

	Load Balancing
	The reason for mobility settings change is load balancing.

	Handover Optimisation
	The reason for mobility settings change is handover optimisation.

	Value out of allowed range
	The action failed because the proposed Handover Trigger parameter change in the eNB2 Proposed Mobility Parameters IE is too low or too high.

	Multiple E-RAB ID Instances
	The action failed because multiple instances of the same E-RAB had been provided to the eNB.

	Switch Off Ongoing
	The reason for the action is an ongoing switch off i.e. the concerned cell will be switched off after offloading and not be available. It aides the receiving eNB in taking subsequent actions, e.g. selecting the target cell for subsequent handovers. 

	Not supported QCI value
	The action failed because the requested QCI is not supported.

	Unspecified
	Sent when none of the above cause values applies but still the cause is Radio Network Layer related.

	Measurement not Supported For The Object
	At least one of the concerned cell(s) does not support the requested measurement.

	TDCoverall Expiry
	The reason for the action is expiry of timer TDCoverall.

	TDCprep Expiry
	The reason for the action is expiry of timer TDCprep.

	Action Desirable for Radio Reasons
	The reason for requesting the action is radio related.
In the current version of this specification applicable for Dual Connectivity and EN-DC only.

	Reduce Load
	Load in the cell(group) served by the requesting node needs to be reduced.
In the current version of this specification applicable for Dual Connectivity and EN-DC only.

	Resource Optimisation
	The reason for requesting this action is to improve the load distribution with the neighbour cells.
In the current version of this specification applicable for Dual Connectivity and EN-DC only.

	Time Critical action
	The action is requested for time critical reason i.e. this cause value is reserved to represent all critical cases where radio resources are likely to be dropped if the requested action is not performed.
In the current version of this specification applicable for Dual Connectivity and EN-DC only.

	Target not Allowed
	Requested action towards the indicated target cell is not allowed for the UE in question.
In the current version of this specification applicable for Dual Connectivity and EN-DC only.

	No Radio Resources Available
	The cell(s) in the requested node don’t have sufficient radio resources available.
In the current version of this specification applicable for Dual Connectivity and EN-DC only.

	Invalid QoS combination
	The action was failed because of invalid QoS combination.
In the current version of this specification applicable for Dual Connectivity and EN-DC only.

	Encryption Algorithms Not Supported
	The requested eNB is unable to support any of the encryption algorithms supported by the UE.
In the current version of this specification applicable for Dual Connectivity and EN-DC only.

	Procedure cancelled
	The sending node cancelled the procedure due to other urgent actions to be performed.
In the current version of this specification applicable for Dual Connectivity and EN-DC only.

	RRM purpose
	The procedure is initiated due to node internal RRM purposes.
In the current version of this specification applicable for Dual Connectivity and EN-DC only.

	Improve User Bit Rate
	The reason for requesting this action is to improve the user bit rate.
In the current version of this specification applicable for Dual Connectivity and EN-DC only.

	User Inactivity
	The action is requested due to user inactivity on all E-RABs, e.g., S1 is requested to be released in order to optimise the radio resources; or SeNB/en-gNB didn’t see activity on the DRB recently.
In the current version of this specification applicable for Dual Connectivity and EN-DC only.

	Radio Connection With UE Lost
	The action is requested due to losing the radio connection to the UE.
In the current version of this specification applicable for Dual Connectivity and EN-DC only.

	Failure in the Radio Interface Procedure
	Radio interface procedure has failed.
In the current version of this specification applicable for Dual Connectivity and EN-DC only.

	Bearer Option not Supported
	The requested bearer option is not supported by the sending node.
In the current version of this specification applicable for Dual Connectivity and EN-DC only.

	MCG Mobility
	The procedure is initiated due to mobility related at MCG radio resource.

	SCG Mobility
	The procedure is initiated due to mobility related at SCG radio resource.

	Count reaches max value
	Indicates the PDCP COUNT for UL or DL reached the max value and the bearer may be released.

	Unknown Old en-gNB UE X2AP ID
	The action failed because the Old en-gNB UE X2AP ID or the SgNB UE X2AP ID is unknown.

	PDCP Overload
	The procedure is initiated due to PDCP resource limitation.

	[bookmark: _Hlk50739537]CHO-CPC resources to be changed
	The prepared resources for CHO or CPC for a UE are to be changed.

	UE Power Saving
	The procedure is initiated to accommodate the preference indicated by UE to release the SCG for UE power saving purpose.
In the current version of this specification applicable for Dual Connectivity and EN-DC only.

	Insufficient UE Capabilities
	The procedure can’t proceed due to insufficient UE capabilities.

	Normal Release
	The release is due to normal reasons.

	Unknown E-UTRAN node Measurement ID
	The action failed because some E-UTRAN node Measurement-ID is unknown.

	Requested SCG state not available
	The action failed because the requested SCG state is not available.

	Requested SCG state not available due to data arrival
	The action failed because the requested SCG state is not available due to data arrival.



	Transport Network Layer cause
	Meaning

	Transport resource unavailable
	The required transport resources are not available.

	Unspecified
	Sent when none of the above cause values applies but still the cause is Transport Network Layer related



	Protocol cause
	Meaning

	Abstract Syntax Error (Reject)
	The received message included an abstract syntax error and the concerned criticality indicated "reject" (see sub clause 10.3 of TS 36.413 [4]).

	Abstract Syntax Error (Ignore and Notify)
	The received message included an abstract syntax error and the concerned criticality indicated "ignore and notify" (see sub clause 10.3 of TS 36.413 [4]).

	Abstract syntax error (falsely constructed message)
	The received message contained IEs or IE groups in wrong order or with too many occurrences (see sub clause 10.3 of TS 36.413 [4]).

	Message not Compatible with Receiver State
	The received message was not compatible with the receiver state (see sub clause 10.4 of TS 36.413 [4]).

	Semantic Error
	The received message included a semantic error (see sub clause 10.4 of TS 36.413 [4]).

	Transfer Syntax Error
	The received message included a transfer syntax error (see sub clause 10.2 of TS 36.413 [4]).

	Unspecified
	Sent when none of the above cause values applies but still the cause is Protocol related



	Miscellaneous cause
	Meaning

	Control Processing Overload
	eNB control processing overload

	Hardware Failure
	eNB hardware failure

	Not enough User Plane Processing Resources
	eNB has insufficient user plane processing resources available.

	O&M Intervention
	Operation and Maintenance intervention related to eNB equipment

	Unspecified
	Sent when none of the above cause values applies and the cause is not related to any of the categories Radio Network Layer, Transport Network Layer or Protocol





-----------------------------------------------------ASN.1 change-----------------------------------------------------------

[bookmark: _Toc20954612][bookmark: _Toc66283896][bookmark: _Toc73980050][bookmark: _Toc45891706][bookmark: _Toc29906626][bookmark: _Toc45104396][bookmark: _Toc67911272][bookmark: _Toc29902622][bookmark: _Toc36550620][bookmark: _Toc56528353][bookmark: _Toc88650775][bookmark: _Toc64382321][bookmark: _Toc51764351][bookmark: _Toc45227892][bookmark: _Hlk44084407]9.3.4	PDU Definitions
-- ASN1START
-- **************************************************************
--
-- PDU definitions for X2AP.
--
-- **************************************************************

X2AP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-----------Skip unchanged------------

-- **************************************************************
--
-- SGNB MODIFICATION REQUIRED
--
-- **************************************************************

SgNBModificationRequired ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{{SgNBModificationRequired-IEs}},
	...
}

SgNBModificationRequired-IEs X2AP-PROTOCOL-IES ::= {
	{ ID id-MeNB-UE-X2AP-ID							CRITICALITY reject	TYPE UE-X2AP-ID										PRESENCE mandatory}|
	{ ID id-SgNB-UE-X2AP-ID							CRITICALITY reject	TYPE SgNB-UE-X2AP-ID									PRESENCE mandatory}|
	{ ID id-Cause									CRITICALITY ignore	TYPE Cause											PRESENCE mandatory}|
	{ ID id-PDCPChangeIndication						CRITICALITY ignore	TYPE PDCPChangeIndication							PRESENCE optional}|
	{ ID id-E-RABs-ToBeReleased-SgNBModReqdList		CRITICALITY ignore	TYPE E-RABs-ToBeReleased-SgNBModReqdList		PRESENCE optional}|
	{ ID id-SgNBtoMeNBContainer						CRITICALITY ignore	TYPE SgNBtoMeNBContainer								PRESENCE optional}|
	{ ID id-MeNB-UE-X2AP-ID-Extension				CRITICALITY reject	TYPE UE-X2AP-ID-Extension							PRESENCE optional}|
	{ ID id-E-RABs-ToBeModified-SgNBModReqdList		CRITICALITY ignore	TYPE E-RABs-ToBeModified-SgNBModReqdList		PRESENCE optional}|
	{ ID id-SgNBResourceCoordinationInformation		CRITICALITY ignore	TYPE SgNBResourceCoordinationInformation		PRESENCE optional}|
	{ ID id-RRCConfigIndication						CRITICALITY reject	TYPE RRC-Config-Ind									PRESENCE optional}|
	{ ID id-LocationInformationSgNB					CRITICALITY ignore	TYPE LocationInformationSgNB						PRESENCE optional}|
	{ ID id-SCGActivationRequest					CRITICALITY ignore	TYPE SCGActivationRequest							PRESENCE optional},
	...
}

[bookmark: _Toc20954613][bookmark: _Toc45891707][bookmark: _Toc45227893][bookmark: _Toc29906627][bookmark: _Toc73980051][bookmark: _Toc45104397][bookmark: _Toc67911273][bookmark: _Toc51764352][bookmark: _Toc56528354][bookmark: _Toc29902623][bookmark: _Toc64382322][bookmark: _Toc36550621][bookmark: _Toc88650776][bookmark: _Toc66283897]9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

X2AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-----------Skip unchanged------------

CauseRadioNetwork ::= ENUMERATED {
	handover-desirable-for-radio-reasons,
	time-critical-handover,
	resource-optimisation-handover,
	reduce-load-in-serving-cell,
	partial-handover,
	unknown-new-eNB-UE-X2AP-ID, 
	unknown-old-eNB-UE-X2AP-ID, 
	unknown-pair-of-UE-X2AP-ID,
	ho-target-not-allowed,
	tx2relocoverall-expiry,
	trelocprep-expiry,
	cell-not-available,
	no-radio-resources-available-in-target-cell,
	invalid-MME-GroupID,
	unknown-MME-Code,
	encryption-and-or-integrity-protection-algorithms-not-supported,
	reportCharacteristicsEmpty,
	noReportPeriodicity,
	existingMeasurementID,
	unknown-eNB-Measurement-ID,
	measurement-temporarily-not-available,
	unspecified,
	...,
	load-balancing,
	handover-optimisation,
	value-out-of-allowed-range,
	multiple-E-RAB-ID-instances,
	switch-off-ongoing,
	not-supported-QCI-value,
	measurement-not-supported-for-the-object,
	tDCoverall-expiry,
	tDCprep-expiry,
	action-desirable-for-radio-reasons,
	reduce-load,
	resource-optimisation,
	time-critical-action,
	target-not-allowed,
	no-radio-resources-available,
	invalid-QoS-combination,
	encryption-algorithms-not-supported,
	procedure-cancelled,
	rRM-purpose,
	improve-user-bit-rate,
	user-inactivity,
	radio-connection-with-UE-lost,
	failure-in-the-radio-interface-procedure,
	bearer-option-not-supported,
	mCG-Mobility,
	sCG-Mobility,
	count-reaches-max-value,
	unknown-old-en-gNB-UE-X2AP-ID,
	pDCP-Overload,
	cho-cpc-resources-tobechanged,
	ue-power-saving,
	insufficient-ue-capabilities,
	normal-release,
	unknown-E-UTRAN-Node-Measurement-ID,
	Requested-SCG-state-not-available,
	Requested-SCG-state-not-available-due-to-data-arrival


}

------------------------------------------------------End of the change---------------------------------------------------


4. Text Proposal for TS38.463
--------------------------------------------------Start of the change---------------------------------------------------
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[bookmark: _Toc29460920][bookmark: _Toc74152616][bookmark: _Toc51852250][bookmark: _Toc64447841][bookmark: _Toc45881616][bookmark: _Toc20955494][bookmark: _Toc29505652][bookmark: _Toc88657100][bookmark: _Toc88656041][bookmark: _Toc36556177][bookmark: _Toc56620201]8.3.1.1	General
The purpose of the Bearer Context Setup procedure is to allow the gNB-CU-CP to establish a bearer context in the gNB-CU-UP. The procedure uses UE-associated signalling.
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Figure 8.3.1.2-1: Bearer Context Setup procedure: Successful Operation.
The gNB-CU-CP initiates the procedure by sending the BEARER CONTEXT SETUP REQUEST message to the gNB-CU-UP. If the gNB-CU-UP succeeds to establish the requested resources, it replies to the gNB-CU-CP with the BEARER CONTEXT SETUP RESPONSE message.
<Unrelated part omitted>

If the Direct Forwarding Path Availability IE set to “intra-system direct path available” is included in the BEARER CONTEXT SETUP REQUEST message, the gNB-CU-UP shall, if supported, assign the UP Transport Layer Information for intra-system direct data forwarding from the appropriate address space, if applicable.
If the gNB-CU-UP UE E1AP ID IE is contained in the BEARER CONTEXT SETUP REQUEST message, the gNB-CU-UP may use it to identify the UE context as specified in TS 38.401 [2].
If the SCG Activation Status IE is included in the BEARER CONTEXT SETUP REQUEST message, the gNB-CU-UP shall, if supported, store the information received.
-----------------------------------------------------Next change-----------------------------------------------------------
[bookmark: _Toc88657104][bookmark: _Toc88656045][bookmark: _Toc56620205][bookmark: _Toc74152620][bookmark: _Toc29505656][bookmark: _Toc20955498][bookmark: _Toc45881620][bookmark: _Toc51852254][bookmark: _Toc36556181][bookmark: _Toc29460924][bookmark: _Toc64447845]8.3.2	Bearer Context Modification (gNB-CU-CP initiated) 
[bookmark: _Toc64447846][bookmark: _Toc51852255][bookmark: _Toc20955499][bookmark: _Toc56620206][bookmark: _Toc88657105][bookmark: _Toc29460925][bookmark: _Toc74152621][bookmark: _Toc88656046][bookmark: _Toc29505657][bookmark: _Toc45881621][bookmark: _Toc36556182]8.3.2.1	General
The purpose of the Bearer Context Modification procedure is to allow the gNB-CU-CP to modify a bearer context in the gNB-CU-UP. The procedure uses UE-associated signalling.
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Figure 8.3.2.2-1: Bearer Context Modification procedure: Successful Operation.
The gNB-CU-CP initiates the procedure by sending the BEARER CONTEXT MODIFICATION REQUEST message to the gNB-CU-UP. If the gNB-CU-UP succeeds to modify the bearer context, it replies to the gNB-CU-CP with the BEARER CONTEXT MODIFICATION RESPONSE message.
<Unrelated part omitted>
If the Early Data Forwarding Indicator IE set to “stop” is contained in the DRB To Modify List IE in the BEARER CONTEXT MODIFICATION REQUEST message, the gNB-CU-UP shall, if supported and if already initiated, stop the early data forwarding for the concerned DRB. If the DRB Data forwarding information IE containing the DL Data Forwarding IE is included together in the DRB To Modify List IE, the gNB-CU-UP shall consider that the stop is only for the early data forwarding initiated toward that forwarding TNL.
If the SCG Activation Status IE is included in the BEARER CONTEXT MODIFICATION REQUEST message, the gNB-CU-UP shall, if supported, store the information received.
Interaction with the Bearer Context Modification (gNB-CU-CP initiated)
If the BEARER CONTEXT MODIFICATION REQUEST message includes for a DRB in the DRB To Modify List IE the PDCP SN Status Request IE set to “requested” and if the gNB-CU-UP has not yet received a SDAP end marker packet for a QoS flow which has been previously re-configured to another DRB by means of a gNB-CU-CP initiated Bearer Context Modification procedure, the gNB-CU-UP shall includes the QoS Flow Identifier of that QoS flow in the Old QoS Flow List - UL End Marker expected IE in the PDU Session Resource Modified List IE in the BEARER CONTEXT MODIFICATION RESPONSE message.
-----------------------------------------------------Next change-----------------------------------------------------------
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This message is sent by the gNB-CU-CP to request the gNB-CU-UP to setup a bearer context. 
Direction: gNB-CU-CP  gNB-CU-UP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU-CP UE E1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	[bookmark: _Hlk512875610]Security Information
	M
	
	9.3.1.10
	
	YES
	reject

	UE DL Aggregate Maximum Bit Rate
	M
	
	Bit Rate 9.3.1.20
	
	YES
	reject

	UE DL Maximum Integrity Protected Data Rate
	O
	
	Bit Rate 9.3.1.20
	The Bit Rate is a portion of the UE’s Maximum Integrity Protected Data Rate, and is enforced by the gNB-CU-UP node.
	YES
	reject

	Serving PLMN
	M
	
	PLMN Identity 
9.3.1.7
	
	YES
	ignore

	Activity Notification Level
	M
	
	9.3.1.67
	
	YES
	reject

	UE Inactivity Timer
	O
	
	Inactivity Timer 
9.3.1.54
	Included if the Activity Notification Level is set to UE. 
	-
	-

	Bearer Context Status Change
	O
	
	ENUMERATED (Suspend, Resume, …)
	Indicates the status of the Bearer Context
	YES
	reject

	CHOICE System
	M
	
	
	
	YES
	reject

	>E-UTRAN
	
	
	
	
	
	

	>>DRB To Setup List
	M
	
	DRB To Setup List E-UTRAN 
9.3.3.1
	
	YES
	reject

	>>Subscriber Profile ID for RAT/Frequency priority
	O
	
	9.3.1.69
	
	YES
	ignore

	>>Additional RRM Policy Index
	O
	
	9.3.1.70
	
	YES
	Ignore

	>NG-RAN
	
	
	
	
	
	

	>>PDU Session Resource To Setup List
	M
	
	9.3.3.2
	
	YES
	reject

	RAN UE ID
	O
	
	OCTET STRING (SIZE(8))
	
	YES
	ignore

	gNB-DU ID
	O
	
	9.3.1.65
	Included whenever it is known by the gNB-CU-CP 
	YES
	ignore

	Trace Activation
	O
	
	9.3.1.68
	
	YES
	ignore

	NPN Context Information
	O
	
	9.3.1.84
	
	YES
	reject

	Management Based MDT PLMN List
	O
	
	MDT PLMN List
9.3.1.89
	
	YES
	ignore

	CHO Initiation
	O
	
	ENUMERATED (True, …)
	
	YES
	reject

	Additional Handover Information
	O
	
	ENUMERATED(Discard PDCP SN, …)
	If set to “Discard PDCP SN”, indicates that the forwarded PDCP SNs have to be removed
	YES
	ignore

	Direct Forwarding Path Availability
	O
	
	9.3.1.98
	
	YES
	ignore

	gNB-CU-UP UE E1AP ID
	O
	
	9.3.1.5
	
	YES
	ignore

	SCG Activation Status
	O
	
	9.3.1.xxx
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs for a UE. Value is 32.

	maxnoofPDUSessionResource 
	Maximum no. of PDU Sessions for a UE. Value is 256.



-----------------------------------------------------Next change-----------------------------------------------------------
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This message is sent by the gNB-CU-CP to request the gNB-CU-UP to modify a bearer context. 
Direction: gNB-CU-CP  gNB-CU-UP

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU-CP UE E1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-CU-UP UE E1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	Security Information
	O
	
	9.3.1.10
	
	YES
	reject

	UE DL Aggregate Maximum Bit Rate
	O
	
	Bit Rate 9.3.1.20
	
	YES
	reject

	UE DL Maximum Integrity Protected Data Rate
	O
	
	Bit Rate 9.3.1.20
	The Bit Rate is a portion of the UE’s Maximum Integrity Protected Data Rate, and is enforced by the gNB-CU-UP node.
	YES
	reject

	Bearer Context Status Change
	O
	
	ENUMERATED (Suspend, Resume, …)
	Indicates the status of the Bearer Context
	YES
	reject

	New UL TNL Information Required
	O
	
	ENUMERATED (required, …)
	Indicates that new UL TNL information has been requested to be provided.
	YES
	reject

	UE Inactivity Timer
	O
	
	Inactivity Timer 
9.3.1.54
	Included if the Activity Notification Level is set to UE.
	-
	-

	Data Discard Required
	O
	
	ENUMERATED (required, …)
	[bookmark: _Hlk2341054]Indicate to discard the DL user data in case of RAN paging failure.
	YES
	ignore

	CHOICE System
	O
	
	
	
	YES
	reject

	>E-UTRAN
	
	
	
	
	
	

	>>DRB To Setup List
	O
	
	DRB To Setup Modification List E-UTRAN 
9.3.3.7
	
	YES
	reject

	>>DRB To Modify List
	O
	
	DRB To Modify List E-UTRAN
9.3.3.8
	
	YES
	reject

	>>DRB To Remove List
	O
	
	DRB To Remove List E-UTRAN 
9.3.3.9
	
	YES
	reject

	>>Subscriber Profile ID for RAT/Frequency priority
	O
	
	9.3.1.69
	
	YES
	ignore

	>>Additional RRM Policy Index
	O
	
	9.3.1.70
	
	YES
	ignore

	>NG-RAN
	
	
	
	
	
	

	>>PDU Session Resource To Setup List
	O
	
	PDU Session Resource To Setup Modification List
9.3.3.10
	
	YES
	reject

	>>PDU Session Resource To Modify List
	O
	
	9.3.3.11
	
	YES
	reject

	>>PDU Session Resource To Remove List
	O
	
	9.3.3.12
	
	YES
	reject

	RAN UE ID
	O
	
	OCTET STRING (SIZE(8))
	
	YES
	ignore

	gNB-DU ID
	O
	
	9.3.1.65
	
	YES
	ignore

	Activity Notification Level
	O
	
	9.3.1.67
	
	YES
	ignore

	SCG Activation Status
	O
	
	9.3.1.xxx
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs for a UE. Value is 32.

	maxnoofPDUSessionResource 
	Maximum no. of PDU Sessions for a UE. Value is 256.



-----------------------------------------------------Next change----------------------------------------------------------
9.3.1.xxx	SCG Activation Status
The IE indicates the status of SCG resources.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	SCG Activation Status
	M
	
	ENUMERATED (SCG 
activated, SCG deactivated, …) 
	




-----------------------------------------------------ASN.1 change-----------------------------------------------------------

[bookmark: _Toc29505858][bookmark: _Toc64448104][bookmark: _Toc51852511][bookmark: _Toc88657365][bookmark: _Toc45881870][bookmark: _Toc29461126][bookmark: _Toc20955683][bookmark: _Toc36556383][bookmark: _Toc56620462][bookmark: _Toc74152880][bookmark: _Toc88656306]9.4.4	PDU Definitions
-- ASN1START
-- **************************************************************
--
-- PDU definitions for E1AP
--
-- **************************************************************

E1AP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules
--
-- **************************************************************

IMPORTS
	
	Cause,
	CriticalityDiagnostics,
	GNB-CU-CP-UE-E1AP-ID,

-----------Skip unchanged------------
	DRBs-Subject-To-Early-Forwarding-List,
	CHOInitiation,
	ExtendedSliceSupportList,
	TransportLayerAddress,
	AdditionalHandoverInfo,
	Extended-NR-CGI-Support-List,
	DirectForwardingPathAvailability,
	SCGActivationStatus

FROM E1AP-IEs

	PrivateIE-Container{},
	ProtocolExtensionContainer{},
	ProtocolIE-Container{},
	ProtocolIE-ContainerList{},
	ProtocolIE-SingleContainer{},
	E1AP-PRIVATE-IES,
	E1AP-PROTOCOL-EXTENSION,
	E1AP-PROTOCOL-IES


FROM E1AP-Containers
	
	id-Cause,
	id-CriticalityDiagnostics,
	id-gNB-CU-CP-UE-E1AP-ID, 

-----------Skip unchanged------------
	id-ExtendedSliceSupportList,
	id-AdditionalHandoverInfo,
	id-Extended-NR-CGI-Support-List,
	id-DirectForwardingPathAvailability,
	id-SCGActivationStatus,

	maxnoofErrors,
	maxnoofSPLMNs,


-----------Skip unchanged------------

-- **************************************************************
--
-- Bearer Context Setup Request
--
-- **************************************************************

BearerContextSetupRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { BearerContextSetupRequestIEs} },
	...
}

BearerContextSetupRequestIEs E1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-CP-UE-E1AP-ID				CRITICALITY reject	TYPE GNB-CU-CP-UE-E1AP-ID							PRESENCE mandatory }|
	{ ID id-SecurityInformation					CRITICALITY reject	TYPE SecurityInformation							PRESENCE mandatory }|
	{ ID id-UEDLAggregateMaximumBitRate			CRITICALITY reject	TYPE BitRate										PRESENCE mandatory }|
	{ ID id-UEDLMaximumIntegrityProtectedDataRate	CRITICALITY reject		TYPE BitRate								PRESENCE optional	 }|
	{ ID id-Serving-PLMN						CRITICALITY ignore	TYPE PLMN-Identity									PRESENCE mandatory }|
	{ ID id-ActivityNotificationLevel			CRITICALITY reject	TYPE ActivityNotificationLevel					PRESENCE mandatory }|
	{ ID id-UE-Inactivity-Timer					CRITICALITY reject	TYPE Inactivity-Timer								PRESENCE optional  }|
	{ ID id-BearerContextStatusChange			CRITICALITY reject	TYPE BearerContextStatusChange					PRESENCE optional  }|
	{ ID id-System-BearerContextSetupRequest	CRITICALITY reject	TYPE System-BearerContextSetupRequest				PRESENCE mandatory }|
	{ ID id-RANUEID								CRITICALITY ignore	TYPE RANUEID										PRESENCE optional }|
	{ ID id-GNB-DU-ID							CRITICALITY ignore	TYPE GNB-DU-ID										PRESENCE optional }|
	{ ID id-TraceActivation						CRITICALITY ignore	TYPE TraceActivation								PRESENCE optional }|
	{ ID id-NPNContextInfo						CRITICALITY reject	TYPE NPNContextInfo									PRESENCE optional}|
	{ ID id-ManagementBasedMDTPLMNList			CRITICALITY	ignore	TYPE MDTPLMNList									PRESENCE optional}|
	{ ID id-CHOInitiation						CRITICALITY reject	TYPE CHOInitiation									PRESENCE optional }|
	{ ID id-AdditionalHandoverInfo				CRITICALITY ignore	TYPE AdditionalHandoverInfo							PRESENCE optional }|
	{ ID id-DirectForwardingPathAvailability	CRITICALITY ignore	TYPE DirectForwardingPathAvailability			PRESENCE optional }|
	{ ID id-gNB-CU-UP-UE-E1AP-ID				CRITICALITY ignore	TYPE GNB-CU-UP-UE-E1AP-ID							PRESENCE optional }|
	{ ID id- SCGActivationStatus				CRITICALITY ignore	TYPE SCGActivationStatus							PRESENCE optional },,
	...
}

-----------Skip unchanged------------
-- **************************************************************
--
-- Bearer Context Modification Request
--
-- **************************************************************

BearerContextModificationRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { BearerContextModificationRequestIEs} },
	...
}

BearerContextModificationRequestIEs E1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-CP-UE-E1AP-ID					CRITICALITY reject	TYPE GNB-CU-CP-UE-E1AP-ID									PRESENCE mandatory }|
	{ ID id-gNB-CU-UP-UE-E1AP-ID					CRITICALITY reject	TYPE GNB-CU-UP-UE-E1AP-ID									PRESENCE mandatory }|
	{ ID id-SecurityInformation						CRITICALITY reject	TYPE SecurityInformation									PRESENCE optional  }|
	{ ID id-UEDLAggregateMaximumBitRate				CRITICALITY reject	TYPE BitRate												PRESENCE optional  }|
	{ ID id-UEDLMaximumIntegrityProtectedDataRate		CRITICALITY reject	TYPE BitRate											PRESENCE optional	 }|
	{ ID id-BearerContextStatusChange				CRITICALITY reject	TYPE BearerContextStatusChange							PRESENCE optional  }|
	{ ID id-New-UL-TNL-Information-Required			CRITICALITY reject	TYPE New-UL-TNL-Information-Required					PRESENCE optional  }|
	{ ID id-UE-Inactivity-Timer						CRITICALITY reject	TYPE Inactivity-Timer										PRESENCE optional  }|
	{ ID id-DataDiscardRequired					CRITICALITY ignore	TYPE DataDiscardRequired											PRESENCE optional  }|
	{ ID id-System-BearerContextModificationRequest	CRITICALITY reject	TYPE System-BearerContextModificationRequest		PRESENCE optional  }|
	{ ID id-RANUEID										CRITICALITY ignore	TYPE RANUEID												PRESENCE optional }|
	{ ID id-GNB-DU-ID									CRITICALITY ignore	TYPE GNB-DU-ID												PRESENCE optional }|
	{ ID id-ActivityNotificationLevel					CRITICALITY ignore	TYPE ActivityNotificationLevel							PRESENCE optional }|
	{ ID id- SCGActivationStatus						CRITICALITY ignore	TYPE SCGActivationStatus									PRESENCE optional },,
	...
} 

[bookmark: _Toc56620463][bookmark: _Toc51852512][bookmark: _Toc88657366][bookmark: _Toc20955684][bookmark: _Toc64448105][bookmark: _Toc74152881][bookmark: _Toc45881871][bookmark: _Toc29505859][bookmark: _Toc36556384][bookmark: _Toc29461127][bookmark: _Toc88656307]9.4.5	Information Element Definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

E1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-----------Skip unchanged------------
-- S

SCGActivationStatus ::= ENUMERATED {scg-activated, scg-deactivated, ...}

SecurityAlgorithm	::= SEQUENCE {
	cipheringAlgorithm				CipheringAlgorithm,
	integrityProtectionAlgorithm	IntegrityProtectionAlgorithm	OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { SecurityAlgorithm-ExtIEs } }	OPTIONAL,
	...
}

SecurityAlgorithm-ExtIEs	E1AP-PROTOCOL-EXTENSION ::= {
	...
}

[bookmark: _Toc51852514][bookmark: _Toc45881873][bookmark: _Toc88657368][bookmark: _Toc74152883][bookmark: _Toc64448107][bookmark: _Toc56620465][bookmark: _Toc29505861][bookmark: _Toc29461129][bookmark: _Toc88656309][bookmark: _Toc20955686][bookmark: _Toc36556386]9.4.7	Constant Definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************


E1AP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-----------Skip unchanged------------
-- **************************************************************
--
-- IEs
--
-- **************************************************************

id-Cause														ProtocolIE-ID ::= 0
id-CriticalityDiagnostics										ProtocolIE-ID ::= 1
id-gNB-CU-CP-UE-E1AP-ID 										ProtocolIE-ID ::= 2

-----------Skip unchanged------------
id-ignoreMappingRuleIndication									ProtocolIE-ID ::= 138
id-DirectForwardingPathAvailability								ProtocolIE-ID ::= 139
id-EarlyDataForwardingIndicator									ProtocolIE-ID ::= 140
id-QoSFlowsDRBRemapping											ProtocolIE-ID ::= 141
id-SCGActivationStatus											ProtocolIE-ID ::= xxx

END
-- ASN1STOP

------------------------------------------------------End of the change---------------------------------------------------
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