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	According to discussion of R3-220557, 

For direct routing for IAB network in EN-DC, “QoS Mapping Information” IE may be transmitted to MeNB by the SN-initiated modification procedure for the E-RAB configured as MN-terminated SCG/split bearer.
Furthermore, for the current tabular data in TS 36.423, it is achievable for “QoS Mapping Information” IE to be carried by the SGNB MODIFICATION REQUIRED. Therefore, it is enough to only add related text in the SgNB initiated SgNB Modification procedure to explicitly indicate that the “QoS Mapping Information” IE can be carried by SGNB MODIFICATION REQUIRED.
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------------------------------------------------Start Change -----------------------------------------------------
8.7.7
SgNB initiated SgNB Modification
8.7.7.1
General

This procedure is used by the en-gNB to modify the UE context in the en-gNB.

The procedure uses UE-associated signalling.
8.7.7.2
Successful Operation
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Figure 8.7.7.2-1: SgNB initiated SgNB Modification, successful operation.

......<non-related part omitted>......
If the Location Information at SgNB IE is included in the SGNB MODIFICATION REQUIRED, the MeNB shall store the included information so that it may be transferred towards the MME.
For each requested E-RAB configured as MN-terminated split bearer/SCG bearer, if the QoS Mapping Information IE is included in the GTP Tunnel Endpoint IE in the SGNB MODIFICATION REQUIRED message, the MeNB shall, if supported, use it to set DSCP and/or flow label fields for the downlink IP packets which are transmitted from MeNB to SgNB through the GTP tunnels indicated by the GTP Tunnel Endpoint IE.

Interaction with the MeNB initiated SgNB Modification Preparation procedure:

If applicable, as specified in TS 37.340 [32], the en-gNB may receive, after having initiated the SgNB initiated SgNB Modification procedure, the SGNB MODIFICATION REQUEST message including the DL Forwarding GTP Tunnel Endpoint IE and the UL Forwarding GTP Tunnel Endpoint IE within the E-RABs To Be Released List IE.
If applicable, as specified in TS 37.340 [32], the en-gNB may receive, after having initiated the SgNB initiated SgNB Modification procedure, the SGNB MODIFICATION REQUEST message including the SgNB Security Key IE within the UE Context Information IE.

If applicable, as specified in TS 37.340 [32], the en-gNB may receive, after having initiated the SgNB initiated SgNB Modification procedure, the SGNB MODIFICATION REQUEST message including the measGapConfig IE as defined in TS 38.331 [31] within the MeNB to SgNB Container IE.

The en-gNB may receive, after having initiated the SgNB initiated SgNB modification procedure including the New DRB ID Request IE for an SN terminated bearer within the E-RABs To Be Modified List IE, the SGNB MODIFICATION REQUEST message to release and add the same bearer with a new DRB ID or with the same DRB ID but together with the SgNB Security Key IE within the UE Context Information IE. 
The en-gNB may receive, after having initiated the SgNB initiated SgNB modification procedure, the SGNB MODIFICATION REQUEST message including the SN triggered IE.
......<non-related part omitted>......
------------------------------------------------Start Change -----------------------------------------------------
9.2.172
QoS Mapping Information

This IE indicates the DSCP and/or IPv6 Flow Label field(s) of IP packets sent in the corresponding GTP-U tunnel for IAB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	DSCP 
	O
	
	 BIT STRING (SIZE(6))
	

	Flow label
	O
	
	 BIT STRING (SIZE(20))
	


------------------------------------------------End Change --------------------------------------------------
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