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 CHANGE BEGIN
[bookmark: _Toc20955093][bookmark: _Toc29991139][bookmark: _Toc36555290][bookmark: _Toc45107400][bookmark: _Toc45900525][bookmark: _Toc45900961][bookmark: _Toc64446585][bookmark: _Toc74149756][bookmark: _Toc88652998]8.3.3	M-NG-RAN node initiated S-NG-RAN node Modification Preparation
[bookmark: _Toc20955094][bookmark: _Toc29991140][bookmark: _Toc36555291][bookmark: _Toc45107401][bookmark: _Toc45900526][bookmark: _Toc45900962][bookmark: _Toc64446586][bookmark: _Toc74149757][bookmark: _Toc88652999]8.3.3.1	General
This procedure is used to enable an M-NG-RAN node to request an S-NG-RAN node to either modify the UE context at the S-NG-RAN node or to query the current SCG configuration for supporting delta signalling in M-NG-RAN node initiated S-NG-RAN node change, or to provide the S-RLF-related information to the S-NG-RAN node.
The procedure uses UE-associated signalling.
[bookmark: _Toc20955095][bookmark: _Toc29991141][bookmark: _Toc36555292][bookmark: _Toc45107402][bookmark: _Toc45900527][bookmark: _Toc45900963][bookmark: _Toc64446587][bookmark: _Toc74149758][bookmark: _Toc88653000]8.3.3.2	Successful Operation


Figure 8.3.3.2-1: M-NG-RAN node initiated S-NG-RAN node Modification Preparation, successful operation

<Unchanged Text Omitted>
For each DRB configured as MN-terminated split bearer/SCG bearer, if the QoS Mapping Information IE is included in the DRBs Admitted to be Setup or Modified List IE in the PDU Session Resource Modification Response Info – MN terminated IE of the S-NODE MODIFICATION REQUEST ACKNOWLEDGE message, the M-NG-RAN node shall, if supported, use it to set DSCP and/or flow label fields for the downlink IP packets which are transmitted from M-NG-RAN node to S-NG-RAN node through the GTP tunnels indicated by the UP Transport Layer Information IE.
For each DRB configured as SN-terminated split bearer/MCG bearer, if the QoS Mapping Information IE is included in the DRBs To Be Modified List IE in the PDU Session Resource Modification Info – SN terminated IE of the S-NODE MODIFICATION REQUEST message, the S-NG-RAN node shall, if supported, use it to set DSCP and/or flow label fields for the downlink IP packets which are transmitted from S-NG-RAN node to M-NG-RAN node through the GTP tunnels indicated by the UP Transport Layer Information IE.
[bookmark: _GoBack]If the Security Indication IE is included in the PDU Session Resource Modification Info – SN terminated IE of the S-NODE MODIFICATION REQUEST message, the S-NG-RAN node shall, if supported, replace any existing security indication, and enable/disable ciphering or integrity protection as specified in TS 38.331 [10], for the concerned PDU session, and the S-NG-RAN node shall include the Security Result IE in the PDU Session Resource Modification Response Info – SN terminated IE.
<Unchanged Text Omitted>

[bookmark: _Toc20955245][bookmark: _Toc29991442][bookmark: _Toc36555842][bookmark: _Toc44497562][bookmark: _Toc45107950][bookmark: _Toc45901570][bookmark: _Toc51850649][bookmark: _Toc56693652][bookmark: _Toc64447195][bookmark: _Toc66286689][bookmark: _Toc74151384][bookmark: _Toc88653856]9.2.1.9	PDU Session Resource Modification Info – SN terminated
This IE contains information related to a PDU session resource for an M-NG-RAN node initiated request to modify DRBs configured with an SN terminated bearer option.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	UL NG-U UP TNL Information at UPF
	O
	
	UP Transport Layer Information 9.2.3.30
	UPF endpoint of the NG-U transport bearer. For delivery of UL PDUs
	–
	

	Network Instance
	O
	
	9.2.3.85
	This IE shall be ignored if the Common Network Instance IE is present.
	–
	

	QoS Flows To Be Setup List
	
	0..1
	
	
	–
	

	>QoS Flows To Be Setup Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>QoS Flow Identifier 
	M
	
	9.2.3.10
	
	–
	

	>>QoS Flow Level QoS Parameters 
	M
	
	9.2.3.5
	For GBR QoS flows, this IE contains GBR QoS flow information as received at NG-C 
	–
	

	>>Offered GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information
9.2.3.6
	This IE contains M-Node offered GBR QoS Flow Information. 
	–
	

	>>QoS Flow Mapping Indication
	O
	
	9.2.3.79
	
	–
	

	>>TSC Traffic Characteristics
	O
	
	9.2.3.114
	
	YES
	ignore

	>>Redundant QoS Flow Indicator 
	O
	
	9.2.3.118
	
	YES
	ignore

	Data Forwarding and Offloading Info from source NG-RAN node
	O
	
	9.2.1.17
	Applicable for the QoS flows contained in the QoS Flows To Be Setup List IE.
	–
	

	QoS Flows To Be Modified List
	
	0..1
	
	
	–
	

	>QoS Flows To Be Modified Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>QoS Flow Identifier 
	M
	
	9.2.3.10
	
	–
	

	>>QoS Flow Level QoS Parameters 
	O
	
	9.2.3.5
	For GBR QoS flows, this IE contains GBR QoS flow information as received at NG-C 
	–
	

	>>Offered GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information
9.2.3.6
	This IE contains M-Node offered GBR QoS Flow Information. 
	–
	

	>>TSC Traffic Characteristics
	O
	
	9.2.3.114
	
	YES
	ignore

	>>Redundant QoS Flow Indicator
	O
	
	9.2.3.118
	
	YES
	ignore

	QoS Flows To Be Released List
	
	0..1
	QoS Flow List with Cause
9.2.1.4
	
	–
	

	DRBs To Be Modified List
	
	0..1
	
	
	–
	

	>DRBs to Be Modified Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>MN DL CG UP TNL Information
	O
	
	UP Transport Parameters 9.2.3.76
	M-NG-RAN node GTP-U endpoint(s) of a DRB’s Xn transport bearer at its lower layer CG resource. For delivery of DL PDUs.
	–
	

	>>secondary MN DL CG UP TNL Information
	O
	
	UP Transport Parameters 9.2.3.76
	M-NG-RAN node GTP-U endpoint(s) of a DRB’s Xn transport bearer at its lower layer CG resource. For delivery of DL PDUs in case of PDCP duplication.
	–
	

	>>LCID
	O
	
	9.2.3.70
	LCID for primary path or LCID for split secondary path for fallback to split bearer if PDCP duplication is applied
	–
	

	>>RLC Status
	O
	
	9.2.3.80
	
	–
	

	>>Additional PDCP Duplication TNL List
	
	0..1
	
	
	YES
	ignore

	>>>Additional PDCP Duplication TNL Item
	
	1 .. <maxnoofAdditionalPDCPDuplicationTNL>
	
	
	–
	

	>>>>Additional PDCP Duplication UP TNL Information
	M
	
	UP Transport Parameters 9.2.3.76
	M-NG-RAN node GTP-U endpoint(s) of a DRB’s Xn transport bearer at its lower layer CG resource. For delivery of DL PDUs in case of additional PDCP duplication.
	–
	

	DRBs To Be Released List
	O
	
	DRB List with Cause
9.2.1.28
	
	–
	

	Common Network Instance
	O
	
	9.2.3.92
	
	YES
	ignore

	Default DRB Allowed
	O
	
	9.2.3.93
	
	YES
	ignore

	Non-GBR Resources Offered
	O
	
	9.2.3.98
	
	YES
	ignore

	Redundant UL NG-U UP TNL Information at UPF
	O
	
	UP Transport Layer Information
9.2.3.30
	UPF endpoint of the NG-U transport bearer. For delivery of UL PDUs for the redundant transmission
	YES
	ignore

	Redundant Common Network Instance 
	O
	
	Common Network Instance
9.2.3.92
	
	YES
	Ignore

	Security Indication
	O
	
	9.2.3.52
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows. Value is 64.

	maxnoofAdditionalPDCPDuplicationTNL
	Maximum no. of additional PDCP Duplication TNL. Value is 2.



[bookmark: _Toc29991443][bookmark: _Toc36555843][bookmark: _Toc44497563][bookmark: _Toc45107951][bookmark: _Toc45901571][bookmark: _Toc51850650][bookmark: _Toc56693653][bookmark: _Toc64447196][bookmark: _Toc66286690][bookmark: _Toc74151385][bookmark: _Toc88653857]9.2.1.10	PDU Session Resource Modification Response Info – SN terminated
This IE contains the PDU session resource related result of an M-NG-RAN node initiated request to modify DRBs configured with an SN terminated bearer option.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DL NG-U UP TNL Information at NG-RAN
	O
	
	UP Transport Layer Information 9.2.3.30
	S-NG-RAN node endpoint of the NG transport bearer. For delivery of DL PDUs.
	–
	

	DRBs To Be Setup List
	
	0..1
	
	
	–
	

	>DRBs to Be Setup Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>SN UL PDCP UP TNL Information
	M
	
	UP Transport Parameters 9.2.3.76
	S-NG-RAN node endpoint(s) of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs.
	–
	

	>>DRB QoS
	M
	
	QoS Flow Level QoS Parameters
9.2.3.5
	
	–
	

	>>PDCP SN Length
	O
	
	9.2.3.63
	Indicates the PDCP SN length of the DRB.
	–
	

	>>RLC Mode
	M
	
	9.2.3.28
	Indicates the RLC mode to be used in the assisting node.
	–
	

	>>secondary SN UL PDCP UP TNL Information
	O
	
	UP Transport Parameters 9.2.3.76
	S-NG-RAN node endpoint(s) of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs in case of PDCP duplication.
	–
	

	>>Duplication Activation
	O
	
	9.2.3.71
	Information on the initial state of UL PDCP duplication.
This IE is ignored if the RLC Duplication Information IE is present.
	–
	

	>>UL Configuration
	O
	
	9.2.3.75
	Information about UL usage in the S-NG-RAN node. This IE is used when the concerned DRB has both MCG resource and SCG resource configured i.e. the concerned DRB is configured as split bearer.
	–
	

	>>QoS Flows Mapped To DRB List
	
	1
	
	
	–
	

	>>>QoS Flows Mapped To DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>>>QoS Flow Identifier 
	M
	
	9.2.3.10
	
	–
	

	>>>>MCG requested GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information
9.2.3.6
	This IE contains GBR QoS Flow Information necessary for the MCG part. 
	–
	

	>>>>QoS Flow Mapping Indication
	O
	
	9.2.3.79
	
	–
	

	>>>>Current QoS Parameters Set Index
	O
	
	Alternative QoS Parameters Set Index
9.2.3.103
	
	YES
	ignore

	>>Additional PDCP Duplication TNL List
	
	0..1
	
	
	YES
	Ignore

	>>>Additional PDCP Duplication TNL Item
	
	1 .. <maxnoofAdditionalPDCPDuplicationTNL>
	
	
	–
	

	>>>>Additional PDCP Duplication UP TNL Information
	M
	
	UP Transport Parameters 9.2.3.76
	S-NG-RAN node endpoint(s) of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs in case of additional PDCP duplication.
	–
	

	>>RLC Duplication Information
	O
	
	9.2.3.111
	
	YES
	ignore

	Data Forwarding Info from target NG-RAN node
	O
	
	9.2.1.16
	Applicable for the QoS flows in DRBs to be setup.
	–
	

	DRBs To Be Modified List
	
	0..1
	
	
	–
	

	>DRBs to Be Modified Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>SN UL PDCP UP TNL Information
	O
	
	UP Transport Parameters 9.2.3.76
	S-NG-RAN node endpoint(s) of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs.
	–
	

	>>DRB QoS
	O
	
	QoS Flow Level QoS Parameters
9.2.3.5
	
	–
	

	>>QoS Flows Mapped to DRB List
	
	0..1
	
	Overwriting the existing QoS Flow List
	–
	

	>>>QoS Flows Mapped to DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>>>QoS Flow Identifier 
	M
	
	9.2.3.10
	
	–
	

	>>>>MCG requested GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information
9.2.3.6
	This IE contains GBR QoS Flow Information necessary for the MCG part. 
	–
	

	>>>>QoS Flow Mapping Indication
	O
	
	9.2.3.79
	
	–
	

	>>>>Current QoS Parameters Set Index
	O
	
	Alternative QoS Parameters Set Index
9.2.3.103
	
	YES
	ignore

	>>Additional PDCP Duplication TNL List
	
	0..1
	
	
	YES
	Ignore

	>>>Additional PDCP Duplication TNL Item
	
	1 .. <maxnoofAdditionalPDCPDuplicationTNL>
	
	
	–
	

	>>>>Additional PDCP Duplication UP TNL Information
	M
	
	UP Transport Parameters 9.2.3.76
	S-NG-RAN node endpoint(s) of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs in case of additional PDCP duplication.
	–
	

	>>RLC Duplication Information
	O
	
	9.2.3.111
	
	YES
	Ignore

	>>secondary SN UL PDCP UP TNL Information
	O
	
	UP Transport Parameters 9.2.3.76
	S-NG-RAN node endpoint(s) of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs in case of PDCP duplication.
	YES
	ignore

	>>PDCP Duplication Configuration
	O
	
	9.2.3.86
	
	YES
	ignore

	>>Duplication Activation
	O
	
	9.2.3.71
	
	YES
	ignore

	DRBs To Be Released List
	
	0..1
	
	
	–
	

	>DRBs to Be Released Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>Cause
	O
	
	9.2.3.2
	
	–
	

	Data Forwarding and Offloading Info from source NG-RAN node
	O
	
	9.2.1.17
	Contains DL Data Forwarding indications for QoS Flows removed from the SDAP in the SN.
	–
	

	QoS Flows Not Admitted to be Added List
	O
	
	QoS Flow List with Cause
9.2.1.4
	
	–
	

	QoS Flows Released List
	O
	
	QoS Flow List with Cause
9.2.1.4
	
	–
	

	DRB IDs taken into use
	O
	
	DRB List 9.2.1.29
	Indicating the DRB IDs taken into use by the target NG-RAN node, as specified in TS 37.340 [8].
	YES
	reject

	Redundant DL NG-U UP TNL Information at NG-RAN
	O
	
	UP Transport Layer Information
9.2.3.30
	S-NG-RAN node endpoint of the NG transport bearer. For delivery of DL PDUs for the redundant transmission.
	YES
	Ignore

	Security Result
	O
	
	9.2.3.67
	
	Yes
	ignore



	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is 32. 

	maxnoofQoSFlows
	Maximum no. of QoS flows. Value is 64.

	maxnoofAdditionalPDCPDuplicationTNL
	Maximum no. of additional PDCP Duplication TNL. Value is 2.











<Unchanged Text Omitted>



	

[bookmark: _Toc20955408][bookmark: _Toc29991456][bookmark: _Toc36555609][bookmark: _Toc45107719][bookmark: _Toc45900844][bookmark: _Toc45901280][bookmark: _Toc64446905][bookmark: _Toc74150077][bookmark: _Toc88653320]9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

<Unchanged Text Omitted>
[bookmark: _Hlk84845901]	id-AdditionLocationInformation,
	id-dataForwardingInfoFromTargetE-UTRANnode,
[bookmark: _Hlk89168732]	id-Cause,
	id-SecurityIndication,
	maxEARFCN,
	maxnoofAllowedAreas,
	maxnoofAMFRegions,
	maxnoofAoIs,
	maxnoofBPLMNs,

<Unchanged Text Omitted>

-- **************************************************************
--
-- PDU Session Resource Modification Info - SN terminated
--
-- **************************************************************

PDUSessionResourceModificationInfo-SNterminated ::= SEQUENCE {
	uL-NG-U-TNLatUPF				UPTransportLayerInformation						OPTIONAL,
	pduSessionNetworkInstance		PDUSessionNetworkInstance						OPTIONAL,
	qosFlowsToBeSetup-List			QoSFlowsToBeSetup-List-Setup-SNterminated		OPTIONAL,
	dataforwardinginfofromSource	DataforwardingandOffloadingInfofromSource		OPTIONAL,
	qosFlowsToBeModified-List		QoSFlowsToBeSetup-List-Modified-SNterminated	OPTIONAL,
	qoSFlowsToBeReleased-List		QoSFlows-List-withCause							OPTIONAL,
	drbsToBeModifiedList			DRBsToBeModified-List-Modified-SNterminated		OPTIONAL,
	dRBsToBeReleased				DRB-List-withCause								OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {PDUSessionResourceModificationInfo-SNterminated-ExtIEs} } 	OPTIONAL,
	...
}

PDUSessionResourceModificationInfo-SNterminated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-PDUSessionCommonNetworkInstance		CRITICALITY ignore	EXTENSION PDUSessionCommonNetworkInstance		PRESENCE optional}|
	{ID id-DefaultDRB-Allowed					CRITICALITY ignore	EXTENSION DefaultDRB-Allowed						PRESENCE optional}|
	{ID id-NonGBRResources-Offered				CRITICALITY ignore	EXTENSION NonGBRResources-Offered				PRESENCE optional}|
	{ID id-Redundant-UL-NG-U-TNLatUPF			CRITICALITY ignore	EXTENSION UPTransportLayerInformation	PRESENCE optional}|
	{ID id-RedundantCommonNetworkInstance		CRITICALITY ignore	EXTENSION PDUSessionCommonNetworkInstance	PRESENCE optional}|
	{ID id-SecurityIndication					CRITICALITY ignore	EXTENSION SecurityIndication						PRESENCE optional},
	...
}


<Unchanged Text Omitted>

-- **************************************************************
--
-- PDU Session Resource Modification Response Info - SN terminated
--
-- **************************************************************


PDUSessionResourceModificationResponseInfo-SNterminated ::= SEQUENCE {
	dL-NG-U-TNLatNG-RAN				UPTransportLayerInformation								OPTIONAL,
	dRBsToBeSetup					DRBsToBeSetupList-SetupResponse-SNterminated			OPTIONAL,
	dataforwardinginfoTarget		DataForwardingInfoFromTargetNGRANnode					OPTIONAL,
	dRBsToBeModified				DRBsToBeModifiedList-ModificationResponse-SNterminated	OPTIONAL,
	dRBsToBeReleased				DRB-List-withCause										OPTIONAL,
	dataforwardinginfofromSource	DataforwardingandOffloadingInfofromSource				OPTIONAL,
	qosFlowsNotAdmittedTBAdded		QoSFlows-List-withCause									OPTIONAL,
	qosFlowsReleased				QoSFlows-List-withCause									OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {PDUSessionResourceModificationResponseInfo-SNterminated-ExtIEs} } 	OPTIONAL,
	...
}

PDUSessionResourceModificationResponseInfo-SNterminated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-DRB-IDs-takenintouse		CRITICALITY reject	EXTENSION DRB-List	PRESENCE optional}|
	{ ID id-Redundant-DL-NG-U-TNLatNG-RAN	CRITICALITY ignore	EXTENSION UPTransportLayerInformation	PRESENCE optional}|
	{ID id-SecurityResult			CRITICALITY ignore	EXTENSION SecurityResult						PRESENCE optional},
	...
}

<Unchanged Text Omitted>

[bookmark: _Toc20955410][bookmark: _Toc29991458][bookmark: _Toc36555611][bookmark: _Toc45107721][bookmark: _Toc45900846][bookmark: _Toc45901282][bookmark: _Toc64446907][bookmark: _Toc74150079][bookmark: _Toc88653322]9.3.7	Constant definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************
<Unchanged Text Omitted>
id-QoS-Mapping-Information																			ProtocolIE-ID ::= 250
id-AdditionLocationInformation																		ProtocolIE-ID ::= 251
id-dataForwardingInfoFromTargetE-UTRANnode															ProtocolIE-ID ::= 252
id-SecurityIndication																					ProtocolIE-ID ::= bbb
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